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SIGNAGE NOTES:

1. ALL SIGNAGE SHALL BE PERMITTED UNDER A SEPARATE SIGN PERMIT BY VENDOR.

2. G.C. TO PROVIDE ROUGH-IN ELECTRICAL AND FOUNDATIONS FOR ALL SIGNS (U.O.N.).

3. PROVIDE CONCRETE FOUNDATION FOR FREE-STANDING POLE / MONUMENT SIGN. ROUGH
ELECTRICAL: FINAL CONNECTION BY G.C.

4. G.C.TO INSTALL MENU BOARD, PREVIEW BOARD, SPEAKER POST AND SOFFIT CLEARANCE SIGN.

5. G.C. SHALL CONFIRM ALL SIGN INSTALLATION DETAILS (INCLUDING BOLT SIZES: PATTERNS,
BLOCKING, ELECTRICAL, ETC) PRIOR TO START OF ANY WORK RELATED TO ANY VENDOR
SUPPLIED ITEMS.

SIGN SCHEDULE - C

/

THE PROPOSED KFC WILL SERVE THE REGIONAL COMMERCIAL ZONE ON THE NORTH SIDE OF WEST
CROSSROADS BLVD. AND ALSO PROVIDE A SUPPORTING SERVICE FOR THE SURROUNDING AREA
DESIGNATED FOR EMPLOYMENT USES. THE PROPOSED DEVELOPMENT COMPLIES WITH THE LAND USE
PLAN OF THE SARATOGA SPRINGS GENERAL PLAN (JULY 28, 2017) AS OUTLINED ON PAGES 9, 10, AND 18.

A RIGHT-OF-WAY ENCROACHMENT PERMIT MUST BE OBTAINED FROM THE CITY OF SARATOGA SPRINGS
PRIOR TO DOING ANY WORK IN THE EXISTING RIGHT-OF-WAY.
CONTACT MARK EDWARDS AT 801-766-9793, EXT. 118.

REQUIRED PERMITS AND APPROVALS HAVE BEEN OBTAINED. NO CONSTRUCTION OR FABRICATION SHALL
BEGIN UNTIL THE CONTRACTOR HAS RECEIVED AND THOROUGHLY REVIEWED ALL PLANS AND OTHER
DOCUMENTS APPROVED BY ALL OF THE PERMITTING AUTHORITIES.

ALL WORK SHALL BE PERFORMED IN ACCORDANCE WITH THESE PLANS, SPECIFICATIONS AND THE
REQUIREMENTS AND STANDARDS OF THE LOCAL GOVERNING AUTHORITY. THE SOILS REPORT AND
RECOMMENDATIONS SET FORTH THEREIN ARE A PART OF THE REQUIRED CONSTRUCTION DOCUMENTS
AND TAKE PRECEDENCE UNLESS SPECIFICALLY NOTED OTHERWISE ON THE PLANS. THE CONTRACTOR
SHALL NOTIFY THE CONSTRUCTION MANAGER OF ANY DISCREPANCY BETWEEN THE SOILS REPORT AND
PLANS, ETC.

SITE CLEARING: SEE S.M.L. DRAWINGS AND GEOTECHNICAL REPORT FOR EXTENT OF SITE WORK.

SITE GRADING SHALL BE PERFORMED IN ACCORDANCE WITH THESE PLANS AND SPECIFICATIONS AND THE
RECOMMENDATIONS SET FORTH IN THE SOILS REPORT REFERENCED IN THIS PLAN SET. THE CONTRACTOR
SHALL BE RESPONSIBLE FOR ALL SOFT, YIELDING OR UNSUITABLE MATERIALS AND WITH SUITABLE
MATERIALS AS SPECIFIED IN THE SOILS REPORT. ALL EXCAVATED OR FILLED AREAS SHALL BE COMPACTED
AND MOISTURE CONDITIONED AS SPECIFIED IN THE SOILS REPORT. CONTRACTOR SHALL SUBMIT A
COMPACTION REPORT PREPARED BY A QUALIFIED SOILS ENGINEER, REGISTERED WITHIN THE STATE
WHERE THE WORK IS PERFORMED, VERIFYING THAT ALL FILLED AREAS AND SUBGRADE AREAS WITHIN THE
BUILDING PAD AREA AND AREAS TO BE PAVED HAVE BEEN COMPACTED IN ACCORDANCE WITH THESE
PLANS AND SPECS, AND THE RECOMMENDATIONS SET FORTH IN THE SOILS REPORT.

THE A.L.T.A. SURVEY SHALL BE CONSIDERED A PART OF THESE PLANS. THE G.C. IS RESPONSIBLE FOR
LOCATING IMPROVEMENTS PER THESE PLANS.

THE LOCATIONS OF UNDERGROUND FACILITIES SHOWN ON THESE PLANS ARE BASED ON FIELD SURVEYS
AND LOCAL UTILITY COMPANY RECORDS. IT SHALL BE THE CONTRACTOR'S FULL RESPONSIBILITY TO
CONTACT THE APPROPRIATE UTILITY COMPANY. NO COMPENSATION SHALL BE PAID TO THE CONTRACTOR
FOR DAMAGE AND REPAIR TO THESE FACILITIES CAUSED BY HIS WORK FORCE.

ALL DIMENSIONS AND GRADES SHOWN ON THE PLANS SHALL BE FIELD VERIFIED BY THE CONTRACTOR
PRIOR TO CONSTRUCTION. CONTRACTOR SHALL NOTIFY THE CONSTRUCTION MANAGER IF ANY
DISCREPANCIES EXIST, PRIOR TO PROCEEDING WITH CONSTRUCTION, FOR NECESSARY PLAN OR GRADE
CHANGES. NO EXTRA COMPENSATION SHALL BE PAID TO THE CONTRACTOR FOR WORK HAVING TO BE
REDONE DUE TO DIMENSIONS OR GRADES SHOWN INCORRECTLY ON THESE PLANS IF SUCH NOTIFICATION
HAS NOT BEEN GIVEN.

SEE CIVIL PLANS FOR ALL WORK IN STREET RIGHT OF WAY. HIGHWAY, IF APPLICABLE, AND CITY
ENCROACHMENT PERMITS TO BE OBTAINED AND PAID FOR BY THE GENERAL CONTRACTOR.

REFER TO DRAWING E-0 FOR PHOTOMETRIC PLAN.
ALL ON-SITE PAINTED STRIPING, LETTERS AND TRAFFIC ARROWS SHALL BE “EPOXY” TYPE “TRAFFIC” PAINT.
PRIOR TO SUBMITTING BID AND INSTALLATION OF WATER SERVICES, G.C. SHALL CONFIRM AVAILABLE

RESIDUAL AND STATIC WATER PRESSURES AT STREET POINT OF CONNECTION. G.C. SHALL BE
RESPONSIBLE FOR NOTIFYING PROJECT ARCHITECT / ENGINEER OF AVAILABLE PRESSURE.

COMPLIANCE STATEMENTS - C

SITE PLAN GENERAL NOTES - B
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@ CONSTRUCT (N) A.C. PAVING AND BASE, PER PROJECT GEOTECHNICAL REPORT AND CIVIL DRAWINGS.
APPLY LIQUID ASPHALT AT ALL JOINTS BETWEEN CONCRETE AND ASPHALT.

@ CONSTRUCT (N) 6” THICK P.C.C. PAVEMENT (W/ "LAMP BLACK” @ 8 LBS./C.Y.) W/ #4 @ 18" O.C. EW.
(CONST. JTS. @ 12-0" O.C. APPLY LIQUID ASPHALT AT ALL JOINTS BETWEEN CONCRETE AND ASPHALT).
PROVIDE EXPANSION JOINTS @ 20-0" O.C. MAX (MAX SLOPE 1%).

G o ,

@ CONSTRUCT (N) 6” P.C.C. CURB AND GUTTER PER DETAIL ST-2, SHEET 6.

@ CONSTRUCT (N) P.C.C. CURB EDGE SIDEWALK PER DETAIL ST-2 SHEET 6. 4%-4.5% MAX SLOPE AND
1%-1.5% MAX CROSS SLOPE IN DIRECTION OF TRAVEL.

@ CONSTRUCT (N) 6" P.C.C. CURB AT DRIVE THRU PER DETAIL ST-2, SHEET 6 (AND PRE-PAY WINDOW IF
APPLICABLE). CURB ELEVATION NOT TO EXCEED 3" A.F.F.

CONSTRUCT (N) DOWNSPOUTS TYP. TO DISCHARGE THRU FACE OF CURB PER DETAIL 17, SHEET DDO-2.
@ SCOPE OF WORK BOUNDARY.

PAINT (N) 4" WIDE WHITE TRAFFIC PAINT PARKING STALL LINE, TYP.

@ PAINT (N) WHITE TRAFFIC PAINT ARROWS PER DETAIL 8, SHEET DD0-2. USE EPOXY TYPE TRAFFIC PAINT.
@ PAINT (N) 24" HIGH WHITE TRAFFIC PAINT LETTERS ON PAVEMENT TO READ “DRIVE THRU".

@ PAINT (N) 24" HIGH WHITE TRAFFIC PAINT LETTERS ON PAVEMENT TO READ “EXIT ONLY".

PAINT (N) 12" WIDE AND 60" LONG WHITE TRAFFIC PAINT STRIPES ON PAVEMENT WITH 18" GAP BETWEEN
TRIPS.

@ INSTALL (N) CONCRETE WHEELSTOP PER DETAIL 9, SHEET DDO-2.
INSTALL (N) 4" STEEL, CONCRETE FILLED BOLLARD PER DETAIL 12, SHEET DDO0-2.

@ INSTALL (N) BIKE RACKS PER DETAIL 14, SHEET DDO0-2.

(E) SANITARY SEWER LINE.
SEWER POINT OF CONNECTION.
(N) CATCH BASIN.

@f&eﬁewaﬁm

@ CONSTRUCT PAVEMENT SURFACE AT ALL BUILDING ENTRY/EXIT DOORS NOT TO EXCEED 1.5% SLOPE
FOR 60" IN DIRECTION OF DOOR SWING AND 24” TO STRIKE SIDE OF DOOR.

@ ADA ACCESSIBLE PATH OF TRAVEL. CROSS SLOPE ALONG PATH NOT TO EXCEED 2% AND SLOPE IN
DIRECTION OF TRAVEL NOT TO EXCEED 5%. ABRUPT CHANGES IN ELEVATION SHALL BE LIMITED TO 1/2
MAX. WALKWAY & SIDEWALK ARE 48" MIN. G.C. TO RE-GRADE AND/OR PROVIDE CURB RAMPS TO ATTAIN
COMPLIANCE IF NECESSARY, VERIFY IN FIELD.

(N) TOW AWAY SIGN (STREET SIDE) PER 2010 ADA STANDARDS.

@ CONSTRUCT (N) P.C.C. DEPRESSED CURB RAMP OR FLARED RAMP WITH (N) TRUNCATED DOME
WARNING STRIP 36” WIDE ACROSS FULL WIDTH OF WALKWAY WHERE PATH OF TRAVEL CROSSES INTO
VEHICULAR WAYS PER DETAIL 4, SHEET DD0-2 (1:12 MAX SLOPE). WHERE A WALK CROSSES OR ADJOINS
A VEHICULAR WAY, AND THE WALKING SURFACES ARE NOT SEPARATED BY CURBS, RAILINGS OR
OTHER ELEMENTS BETWEEN THE PEDESTRIAN AREAS AND VEHICULAR AREAS SHALL BE DEFINED BY A
CONTINUOUS DETECTABLE WARNING WHICH IS 36" WIDE. PER 2010 ADA STANDARDS.

CONSTRUCT (N) DUMPSTER ENCLOSURE ON 6" THICK P.C.C. PAD (W/ “LAMP BLACK” @ 8 LBS./C.Y.) W/ #3
@ 8" 0.C.E.W. (CONST.JTS. @ 12-0" O.C. APPLY LIQUID ASPHALT AT ALL JOINTS BETWEEN CONCRETE
AND ASPHALT). SEE DETAILS 10, SHEET DDO-3.

@ (N) ROTATING ORDER POINT CANOPY WITH SPEAKER AND MENU BOARD (UNDER SEPARATE PERMIT),
PROVIDED BY OWNER, INSTALLED BY G.C. PER DETAIL 2 & 16, SHEET DDO-2.

(N) ENTRY PORTAL, PROVIDED BY SIGNAGE VENDOR, INSTALLED BY G.C. PER DETAIL 18, SHEET DDO0-2.

(N) MONUMENT SIGN (UNDER SEPARATE PERMIT), PROVIDED BY OWNER, INSTALLED BY G.C. PER
SIGNAGE VENDOR DRAWINGS.

@ (N) ROTATING ORDER POINT CANOPY, PROVIDED BY OWNER, INSTALLED BY G.C. PER DETAIL 2 & 16,
SHEET DDO0-2.

@ FINISHED BUILDING SLAB ELEVATION SHALL MATCH EXTERIOR CONCRETE SIDEWALK LEVEL. G.C. TO
PREP. PAD TO 60" MIN. BEYOND BUILDING EDGE.

(N) LANDSCAPE AREA. REFER TO LANDSCAPE DRAWINGS.

@ PAINT IN 12" HIGH LETTERS WITH WHITE TRAFFIC PAINT "CLEAN AIR OR VAN POOL PARKING ONLY".

@ INSTALL (N) GREASE INTERCEPTOR.

WATER POINT OF CONNECTION.

INSTALL (N) DOMESTIC WATER SERVICE, METER. AND BACK-FLOW PER SITE UTILITY PLAN AND CITY
STANDARDS.

ELECTRICAL POINT OF CONNECTION.

(N) ELECTRICAL MAIN SWITCHBOARD. REFER TO ELECTRICAL DRAWINGS. G.C. TO VERIFY SIZE OF NEMA
CABINET PRIOR TO POURING CURBS AND ASPHALT AND PROVIDE 48" MIN. CLEAR ACCESSIBLE PATH
BETWEEN FACE OF CABINET AND EDGE OF SIDEWALK.

(N) TRANSFORMER. PROVIDE ELECTRICAL SERVICE AS REQUIRED FOR PROJECT. CONSTRUCT
ELECTRICAL TRANSFORMER PAD, UNDERGROUND CONDUITS AND SPLICE BOXES PER UTILITY
REQUIREMENTS. WHERE REQUIRED BY UTILITY COMPANY, PROVIDE PRIMARY / SECONDARY
CONDUCTORS. VERIFY LOCATION OF ALL ELECTRICAL COMPANY REQUIRED FACILITIES WITH UTILITY
COMPANY PRIOR TO START OF WORK.

INSTALL (N) SITE LIGHTING. REFER TO PHOTOMETRIC DRAWINGS.
INSTALL (N) 1 1/2" CONDUIT W/ PULL STRING FROM TELEPHONE COMPANY SERVICE POINT.
INSTALL (N) TELEPHONE TERMINATION BOARD PER UTILITY COMPANY REQUIREMENTS.

GAS POINT OF CONNECTION.

GAS METER. PROVIDE GAS SERVICE AS REQUIRED FOR PROJECT PER UTILITY COMPANY
REQUIREMENTS. VERIFY LOCATION OF GAS FACILITIES AND ON-SITE LATERALS WITH UTILITY COMPANY
PRIOR TO START OF WORK.

CONSTRUCT (N) ADA ACCESSIBLE PARKING STALL PER DETAIL 2, SHEET DDO0-3. 1.5% MAX PAVEMENT
SLOPE WITHIN HANDICAP ACCESSIBLE PARKING AREA; REFER TO GRADING PLAN.

DIRECTIONAL SIGN, PROVIDED BY OWNER, INSTALLED BY G.C. PER DETAIL 7 SHEET DD0-2. SEE VENDOR
DWG'S. SHALL BE PERMITTED UNDER A SEPARATE PERMIT.

(N) TEMPORARY ASPHALT CURB TO MAINTAIN FULL WIDTH AND LENGTH OF ENTRANCE (AS BARRIER TO
ADJACENT PROPERTY UNDER DEVELOPMENT).

@ LANDSCAPING (UNHATCHED) TO BE INSTALLED AND MAINTAINED BY ADJACENT PROPERTY OWNER.

ALL IDEAS, DESIGNS, ARRANGEMENTS AND PLANS INDICATED BY THIS DRAWING ARE OWNED BY, AND THE PROPERTY OF THIS OFFICE AND WERE CREATED, EVOLVED AND DEVELOPED FOR USE ON, AND IN CONNECTION WITH, THE SPECIFIED PROJECT. NONE OF SUCH IDEAS, DESIGNS, ARRANGEMENTS OR PLANS SHALL BE USED BY OR DISCLOSED TO ANY PERSON, FIRM OR CORPORATION FOR ANY PURPOSE WHATSOEVER WITHOUT THE WRITTEN PERMISSION OF PROJECT ARCHITECT.
WRITTEN DIMENSIONS ON THESE DRAWINGS SHALL HAVE PRECEDENCE OVER SCALE DIMENSIONS: CONTRACTORS SHALL VERIFY AND BE RESPONSIBLE FOR, ALL DIMENSIONS AND CONDITIONS ON THE JOB AND THIS OFFICE MUST BE NOTIFIED OF ANY VARIATION FROM THE DIMENSIONS AND CONDITIONS SHOWN BY THESE DRAWINGS. SHOP DETAILS OF ADEQUATE SCALE MUST BE SUBMITTED TO THIS OFFICE FOR APPROVAL BEFORE PROCEEDING WITH FABRICATION ON ITEMS SO NOTED.
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CODE QTY  COMMON / BOTANICAL NAME CONT  CAL SIZE
ACE TAT 3 Tatarnan Maple / Acer tataricum B&¢b 2'Cal
CEL OCC 6 Common Hackberry / Celtis occidentalis Bé4B 2'Cal
PIN LEU 4 Bosnian Fine / Pinus leucodermis Beb 6-7"
SYR VO 4 Ivory Silk Japanese Tree Lilac / Syringa reticulata " Ivory Silk” Bé4B 2'Cal
TIL STE 9 Sterling Silver Linden / Tilia tomentosa " Sterling” BsbB 2'Cal
UM CAR 2 American Elm / Ulmus x ~Frontier® BsbB 2'Cal
CODE QTY  COMMON / BOTANICAL NAME CONT
BER CKI 14 Crimson Pygmy Barberry / Berbens thunbergn ~Crimson Pygmy® I gal
CAL KAR 37 Feather Reed Grass / Calamagrostis x acutiflora “Karl Foerster® I gal
CARGLO 7 Globe Peashrub / Caragana frutex ~Globosa® 5 gal
GAU UUS 34 Sparkle White Gaura / Gaura lindheimen ~Sparkle White® I gal
JUNBRO 12 Broadmoor Juniper / Juniperus sabina ~Broadmoor” 5 gal
PEN HAM 33 Hameln Dwarf Fountain Grass / Pennisetum alopecuroides “Hameln™ | gal
PRU BES I 4 Sand Cherry / Prunus besseyi 5 gal
RAU GR3 45 Skunkbush Sumac / Rhus trilobata “Gro Low® 5 gal
5 GALLON SHRUBS 78  39.6%
1 GALLON SHRUBS 119 60.4%
TOTAL 197  100.0%

MINIMUM OF 25% OF THE SHRUBS REQ. TO BE 5 GALLON AND 39% OF THE SHRUBS ARE 5 GALLON.

ALL OF THE PLANTS ARE LOW WATER USE EXCEPT FOR THE TREES PLANTED IN THE LAWN.

LEGEND

3-4" CRUSHED LEHI WEST QUARRY (STAKER PARSONS) GRAVEL MULCH AND/OR ANOTHER
SUPPLIER AS NEEDED AT A 5" DEPTH OVER DEWITT PRO 5 WEED BARRIER FABRIC. COLOR TO BE
COMPLEMENTARY TO THE SOUTH TOWN ROCK, SUBMIT SAMPLE FOR REVIEW BY THE OWNER FOR
APPROVAL. THE TOP FINISH GRADE OF THE GRAVEL TO BE .5" INCHES BELOW THE TOP OF THE
ADJOINING CONCRETE WALKS & CURBS OUT 12" FROM EDGE.

1.5" CRUSHED UTAH LANDSCAPING ROCK (435-521-5141) "SOUTHOWN" GRAVEL MULCH FOR ALL
LANDSCAPE AREAS NOTED ON THE PLAN AT A 4" DEPTH OVER DEWITT PRO 5 WEED BARRIER
FABRIC. TOP FINISH GRADE OF GRAVEL TO BE .5" INCHES BELOW TOP OF CONCRETE WALKS &
CURBS OUT 12" FROM EDGE.

UTAH LANDSCAPING ROCK (435-521-5141) "SOUTHOWN" 3 INCH COBBLE ROCK BANDS ON
TOP/MIXED IN ON THE SOUTHTOWN GRAVEL MULCH WITH UNEVEN EDGES. TOP FINISH GRADE OF
GRAVEL TO BE .5" INCHES BELOW TOP OF CONCRETE WALKS & CURBS OUT 12" FROM EDGE.

3/8" CRUSHED UTAH LANDSCAPING ROCK (435-521-5141) "SOUTHOWN" GRAVEL MULCH FOR ALL
LANDSCAPE AREAS NOTED ON THE PLAN AT A 3" DEPTH OVER DEWITT PRO 5 WEED BARRIER
FABRIC. TOP FINISH GRADE OF GRAVEL TO BE .5" INCHES BELOW TOP OF CONCRETE WALKS &
CURBS OUT 12" FROM EDGE.

NEPHI SANDSTONE "SOUTHOWN" 3 INCH COBBLE ROCK BANDS ON TOP/MIXED IN ON THE
SOUTHTOWN GRAVEL MULCH WITH UNEVEN EDGES. TOP FINISH GRADE OF GRAVEL TO BE .5"
INCHES BELOW TOP OF CONCRETE WALKS & CURBS OUT 12" FROM EDGE.

KENTUCKY BLUE GRASS SOD OVER A 4" LAYER OF TOPSOIL OVER A 6" LAYER OF SCARIFIED
SUBSOIL.

6" WIDE BY 4" DEEP CONCRETE EXTRUDED CURBING. CURBING TO BE INSTALLED LEVEL AND
UNIFORM AND MATCH (EVEN) WITH THE TOP OF THE ADJOINING CONCRETE SURFACES.

NOTE: COBBLE OR CRUSHED ROCK BANDS TO MATCH THE ROCK MULCH FOR
THE AREAS THAT THE BANDS ARE INSTALLED IN.

LANDSCAPE AREA
LAWN PARK STRIP AREA OUTSIDE OF THE PROPERTY LINE 2,091 sf
SHRUB BED OUTSIDE OF THE PROPERTY LINE 327 sf
LAWN AREA INSIDE THE PROPERTY LINE (35% REQ. MINIMUM) 4,028 sf 39.6%
SHRUB & GRAVEL MULCH BEDS 5,254 sf
SHRUB & GRAVEL MULCH ISLANDS AT THE ENDS OF PARKING ROWS 890 sf

TOTAL SHRUB & GRAVEL MULCH AREAS 6,144 sf 60.4%

TOTAL LANDSCAPE AREA INSIDE THE PROPERTY LINE 10,172 sf 100.0%

13 PARK STRIP TREES PROVIDED AT 30'o.c.
(3 PARK STRIP TREES ARE INSIDE OF THE PROPERTY LINE OF 675 sf)
7 TREES PROVIDED AT THE END OF THE PARKING ROWS (890 sf OF ISLANDS)
9 TREES REQUIRED (LESS PARKING LOT AREA & THE 3 TREES PROVIDED INSIDE THE
PROPERTY LINE PARK STRIP OF 675 sf) ON 8,607 sf IS 6 DECIDUOUS AND 3 EVERGREEN
TREES REQ. AND PROVIDED

29 TREES REQUIRED AND 29 TREES PROVIDED

LANDSCAPE NOTES:

1. CONTRACTOR TO CONTACT STEVEN G. ERICKSON, LANDSCAPE ARCHITECT AT 801-918-0366
FOR A PRE-CONSTRUCTION MEETING BEFORE BEGINNING WORK AND TO SET UP A LANDSCAPE
PLANTING AND IRRIGATION INSPECTION SCHEDULE. LANDSCAPE PLANTING SHALL CONFORM TO
ALL APPLICABLE STATE, COUNTY AND CITY LANDSCAPE REQUIREMENTS.

2. THE LANDSCAPE PLANTING AND IRRIGATION PLANS ARE TO BE USED IN CONJUNCTION WITH
THE CIVIL, MECHANICAL, ELECTRICAL, AND ARCHITECTURAL SITE PLANS TO FORM COMPLETE
INFORMATION FOR THIS SITE.

3. LANDSCAPE CONTRACTOR SHALL EXAMINE THE SITE CONDITIONS UNDER WHICH THE WORK
IS PERFORMED AND NOTIFY THE GENERAL CONTRACTOR IN WRITING OF UNSATISFACTORY
CONDITIONS. DO NOT PROCEED UNTIL CONDITIONS HAVE BEEN CORRECTED.

4. BEFORE STARTING WORK, CONTACT APPROPRIATE UTILITY COMPANIES FOR UTILITY
LOCATIONS AND COORDINATE WITH GENERAL CONTRACTOR IN REGARD TO LOCATIONS OF
EXISTING AND PROPOSED UTILITIES, IRRIGATION SLEEVES, ELECTRICAL CONDUITS, SIGNAGE, ETC.
CONTRACTOR SHALL BE RESPONSIBLE FOR DAMAGE TO UNDERGROUND IMPROVEMENTS AND
UTILITIES CAUSED BY EXECUTION OF CONTRACT AND FOR REPAIRS.

5. ALL PLANT MATERIALS SHALL MEET OR EXCEED SIZE LISTED ON PLANT SCHEDULE. OWNER'S
REPRESENTATIVE RESERVES THE RIGHT TO REFUSE PLANT MATERIAL WHICH DOES NOT MEET
THE QUALITY REQUIREMENTS FOR THE PROJECT SPECIFICATIONS. ALL DECIDUOUS TREES SHALL
HAVE FULL, WELL_SHAPED HEADS; ALL EVERGREENS SHALL BE UNSHEARED AND FULL TO THE
GROUND.

6. ALL TREE AND SHRUB BED LOCATIONS ARE TO BE STAKED OUT ON SITE FOR APPROVAL BY
OWNER'S REPRESENTATIVE PRIOR TO INSTALLATION. PLANT TREES AND SHRUBS PER DETAILS
AND SPECIFICATIONS.

7. ALL GRAVEL AND/OR COBBLE BEDS TO BE RAKED SMOOTH AND THEN COVERED WITH
DEWITT PRO 5 WEED BARRIER FABRIC BEFORE PLACING GRAVEL OR COBBLE ROCK. FINISH
GRADE OF GRAVEL OR COBBLE ROCK TO BE 2" BELOW ADJOINING CONCRETE WALKS OR CURBS
OUT 12 INCHES FROM CONCRETE EDGE.

8. PROVIDE CONCRETE CURBING WHERE NOTED ALONG WITH POURED IN PLACE CONCRETE
CURBING AS NOTED. CONCRETE CURBING TO BE PLACED LEVEL AND UNIFORM. TOP FINISH
GRADE OF CONCRETE CURBS TO MATCH UP WITH THE TOP FINISH GRADE OF EXISTING ADJOINING
CONCRETE IMPROVEMENTS.

9. EXISTING ON SITE TOPSOIL MAY BE STRIPPED AND REUSED IN THE LANDSCAPE PROVIDED
THE TOPSOIL IS QUALITY TOPSOIL. PROVIDE IMPORTED TOPSOIL AS NEEDED TO COMPLETE THE
LANDSCAPE INSTALLATION. PROVIDE TOPSOIL DEPTH OF 12" IN THE SHRUB BEDS AND TREE
PLANTING AREAS. PROVIDE 4" OF TOPSOIL IN LAWN PLANTING AREAS. DIG SUBGRADE DOWN AS
REQUIRED BEFORE PLACING TOPSOIL AS REQUIRED AND SCARIFY SUBGRADE 6” DEEP BEFORE
PLACING TOPSOIL.

10. PLANTING MIX BACKFILL FOR TREES AND SHRUBS SHALL BE 50% TOPSOIL AND 50% SOIL
EXCAVATED FROM PLANT PIT MIXED FOR THE ENTIRE AREA OF THE PLANTING PIT. PROVIDE
IMPORTED TOPSOIL FOR BACK FILL MIX IF ON SITE TOPSOIL IS NOT AVAILABLE OR IS POOR
QUALITY.

11.  MAINTENANCE OF THE LANDSCAPE WILL BE THE RESPONSIBILITY OF THE LANDSCAPE
CONTRACTOR UNTIL FINAL ACCEPTANCE. AT TIME OF LANDSCAPE ACCEPTANCE, LANDSCAPE
INSTALLATION SHALL BE COMPLETE.

12. ALL MATERIAL AND WORKMANSHIP SHALL BE GUARANTEED FOR ONE YEAR FROM DATE OF
FINAL ACCEPTANCE. CONTRACTOR TO PROVIDE A WRITTEN ONE-YEAR GUARANTEE ON
LANDSCAPE PLANTING AND IRRIGATION SYSTEM INSTALLATION FOR LABOR AND MATERIALS.
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REFER TO DRAWING EO.1 FOR EXTERIOR LIGHTING SPECIFICATIONS.

EXTERIOR COLORS USED - EARTH TONES

LOCATION

MFG / CONTACT

MODEL #/COLOR

REMARKS

EXTERIOR
PAINT
TOWERS

SHERWIN
WILLIAMS

CHARLES JENNISON P:
(440)845-4335

charles jennison@sherwin.com

COLOR: REMBRANDT RUBY
CODE: SW #0033
100% ACRYLIC HYBRID RESIN

EARTH TONES

EXTERIOR
PAINT

BENJAMIN
MOORE

KURT MCCLELLAND
P:(800)635-5147
C:(502)640-1608

kurt. mcclelland@benjaminmoore.com

AURA EXTERIOR PAINT
BEIGEWOOD BM1007
LOW LUSTER (634)

EARTH TONES
MASONRY SUBSTRATE
PRIMER: N068; GLAZED
TILE SUBSTRATE PRIMER
SXA-110

EXTERIOR
PAINT

SHERWIN
WILLIAMS

CHARLES JENNISON P:
(440)845-4335

charles jennison@sherwin.com

COLOR: CREAMY
CODE: SW #7012
100% ACRYLIC HYBRID RESIN

EARTH TONES

EXTERIOR
METAL

BENJAMIN
MOORE

KURT MCCLELLAND
P:(800)635-5147
C:(502)640-1608

kurt. mcclelland@benjaminmoore.com

COROTECH POLYESTER
URETHANE

2125-70 WEDDING VEIL (V520)
GLOSS CATALYST

COROTECH PRIMER (V132)

EXTERIOR
PAINT

BENJAMIN
MOORE

KURT MCCLELLAND
P:(800)635-5147
C:(502)640-1608

kurt. mcclelland@benjaminmoore.com

AURA EXTERIOR PAINT
NIGHT HORIZON
LOW LUSTER (634)

EARTH TONES
MASONRY SUBSTRATE
PRIMER: N068; GLAZED
TILE SUBSTRATE PRIMER
SXA-110

EXTERIOR
METAL

BENJAMIN
MOORE

KURT MCCLELLAND
P:(800)635-5147
C:(502)640-1608

kurt. mcclelland@benjaminmoore.com

COROTECH POLYESTER
URETHANE

2123-30 BLACK HORIZON (V520)
GLOSS CATALYST

COROTECH PRIMER (V132)

NOTE:

EXTERIOR
METAL

BENJAMIN
MOORE

KURT MCCLELLAND
P:(800)635-5147
C:(502)640-1608

kurt.mcclelland@benjaminmoore.com

COROTECH POLYESTER
URETHANE

2086-10 EXOTIC RED (V520)
GLOSS CATALYST

COROTECH PRIMER (V132)

REFER TO GRAPHICS PACKAGE FOR EXACT
LOCATION, SIZE AND FORM OF ALL EXTERIOR
DIMENSIONAL AND APPLIED LOGOS, SIGNS
BANNERS AND GRAPHICS.

SIGNAGE AND BUILDING ELEMENTS ARE NOT SHOWN ON THIS SHEET.
REFER TO "VENDOR SUPPLIED / INSTALLED ELEMENTS" GENERAL NOTE; THIS SHEET.

NORTH ELEVATION

1 /4||: 1 I_OII

A

NOTE:

REFER TO GRAPHICS PACKAGE FOR
EXACT LOCATION, SIZE AND FORM OF
ALL EXTERIOR DIMENSIONAL AND
APPLIED LOGOS, SIGNS BANNERS

AND GRAPHICS.

NOTE:

SIGNAGE AND BUILDING ELEMENTS ARE NOT SHOWN ON THIS SHEET.
REFER TO "VENDOR SUPPLIED / INSTALLED ELEMENTS" GENERAL NOTE; THIS SHEET.
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1 /4||: 1 I_OII

VM| architecture

Design ~ Planning ~ Interiors

637 5th Avenue San Rafael, CA 94901
415-451-2500 415-451-2595 fax
www.vmarch.com

VMI JOB NUMBER

19020

RECORD DATES
DD SUBMITTAL
BLDG. SUBMITTAL
BID SET
CONTRACT SET

REVISIONS
/A\ 04121120 PC1 RESPONSE - PL

CLIENT
HARMAN MGMT. CORP.

595 MILLICH DRIVE, SUITE 106
CAMPBELL, CA 95008
STORE NAME: TBD

ENTITY: TBD
O

PROJECT

KFC
SARATOGA SPRINGS COMM'L.
1378 N. EXCHANGE DRIVE
SARATOGA SPRINGS, UT 94022

AS-K R CWP

STORE NAME:
X

COLOR
EXTERIOR
ELEVATIONS

DD4.4




REFER TO DRAWING EO0.1 FOR EXTERIOR LIGHTING SPECIFICATIONS.

NOTE:

REFER TO GRAPHICS PACKAGE FOR EXACT
LOCATION, SIZE AND FORM OF ALL EXTERIOR
DIMENSIONAL AND APPLIED LOGOS, SIGNS
BANNERS AND GRAPHICS.

P11 \/M] architecture
» ACCENTCOLOR Design ~ Planning ~ Interiors
637 5th Avenue San Rafael, CA 94901
415-451-2500 415-451-2595 fax
www.vmarch.com
e  FIELD COLOR
e STRIPING 1 9020
e ACCENTCOLOR
e STRIPING
EXTERIOR COLORS USED - EARTH TONES
LOCATION MFG / CONTACT MODEL #/COLOR REMARKS
SF2 CHARLES JENNISON P: COLOR: REMBRANDT RUBY
EXTERIOR SHERWIN (440)845-4335 CODE: SW #0033
. METALS PAINT WILLIAMS charles jennison@sherwin.com 100% ACRYLIC HYBRID RESIN EARTH TONES -
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e MECHANICAL —
[ 1
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PAINT MOORE 1(502)640-1608 LOW LUSTER (634 : ’ —
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o BASE WAINSCOT . S
. WINDOW EXTERIOR SHERWIN (440)845-4335 CODE: SW #7012 ONES —
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-=
[ 1
= B g
KURT MCCLELLAND COROTECH POLYESTER =__—
EXTERIOR BENJAMIN P:(800)635-5147 URETHANE s
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EARTH TONES
METALS
. ’ MECHANICAL KUBT MCCLELLAND AURA EXTERIOR PAINT MASONRY SUBSTRATE
EXTERIOR BENJAMIN P:(800)635-5147 NIGHT HORIZON PRIMER: N068; GLAZED
PAINT MOORE C:(502)640-1608 LOW LUSTER (634) TILE SUBSTRATE PRIMER
kurt. mcclelland@benjaminmoore.com SXA110
KURT MCCLELLAND COROTECH POLYESTER
EXTERIOR BENJAMIN P:(800)635-5147 URETHANE
SF7 METAL MOORE C:(502)640-1608 2123-30 BLACK HORIZON (V520) COROTECH PRIMER (v132)
kurt.mcclelland@benjaminmoore.com | GLOSS CATALYST NOTE
e METALS :
. KURT MCCLELLAND COROTECH POLYESTER SIGNA
AWNINGS EXTERIOR BENJAMIN P-(800)635-5147 URETHANE COROTECH PRIMER (V132 SIGNAGE AND BUILDING ELEMENTS ARE NOT SHOWN ON THIS SHEET.
METAL MOORE C:(502)640-1608 2086-10 EXOTIC RED (V520) (v132) REFER TO "VENDOR SUPPLIED / INSTALLED ELEMENTS" GENERAL NOTE; THIS SHEET.
kurt.mcclelland@benjaminmoore.com GLOSS CATALYST

SOUTH ELEVATION

1 /4||: 1 I_OII

A

NOTE:

RECORD DATES
DD SUBMITTAL
BLDG. SUBMITTAL
BID SET
CONTRACT SET

REVISIONS

REFER TO GRAPHICS PACKAGE FOR EXACT
LOCATION, SIZE AND FORM OF ALL EXTERIOR
DIMENSIONAL AND APPLIED LOGOS, SIGNS

/A\ 04/21/20 PC1 RESPONSE - PL

19020_DD4.5.dwg By: AQUINONES Saved on:4/16/2020 2:00:38 PM

\02_dd\ current\445

gaSprings
ALL IDEAS, DESIGNS, ARRANGEMENTS AND PLANS INDICATED BY THIS DRAWING ARE OWNED BY, AND THE PROPERTY OF THIS OFFICE AND WERE CREATED, EVOLVED AND DEVELOPED FOR USE ON, AND IN CONNECTION WITH, THE SPECIFIED PROJECT. NONE OF SUCH IDEAS, DESIGNS, ARRANGEMENTS OR PLANS SHALL BE USED BY OR DISCLOSED TO ANY PERSON, FIRM OR CORPORATION FOR ANY PURPOSE WHATSOEVER WITHOUT THE WRITTEN PERMISSION OF PROJECT ARCHITECT.

WRITTEN DIMENSIONS ON THESE DRAWINGS SHALL HAVE PRECEDENCE OVER SCALE DIMENSIONS: CONTRACTORS SHALL VERIFY AND BE RESPONSIBLE FOR, ALL DIMENSIONS AND CONDITIONS ON THE JOB AND THIS OFFICE MUST BE NOTIFIED OF ANY VARIATION FROM THE DIMENSIONS AND CONDITIONS SHOWN BY THESE DRAWINGS. SHOP DETAILS OF ADEQUATE SCALE MUST BE SUBMITTED TO THIS OFFICE FOR APPROVAL BEFORE PROCEEDING WITH FABRICATION ON ITEMS SO NOTED.

W:\Data\Harman\2019\19020 Harman UT Sarato

BANNERS AND GRAPHICS.

NOTE:

SIGNAGE AND BUILDING ELEMENTS ARE NOT SHOWN ON THIS SHEET.
REFER TO "VENDOR SUPPLIED / INSTALLED ELEMENTS" GENERAL NOTE; THIS SHEET.

WEST ELEVATION

1 /4||: 1 I_OII

CLIENT
HARMAN MGMT. CORP.

595 MILLICH DRIVE, SUITE 106
CAMPBELL, CA 95008
STORE NAME: TBD

ENTITY: TBD
O

PROJECT

KFC
SARATOGA SPRINGS COMM'L.
1378 N. EXCHANGE DRIVE
SARATOGA SPRINGS, UT 94022

AS-K R CWP

STORE NAME:
X

COLOR
EXTERIOR
ELEVATIONS

DDA4.5




-0.dwg By: AQUINONES Saved on:4/24/2020 4:37:08 PM

s _\02_dd\ current\700_19020 EO

gaSpring
ALL IDEAS, DESIGNS, ARRANGEMENTS AND PLANS INDICATED BY THIS DRAWING ARE OWNED BY, AND THE PROPERTY OF THIS OFFICE AND WERE CREATED, EVOLVED AND DEVELOPED FOR USE ON, AND IN CONNECTION WITH, THE SPECIFIED PROJECT. NONE OF SUCH IDEAS, DESIGNS, ARRANGEMENTS OR PLANS SHALL BE USED BY OR DISCLOSED TO ANY PERSON, FIRM OR CORPORATION FOR ANY PURPOSE WHATSOEVER WITHOUT THE WRITTEN PERMISSION OF PROJECT ARCHITECT.

W:\Data\Harman\2019\19020 Harman UT Sarato

W CROSSROADS BLVD.

.53 0.45 D0.25 .18 0.18 0.18 0.13 0.§6
A
B4y % oo B oco Booa .46 0.37 0.26 |0.11
.82 f.ag| .57 .57 .79 .55 |D.}4
]
.35 .22 i) N.s4a .57 D. .44
DRIVE THRU
1’ + + + + + + +
b.87 |1b.76  D.77 f1.03 fi.53 fi.se .05 |P.$o K
:: 05 [Hb—64—b=64 D.88 1.58 T1-84—t-04—H.}2
< 82,
MZ s 1P
D 0.14 [[0.35 B Y0 057 D.s2 .69 +24'—&.02 > 30T, 5
M2 M o]
I = + T + + +
|I| 0.16 [[0.54 B | /6/2//0 0.82 .53 .87 .97 |I.}3
Z b.21 [0.72 [i|fy KEC [ - \ETI.SO b.eg 0.79 1.32 +G€ T.05 |0.17 @
Kl:: FJ.86 i AMERICAN Mn"l.95 .69 b.70 f1.05 fN.32 f.o07 6
Z ) M.eo  hl[dh | M2 3133 SF MPi.oo B.s6 D.67 %.o2 fN.29 f.oo9 6
, )
> o 55 SEATS
% + + + + + +
m 04 Bl .98 | 0.55 B.s1 ©.73 .23 fN.aa BH.o9 7
M4
M2
e + + + + + +
.08 Tllo .82 .55 b.s2 b.78 fT.a6 f1.78 f1.so |fi.fo
:Zl M2 4
CITY OF SARATOGA SPRINGS LIGHTING NOTES:
e + 4 + + + + +
1-13 0 A p M2 Mo 955 0.80 1l.o4 2M‘=“]§ 1. ONE HOUR AFTER CLOSING OR BY 11:00 PM, WHICHEVER IS EARLIER, BUSINESSES MUST
TURN OFF AT LEAST 50%%% OF BUILDING LIGHTING FIXTURES IN SURFACE PARKING LOTS AND
ON TOP DECKS OF PARKING STRUCTURES, HOWEVER, THOSE LIGHTING FIXTURES TURNED
9.85 Bll2 .65 0.84 OFF MAY BE SET TO FUNCTION UTILIZING A MOTION DETECTOR SYSTEM. LIGHTS MAY BE
® ® @ TURNED BACK ON ONE HALF HOUR PRIOR TO THE FIRST EMPLOYEE SHIFT.
" SN\ s N N — N N 2. BUSINESS OPEN FOR 24 HOURS MUST TURN OFF 50%%% OF THEIR OUTDOOR AND PARKING LOT
§.60 1 0.25 0.38 0.447 Qsbas) 0.60 0.6// 0.86 LIGHTING BY 11:00PM AND MUST KEEP THEM OFF UNTIL ONE HALF HOUR BEFORE SUNRISE,
HOWEVER, THOSE LIGHTING FIXTURES TURNED OFF MAY BE SET TO FUNCTION UTILIZING A
. . . . . . . . MOTION DETECTOR SYSTEM.
.09 0.65 0.80 0.84/%5.91 0.92 0.90 1.03 f1.09 Tbsar [0.}o
/ FUE 3. LIGHT LEVEL AT THE PROPERTY LINES NOT TO EXCEED 1.0 FOOT-CANDLE
/ EshT FIXTURE HEIGHT NOT TO EXCEED 20' A F.G.
N . . . . éf . . . . . CRO[SS ACCESS SITE FIXTURES AND POLES MUST HAVE A BLACK FINISH
0.99 1.12 1.51 1.78 1. /1.4_ b 7 0.80 0.62 |0.%8 EASEMENT SITE FIXTURES ARE 135W 4000K LED
// o / il FIXTURES A & B HAVE A BACKLIGHT SHIELD
e . . . . . . . ) 4 POLES ARE 20'-0" FOR AN OVERALL FIXTURE HEIGHT OF 20-0" A.F.G.
b.08| ©.15 .28 B.sp| G.01 G.p7 fles H.o1 T.90 [Z
10'-0"
P.UE.
ES
505 104010 boafll .70 B.g2 l71 D54 g
SIS
7| @ * (O
|
Hoadhos Bo1e 80 Bos7 B.oo P31 1.8 e b.so
T3
O (=
o=
~— &7
A
N &
W //f NORTH
PREPARED BY MOUNTAIN STATES LIGHTING - TED MAESTAS o 120 40
Luminaire Schedule
Symbol Oty TYPE Arrangement LLF Description Lum. Watts
- @ 2 A - DOMIA MINI-SY21P1-FGC-3M SINGLE 0.800 | SY21P1-FGC-3M-60W-4K 67
:|> 2 M3 - WPLED2Q0Y SINGLE 0.800 WPLED20Y 21.7
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Calculation Summary
Label CalcType Units Avg Max Min Avg/Min | Max/Min
CalcPts I1lluminance Fc 1.11 9.93 0.04 27.75 248.25
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3) #6XHHW 1 9020
FROM R.M.P. SOURCE (<10°) 3/4" GRAVEL ©) # \4» THICK 3/4" GRAVEL E i SCHEDULE 40 PVC
COMPACTED SUBGRADE 20.71" : | 20’ BANNER PLATE MOUNTED AT 12
' Il (SEE DETAIL THIS SHEET)
o o SCHEDULE 40 PVC OR
A POINT OF CONNECTION (POD) DETAIL B LIGHT POLE FUSE BOX DETAIL i ; fications: 5'—0" H ¥ GRC RIGID ELBOW POLE
" i 20TFS-4.5/7-BK
— 64, 4000K (NEUTRAL) PHILIPS LUMILEDs LUXEON R LENS:  TEMPERED GLASS ' H 160" 20" TAPERED FLUTED STEEL STEEL
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LEDs, TYPICAL 75 COLOR RENDERING INDEX (CRI), i 1 CONCRETE PAINTED WITH FIRST 16
>65,000 HOURS OF OPERATIONAL LIFE (AT 25°C ) £352zzzssss XcZd BASE OF POLE AND BASE PLATE TO BE
AMBIENT TEMPERATURE & 70% LUMEN MAINTENANCE), HEAT SINK: LOW COPPER, H N COATED WITH INDUSTRIAL ZINC COATING
NOTES: INJECTION MOLDED TYPE Ill OPTICAL PLATES. DIE-CAST ALUMINUM u o MIN EPA OF 12 IN 100 MPH ZONE (1.3 GUST FACTOR
— INTEGRAL PHILIPS ADVANCE XITANIUM LED DRIVER,
1. FUSE BOX / SLICE BOX ASSEMBLY SHALL BE (2) CARSON BROOKS 1419 BOLTED TOGETHER 'CLAMSHELL’ STYLE. DRILL 1/4” HOLES IN EVERY CLASS 1, IP66 RATED, 350mA, INTELLIVOLT LENS FRAME: LOW
CELL OF LID ON BOTTOM BOX TO ALLOW DRAINAGE. INSTALL BOX ASSEMBLY ON 4" OF 3/4” GRAVEL. NO SUBSTITUTES. 120 VAC, 50-60 Hz, RoHS COMPLIANT, COPPER, DIE-CAST HOOPS #4 REBAR ONE PART NUMBER:
STANDARD BUILD IN >3kV SURGE SUPPRESSION. ALUMINUM
2. FUSE ASSEMBLY SHALL BE (1) BUSSMAN HEB—JJ PN. 44229 WITH (2) BUSSMAN 2A0660. NO SUBSTITUTES. — UL8750 & UL1598 COMPLIANT, ETL/cETL LISTED PER FOOT HIGH DENSITY ELASTOMER DECORATIVE MSL20*VIRG/NM
3. WIRE CONNECTOR SHALL BE BLACKBURN USB33S SQUID PN. 2136122. NO SUBSTITUTES TO US. & CANADIAN SAFETY STANDARDS FOR WET BASE, DENSI:TY gr 71 LBS PER CUBIC FOOT. DECORATIVE BASE DETAIL
: Q : . : LOCATIONS, MANUFACTURED TO ISO 9001:2008 MINIMUM .75 THICK, PAINTED BLACK
4. TERMINATE CONDUIT IN BOXES WITH BELL ENDS ATTACHED TO END OF CONDUITS. STANDARDS, VIBRATION TESTED TO ANSI C136.31 DECORATIVE AIR VENT: . HANDHOLE BEHIND TwO-PIECE BASE
FOR BRIDGE APPLICATIONS. PERFORATED, 14 GAUGE, 2’-0 4 Bolts at 99 Degrees ,
5. ALL WIRE SHALL BE #6 CU XHHW UNLESS NOTED OTHERWISE. WIRE SIZE SHALL BE UPSIZED AS NEEDED FOR NEC COMPLIANCE. — WATTAGE: 69.1 WATTS #304 STAINLESS STEEL NOTES: 3/4” Dia x 18" Long x 3” Hook
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6. 5/8" X 8 GROUND ROD REQUIRED AT POD. 1. *POLES FOR OUTDOOR LIGHTING FIXTURES FOR THE ILLUMINATION OF PARKING BOLTS TO GE GALVAINZED
, AREAS AND LOCATED DIRECTLY BEHIND PARKING SPACES, OR WHERE THEY COULD
7. LIGHT POLE FUSE BOX SHALL BE WITHIN 4’ DOWNSTREAM OF POLE. :glEuZiEgggﬂlEosgARD, BEHIT B SNOW PLOWS. SHALL B PLACED A MNIMUM OF FIVE (5) FEET
8. POD SHALL BE WITHIN 10° OF ROCKY MOUNTAIN POWER (RMP) SOURCE. CONFIRM INSTALLATION REQUIREMENTS WITH ROCKY MOUNTAIN POWER EgsSTID$Hm\¢E?33§E®SCHOE§ ETGEH S,Igg\?é ?EEPL_":\(;EBES"I:‘ ggNgﬁﬁfBLiEggsg%gTég
REPRESENTATIVE AND PACIFICORP’S LATEST SIX STATES ELECTRICAL SERVICE REQUIREMENTS DOCUMENT. B OTHER METHODS. ARPROVED BY THE Oy ENGINEER.
2. ALL PRIVATE STREET LIGHTS SHALL BE MASTER—METERED.
ﬁJSTAI\ELEmﬁEu If-§l X¥8’;E|NL?;%;;TAE§ESFOR INSTALLATION WITH CURRENT CONTRACT ONLY CONDUIT IS REQUIRED. SOME CONDUCTORS INDICATED MAY BE 2 AL PRVATE STREET LlohTe Sl RoT BEAR ANy SORP OF CITY
: IDENTIFICATION, SUCH AS THE CITY LOGO.
4. ALTERNATIVE PRODUCTS MAY BE USED IF DEEMED EQUAL AND APPROVED BY
10. POD TO BE BUSSMAN KTK AND SIZED AT MIN 10 AMP AND MAX 30 AMP. POLE FUSE TO BE BUSSMAN KTK 5 AMP. Rty ASSEMBLY FINISH: BLACK ANCHOR BASE DETAIL
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ALL IDEAS, DESIGNS, ARRANGEMENTS AND PLANS INDICATED BY THIS DRAWING ARE OWNED BY, AND THE PROPERTY OF THIS OFFICE AND WERE CREATED, EVOLVED AND DEVELOPED FOR USE ON, AND IN CONNECTION WITH, THE SPECIFIED PROJECT. NONE OF SUCH IDEAS, DESIGNS, ARRANGEMENTS OR PLANS SHALL BE USED BY OR DISCLOSED TO ANY PERSON, FIRM OR CORPORATION FOR ANY PURPOSE WHATSOEVER WITHOUT THE WRITTEN PERMISSION OF PROJECT ARCHITECT.

WRITTEN DIMENSIONS ON THESE DRAWINGS SHALL HAVE PRECEDENCE OVER SCALE DIMENSIONS: CONTRACTORS SHALL VERIFY AND BE RESPONSIBLE FOR, ALL DIMENSIONS AND CONDITIONS ON THE JOB AND THIS OFFICE MUST BE NOTIFIED OF ANY VARIATION FROM THE DIMENSIONS AND CONDITIONS SHOWN BY THESE DRAWINGS. SHOP DETAILS OF ADEQUATE SCALE MUST BE SUBMITTED TO THIS OFFICE FOR APPROVAL BEFORE PROCEEDING WITH FABRICATION ON ITEMS SO NOTED.
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EXTERIOR LIGHT FIXTURE DETAILS nNTs. A

FIXTURE TYPE M3 COLOR: BLACK M-3 -Doors FIXTURE TYPE M2 COLOR: BLACK Vo KEC
; " ; Project Name: FIXTURE TYPE A,B,C: REFER TO DRAWING E0.1 FOR LOCATIONS
WPLED20Y 2 Light Indoor/Outdoor 15" Wall Light BK e =
LA 9246BK (Black (Painted)) Type: N
. Qty:
Project: Type: Comments:
253t i
Ordering Information 8283 04/21/20 PC1 RESPONSE - PL
Prepared By: Date: £33
P 4 Product ID 9246BK 229
Finish Black (Painted) ©
Available Finishes AZ, BA, BK, WHT
Driver Info LED Info
Type: Constant Current Watts: 20W Dimensions ~
120V: 0.19A Color Temp: 3000K Extension 850" 3340 ] B
208V: 0.12A Color Accuracy: 71CRI < 1920
. No O wJo
240V: 0.10A L70 Lifespan: 100000 Height from center of Wall -/ . Mmoo - =l 2E7 B )
277V 0.08A Lumens: 985 opening 5y '-5§ —'=?SE.£ == = “)
. ) . SoEz 5 < 0
Input Watts: 22w Efficacy: 45 LPW Base Backplate 5.00 X 4.75 g;‘; EQE gvl) 5 Eﬁg - 5
- . o T a
Ultra-high efficiency 20 Watt wallpack. Patent Pending thermal management Efficiency: 92% Weight 2.60 LBS zz Luy = Qa,, \ /
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system. 100,000 hour L70 lifespan. 5 Year Warranty. O = -4 x < ouw |
4 5 75 oo,
Color: Bronze Weight: 6.1 Ibs Spec'f'cat'ons o L a |
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Material Aluminum -
Technical Specifications
Listings Construction Driver: Electrical R .
L - = s .
UL Listing: Finish: Automatic Voltage Sensing Driver for 120-277 volts. Voltage 120V 0wz é ; 3 & /
Suitable for wet locations. Suitable for mounting within ~ Formulated for high-durability and long lasting color. Dri . 5 ° % B = z 5- ¢ ‘f
1.2m (4ft) of the ground river: lificati 3 2 5. = < =< vz o
. e ground. P Q < a O s5Z~ -
Cold Weather Starting: Constant Current, Class2, 100 -277V, 50/60 Hz, 100 - Qualifications 5 x 233 b 2 g G £31 5 5
Dark Sky Approved: The minimum starting temperature is -30°C. 240VAC 0.3 - 0.15A, 277VAC 0.15A Safety Rated Damp F @ . g z § > - 8' 2 E © (f = S E
i iati . . ion- ; E w SOy . *=100>D
The International Dark Sky Association has approved i ium Ambient Temperature: Surge Protection: Warranty www.kichler.com/warranty g &Y 2 ZuEk T 8 g w (=25 e —
this product as a full cutoff, fully shielded luminaire. 8 nZ % b4 + g S e g =< = 158 - ]
: °C (131° : 4kV ™ <] Zz 9 2] MmXT~O %)
IESNA LM-79 & IESNA LM-80 Testing: Suitable for use in 55°C (131°F) ambient ) . ) ,2 %E 8 s} E’ g i a > =) 8 % i
temperatures. Optical P”mary Lamp|ng u = ooy <=2 8 = B3 |2} ©
RAB LED luminaires have been tested by an Housing: ) ) = u = @ Q Sui 7 o o < 3 A 5 Z
independent laboratory in accordance with IESNA LM- ) Fixture Efficacy: Dimensions Light Source Incandescent E go S & 29 « u 2 = = % Ay s = L
79 and 80, and have received the Department of Precision die cast aluminum housing, lens frame and 45 Lumens per Watt - . o e W g w39 > 2 2 2 o o z 5 » = |2
Energy "Lighting Facts" label. mounting plate. Oth Height 15.00 Lamp Included Not Included 5 . o @ Pl .E: I =T g e £3 g ~ ® 288%
e er . . o Z O. Foa a @ 2 [e 3] -4
LED Characteristics Two Mounting Options: Width 6.00" # of Bulbs/LED Modules 2 8 k& “ 'E: ui < = Iz xz E & E 2 7] " é o w Zcob
Patents: : x o n .- & 4 [l - = a NWwZzZ
Lifespan: Junction Box with 5 Conduit Entry Points and atents o ) Max or Nominal Watt 120W = 2 '9§ 2 © Y g E" moo P R Qe e @ E 0 Eg 3 %

) Threaded Plugs for surface mounting plus Cover Plate ~ The LPACK design is protected under patents in the - Y > Z sB zZ 39 3 W, e 3 - 5 < SHE8
100,000-hour LED lifespan based on IES LM-80 for mounting over 4" recessed junction box included U.S. Pat. D634873, Canada Pat. 133207, China Pat. Socket Wire 150 1 Z 'Eg §8 ; '2_:9 N 3 g 5 2 z & < E v b Socco
results and TM-21 calculations. with WPLEDZ20. Z1.201030129137, Taiwan Pat. D139540 and Mexico Socket Type Medium Bz - Z < 'é 3 & 8 8 L S ] © ¥ = o % 5]

E g o} =1 a
Color Consistency: . Pat. 32491 2 8 2 ouw B £ 86 Eo* = =z o > & i
Green Technology: ) Lamp Type BR40 = . 2 4o 3 e 'é 5z =4 W o ; o =z Z & R "
3-step MacAdam Ellipse binning to achieve consistent ' Warranty: w o 8§ F4 @ & “n XYx < 0 N T o @ i
X N Mercury and UV free. RoHS compliant components. B = © %3 n v of o5 T ] 7] > 3 }
fixture-to-fixture color. L y RAB ts that LED products will be free fi v =z = E S ©Fo o > Q ¥ A
Polyester powder coat finish formulated without the warrants that our products will be tree from g a0 4 T o Q o =] S w
vester p X } . ) 433 L, 2 2 wua z6? o Z S g4d =
Color Stability: use of VOC or toxic heavy metals. defects in materials and workmanship for a period of Alternate Lamps 2 2 T Y2 5 E 2 B8 8/« e ~ = < E % \ £z
X i X - five (5) years from the date of delivery to the end user, . _ - _ (:F; (:/:) |<—( % = % = 35 % - '5 ~ g a Z X @ 8 z \ - - g 3a
LED color temperature is warrantied to shift no more For use on LEED Buildings: including coverage of light output, color stability, driver Lamp Included Bulb Listing Light Source Max Wattage/Range Bulb Product ID Dimming w0 o & < s g9 o 3% 249 3 o < Wow o ow ~ | ] g T &4
than 200K in CCT over a 5 year period. - s - EE O g o< w 9 5 3s o o o 9 < 0og
IDA Dark Sky Approval means that this fixture can be performance and fixture finish. . I I © a > & xd Sa © 4 z . N an,He
. . ) ) . - No Hybrid CFL 23-30W © © 5 g w 9 ] 483 6o 2 J o © o ° 9%z
Color Uniformity: used to achieve LEED Credits for Light Pollution Equivalency: S 30 z g 2 © o = JEF ) § 2 % [ F] - 2 PES -
. Reduction. . E @ 82 T x ¥ el = - =N © 17 5 W w 5 |
RAB's range gf CQT (Correlated Color Temperature) Equivalent to 150W Metal Halide. HoH 2 = 4 2 T . z 2 W 3 wuR 0 2 > € a = g
follows the guidelines of the American National Gaskets: ) ) E E Z Sv < > ® 3% JEG i, Yy w 2 0 w0 w s =
Standard for Specifications for the Chromaticity of ) - Buy American Act Compliance: v o0 oz Ty 5 & . & el3x 252 @ a, 2 £ £y Jeo ul S E
X R High Temperature Silicone. Wwoow ns E 0 s Q o ws 2 ad W oz § [ + o=
Solid State Lighting (SSL) Products, ANSI C78.377- ool E E 4 W = O o = x 2 i = n 5 58 E& — WEe
Electrical RAB values USA manufacturing! Upon request, RAB < < T Ay Iz & 3 < '9 o o & 6 < 3 2 =3 E = g 3 % 8
2017. ectrica may be able to manufacture this product to be E E W g E g 3 | ke Q 25 oy < 3 N o B ER Zox & =0~ F
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Color Accuracy: THD: compliant with the Buy American Act (BAA). Please 7 t Z 555 5 ¥ = B* g P 35 za uE Sw 3 E E g 2 Q %§ o g0
6.82% at 120V contact customer service to request a quote for the =l 2 5 © g = 2 € P4 & S © 2 = g0 B n ng =zd af . =1y
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Need help? Tech help line: (888) RAB-1000 Email: sales@rabweb.com Website: www.rabweb.com Page 1 of 2 g” ’Las(: "’:hﬂsa:i;/;:'?ofgad Li“”“‘)’ma“o”dpmv‘ded is SUbJ‘eCT“O Chahﬂge without ’;0“09 CHECKED: |APPROVED, PRIN TV raions oo SPRANGS
. S . . . . . eveland, io - values are design or typical values when measured under o PHONE: 5‘”'756"5793
Copyright © 2018 RAB Lighting Inc. All Rights Reserved  Note: Specifications are subject to change at any time without notice Toll free: 866.558.5706 or kichler.com Jaboratory conditions. S NGS C FAX: 8017668794
2) Incandescent Equivalent: The incandescent equivalent as
presented is an approximate number and is for reference onlv
= Color: Black
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