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CIVIL ENGINEER SUNRISE ENGINEERING
2045 SOUTH VINEYARD

AND SURVEYOR SUITE 101
' MESA, ARIZONA 85210

t: 480.768.8600
f: 480.768.8609

GEOTECHNICAL KLEINFELDER, INC.

7805 MESQUITE BEND DRIVE
ENGINEER SUITE 100

1 IRVING, TX 75063

t: 972.868.5900

f: 972.409.0008
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CODE ANALYSIS

GOVERNING BUILDING CODE:

2018 CONNECTICUT STATE BUILDING CODE MODELED ON:
2015 INTERNATIONAL BUILDING CODE

2015 INTERNATIONAL ENERGY CONSERVATION CODE
2015 INTERNATIONAL MECHANICAL CODE

2015 INTERNATIONAL PLUMBING CODE

2015 INTERNATIONAL FIRE CODE

2015 NFPA 101 LIFE SAFETY CODE

2017 NFPA 70 NATIONAL ELECTRICAL CODE

WEISMAN DESIGN GROUP
2329 East Madison St.
SEATTLE, WA 98112

t: 206.322.1732

LANDSCAPE
ARCHITECT

0 20" 40 80" STRUCTURAL SPAN CONSTRUCTION AND ENGINEERING, INC. 2009 ANSI A117.1 ACCESSIBLE AND USABLE BUILDINGS
ENGINEER 1841 HOWARD ROAD AND FACILITIES -
OVERALL SITE PLAN — —— MADERA, CA 93637 OCCUPANCY GROUP: M (MERCANTILE) RUSSELL H. HAZZARD, ARCHITECT
1" = 40'-0" t. 559.661.1111 CONSTRUCTION TYPE: IIB
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FOR ADDITIONAL ABBREVIATIONS:
SEE OTHER DESIGN DISCIPLINES

SCALE:

ARCHITECTURAL ABBREVIATIONS

ARCHITECTURAL SYMBOLS

f: 559.673.0600

TANK/ BARGHAUSEN CONSULTING ENGINEERS, INC.
ELECTRICAL/ 18215 72nd AVENUE SOUTH

KENT, WA 98032
ENGINEER t 425.251.6222

f. 425.251.8782

LEGAL DESCRIPTION

FUEL CANOPY AREA:
FUEL CANOPY HEIGHT:

4,032 SQFT
17-6" TO TOP OF CANOPY

GOVERNING BUILDING CODE: 2012 INTERNATIONAL BUILDING CODE
2012 INTERNATIONAL MECHANICAL CODE
2012 NATIONAL ELECTRICAL CODE

2012 PLUMBING CODE

FUEL CANOPY AREA: 4,032 SQFT
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NORTH ARROW

< TRUE NORTH INDICATOR

DETAIL IDENTIFICATION

CUT LINE - DEFINES THE
DETAILED ELEMENT

SHEET WHERE DRAWN

DETAIL IDENTIFICATION

PROJECT NORTH INDICATOR

EQUIPMENT MARK MATERIALS

EQUIPMENT NUMBER -
@ REFERTO SCHEDULE CONCRETE
REVISION CLOUD AND DELTA = EARTH

&% GRAVEL
Q A /) cMU OR BRICK
/] STEEL
WORK, CONTROL OR DATUM POINT
e DATUM 00"

SLOPE DIRECTION WITH DATUM MARK

/. SLOPE DOWN 1/8"
N\ PER FOOT

COMN3.39 FT & E 1045.99 FT FR W 1/4 COR. SEC. 14, T5S, R1W, SLB&M.; N 89 DEG 48' 52" E 1557.15 FT; S 0 DEG 22'
56" W 32.71 FT; N 89 DEG 56' 10" E 5 FT; S 0 DEG 22' 55" W 1596.86 FT; S 89 DEG 36' 23" W 10.22 FT; ALONG A CURVE
TO R (CHORD BEARS: S 33 DEG 34' 32" W 55.77 FT, RADIUS = 51.52 FT); ALONG A CURVE TO R (CHORD BEARS: S 78
DEG 10'48" W 8.19 FT, RADIUS = 19.73 FT); N 89 DEG 59' 54" W 48.8 FT; N 89 DEG 59' 55" W 127.04 FT; ALONG A CURVE
TO L (CHORD BEARS: S 77 DEG 21' 36" W 282.1 FT, RADIUS = 644.76 FT); ALONG A CURVE TO R (CHORD BEARS: N 71
DEG 50'41" W 28.19 FT, RADIUS = 20.51 FT); S 61 DEG 26" 19" W 71.55 FT; ALONG A CURVE TO R (CHORD BEARS: S 13
DEG 32' 48" W 29.36 FT, RADIUS = 20.49 FT), S 59 DEG 17' 3" W 496.28 FT; ALONG A CURVE TO R (CHORD BEARS: N 75
DEG 42' 54" W 28.99 FT, RADIUS = 20.5 FT); N 30 DEG 43' 2" W 43.88 FT; N 35 DEG 28' 48" W 78.28 FT; N 30 DEG 43' 6" W
37.65 FT; ALONG A CURVE TO L (CHORD BEARS: N 43 DEG 24' 14" W 231.91 FT, RADIUS = 527.43 FT); ALONG A CURVE
TO R (CHORD BEARS: N 43 DEG 24' 14" W 207.3 FT, RADIUS = 472.45 FT); N 30 DEG 43' 6" W 170.01 FT; ALONG A
CURVE TO R (CHORD BEARS: N 14 DEG 16' 56" E 11.31 FT, RADIUS = 8 FT); N 59 DEG 16' 53" E 8.33 FT; N 30 DEG 43' 6"
W56 FT; S 59 DEG 16' 53" W 8.33 FT; ALONG A CURVE TO R (CHORD BEARS: N 75 DEG 43' 10" W 11.31 FT, RADIUS = 8
FT); N 30 DEG 43' 6" W 576.33 FT; ALONG A CURVE TO R (CHORD BEARS: N 14 DEG 16' 54" E 11.31 FT, RADIUS =8 FT);
N 59 DEG 16'53" E 8.5 FT; N 30 DEG 47' 22" W .13 FT; N 59 DEG 16' 54" E 210.39 FT; ALONG A CURVE TO R (CHORD
BEARS: N 64 DEG 17' 26" E 167.9 FT, RADIUS = 961.5 FT); N 69 DEG 17' 58" E 136.74 FT; ALONG A CURVE TO R (CHORD
BEARS: S 70 DEG 42' 3" E 19.28 FT, RADIUS = 15 FT); N 78 DEG 17' 56" E 81.44 FT; ALONG A CURVE TO R (CHORD
BEARS: N 24 DEG 34' 5" E 24.65 FT, RADIUS = 15 FT); N 37 DEG 8' 2" W 84.85 FT; ALONG A CURVE TO R (CHORD
BEARS: N 67 DEG 28' 51" W 17.96 FT, RADIUS =15 FT); N 30 DEG 42' 2" W 203.27 FT, ALONG A CURVE TO R (CHORD
BEARS: N 15 DEG 47' 33" W 366.09 FT, RADIUS = 711.5 FT) TO BEG. AREA 64.188 AC.

THIS FUELING FACILTY INCLUDES FOUR (4) FACSIA CANOPY SIGNS WITH LIGHTS.

© MG2, Inc. All rights reserved. No part of this document may be reproduced
in any form or by any means without permission in writing from MG2, Inc.
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04/27/20| SIGN PERMIT

CONSTR CONSTRUCTION HTR HEATER PLATE, PROPERTY LINE TYP TYPICAL

CORP CORPORATION IBC INTERNATIONAL BLDG CODE PROJECT uL UNITED LABORATORIES PROPERTY LINE T —
DBL DOUBLE INSUL INSULATION PRESSURE REDUCING VALVE UTIL UTILITY

DIA DIAMETER INT INTERIOR POINT UNO UNLESS NOTED OTHERWISE CUT LINE - DEFINES THE EEIEE E O O — 19-5215-02

DIM DIMENSION JTIJTS  JOINT,JOINTS QUARTER UNSCHD UNSCHEDULED DETAILED ELEMENT FENCE PM: CRAIG CHAPMAN

DTL DETAIL LCD LIQUID CRYSTAL DISPLAY RADIUS VERT VERTICAL SHEET WHERE DRAWN '

DS DOWNSPOUT LF LINEAR FOOT, LINEAL FOOT REFLECTED CEILING PLAN VIF VERIFY IN FIELD EXTERIOR ELEVATION T DRAWN: SQ

DWG DRAWING LIQ LIQUID ROOF DRAIN WHSE WAREHOUSE BREAKLINE

EA EACH MAS MASONRY ROLLED FORMED w WIDTH DETAIL IDENTIFICATION

ELEC ELECTRICAL MAX MAXIMUM RAIN LEADER Wi WITH w TITLE SH EET

ELEV

ELEVATION

MBS
MECH

METAL BUILDING SUPPLIER
MECHANICAL

RECEIVED
REINFORCING

W/O
WDW
WP
WR

WITHOUT

WINDOW
WATERPROOF
WATER RESISTANT

SHEET WHERE DRAWN

INTERIOR ELEVATION
DETAIL IDENTIFICATION

SHEET WHERE DRAWN

COLUMN GRIDS

1SG-1



StephanieH
Rectangle

StephanieH
Rectangle

StephanieH
Rectangle

StephanieH
Rectangle

StephanieH
Callout
Locations of four (4) proposed fascia sign lights

StephanieH
Rectangle

StephanieH
Text Box



	TSG-1		TITLE SHEET

	AG-1		SITE PLAN
	AG-2		CANOPY ELEVATIONS
	AG-3		CANOPY SECYION AND DETAILS
	AG-4		CANOPY REFLECTED CEILING PLAN
	AG-7 		SITE DETAILS - SIGNAGE AND STRIPING

	E-4			CANOPY LIGHTING AND CAMERA PLAN

	S-1			APOLIC FUEL SIGN - MATERIAL AND 				
				MOUNTING INFORMATION


StephanieH
Text Box
THIS FUELING FACILTY INCLUDES FOUR (4) FACSIA CANOPY SIGNS WITH LIGHTS.


PLOTTED BY: PHILIP KISTLER _ DATE/TIME: 3/25/2020 9:50 AM__ FILE: H\RETAIL\COSTCO\19\19-5215-02 SARATOGA SPRINGS. UT - FUEL FACILITY\07 CAD\703 CONSTDOCS\19521502-AG-1.DWG

KEYNOTES

LOCATION OF UNDERGROUND STORAGE TANKS - SEE DETAIL A/ T-3.1:
(2) 40,000 GALLON REGULAR UNLEADED

(1) 40,000 GALLON PREMIUM UNLEADED

(1) 1,500 GALLON ADDITIVE TANK

WHOLESALE

ACCESSIBLE MULTI-PRODUCT DISPENSER - SEE DETAILS T-6 SARATOGA SPRINGS, UT
CONCRETE DISPENSER ISLAND
24 NW QUAD OF REDWOOD RD &
“‘: 25 WASTE RECEPTOR, BOLTED DOWN (SOIC) MARKET PLACE DR

FUEL CANOPY

SARATOGA SPRINGS, UT

— \_ FIRE EXTINGUISHER, QUANTITY AS SHOWN ON PLAN, MOUNTED ON COLUMN
22 SIDE FACING AWAY FROM DISPENSER - FIRE EXTINGUISHER CABINET TO BE,

reTT BROOKS MODEL # MARK II, RED CABINET WITH CLEAR COVER (OR EQUAL) -
I FIRE EXTINGUISHER AND CABINET SUPPLIED BY CONTRACTOR
=)=
(=)
[::I
&«

o EMERGENCY SHUT OFF SWITCH, 25' - 75' FROM DISPENSERS - C O STC O
SEE DETAIL 19/AG-6
PREFABRICATED, PRE-ENGINEERED, UL APPROVED W H O L E SA L E
CONTROLLER ENCLOSURE - SEE DETAIL 19/AG-5
1 (2) (3) (4) CORPORATION
@ 126'-0" CANOPY ABOVE CONCRETE CURB, SEE CIVIL DRAWINGS

999 LAKE DRIVE
CONCRETE CURB AND GUTTER, SEE CIVIL DRAWINGS |SSAQ UAH, WA 98027

24
L | 34!_0" 34!_0" 34!_0“

FUEL TRUCK OFFLOAD AREA PAINTED STRIPE - SEE DETAIL 14 / AG-7 T:425.313.8100

23 200 | | I | 22-0°CURBTO COLUMN WWW.COStCO.com

7
15 25 10!_1 oll 9!_2" 4!_‘0" 9!_2“ 1 1|_8ll gl_2ll 4l_‘0ll gl_2ll 1 1|_8|l gl_zll 4l_‘0ll 9!_2“ 1 1 l_8ll 9!_2" 4|_‘0ll 9!_2" 10!_1 0" CONCRETE WALKWAY - SEE DETAIL 19 / AG'5
¢ ¢ ¢ ¢ ¢ ¢ ¢ ¢ ¢ l’ NOTE: LANE STRIPING DIMENSIONS

CONCRETE SLAB - SEE AG-6, STRUCTURAL TANK AND CIVIL DRAWINGS

[ 10 ROLL-TOP DRUM SPILL CONTAINMENT CABINET

—Tegt

1101 Second Ave, Ste 100
Seattle, WA 98101
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20\ et . 1 l l ]IE % PROPOSED FASCIA SIGN
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E 17 | a 19 | LIGHT ABOVE, TYP.
: . : ; . o - 7 ‘ . . - ’ ; : TRANSFORMER ON CONCRETE SLAB - SEE CIVIL DRAWINGS
w | <l < G < -

'_____!___

206 962 6500
MG2.com

"DO NOT ENTER" SIGN - SEE DETAIL 15/ AG-7

"STOP" SIGN - SEE DETAIL 15/ AG-7
ISSUE FOR

@ PAINTED PARKING STRIPING, COMPLETED UNDER WAREHOUSE CONTRACT -
B \

GC TO PAINT PER LOCAL JURISDICTION REQUIREMENTS S I G N P E R M I T

PAINTED TRAFFIC CONTROL STRIPING - SEE DETAIL 20/ AG-7
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SEE CIVIL DRAWINGS
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CONCRETE DRAINAGE SWALE - SEE 12/ AG-6
OIL / WATER SEPARATOR - SEE CIVIL DRAWINGS
N
@ N VENT STACK WITH SECONDARY PROCESSOR-SEE DETAIL 7/ AG-6

SITE AREA LIGHT, COMPLETED UNDER WAREHOUSE CONTRACT
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BOLLARD - SEE DETAIL 13A/ AG-6
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TYP PAINTED "DO NOT ENTER" SIGN - SEE DETAIL 15/ AG-7

11 (SEE PROJECT SPECIFIC SITE PLAN)

64'-6" CANOPY ABOVE

PAINTED "STOP" / BAR - SEE DETAIL 15/ AG-7
(SEE PROJECT SPECIFIC SITE PLAN)
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PAINTED TRAFFIC ARROW - SEE DETAIL 19/ AG-7
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"MEMBERS ONLY" SIGN - SEE DETAIL 5/AG-7

L

SURFACE MOUNTED BOLLARD - SEE DETAIL 13B / AG-6

. COMMUNICATION CONDUIT TO WAREHOUSE EDP,
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. CLEAN OUT - CENTER ON ISLANDS

STOP BAR

28'-0" DISPENSER TO DISPENSER -

9!_0"

)
1
]

1

[ ]
]

I:II:II:II:II:II:IE:I:II:II:II:II:IEII:II:I[:I:II:II:II:II:IE':I

I:II:I._I:I:II___I.I:IE:II:I:IIZI.I:I:.:II:II:I.[:II:II:I

JOINT AT END OF ISLANDS - SEE 18/ AG-6
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IN CASE OF FIRE OR SPILL SIGNAGE ON TWO SIDES - SEE AG-2, 10/AG-7

5!_6“

10 NO SMOKING/ STOP ENGINE SIGNAGE ON FOUR SIDES- SEE AG-2, 10/AG-7

FUTURE ACCESSIBLE MULTI-PRODUCT DISPENSER

—eo Y

1 1l_2ll
CLTOCLTYP

27

TYP

o I s [ s Y s Y s |

GENERAL NOTES

ALL WORK, MATERIALS METHODS, ETC SHALL CONFORM TO ALL GOVERNING
BUILDING CODES, REGULATIONS AND AGENCIES.

°
°
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e Y e O e Y e O e s R
e e R e N e [ e e |
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240",
N
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36

PROVIDE PEDESTRIAN OR VEHICULAR PROTECTION BARRICADES, TEMPORARY
GUARD RAILS AND/OR CANOPIES AS REQUIRED BY THE LOCAL AUTHORITIES OR
AS NECESSARY FOR PEDESTRIAN AND VEHICULAR SAFETY.

60'-0" LANE STRIPING

THE DEVELOPER'S NAME, ADDRESS AND PHONE NUMBER TO BE
CONSPICUQUSLY POSTED AT THE CONSTRUCTION SITE DURING ALL PHASES OF
CONSTRUCTION.

ITEMS NOTED AS EXISTING TO REMAIN. CONTRACTOR SHALL REPAIR AND/OR
REPLACE, AT CONTRACTOR'S EXPENSE, ANY EXISTING FACILITIES TO REMAIN
THAT ARE DAMAGED BY CONTRACTOR'S OPERATIONS.

32

TYP, 6 ALL PAVING OR CONCRETE THAT IS DESTROYED OR REMOVED AS A RESULT OF
CONSTRUCTION SHALL BE REPLACED OR PATCHED BY THE GC IN A MANNER
THAT MATCHES OR IMPROVES THE CONDITION OF THE EXISTING PAVING.
SAWCUT ALL PAVEMENT EDGES PRIOR TO INSTALLING ADJACENT PAVEMENT.

DOWEL CONCRETE SURFACES WITH #4 DOWELS AT 18" OC. 0 5 10 20

VERIFY DIMENSIONS, LINES, GRADES, ELEVATIONS, AND SITE CONDITIONS

PRIOR TO COMMENCING WORK. NOTIFY ARCHITECT PROJECT MANAGER 1"=10%00
IMMEDIATELY OF ANY DISCREPANCIES.

s R s [ s Y s Y s [ s [ s Y s Y s [ s [ s Y s [ s [ s Y s Y s [ o [ s Y s Y s |
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4!_6“

CLTO
CLTYP

CONTRACTOR SHALL TAKE ADEQUATE PROTECTIVE MEASURES AND EXERCISE RUSSELL H. HAZZARD, ARCHITECT
EXTREME CAUTION WHEN BORING OR TRENCHING SITE IN ORDER TO AVOID

DAMAGING EXISTING UNDERGROUND UTILITIES. ANY DAMAGE TO EXISTING

UNDERGROUND UTILITIES SHALL BE REPAIRED OR REPLACED AT THE

CONTRACTOR'S EXPENSE.

7l_0ll
TYP

SEE CIVIL DRAWINGS FOR GRADING AND DRAINAGE INFORMATION. NO
CLEAN-OUTS TO BE LOCATED IN THE UNDER CANOPY SLAB.

SEE LANDSCAPE DRAWINGS FOR PLANTING AND IRRIGATION INFORMATION.

P

SEE SHEET AG-2, AG-4 AND AG-5 FOR CANOPY ELEVATIONS, CANOPY
REFLECTED CEILING PLAN, SIGN DETAILS, AND CANOPY MATERIALS.

R

22

REFER TO ENLARGED PLANS AND DETAILS, SHEET AG-5 FOR CONTROLLER

. ENCLOSURE INFORMATION. PROFESSIONALLY ENGINEERED DRAWINGS AND

EDGE OF - CALCULATIONS FOR PREFABRICATED CONTROLLER ENCLOSURE AVAILABLE

CONCRETE UPON REQUEST © MG2, Inc. All rights reserved. No part of this document may be reproduced

in any form or by any means without permission in writing from MG2, Inc.

SEE ELECTRICAL DRAWINGS FOR SITE ELECTRICAL AND CONTROLLER A

31 ENCLOSURE ELECTRICAL PANELS. DATE | DESCRIPTION

10/08/19 | PERMIT ISSUE

/ . ALL ELECTRICAL CONDUIT OR CABLE, WHERE SUBJECT TO VEHICULAR TRAFFIC

\ / SHALL HAVE A MINIMUM OF 24" COVER. 10/09/19| BID ISSUE
: 03/25/20| CONSTRUCTION ISSUE
OTE TANK AND FUELING CONCRETE SEE TANK AND ELECTRICAL DRAWINGS FOR FUEL PIPING RUNS AND

FOR F.UEL FACILITY SIGNAGE, SLABS NOTE: " ELECTRICAL CONDUIT RUNS FOR UNDERGROUND STORAGE TANKS, 04/27/20| SIGN PERMIT

DISPENSERS, LIGHT FIXTURES AND SECURITY CAMERAS. ALL ELECTRICAL RUNS
SEE TABLE ON AG-2 CJ - CONSTRUCTION JOlNT’ ARE SHOWN SCHEMATICALLY. THE BEST CONNECTION ROUTE SHOULD BE

SEE 16 / AG-6 DETERMINED IN THE FIELD AND INSTALLED PER NATIONAL, STATE AND LOCAL
SJ - SAW-CUT SHRINKAGE JOINT, CODE REQUIREMENTS.

SEE 17 / AG-6 A CLEARLY LABELED MANUALLY OPERATED EMERGENCY SHUT-OFF SWITCH
SHALL BE PROVIDED IN AN APPROVED LOCATION, WITHIN SEVENTY-FIVE (75)
FEET OF, BUT NOT NEARER THAN TWENTY-FIVE (25) FEET TO ANY DISPENSER.

SIGNS IDENTIFYING THE EMERGENCY SHUT-OFF SWITCH SHALL BE LABELED
EMERGENCY SHUTOFF.

A FIRE EXTINGUISHER WITH A MINIMUM CLASSIFICATION OF 2A40BC SHALL BE
PROVIDED AND SO LOCATED TO NOT BE MORE THAN SEVENTY-FIVE (75) FEET 19-5215-02

FROM ANY PUMP, DISPENSER, OR FILL-PIPE OPENING. LOCATE PER FIRE PM: CRAIG CHAPMAN
DEPARTMENT REQUIREMENTS. DRAWN: SQ

31
FIELD VERIFICATION AND COORDINATION:
1. SURVEY DIMENSIONS: DIMENSIONS OF SITE CONDITIONS ARE FROM SURVEY BY S ITE P LAN
OTHERS. THE ARCHITECT BEARS NO RESPONSIBILITY FOR ACCURACY OF SAME.

EXISTING UTILITY LOCATION: THE CONTRACTOR SHALL BE RESPONSIBLE FOR
VERIFICATION OF THE SIZE AND LOCATION OF ALL EXISTING UNDERGROUND
AND ABOVE GROUND UTILITIES. EXISTING UTILITIES SHOWN HAVE BEEN
OBTAINED FROM AVAILABLE RECORDS AND ARE SHOWN FOR CONVENIENCE
S I T E P L A N ONLY. THE CONTRACTOR SHALL BE RESPONSIBLE FOR ANY ADDITIONAL UTILITY
LOCATIONS NOT SHOWN. CARE SHOULD BE TAKEN TO AVOID DAMAGE OR
SCALE: 1"=10-0" DISTURBANCE TO EXISTING UTILITIES. THE CONTRACTOR SHALL BE A G — 1

RESPONSIBLE FOR REPAIRING ANY DAMAGE TO THE UTILITY.
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MOUNT ON CANOPY FASCIA BY
CANOPY SUPPLIER, EACH SIDE CENTER ON MOUNT ON CANOPY FASCIA BY CANOPY
OF CANOPY FOR INCOMING AND CANOPY SioN |7 SUPPLIER, CENTER ON ALL FOUR SIDES 1 7
OUTGOING TRAFFIC OF CANOPY FASCIA
(o=
13'6
n CANOPY SIGN, L
CENTER ON ||
W CANOPY [
|
| |
MEDIUM GRAY SPLIT FACE CMU ]
| 2
| |
| |
1 1
| |
I
o1
N 3 | AT FOREFROUND
I
|l Il
(| ERI
PAVEMENT, 1% MAX 0
SLOPE - VERIFY SLOPE ! !
WITH CIVIL DRAWINGS T |’ 4
AN
] |
W

TOP OF FOOTING \

4 DATUM 0-0" - SEE
- CIVIL DRAWINGS

@ CANOPY AND DISPENSER ISLANDS

SCALE: 1/4"=1-0"

CENTER ON 7 B
CANOPY SIGN

3!_0"

0618

N &

\
/)

S
| &Y

=—=—W/HOLES AIE]

BOTTOM OF FASCIA TO PAVEMENT VARIES - MIN 14-6"

ENTRANCE
SIDE

1

Q% SIGN

co

L

4|_0ll

DISPENSER
ISLAND SIGNS

PAVEMENT, 1%
MAX SLOPE -
VERIFY SLOPE

WITH CIVIL
6 DRAWINGS7

[

MEDIUM GRAY SPLIT FACE CMU

EXIT
SIDE

@ CANOPY AND DISPENSER ISLANDS (4 X 3 ISLANDS)

SCALE: 1/4"=1-0"

0818

DATUM 0-0" - SEE CIVIL DRAWINGS

® o¢

r |
(=)

KEYNOTES

PRE-FINISHED METAL FASCIA PANEL, COLOR GREY-BEIGE RAL 1019 PCTT20252 - SUPPLIED AND INSTALLED BY
CANOPY SUPPLIER UNDER SEPARATE CONTRACT

COLUMN - SEE STRUCT DWGS - SUPPLIED AND INSTALLED BY CANOPY SUPPLIER UNDER SEPARATE CONTRACT

ACCESSIBLE MULTIPRODUCT DISPENSER

CONCRETE-FILLED METAL FORMED GUARD AT ENDS OF ISLANDS - TOP OF GUARD AT 30" ABOVE TRAFFIC
SURFACE - PAINT SIDES ONLY WITH GLOSS BLUE, REFER TO SPECIFICATION

KEY PLAN

RAISED CONCRETE ISLAND WITH METAL EDGE FORM - PAINT SIDES ONLY WITH GLOSS BLACK, REFER TO
SPECIFICATION

WASTE RECEPTOR, BOLT DOWN, CENTER OF EACH ISLAND (SOIC)

CANOPY FASCIA SIGN LIGHT FIXTURE (SOIC) - REFER TO DETAIL 16/ AG-3

SCALE: NTS

FIRE EXTINGUISHER AND CABINETS MOUNTED ON COLUMN SIDE AWAY FROM DISPENSER - FIRE EXTINGUISHER

CABINET TO BE: BROOKS MODEL # MARK I, RED CABINET WITH CLEAR COVER (OR EQUAL) - FIRE EXTINGUISHER

AND CABINET, BY GC

VIDEO CAMERA - VERIFY LOCATION WITH OWNER CONSTRUCTION PROJECT MANAGER. GC SHALL RUN CONDUIT
AND INSTALL 3" ROUND OR OCTAGONAL J-BOX FOR MOUNTING CAMERAS - SEE ELECTRICAL DRAWINGS

CAULK PERIMETER OF DISPENSER BASE WITH PETROLEUM RESISTANT SEALANT - SEE T-DWGS, TYPICAL

INSTALL EMERGENCY SHUT OFF SWITCH IN EVERY COLUMN

GENERAL NOTES

A. SEE ENLARGED SITE PLAN FOR ADDITIONAL GENERAL NOTES AND ADDITIONAL DETAIL REFERENCES.

SOIC - FUEL FACILITY SIGNAGE

QTY DESCRIPTION TYPICAL PLACEMENT

MEMBERS ONLY / ENTER HERE METAL POST EACH SIDE ON ENTRANCE(S) -
WITH COSTCO LOGO SEE DETAIL 5/AG-7
18" x 24" ALUMINUM

NO SMOKING / STOP ENGINE AT ENTRY AND EXIT COLUMNS -
18" x 24" ALUMINUM FLUSH MOUNT ON COLUMNS
SEE SITE PLAN

IN CASE OF FIRE OR SPILL AT CENTER COLUMNS -
18" x 24" ALUMINUM FLUSH MOUNT ALL SIDES OF COLUMN
SEE SITE PLAN

IN CASE OF FIRE OR SPILL MOUNT ON CONTROLLER ENCLOSURE
18" x 24" ALUMINUM, ONE SIDE NEXT TO EMERGENCY PHONE,
VISIBLE FROM THE PUMPS

NO CASH ON PREMISES MOUNT ON CONTROLLER ENCLOSURE,
VINYL NEAR DOOR

EMERGENCY SHUT-OFF ABOVE EMERGENCY SHUT-OFF ON
ENCLOSURE - SEE 4/AG-5; BELOW
EMERGENCY SHUT-OFF - SEE 19/AG-6

@
)
)
&)
()
)

O
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THREADED CONDUIT
43/4"
18-8 1/2"
NUT | $
+ FASCIA PANEL
L [ WHOLESALE
|
WASHER & ; OVERFLOW - SEE 5/ AG-3 SARATOGA SPRINGS, UT
CONDUIT CONTINUOUS A ~—1 |
TO CANOPY RIDGELINE ’* | | ——— ROLLED FORM
LIGHT FIXTURES J-BOX 9.3/4" | METAL GUTTER NW QaﬁgngRpELanSgg RD &
| £ 22 PER STRUCT l i SARATOGA SPRINGS, UT
\ = ,
SCREW, TYP P
\\ i ) / | o
GHT FIXTURE 3x9x 3 U-CHANNEL, +1 o P i\ -
BY CANOPY SUPPLIER + | -~ C O STC O
S - « \
\j@i — \ °
/ S N M WASHER | W H O L E SA L E
. |
5 — \ CORPORATION
— | 999 LAKE DRIVE
J-BOX, TYP \ ISSAQUAH, WA 98027
LIGHT FIXTURE T: 425.313.8100
3 INCH ROUND OR : 15-8 1/2" $ WWW.Costco.com
OCTAGONAL J-BOX FOR
CAMERA MOUNTED FLUSH
WITH COLUMN (COLUMN
NOT SHOWN FOR CLARITY) —

1101 Second Ave, Ste 100
Seattle, WA 98101

@ CONDUIT ROUTING @ LIGHT FIXTURE MOUNTING @ GUTTER @ CANOPY OVERFLOW 206 962 6500

SCALE: 3/8"=1-0" 0914 SCALE: 3"=1-0" 0914 SCALE: 1-1/2"=1-0" 0918 SCALE: 1"=1-0" 1216 MG2.com

Ve

S
i

ISSUE FOR
CONSTRUCTION

 I—

SFC

&

® o¢

] i i

KEY PLAN

3!_0"

BOTTOM OF FASCIA TO PAVEMENT VARIES - MIN 14'-6"
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SCALE: NTS
PRE-FINISHED METAL ROOF PANELS @ @ @
FASCIA SIGN LIGHT FIXTURE -
SEE ELEC DWGS
o= )
L ] Ii'DT
CANOPYSIGN Fﬂg | , .
| I Q
= - — 23 ) GUTTER 3
CANOPY FASCA ——__| L___;/Z: _________ ] Lo ==
AQ 15l_9|| _ i /— - _] 1 — — '_;'— - _ 15!_9|| .
| i o i I I CONSTANT AT PERIMETER ~
CHANNEL BEYOND, FOR / q il B /ﬂ/ Il B Il
LIGHT FIXTURE MOUNTING N VIDEQ CAMERA- I ' GC NOTE:
| | SEE ELEC DWGS — K L STRUCTURAL STEEL FRAMING AND
DIt 22 GA GALY RAN / i X | SUPPORTS TO BE HOT-DIPPED GALVANIZED
LEADER, SLOPE 2%, BY GC i Il : I
|
—H H F:' RUSSELL H. HAZZARD, ARCHITECT
SECURE RAIN LEADER TO NOTE:
COLUMN WITH GALVANIZED |l ] ] ALL COLUMNS ARE SAME LENGTH
PIPE STRAPS, MAX 8-0" OC | | || ] ¢
|'] |'] I
H H I
| | | | |
¢ ] ] ]
'] '] Pl
. 1 | R 1 | K ] 1
g || N || i
N | > | 3 I N
o . Il > I AG7 Il @
iy | > i \AG7/ I 2 REFERENCE DATUM 00"
————— K = AT GRID 1- SEE CIVIL DRAWINGS
: : : : : | | © MG2, Inc. All rights reserved. No part of this document may be reproduced
o - in any form or by any means without permission in writing from MG2, Inc.
: K : PETROLEUM RISISTANT SEALANT - —— : :
H o ﬂ H\ H o SEE T-DWGS, TYP /\ | DATE |DESCRIPTION
oo |l oo |l ISOLATION JOINT, TYPICAL || 7 1" HIGH CONC WASH, TYPICAL 10/08/19 | PERMIT ISSUE
ja]o| j]o) = =
I 5 I SLOPE TO DRAIN, TYPICAL N / > BUMPER END 10/09/19 |BID ISSUE
e TOP OF N PETROLEUM RISISTANT — [ssino] Il Il D : PAVEMENT, 1% MAX SLOPE - VERIFY
PAVEMENT 6" SEALANT - SEE T-DWGS, TYP o ~ -~ e 1% - 03/25/20 | CONSTRUCTION ISSUE
41S@ arGeENTER | | ! GASOIL] I TOP OF ISLAND I | easois S SLOPE WITH CIVIL DWGS
F DISPENSER | ! | COMPACTED AGGREGATE R | PAVEMENT || / .--1 | SWALE-SEE 12/AG-5
ISLAND ELEVATION S TvricaL | ! /_ BASE COURSE ! Il ELEVATION VARIES — I L
_— Ta — . T— T g . — - - - - - = 2. T g " > ey e —— e — ¢ - w— ™7 — L r — '4; R
VARIES AT EACH ISLAND R NP J e BN e, / QRPN Pl PN TT [ A HOLD 6" AT DISPENSERS - ELEVATION VARIESALONG ISLANDS —& |/ [ ~2i -, I PP ey RN |
= e s N R i I e e e R L D Ay e e e e T BN T S i e o = - ; e
S s J— | — (' m R /7. M. ..- - ~.t\ El ‘( - 2 2 - 3 4 4 R r . — — — | m (' DI = - -*—.—.'r-—-r = < - 3 2 3 ....‘-.-.
A=\ e o a4 % ST
© © i "-'-"-.\RAIN LEADER CAST INT ©® © F ™ i
b ’\ | B mEPR NEAREST STORM DRAIN - SEE CIVIL
¢ CONSTANT ELEVATION _ J _ ‘ ___COMPACTED SUBBASE _ . . . . ‘ . AR - Egé\(/\\%GNs FOR DETAILS /
VARIES RELATIVE TO ISLAND ELEVATION 36" - 5-0" :ﬁ%ﬁ% = i REINFORCED CONCRETE -
=TI TN FOOTING, SEE S-1 FOR o
[I=IE =il ;
il by IES= FOOTING AND COLUMN ALL TOP OF FOOTINGS ARE SET AT THE SAME ELEVATION : RAIN LEADER BELOW GRADE NOTE: 19-5215-02
i T ANCHORAGE 1. LOCATE RAIN LEADERS A MIN OF 1-0" BELOW PETROLEUM PIPING -5215-
R : - 2. ROUTE RAIN LEADERS BELOW FROST DEPTH PM: CRAIG CHAPMAN
COMPACTED SUBGRADE 3. NOTCHING, CHIPPING, CUTTING, ETC OF THE FOOTING IS NOT PERMITTED DRAWN: S
Q

CANOPY SECTION
AND DETAILS

CANOPY FASCIA / COLUMN SECTION LOOKING AT CONTROLLER ENCLOSURE
@ SCALE: 3/8"=1-0" 0219 AG-3




CANOPY
FASCIA,
TYPICAL

LIGHT FIXTURE, TYPICAL7

NOTE:
SEE E-4 FOR ELECTRICAL CONDUIT
ROUTING AND MOUNTING DETAILS

WIND BRACING PER
STRUCT, TYPICAL —\

(1
&2

FASCIA SIGN LIGHT FIXTURE -
CENTER OVER SIGN, TYPICAL —\

BEAM PER
STRUCT, TYPICAL

/—RAIN LEADER, TYPICAL - BY GC

/—OVERFLOW, TYPICAL
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o
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TYPICAL - SEE £|
;T
‘ ‘ o ‘ ‘ ‘ ‘ ‘ ‘
~
5
9
(I
5 —* iz e T i
io. P == =)
N
o)
PR 4 [ S PR— —_— PR— PR— PR— — PR— — PR— PR— PR— p— J JR— o . .. — JR— — JR— JR— o . JR— JR— JR— e
u o
/ﬁ
v ‘ e .
_ GUTTER, \PARTIAL VIEW OF
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NOTE: LED LIGHT FIXTURE (SOIC LED LIGHT FIXTURE, SECURITY (SOIC VIDEO CAMERA (SI0 DRAWN: SQ
GC TO INSTALL DOWN SPOUT DE-ICING (HEATING) CABLE INSIDE OF GUTTERS AND EACH CANOPY DOWN e (SOIC) - s (80I0)- SEr oo DWGS( )-
DRAIN. CABLE SHALL START AT CANOPY GUTTER AND CONTINUE WITHIN DOWN DRAIN TO 12" BELOW
FROST LINE. DE-ICING CABLE TO BE THERMOSTATICALLY CONTROLLED. SEE TANK AND ELEC DRAWINGS CANOPY
REFLECTED
CEILING PLAN
@ SCALE: 1/4"=1-0" 0618 AG '4
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Self-Serve
Debitand Cret
Cards Only
NoCash Accepled
No Cash On Premises:

_1
1

GASOIL

4'-0" MAX
OPERABLE CONTROLS

_ L

‘

(2)

ENTRANCE ELEVATION o FRONT ELEVATION EXIT ELEVATION
SAFETY, WARNING, NOZZLE
POSITION DECALS - SIO
DISPENSER ELEVATIONS
SCALE: 1/2"=1'-0" 0818
86 5/8"
2g

2-51/4"

"COSTCO", "SAFETY BACKER, 5/8" OUTLINE
/_ RED" SW4081 (RED)

CANOPY SIGN

i TV
: WiCIUES/AL S?j
L"WHOLESALE" AND (3) STRIPES "LAPIS LAZULI" SW1805 (BLUE)

@)

SCALE: 1/2"=1-0"

(SUPPLIED AND INSTALLED BY CANOPY SUPPLIER) 1216

1'-5 3/8" 1'-2 5/8"

75/8"

/— 8X4X16 STRUCTURAL BRICK

2|_8ll

|_— #4 HORIZ AT 48" OC IN BOND BEAM

/— SOLID GROUT ALL CELLS
! / /— #4 VERTICAL DOWELS EA CORNER

L™~— 8x4x16 CORNER RETURN BRICK
E0i—— 2" GAP MINIMUM ALL SIDES, TYP
™ STEEL COLUMN - SEE STRUCTURAL

| i—— 3' PVC RAIN LEADER, BY GC

—~— REMOVE CMU FACE SHELL AND
WEB TO MAINTAIN 2" CLEARANCE
AROUND DOWNSPOUT

NO GROUT REQUIRED IN THIS CELL
#4 VERTICAL LAP 30" VERTICALLY

COLUMN ENCLOSURE PLAN

2|_0|I
: éTOP —
3 L1
- T~ senwmireD ENTER
\ BACKGROUND, BY GC
=
Q 3/8" X 6" STAINLESS
3] STEEL THROUGH BOLT
@
o
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—
S
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8 )\ /\
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SCALE: 1/2"=1-0"
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SCALE: 1/2"=1'-0"

1l_6ll
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& ONLY | ——sion (SOIC)
ENTER RED BACKGROUND
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©
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o
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/ STEEL TUBE POST, LOCATE AT
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~——r— | e~N——— —r——
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GC NOTE:
DRILL HOLES AND
SECURE WITH 3/16"
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22'W x 18'H
ALUMINUM
GC NOTE: ) SIGN, (SOIC)
DRILL HOLES AND DL
SECURE WITH 3/16" ) N
STAINLESS STEEL N
TEK SCREWS —<_| ~ l
E TOP OF SLAB
N
2,
GC NOTE:
VERIFY PROPER BACKING
FOR MOUNTING HARDWARE
@ SCALE: 1"=1-0" 1212

\ 4" WIDE MECHANICALLY

g APPLIED PAINT (2) COATS

TRAFFIC YELLOW

/AR 4

PAINTED STRIPE

1)

SCALE: 1/2"=1-0"

5!_6"

1111

2!_6“

DIRECTIONAL ARROW

3-0
9 1'-6 9

PAINT (2) COATS
TRAFFIC WHITE

NOTE:

PROVIDE PAINTED DIRECTIONAL
ARROW AT ALL LOCATIONS
INDICATED ON SITE PLAN

19

SCALE: 1/2"=1-0"

0510

1 8!_6“

— — — p— — ,| — N
\ Ll LI/ L .
. 250" ;
7 v 1
w
SIGN AND BAR WITH CENTERLINE K
OF DISPENSER ISLAND 510" \
7
PAINT (2) COATS TRAFFIC ® LENGTHEN TEXT VERTICALLY
TO BE SEEN OBLIQUELY
@ PAINTED DETAIL
SCALE: 3/8"=1'-0" 1111
10" 2-0"
MECHANICALLY
APPLIED PAINT (2)
COATS TRAFFIC WHITE
@ TRAFFIC CONTROL STRIPING
SCALE: 1/2"=1'0" 0117

]
RUSSELL H. HAZZARD, ARCHITECT

© MG2, Inc. All rights reserved. No part of this document may be reproduced
in any form or by any means without permission in writing from MG2, Inc.

/\ | DATE |DESCRIPTION

10/08/19 | PERMIT ISSUE
10/09/19 |BID ISSUE

03/25/20| CONSTRUCTION ISSUE
04/27/20| SIGN PERMIT

19-5215-02
PM: CRAIG CHAPMAN
DRAWN: SQ

SITE DETAILS -
SIGNAGE AND
STRIPING

AG-7



StephanieH
Rectangle


A
0
0 gL
© ® ® 23S E
a 8 e
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A 17 F: LL] )
[} v ﬂ—
M E-
VIDEO CAMERA TO 2 % i + £ 5
A—15 A—3 {78\ SYMMETRIC LED LIGHT FACE CONTROLLER = =k o O
v . U9 FiTuRE (TYP.) VIDEO CAMERA TO FACE17§_ ENCLOSURE S E < D B ¢
TOWARD TANK AREA Hlle O « g
=
sl 1z 0O
- ® 9 250 < E O
212 =3
Ak 0 <38
A—3. A5, VIDEO CAMERA BELOW. NOTE: . = ® 5
A—17, A—15 VERIFY LOCATION WITH 1'9— ALL TRANSITIONS FROM ol il (0p)
PROJECT MANAGER UNDERGROUND PVC CONDUITS TO 1.
(TYP. 14) THE CANOPY COLUMN SHALL BE S |&
PLASTI-BOND ROBROY PVC COATED | =
A—17 RIGID METALLIC CONDUIT (NO @ s| F
5 D o I | EXCEPTIONS).
VERTICAL AND HORIZONTAL RUNS
ABOVE SEAL—OFFS AND WITHIN THE
CANOPY COLUMN SHALL BE RIGID
EMT CONDUIT WITH COMPRESSION
FITTINGS. PENETRATIONS OF THE
CANOPY DECK IS NOT PERMITTED.
CONDUIT AND CABLE INSTALLATION ON
Py CANOPY TO MEET ELECTRICAL CODE
— @ L REQUIREMENTS FOR WET LOCATIONS.
NOTE:
_@SIGN LIGHTER, CENTER @ HOME RUN LOCATIONS SHOWN ARE
OVER SIGN. (TYP. 4) TYPICAL. CONTRACTOR RESPONSIBLE
FOR SITE SPECIFIC LOCATIONS.
NOTE:
CAMERA LAYOUT SHOWN IS TYPICAL.
A—15 CONTRACTOR RESPONSIBLE FOR
S MW 15 - b | ACTUAL CAMERA LAYOUT TO MEET

SITE SPECIFIC OWNER COVERAGE
REQUIREMENTS AS NOTED.

CAMERA INSTALLATION NOTES:

NOTE: @

ALL TRANSITIONS FROM UNDERGROUND
PVC CONDUITS TO THE CANOPY
COLUMNS SHALL BE PLASTI-BOND
ROBROY PVC COATED RIGID METALLIC

CONDUIT (NO EXCEPTIONS).

1.) G.C. TO TERMINATE CAMERA
CONDUIT RUNS AT CAMERA

B LOCATIONS WITH NEMA 3R 4" ROUND
OR 4" OCTAGON J—BOXES MOUNTED
FLUSH WITH THE COLUMN WRAPS
FOR CAMERA MOUNTING. G.C. TO RUN

999 LAKE DRIVE
ISSAQUAH, WA 98027

COSTCO WHOLESALE

@
®
&

B0 CONDUIT AND CAT5e TO IDF RACK.
VERTICAL AND HORIZONTAL RUNS A=5 FINAL CONNECTIONS BY OWNER’S &
ABOVE SEAL—OFFS AND WITHIN THE CAMERA CONTRACTOR. L
CANOPY SHALL BE RIGID EMT CONDUIT
WITH COMPRESSION FITTINGS. 2.) CAMERA VIDEO FEEDS BY
CONDUIT AND CABLE INSTALLATION ON | OWNER'S G.C. CONTRACTOR MUST BE e
CANOPY TO MEET ELECTRICAL CODE % CONTINUOUS FROM CAMERA wo
REQUIREMENTS FOR WET LOCATIONS. 7 l d LOCATIONS TO IDF RACK TERMINATION go
BOX AT CONTROLLER ENCLOSURE. U o
NOTE: NEMA 3R ENCLOSURE IS USED FOR ﬁ§n
NIGHT TIME SECURITY A PASS THROUGH POINT ONLY. NO e
CONSIDERATIONS WHEN FACILITY IS SPLICING OF CAMERA FEEDS ARE cF
NOT OPEN CIRCUIT A—15 A—17 PERMITTED. CAT 5e CABLES MUST BE T
SHALL PROVIDE THE SECURITY 4 RATED FOR OIL AND WET LOCATIONS. =
LIGHTING. THE FASCIA LIGHTING SHALL TERMINATIONS BY OWNER'S CAMERA %E
BE WIRED TO THE SAME CIRCUIT. CONTRACTOR.

S
%

J
e

%, &
Pt

| 3.) CAMERA CAT 5e VIDEO FEED
& &p CABLES (BELDEN CABLE 7928A)
FROM THE CAMERAS SHALL BE RUN
TO THE NEMA 3R ENCLOSURE.
CONDUIT AND CABLES BY G.C..

NOTE: TERMINATIONS BY OWNER’'S CAMERA
ALL CANOPY LIGHTING CONDUITS | 1 1 | CONTRACTOR

SHALL BE ROUTE BELOW THE
CANOPY DECK AND HIDDEN WITHIN

NOTE:

HOME RUN LOCATIONS SHOWN ARE
TYPICAL. CONTRACTOR RESPONSIBLE
FOR SITE SPECIFIC LOCATIONS.

THE CANOPY SUPPORTS.
PENETRATIONS OF THE CANOPY DECK
IS NOT PERMITTED.

Scale
Horizontal
N/A
Vertical
N/A

CAMERA FEED CONDUIT

AND PULL CORD FROM >I ¥ . o 2
CONTROLLER o ﬁ 5 4 g
ENCLOSURE BY G.C. - 3 3 32
FILL BY OWNER CAMERA 2 5 3 B
CONTRACTOR E & § & 3
- 3TO CONTROLLER
ENCLOSURE .
IN—-GROUND PULLBOX g %
LIGHTING LAYOUT SHOWN IS FOR A STANDARD CANOPY CAMERA WIRING LAYOUT BY G.C. SEE NOTES #2|. __ IN—GROUND _— Qo
APPLICATION. FOR ACTUAL CANOPY DIMENSIONS AND £ (TYP.) PULLBOX IN ¥y &
LIGHTING LAYOUT FOR THIS PROJECT SEE SHEET CAMERA #1 — POINTS TO FUEL POSITIONS 1 AND 2 PLANTER BY G.C. S @0
AG—3. SCHEMATIC CIRCUITS AND WIRING SHOWN CAMERA #2 — POINTS TO FUEL POSITIONS 3 AND 4 g; c 32
HERE ARE ACCURATE. . CAMERA #3 — POINTS TO FUEL POSITIONS 5 AND 6 c O £
CAMERA #4 — POINTS TO FUEL POSITIONS 7 AND 8 ﬂ {] {} ﬂ {] {} {] {]\ SEAL—OFFS (TYP) S B D
UMINAIRE SCHEDULE CAMERA #5 — POINTS TO FUEL POSITIONS 9 AND 10 ) c o 8
CAMERA #6 — POINTS TO FUEL POSITIONS 11 AND 12 U U U U U U U (T:‘Z\Dlgék ;EEEOES%UTTVCT OC%AATREE[?RA c Wz
SYMBOL | QTY | ARRANGEMENT | LUMENS | LLF DESCRIPTION INPUT WATTS CAMERA #7 — POINTS TO FUEL POSITIONS 13 AND 14 LOCATIONS. NUMBER AS REQUIRED oo 23
CAMERA #8 — POINTS TO FUEL POSITIONS 15 AND 16 CONDUIT AND PULL. GORD BY G0 g e < 0 o
i 34 SINGLE 13636 | 1.000 |MODEL NO. CPY250—B—DM—F—B—UL—WH 96 CAMERA #9 — POINTS TO FUEL POSITIONS 17 AND 18 FILL BY OWNER CAMERA CONTRAGTOR o= 2 N
=== | 12 | TRIPLE | 2600 |1.000 |MODEL NO. LFL—3-DO-UL-WH | 18 CAMERA #10 — POINTS TO FUEL POSITIONS 19 AND 20 c I Jdz2
CAMERA #11 — POINTS TO FUEL POSITIONS 21 AND 22 TYPICAL IN—GROUND PULLBOX o 2 PR
CAMERA #12 — POINTS TO FUEL POSITIONS 23 AND 24 | SCALE: NTS @O NSW
CAMERA #13 — POINTS TO CONTROLLER ENCLOSURE MmO Ly«
CAMERA #14 — POINTS TO TANK PAD CAMERA LAYOUT SHOWN IS FOR A STANDARD CANOPY

APPLICATION. FOR ACTUAL CANOPY DIMENSIONS AND

- CAMERA LAYOUT FOR THIS PROJECT SEE SHEET

1™\ Canopy Lighting

==/ SCALE: 1/8"= 1'-0"
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Costco Backer 8' - 6 5/8"

8'-53/8"

1l - 7"

=WHF

Weight: COSTCO = 36.16lbs

Bars & WHOLESALE = 11.6lbs

Total Weight: 47.76Ibs.

Cosrco

IOLESALE

Client Information

Contact  Ernie Brandi
Company Span Construction
Address 1841 Howard Road
Madera Ca 93637
Phone (559)-661-1111
Fax (559)-673-0600
email ernieb@spanconstruction.com

Description
Manufacture, package, crate and
ship non-illuminated alpolic letters
per client specifications.

Materials
3mm alpolic

Mounting Hardware:
Dynamic Fasteners RV AB4-A8
painted aluminum rivet.

Rivet locations

Qty.18 Rivets "COSTCO"
Qty.14 Rivets "Bars + WHOLESALE"

Stripes & Wholesale Costco
Lapis Lazuli Safety Red
SW1805 Blue SW4081 Red

X
approved date

[ ] As Is Without Change
[ ] With Changes Noted

s (u

CaliforniaSignAssociation

ASPLUS SIGNS

4379 N. Brawley Ave.

Fresno, CA 93722

Ph: (559) 275-0700

Fax: (559) 275-7482

E-mail: design@a-plussigns.com

Span Construction - Costco BD

drawn by

date 2016

This original drawing is the exclusive
property of A-Plus Signs, Inc., and may not
be reproduced, displayed, or distributed
without express written consent
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