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LP-3 28' ARTERIAL STREET LIGHT

LP-3A 28' ARTERIAL STREET LIGHT WITH BANNER ARM
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LP-3C ARTERIAL STREET LIGHT LUMINARE

LP-4 RESIDENTIAL STREET LIGHT CONNECTION DETAIL

LP-5 COLLECTOR AND ARTERIAL STREET LIGHT CONNECTION DETAIL

LP-6 LIGHT POLE BELOW GRADE BOXES INTALLATION DETAILS
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STREET LIGHTS I

LP-0 |

DATE: REVISIONS
APRIL 2014 REV[DATE [BY] COMMENTS
DRAWING NAME:
LP-0
;
ETL e
— SARATOGA
CHECKED: |[APPROVED: o
L SPRINGS CITY

STREET LIGHT

STANDARDS




ORDERING GUIDE:

COMPLETE ASSEMBLY PART:  LP—1
POLE:  14EFA-5.0-TT-3X3-AB
LIGHT FIXTURE:  SS—CL52T4—44LED
DECORATIVE BASE:  16"VIRG(NAME)—BK

- 19—3/4" —_—

W/

ENLARGED FIXTURE DETAIL

POLE SPECIFICATIONS:

POLE HEIGHT: 14" EXTRUDED ALUMINUM TOTAL

POLE: 5" 0.D. THICKNESS: .250"

14'-0" EPA: MIN 20 IN 80 MPH ZONE (1.3 GUST FACTOR)

BASE = 16" DECORATIVE ELASTOMER TWO-PIECE — AVERAGE 3/4" THICK (50 Ibs)
ANCHOR PLATE: 12" BOLT CIRCLE WITH 3/4" x 18" BOLTS

22"
7S/
LI NN
ANCHOR BASE DETAIL L_ 16" _.l
FINISH; 12" BOLT CIRCLE
BLACK ANCHOR BOLTS: 3/4" x 18" ENLARGED DECORATIVE BASE DETAIL

J
DATE: __ ReveioNns N
APRIL 2014 REV[DATE [BY] COMMENTS TANDARD DETAILS

14' RESIDENTIAL

DRAWING NAME: |
LP-1
DRAWN BY: - J
=L ' SARATOGA 200, SaRATOGA Seran
#200, SARATOGA SPRINGS,
CHECKED: |APPROVED: UT 84045

STREET LIGHTS I

LP-1 |

STREET LIGHT

SPRINGS CITY | s




NOTE!

IF DEPTH CANNOT BE MET
MASS MUST BE EQUIVALENT
TO MASS SHOWN

oo

K

! =

ﬂ BASE

4" MIN.

- 5" MAX

POLE TO BE
GROUNDED TO
BOTTOM HOOP OF
POLE CAGE WITH #6
SOLID Cu WIRE. USE
CHAIR LUG ON
GROUND STUD
LOCATED IN
HANDHOLE OF POLE.
USE UFER RATED
GROUND CLAMP ON
BOTTOM HOOP OF
CAGE.

ElE=

m

-
[
Ty

m
i

m

N i

HANDHOLE WITH GROUND STUD

GRADE

BOND LIGHT POLE-PROVIDE LUG OR POST INSIDE POLE

UNDISTURBED EARTH
OR 95% COMPACTION
AROUND CONCRETE

WITH #2

(5) #4 REBAR

TIES
24"

[
()

\

r

SCHEDULE 40 PVC

SCHEDULE 40 PVC OR
GRC RIGID ELBOW

BASE

T————  CONCRETE

HOOPS #4 REBAR ONE

PER FOOT

CONCRETE BASE DETAIL

FOR 14' RESIDENTIAL
STREET LIGHT

( REVISIONS \

REV/|

DATE:
APRIL 2014

DATE |BY COMMENTS

TA

ARD DETAILS

DRAWING NAME: |
LP-1B

J/

STREET LIGHTS I

DRAWNBY: -
ETL
CHECKED: |APPROVED:

SARATOGA
SPRINGS CITY

1307 N. COMMERCE DR

UT 84045
PHONE: 801-766-9793
FAX: 8017669794

#200, SARATOGA SPRINGSJ

LP-1B




ORDERING GUIDE:

LIGHT FIXTURES: SS—-CL52T4—-44LED
PHOTOCELL: 6390TF-BK

OPTIC / CONE
MODULE

(s

PT

<—19 3/4"—»

©)
[ I \I ]
35"
HINGED
HOOD

CATALOG NO: CL62T4-FLAF—3L-44W-4K-120-EK1-DEP-F3AP—-PT—RAL9005TX
LUMINAIRE:  HEXAGONAL SHAPE

IES CLASSIFICATION:  FROSTED ACRYLIC LENS

WATTAGE: 44 WATTS

LIGHT SOURCE: BOARD LED - 4000K

LINE VOLTAGE: 120 VOLTS

DRIVER: MOUNTED ON TRAY WITH QUICK RELEASE CONNECTORS

IP66 WEATHERPROOF LUMINAIRE WITH "V" GROOVE SILICONE GASKET

OPTION: TWIST LOCK PHOTOCELL PRE—INSTALLED IN DECORATIVE CUPOLA.

DRIVER
MODULE

- HEAD

MODULE

FITTER
MODULE

ALL NON ELECTRICAL HARDWARE SHALL BE STAINLESS STEEL

COLOR & FINISH:  BLACK (RAL90OS5TX) TEXTURED POWDER COAT
PAINT WARRANTY: 5 YEARS

DATE: ( REVISIONS N
APRIL 2014 REV[DATE [BY] COMMENTS
DRAWING NAME: |
LP-1C
DRAWN BY: N J
ETL
1307 N. COMMERCE DR.
— 1 SARATOGA #200, SARATOGA SPRINGS,
CHECKED: | APPROVED:

RESIDENTIAL

STREET LIGHT
LUMINARE

STREET LIGHTS I

LP-1C

UT 84045

SPRINGS CITY | s




ORDERING GUIDE:

COMPLETE ASSEMBLY PART:  LP-2
POLE:  20TFS—4.5/7-SA-USA18”
LIGHT FIXTURE:  C12750—64LED—120
DECORATIVE BASE:  20°VIRG(NAME)—BK

#6390TF—-1.0—-BK

POLE BY MOUNTAIN STATES LIGHTING PART #
20TFS—4.5/7—SA—USR18"—20"VIRG(NAME)—BK
L 20’ TAPERED FLUTED STEEL STEEL PAINTED WITH
20'-0 FIRST 16” OF POLE AND BASE PLATE TO BE
COATED WITH INDUSTRIAL ZINC COATING MIN EPA
OF 12 IN 100 MPH ZONE (1.3 GUST FACTOR)

BASE BY MOUNTAIN STATES LIGHTING
HIGH DENSITY ELASTOMER DECORATIVE
BASE, DENSITY OF 71 LBS PER CUBIC
FOOT. PAINTED BLACK HANDHOLE
BEHIND TWO-PIECE BASE

SHOWN WITH
DOUBLE FIXTURE

MSL PLUMBIZER WITH
PHOTOCELL: RIPLEY

FIXTURE BY MOUNTAIN STATES
LIGHTING HADCO WESTBROOKE
C12750 FIXTURE. 64 LED 120 VOLT
SEE DETAILS ON SEPARATE DRAWING.

FINISH: BLACK ENLARGED DECORATIVE BASE DETAIL

4 BOLTS AT 90 DEGREES
3/4" DIA x 18" LONG x 3"
HOOK BOLTS TO HAVE A 3.5"
PROJECTION OUT OF THE
CONCRETE. BOLTS TO GE
GALVANIZED

ANCHOR BASE DETAIL 12"
BOLT CIRCLE 7/8" x 17

HOLES TO ACCOMMODATE
UP TO 3/4" DIA BOLT

ANCHOR BASE

Faraloga

S

ANDARD DETAILS

STREET LIGHTS I

20' LIGHT STANDARD )
FOR COLLECTOR ROADS | | =5
COMMERCIAL AREAS, — |
& PARKING LOT ( SARATOGA 1200, SARATOGA SPRINGS,
LIGHTS T sPRINGs CITY | EE e ]

LP




ORDERING GUIDE:

COMPLETE ASSEMBLY PART:  LP-2A
POLE:  20TFS—4.5/7—-SA-USA18"W ACC
LIGHT FIXTURE:  C12750—-64LED—120
DECORATIVE BASE:  20"VIRG(NAME)—BK

4 BOLTS AT 90 DEGREES

3/4” DIA x 18" LONG x 3"

HOOK BOLTS TO HAVE A 3.5”

PROJECTION OUT OF THE Aglgké%RTBés;C DEET;M/LB o

CONCRETE. BOLTS TO GE 1 LT CIRCL x 1

GALVANIZED HOLES TO ACCOMMODATE UP TO SHOWN WITH
3/4" DIA BOLT DOUBLE FIXTURE

ANCHOR BASE

MSL PLUMBIZER WITH
PHOTOCELL: RIPLEY
#6390TF—1.0-BK

FIXTURE BY MOUNTAIN STATES LIGHTING
STATIONARY BANNER HADCO WESTBROOKE C12750 FIXTURE. 64 LED
MOUNTED AT 18’ 120 VOLT SEE DETAILS ON SEPERATE
DRAWING.

120 VOLT
RECEPTACLE
MOUNTED 15’

THREADED PLATE WELDED

3—
TO POLE
SLOTTED BANNER PLATE’
BOLTS WITH LOCK
L WASHERS
O—

ADJUSTABLE BANNER ARM DETAIL

20'-0" ADJUSTABLE BANNER ARM
MOUNTED AT 16’
(SEE DETAIL ABOVE) S “’”"j"?’f"
A POLE BY MOUNTAIN STATES LIGHTING PART # | CE—
16'-0 20TFS—4.5/7—-SA—USR18"—20"VIRG(NAME) —BK

20' TAPERED FLUTED STEEL STEEL PAINTED
WITH FIRST 16" OF POLE AND BASE PLATE TO
BE COATED WITH INDUSTRIAL ZINC COATING MIN
EPA OF 12 IN 100 MPH ZONE (1.3 GUST
FACTOR)

BASE BY MOUNTAIN STATES LIGHTING ¢ >
HIGH DENSITY ELASTOMER DECORATIVE

BASE, DENSITY OF 71 LBS PER CUBIC 77 1T WA
FOOT. PAINTED BLACK HANDHOLE
BEHIND TWO—PIECE BASE

DECORATIVE BASE DETAIL
NOTE:
BANNER ARMS WILL BE REQUIRED FOR PROJECTS LOCATED WITHIN A REGIONAL
COMMERCIAL (RC) OR MIXED USE (MU) ZONE, AS WELL AS THE COMMERCE
DRIVE LOOP AND ADJACENT TO THE HIGH SCHOOL AND JUNIOR HIGH FACILITIES
WITHIN THE CITY. ADDITIONAL LOCATIONS THAT MAY MERIT THE USE OF
BANNER ARMS WILL BE DETERMINED ON A CASE BY CASE BASIS.

FINISH: BLACK
\ y

20' LIGHT STANDARD |
W/ BANNER ARM FOR ,m\ -
COLLECTOR ROADS, —= | streeT LiGhTs_|
COMMERCIAL AREAS, & ( SARATOGA 4500, SARATOGA SPRNCS
PARKING LOT LIGHTS I =" "™l sprinGs ciTy | #ime ] LP-2




NOTE!

IF DEPTH CANNOT BE MET
MASS MUST BE EQUIVALENT
TO MASS SHOWN

C POLE

/ HANDHOLE WITH GROUND STUD

UNDISTURBED EARTH
OR 95% COMPACTION
AROUND CONCRETE

#

T BASE
" ” ' "n
AT MIN = ST MAX /e b o GRADE
[ L L AP i et T
—| | = T
_‘ ‘ ‘ ‘ ‘ A " o
' norao
- AT IR (5) #4 REBAR
— N WITH #2 TIES
R | ‘ ‘ ‘: e o | e =
e B R T
|—| o S _— ANCHOR BOLTS
oo RO 3/4" x 18
POLE TO BE RN IS
GROUNDED TO RIS ST
BOTTOM HOOP OF T R
POLE CAGE WITH #6 e
SOLID Cu WIRE. USE ! L —— SCHEDULE 40 PVC
CHAR LUG ON ! ¥
GROUND STUD : X
HANDHOLEOS?TE%LE\I : o SCHEDULE 40 PVC OR
USE UFER RATED TIIzIzitoa GRC RIGID ELBOW
GROUND CLAMP ON o
BOTTOM HOOP OF 5'-0" H
CAGE. ¥
' ] T CONCRETE
o BASE
N I
5 HOOPS #4 REBAR ONE
PER FOOT
2'-0"

S

CONCRETE BASE DETAIL
FOR COLLECTOR ROADS,
COMMERCIAL AREAS,
& PARKING LOT
LIGHTS

REVISIONS

DATE:
APRIL 2014

ANDARD DETAILS

STREET LIGHTS I

CHECKED: |APPROVED:

.

REV| DATE |BY COMMENTS
DRAWING NAME:
LP-2B
DRAWN BY: \
( SARATOGA 1307 N. COMMERCE DR.

SPRINGS CITY

PHONE: 801-766-9793
FAX: 8017669794

#200, SARATOGA SPRINGS,
UT 84045

LP




MSL ORDERING GUIDE

LIGHT FIXTURE:
PHOTOCELL:

C12750A-64LED-120
6390TF-BK

HORIZONTAL ARM

MOUNTING ADAPTOR

~——o10.63"

HOUSING:
LOW COPPER, CAST ALUMINUM W/
INTEGRATED NECK

FLUTED SPINNING:
SPUN ALUMINUM

SHADE:
SPUN ALUMINUM

— 64, 4000K (NEUTRAL) PHILIPS LUMILEDs LUXEON R
LEDs, TYPICAL 75 COLOR RENDERING INDEX (CRI),
>65,000 HOURS OF OPERATIONAL LIFE (AT 25°C
AMBIENT TEMPERATURE & 70% LUMEN MAINTENANCE),
INJECTION MOLDED TYPE Il OPTICAL PLATES.

— INTEGRAL PHILIPS ADVANCE XITANIUM LED DRIVER,
CLASS 1, IP66 RATED, 350mA, INTELLIVOLT
120 VAC, 50-60 Hz, RoHS COMPLIANT,
STANDARD BUILD IN >3kV SURGE SUPPRESSION.

— ULB750 & UL1598 COMPLIANT, ETL/cETL LISTED
TO U.S. & CANADIAN SAFETY STANDARDS FOR WET
LOCATIONS, MANUFACTURED TO ISO 9001:2008
STANDARDS, VIBRATION TESTED TO ANSI C136.31
FOR BRIDGE APPLICATIONS.

9.05" J \
22.19 | |
e 9
)
| |
20.71"
Phili in ifications:

LENS: TEMPERED GLASS

HEAT SINK: LOW COPPER,
DIE-CAST ALUMINUM

LENS FRAME: LOW
COPPER, DIE-CAST
ALUMINUM

DECORATIVE AIR VENT:
PERFORATED, 14 GAUGE,
#304 STAINLESS STEEL
SHEET

PHILIPS LEDGINE BOARD,
SEE SPECIFICATIONS

S

REVISIONS

REV]

DATE |BY] COMMENTS

ANDARD DETAILS

LUMINARE FOR )
COLLECTOR ROADS DRAWING NAME:
COMMERCIAL AREAS,
& PARKING LOT
LIGHTS ]

STREET LIGHTS I

.

SARATOGA
SPRINGS CITY

PHONE: 801-766-9793

1307 N. COMMERCE DR.
#200, SARATOGA SPRINGS,
UT 84045
FAX: 8017669794

LP-2C




ORDERING GUIDE:
COMPLETE ASSEMBLY PART:  LP-3
POLE:  28TFS—4.5/7-SA-SA TRUSS
LIGHT FIXTURE:  C12750-80LED—120
DECORATIVE BASE:  22"MAD(NAME)—BK
7'-0" —

SHOWN WITH
DOUBLE FIXTURE

MSL PLUMBIZER WITH PHOTOCELL:
RIPLEY #6390TF—1.0-BK

FIXTURE BY MOUNTAIN STATES LIGHTING
HADCO WESTBROOKE FIXTURE.
C12750A 80 LED 120 VOLT SEE
DETAILS ON SEPARATE DRAWING.

Faralsga
Spmings

POLE BY MOUNTAIN STATES LIGHTING PART#
28TFS-4.5/8~-(1)SA TRUSS—-22"MAD(NAME)—-BK
24"BA(18")-TH(13'8") 28" TAPERED FLUTED
STEEL STEEL PAINTED WITH FIRST 16" OF
POLE AND BASE PLATE TO BE COATED WITH
INDUSTRIAL ZINC COATING MIN EPA OF 12 IN
80 MPH ZONE (1.3 GUST FACTOR)

ENLARGED DECORATIVE BASE DETAIL

BASE BY MOUNTAIN STATES LIGHTING 4 BOLTS AT 90 DEGREES

HIGH DENSITY ELASTOMER DECORATIVE 1" DIA x 36" LONG x 3"

BASE, DENSITY OF 71 LBS PER CUBIC HOOK BOLTS TO HAVE A 4”

FOOT. PAINTED BLACK HANDHOLE PROJECTION OUT OF THE

BEHIND TWO-PIECE BASE CONCRETE. BOLTS TO GE
GALVANIZED

O

ANCHOR BASE DETAIL 12" BOLT
CIRCLE 1 1/8" x 2" HOLES TO
ACCOMMODATE UP TO 1" DIA

BOLT
FINISH: BLACK
J
DATE: _ Revsions
APRIL 2014 REV[DATE [BY] COMMENTS TANDARD DETAILS

28' ARTERIAL

DRAWING NAME: |
LP-3
DRAWN BY: A J
ETL ) SARA A 1307 N. COMMERCE DR
CHECKED. |APPROVED TOG #200, SARATOGA SPRINGS,
C ] "

STREET LIGHT

STREET LIGHTS I

LP

UT 84045

SPRINGS CITY | s




ORDERING GUIDE:

COMPLETE ASSEMBLY PART:  LP—3A
POLE:  28TFS—4.5/7-SA-SA TRUSS/W ACC
LIGHT FIXTURE:  C12750-80LED—120
DECORATIVE BASE:  22"MAD(NAME)—BK

SHOWN WITH
DOUBLE FIXTURE

MSL PLUMBIZER WITH
PHOTOCELL: RIPLEY
#6390TF—-1.0-BK

FIXTURE BY MOUNTAIN STATES
LIGHTING HADCO WESTBROOKE
FIXTURE. C12750A 80 LED 120
VOLT SEE DETAILS ON SEPARATE
DRAWING.

STATIONARY BANNER
MOUNTED AT 18’

28'—0"

THREADED PLATE WELDED
TO POLE
SLOTTED BANNER PLATE’

'[BOLTS WITH LOCK WASHERS

120 VOLT
RECEPTACLE
MOUNTED 17°

ADJUSTABLE BANNER ARM DETAIL

ADJUSTABLE BANNER ARM
MOUNTED AT 16’
(SEE DETAIL ABOVE)

POLE BY MOUNTAIN STATES LIGHTING PART#
18'=0" 28TFS—4.5/8—(1)SA TRUSS—22"MAD(NAME)—-BK
24"BA(18’)-TH(13'8") 28’ TAPERED FLUTED STEEL
STEEL PAINTED WITH FIRST 16" OF POLE AND DECORATIVE BASE DETAIL
BASE PLATE TO BE COATED WITH INDUSTRIAL
ZINC COATING MIN EPA OF 12 IN 100 MPH ZONE
(1.3 GUST FACTOR)

4 BOLTS AT 90 DEGREES
1" DIA x 36" LONG x 3"
HOOK BOLTS TO HAVE A 4"

BASE BY MOUNTAIN STATES LIGHTING PROJECTION OUT OF THE
HIGH DENSITY ELASTOMER DECORATIVE CONCRETE. BOLTS TO GE
BASE, DENSITY OF 71 LBS PER CUBIC GALVANIZED

FOOT. PAINTED BLACK HANDHOLE
BEHIND TWO-PIECE BASE

ANCHOR BASE DETAIL 12"
BOLT CIRCLE 1 1/8" x 2"
HOLES TO ACCOMODATE UP
FINISH: BLACK TO 1” DIA BOLT

DATE: REVISIONS
APRIL 2014 REV[DATE [BY COMMENTS

28' ARTERIAL DRAWING NAME:
STREET LIGHT stueet icurs_|
WITH BANNER ARM

DRAWN BY: A\
ETL ( 1307 N. COMMERCE DR.
CHECKED: NPPROVED. SARATOGA zzrogigngATOGA SPRINGS,

. L v 3
___SPRINGS CITY |k

LP-3A




NOTE!

IF DEPTH CANNOT BE MET
MASS MUST BE EQUIVALENT
TO MASS SHOWN

/ POLE

/ HANDHOLE WITH GROUND STUD

BOND LIGHT POLE

UNDISTURBED EARTH
OR 95% COMPACTION
AROUND CONCRETE
BASE

#

4" MIN. — 5" MAX

POLE TO BE
GROUNDED TO
BOTTOM HOOP OF
POLE CAGE WITH #6
SOLID Cu WIRE. USE
CHAIR LUG ON
GROUND STUD
LOCATED IN
HANDHOLE OF POLE.
USE UFER RATED
GROUND CLAMP ON
BOTTOM HOOP OF
CAGE.

GRADE

| (6) #4 REBAR
WITH #2 TIES

s SCHEDULE 40 PVC
SCHEDULE 40 PVC OR
GRC RIGID ELBOW

| T ANCHOR BOLTS

"% 36"
\
CONCRETE
BASEONCRETE
BASE

HOOPS #4 REBAR ONE
PER FOOT

DATE:
APRIL 2014
DRAWING NAME: |
LP-3B

CONCRETE BASE

( REVISIONS \
REV|DATE |BY COMMENTS

DETAIL
FOR 28' ARTERIAL

DRAWNBY:
ETL

CHECKED: |APPROVED:

[

A J

1307 N. COMMERCE DR

#200, SARATOGA SPRINGS,
UT 84045

SARATOGA
SPRINGS CITY

PHONE: 801-766-9793
FAX: 8017669794

STREET LIGHTS I

LP-3B




MSL ORDERING GUIDE

LIGHT FIXTURE:
PHOTOCELL:

C12750A—-80LED-120
6390TF-BK

Horizontal Arm
Mounting Adaptor

~——o10.63"

=

9.05"

44.54"

HOUSING:
LOW COPPER, CAST ALUMINUM
W/ INTEGRATED NECK

FLUTED SPINNING:
SPUN ALUMINUM

SHADE:
SPUN ALUMINUM

Philips LEDgine Specifications:

— 64, 4000K (NEUTRAL) PHILIPS LUMILEDs LUXEON R
LEDs, TYPICAL 75 COLOR RENDERING INDEX (CRI),
>65,000 HOURS OF OPERATIONAL LIFE (AT 25°C
AMBIENT TEMPERATURE & 70% LUMEN MAINTENANCE),
INJECTION MOLDED TYPE Il OPTICAL PLATES.

— INTEGRAL PHILIPS ADVANCE XITANIUM LED DRIVER,
CLASS 1, IP66 RATED, 350mA, INTELLIVOLT
120 VAC, 50-60 Hz, RoHS COMPLIANT,

STANDARD BUILD IN >3kV SURGE SUPPRESSION.

— ULB750 & UL1598 COMPLIANT, ETL/cETL LISTED
TO U.S. & CANADIAN SAFETY STANDARDS FOR WET
LOCATIONS, MANUFACTURED TO ISO 9001:2008
STANDARDS, VIBRATION TESTED TO ANSI C136.31
FOR BRIDGE APPLICATIONS.

LENS:
GLASS

TEMPERED

HEAT SINK: LOW COPPER,
DIE-CAST ALUMINUM

LENS FRAME: LOW
COPPER, DIE—CAST
ALUMINUM

DECORATIVE AIR VENT:
PERFORATED, 14 GAUGE,
#304 STAINLESS STEEL
SHEET

PHILIPS LEDGINE
BOARD, SEE
SPECIFICATIONS

DATE:
APRIL 2014

ARTERIAL

STREET LIGHT

( REVISIONS \

TANDARD DETAILS

LUMINARE

CHECKED: |APPROVED:

STREET LIGHTS I

[

REV|DATE |BY COMMENTS
DRAWING NAME: |
LP-3C
DRAWNBY: - J/
ETL
' SARATOGA

SPRINGS CITY

PHONE: 801-766-9793

1307 N. COMMERCE DR
#200, SARATOGA SPRINGS,
UT 84045
FAX: 8017669794

LP-3C




NOTES:

1. STREET LIGHTS POLES SHALL BE LOCATED AT ROADWAY INTERSECTIONS
(NEAR FIRE HYDRANTS WHERE POSSIBLE) AND AT OTHER REQUIRED LOCATIONS
PER CITY STANDARDS.

2. POLES ON COLLECTOR STREETS SHALL HAVE FLUTED SHAFTS.

3. POLES IN SUBDIVISIONS SHALL HAVE FLUTED SHAFTS.

4. MARK JUNCTION BOX LIDS "STREET LIGHTS".

5. INSTALL 1" PVC SCH 40 CONDUIT WITH 24" COVER AND SAND BEDDING.

6. WIRES FROM RMP SOURCE TO BE SINGLE CONDUCTOR (NOT DUPLEX) #6
AWG XHHW-2 COPPER WIRE IN COLORS NOTED ON DETAIL.

7. FUSE LIVE CONDUCTOR IN JUNCTION BOX.

8. CONTRACTOR TO INSTALL JUNCTION BOX WITH FUSE. BOX TO BE LOCATED
4" MIN AND 10’ MAX FEET FROM RMP SOURCE. PROVIDE 1’ SCH 40 PVC
CONDUIT TO RMP SOURCE. PROVIDE CONDUCTORS LONG ENOUGH TO REACH
RMP POWER SOURCE PLUS 5’. CONTRACTOR SHALL SUPPLY PULL STRING IN
CONDUIT.

9. CONNECT GROUND WIRE TO METAL SHELL OF LIGHT POLE. SEE DWG. LP—-1 &
LP—1C FOR POLE
10. FUSE ASSEMBLY SHALL BE (1) BUSSMAN HEB-JJ, WITH (2) BUSSMAN AND LIGHT FIXTURE
2A0660. NO SUBSTITUTIONS. DETAILS
11. FUSE AT POLE SHALL BE BUSSMAN KTK OR EQUAL 5 AMPS PER FIXTURE
HEAD, FUSE AT MAIN FUSE BOX SHALL BE 5 AMPS PER FIXTURE HEAD

SERVED.
12. SQUID ASSEMBLY SHALL BE BLACKBURN USB335. NO SUBSTITUTIONS. #12 WRE
13. STREET LIGHTS ARE TO BE CENTERED IN PARK STRIPS FOR LIGHT

14. STREET LIGHTS ARE TO BE PLACED EVERY 300’ ALTERNATING SIDES OF
THE STREET AND AT ALL INTERSECTIONS

MAIN FUSE BOX CONCRETE BASE

2 - #6 AWG SEE LP—-1b FOR DETAIL
XHHW-2, Cu.
(1-BLACK, 1-WHITE)
RMP _[ =
SOURCE 24" COVER \
3 — #6 AWG
XHHW=-2, Cu. 48"
f (1-BLACK, 1—WHITE, 1-GREEN)
FROM RNP Y, TO POLE
| . / l— 20" —
4’ (MIN) - 10" (MAX) —;_/
8] 1" SCH 40 PVC CONDUIT GROUND POLE TO BASE CAGE (NOT SHOWN)
EMBEDDED IN SAND WITH #6 SOLID COPPER AND UFER CLAMP.

BOND TO ALL METAL PARTS AS PER NFPA 70.250

5/8" X 8 COPPER CLAD
GROUND ROD WITH
GROUND ROD CLAMP

DATE: REVISIONS \
APRIL 2014 REV[DATE [BY] COMMENTS
DRAWING NAME: |
LP-4
DRAWN BY: - J/
ETL 1307 N. COMMERCE DR.
= 1 SARATOGA #200, SARATOGA SPRINGS,
CHECKED: |APPROVED: UT 84045

RESIDENTIAL

STREET LIGHT
CONNECTION DETAIL

STREET LIGHTS I

LP-4

SPRINGS CITY P BoiTsear0n




IVIIN 1TV 0L ANOS "dAV1D ¥34N ANV AR ECie o a7 N el

¥3dd0O QI10oS 9# HLM (NMOHS LON) 9-d1 v13a 33S . 9-d1 Twvi3a 33s "

39v0 3SvE8 0L 370d ANNOYO El ANVS NI 030039n3 =

LINANOD OAd O¥ HOS I ' <]

- -

\ \H. \ A | m

/ \ \ y 5

<« SLHOIN =

IYNOILIQQY 2

¥04 NMOHS

SV 3INNIINOD ¥IN0D 4T /

324N0S
dIMOd dWY

X08 3SN4 NIVA

(N3349-1
‘ALHM—L HOovIE-1L L _
g¢—d1 ¥0 gz-d1 ‘g .Nugzwi (3LHM L Ve 1) —
130 3sva 33S owy af e D ‘Z-MHHX
358 3134ONOD omv of - ¢z
3SvE 40 3AIS NO
0317901 800G 55309V SNOLLOISYAINI T 1v ONv_ 133a1s 3WL 40 saas |2 )% >
ONILYNYILTY ,008 A¥3AI Q30V1d 38 OL 38V SIHOM 133ILS #l ole <
¢lz 0 =
SIS MY¥d NI 03Y3IN3D 38 OL 3u¥ SIHOM 133WIS €1 “[8 o U
0
SNOILNLILSENS M )
ON "S££8SN NYNEYOVTE 38 TIVHS AT8W3SSY aIn0S L 7
‘G3AY3S AV3IH 3ANLXIS ¥3d SAAY G & % a4
38 T1IVHS X08 3SN4 NIVN LV 3SNd '03Ad3S QV3H 3dNLXI4 d3d = W
SAWY G T¥N03 ¥0 XL NYWSSNE 38 TIVHS 310d LV 3SN4 "Ll 2
Sv13a 'SNOILNLILSENS ON "0990¥Z NYASSNG Y A
34NLX14 LHOIT aNv (2) HLIM ‘Pr—83H NYASSNE (1) 38 TIVHS ATBW3SSY 3Snd 0L 11
310d ¥04 g
oed1 ® £-d1 ¥0 Oc—d1 "310d LHOIM 40 T13HS VL3N OL 3y ANN NNOD 2 g
%® z-d1 'OMa 33S 089 193NNOD 6 B R
"LINNOD NI ONILS TINd ATddNS TIVHS g8 llcelz2l2
(3ONuLd300Y 4O HOLOVHLNOD -G SN1d 30¥N0S ¥3MOd dwy Hov3y oL monon3  [HEE || 5|2 &
01 1nans) ONOT SHOLONANOD 3AINO¥d 308N0S dW¥ OL LINGNOD 0% HIS 21z 18 |2
SIHNLXIS L 3AIA0Yd '3049N0S dNY WOH4 XV 0L NV NIN ¥ Q3LvO071 38 o _.ML
THon oY S3104 OL X089 “3SNJ HLIM XOF NOILONN TIVASNI OL HOLOVHLNOD '8 o
WIDHINNOD “I¥130 NO Q3LON S¥0I00

NI 'ND Z—MHHX 9MY 9 # (X31dNa LON) JOLONANOD 3I1ONIS 38
OL S3X08 NOILONNM OL 304N0S ¥IMOd dNY WOY4 S3dm  /

'ONIJd38 ANvVS
ANV ¥3A0D ¥Z HLM SLINONOD OAd O¥ HOS L TIVISNI "9

“.ONILHOIM 13341S, HLIM SY3A0D X08 NOILONNM MIvA 'S

'S3X08 NOILONNM NI JOLONANOD 3AIT 3snd v
'3SN4 V HLIM X089 NOILONNM V 3AVH TIVHS 1HOIM HOV3 ¢

"¥33NION3 ALID 3HL OL 318vV1d300v 38 TIVHS
ANV ‘SQYVANVLS ALID 3IHL 40 O¥SSO NOILO3IS 40 SINIWIYINO3IY
JHL OL WHO4INOD TIVHS S3dNLXI4 LHOIM ANV S310d LHOIT  °C

'SQYVANVLS ALID 3HL 40 O¥SSO NOILO3S
NI @38140S30 SY ANV ‘NV1d 3LS ONILHOIT Q3A0¥ddV 3JHL NO
Q3LvOIANI SY d3LvO071 38 TIVHS S370d LHOIT TVIOY3IWWOD  °L

-S310N |

COLLECTOR & ARTERIAL
STREET LIGHT
CONNECTION DETAIL




"STREET LIGHT” STAMPED LID
/////r- WET LOCATION FUSE HOLDER "STREET LIGHT" STAMPED LID
/ ASSEMBLY (208) WET LOCATION FUSE HOLDER
FINISH GRADE ~SQUID FINSH GRADE _ ASSEMBLY (5A)

s l] ]
/ (2) CARSON BROOKS 1419 7
HOT BOX ATTACHED WITH mHOT
NEUTRAL GRABBER SCREWS (8 MIN. = NEUTRAL
SCREWS EVENLY SPACED) GROUND,
BELL END
(TYP.)
BOTH, SIDES
SAND BEDDlNG
CROUND ~—N—7 5
° T

SEE NOTE 9.

(2) CARSON BROOKS
1419 BOX TOGETHER

24" BURY
BELL END

(TYP.)
BOTH, SIDES

6" OVER

2" UNDER ( TYP) i I il
CONDUIT
3) #6XHHW
\ COMPACTED SUBGRADE \4 THICK 3/4" GRAVEL
U 4" THICK
|:> 3/4" GRAVEL

FROM RM.P. SOURCE (<10°)

5/8" X 8 COPPER CLAD
GROUND ROD

A SERVICE CONNECTION FUSE BOX DETAIL B LIGHT POLE FUSE BOX DETAIL

NOTES:

1. FUSE BOX / SLICE BOX ASSEMBLY SHALL BE (2) CARSON BROOKS 1419 BOLTED TOGETHER 'CLAMSHELL' STYLE. DRILL 1/4" HOLES IN EVERY
CELL OF LID ON BOTTOM BOX TO ALLOW DRAINAGE. INSTALL BOX ASSEMBLY ON 4" OF 3/4" GRAVEL. NO SUBSTITUTES.

2. FUSE ASSEMBLY SHALL BE (1) BUSSMAN HEB-JJ PN. 44229 WITH (2) BUSSMAN 2A0660. NO SUBSTITUTES.
3. WIRE CONNECTOR SHALL BE BLACKBURN USB33S SQUID PN. 2136122. NO SUBSTITUTES.

4. TERMINATE CONDUIT IN BOXES WITH BELL ENDS ATTACHED TO END OF CONDUITS.

5. ALL WIRE SHALL BE #6 CU XHHW UNLESS NOTED OTHERWISE.

6. 5/8" X 8 GROUND ROD REQUIRED AT SERVICE CONNECTION FUSE BOX.
7. LIGHT POLE FUSE BOX SHALL BE WITHIN 4" DOWNSTREAM OF POLE.

8. SERVICE CONNECTION FUSE BOX SHALL BE WITHIN 10" OF ROCKY MOUNTAIN POWER (RMP) SOURCE. CONFIRM INSTALLATION REQUIREMENTS WITH
ROCKY MOUNTAIN POWER REPRESENTATIVE AND PACIFICORP’S LATEST SIX STATES ELECTRICAL SERVICE REQUIREMENTS DOCUMENT.

9. IF FIXTURE IS NOT INDICATED FOR INSTALLATION WITH CURRENT CONTRACT ONLY CONDUIT IS REQUIRED. SOME CONDUCTORS INDICATED MAY BE
INSTALLED WITH FIXTURE UPGRADES.

10. SERVICE FUSE TO BE BUSSMAN KTK AND SIZED 5 AMPS PER FIXTURE. POLE FUSE TO BE BUSSMAN KTK 5 AMP PER FIXTURE.

J
DATE: __ ReveioNs N
APRIL 2014 REV[DATE [BY] COMMENTS ETAILS
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