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19.04.28. Public School Bus Lot (PSBL). 

 

1. In General. 
a. The purpose of the Public School Bus Lot (PSBL) Land Use Zone is to allow for a 

specific land area used for the storage or layover of public school buses or motor 

coaches.   

b. Development under these regulations may only provide for a bus lot, administrative 

office space, maintenance facilities, fueling stations, or other accessory uses 

associated with a public school district in a specific setting.  Such development is 

characterized by large buffering requirements strips, open spaces, landscaping, and 

quality site development standards. 

 

2. Permitted Uses. 
a. Bus Lot 

b. Fueling Station 

c. Fueling Station, Cardlock Facility 

d. Administrative Building* 

e. Bus Maintenance Building* 

 

*temporary structures and/or trailers are not permitted  

 

3. Conditional Uses. 
a. Public and Private Utility Building or Facility 

 

4. Minimum Lot Sizes. The minimum lot size requirement for development in this zone is 10 

acres.   

 

5. Setbacks/Yard Requirements. Setbacks and yard requirements describe the amount of 

space required between buildings and property lines.  All buildings in this zone, including 

accessory buildings and structures, are required to maintain a minimum distance from 

property lines as follows: 

a. Front: 50 feet.  The City Council may reduce the front setback to 30 feet if in its 

judgment the reduction provides a more attractive and efficient use of property. The 

City Council may consider the quality of the proposed building materials, 

landscaping improvements, or other buffers to determine if an aesthetically pleasing 

public view of the site will be created. 

b. Sides: 50 feet when adjacent to a residential zone.  40 feet when adjacent to all other 

zones. The City Council may reduce the side yard setbacks to 30 feet where the side 

property line abuts a commercial, industrial, school or agricultural zone.  Such 

setbacks will be determined during the Site Plan review process.  In the event that 

the side of the building faces an arterial or collector street, there may be a setback of 

30 feet. 

c. Rear: 50 feet when adjacent to a residential zone. 40 feet when adjacent to all other 

zones. The City Council may reduce the rear setback to 30 feet where the rear 

property line abuts a commercial, industrial, school or agricultural zone. Such 
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setbacks will be determined during the Site Plan review process. In the event that the 

rear of the building faces an arterial or collector street, there may be a setback of 30. 

d. Other general requirements: In addition to the specific setback requirements noted 

above, no building shall be closer than 5 feet to any private road, driveway or 

parking space. The intent of this requirement is to provide for landscaping and 

protection to the building.   

 

6. Maximum Height of Structures. No structure in this zone shall be taller than 35 feet. 

 

7. Maximum Lot Coverage. The maximum building and parking lot coverage in this zone is 

80%. The maximum building coverage in this zone is 50%. 
 

8. Development Standards. 

a. Architectural Review. The Urban Design Committee shall review the Site Plan and 

building elevations and offer recommendations for architectural design of buildings 

and structures to assure compatibility with the Land Use Element of the General Plan 

and with the City’s policies and regulations concerning architecture and design. 

b. Landscaping Buffers. Front yards and other yard areas abutting a public street, shall 

have a landscaped area of not less 15 linear feet.  There shall be a minimum of 20 

feet of landscaping between parking areas and side and rear property lines adjacent 

to agricultural and residential land uses.  See Chapter 19.09, Off-street Parking 

Requirements.Canopies.  Canopy structures shall be required to cover the bus 

parking stalls. The design and materials of the canopies shall be reviewed by the 

Urban Design Committee during the Site Plan application process based on the 

criteria in Section 19.14.04 and any standards adopted pursuant to Section 19.13.05. 

The Urban Design Committee shall determine that the canopies are constructed of 

metal and that they cover the proposed bus parking stalls. In the event that project 

phasing is proposed, canopies shall be required with the first phase of development. 

c. Parking. Chapter 19.09, Off-street parking requirements, shall apply to the 

employee parking lot, but shall not apply to the bus parking lot. The bus parking lot 

shall be designed as necessary to accommodate the proposed buses. 

 

9. Uses Within Buildings. All uses in the Public School Bus Lot Zone shall be conducted 

entirely within a fully enclosed building except those uses deemed by the City Council to be 

customarily and appropriately conducted outside. Such outdoor uses include bus and vehicle 

storage  (with a required structure to cover passenger buses or motor coaches), fueling 

stations, and other associated accessory uses.   

 

10. Buffering/Screening Requirements. A solid wall and landscaping shall be required to 

effectively screen the borders of any public school bus lot which is located within 300 feet 

of an agricultural or residential use. A solid decorative precast concrete wall that is 8 feet in 

height is required. The wall may be stepped down to 4’-6” at access points to accommodate 

for clear sight triangles as necessary. Fifteen feet of landscaping shall be required between 

any public right of way and the eight foot wall. Such landscaping shall be complete prior to 

using the site to park buses. Such 8’eight foot solid wall, and landscaping shall be 

maintained in good condition with no advertising thereon.  Wall covers may be required at 
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specific locations which allow for site lines into a site. This will be determined during the 

Site Plan review process. Appropriate Landscape bermsing shall also be incorporated into 

the fifteen foot landscape buffer that is located between the public right of way and the eight 

foot wall. the site design to screen and buffer any public school bus lot. This will include 

sculptured berms placed in required landscaping areas. All developmentsThe fifteen foot 

landscape buffer between the public right of way and the solid eight foot wall shall include 

have a minimum number of both deciduous and evergreen trees and shrubs. The site shall 

alsofurther comply with the requirements of Chapter 19.06, Landscaping and Fencing.   

 

11. Landscaping Requirements. 
a. There shall be a minimum of 20% of the total project area to be used for 

landscaping.  The landscaping buffer in subsection (10) above may be counted 

towards the 20% requirement.   

b. All sensitive lands shall be protected as part of the landscaped area of any 

development.   

c. Subject to the discretion of the City Council, credit towards meeting minimum open 

spacelandscaping requirements may be given for sensitive lands defined in Chapter 

19.02.  However, no more than 50% of the required landscaping area shall be 

comprised of sensitive lands or detention areas. 

 

12. Timing of Landscaping Installation. 
a. All landscaping shall be completed in accordance with the approved Site Plan or Plat 

approval and shall be installed prior to the issuance of a Certificate of Occupancy for 

any building.  

b. A Performance and Warranty Bond will be required in accordance with Section 

19.12.05.   

c. The Planning Director may approve exceptions where weather conditions prohibit 

the completion of approved and required landscaping improvements in accordance 

with Section 19.06.05.   

d. It shall be the responsibility of the property owner to maintain all approved 

landscaping in accordance with the approved Site Plan and in compliance with the 

requirements of Chapter 19.06, Landscaping and Fencing. 

 

13. Trash Storage. All trash or garbage storage (other than individual garbage cans) shall 

comply with Section 19.14.04(4), which section is incorporated herein by this reference.  

 

Changes to related sections:  
 

19.02.02.  Definitions. 

 

“Administrative Building” means a building within the Public School Bus Lot (PSBL) zone 

used for those administering the operations of the bus lot and for use by employees of the School 

District and their agents.  

 

“Bus Lot Maintenance Building” means a building within the Public School Bus Lot (PSBL) 

zone used for the maintenance of public school vehicles.  
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19.06.07. Amount of Required Landscaping. 

 

1. Portions of property that are not developed with structures, rights of ways, or parking 

areas shall be required to be landscaped in all land use zones.  

2. The R-6, R-10, R-14, R-18, NC, MU, RC, OW, and I, ML, BP, IC and PSBL Zones shall 

be required to adhere to the minimum landscaped standards contained in the table below. 

3. The City Council shall have authority to adjust these standards as circumstances dictate. 

 

19.09.11.  Required Parking by Zone. 

 

Neighborhood Commercial (NC), Mixed Use (MU), Regional Commercial (RC), and Office 

Warehouse (OW), and Industrial (I), Mixed Lakeshore (ML), Business Park (BP), 

Institutional Civic (IC), Public School Bus Lot (PSBL) 

 

5 stalls 

per 

1000 

sq. ft. 

2 

stalls 

per 

200 

sq. ft. 

 

1.5 stalls per 

person 

employed 

on highest 

employee 

shift 

2 

stalls 

per 

bed 

1.5 stall 

per staff 

member 

plus 1 stall 

per 5 

students 

To be 

determined by 

the Planning 

Commission 

(See 

19.09.05(6)) 

Administrative 

Building 
     X 

Bus Maintenance 

Building 
     X 
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