
  

PLEASE NOTE: The order of items may be subject to change with the order of the planning commission chair. One or more 
members of the Commission may participate electronically via video or telephonic conferencing in this meeting. 
 
In compliance with the Americans with Disabilities Act, individuals needing special accommodations (including auxiliary 
communicative aids and services) during this meeting should notify the City Recorder at 801.766.9793 at least one day prior to 
the meeting. 

AGENDA – Planning Commission Meeting - Amended 
Planning Commissioner Bryan Chapman 

Planning Commissioner Bryce Anderson 

Planning Commissioner Audrey Barton 

Planning Commissioner Troy Cunningham 

Planning Commissioner Ken Kilgore 

Planning Commissioner Reed Ryan 

Planning Commissioner Josh Wagstaff 

 

CITY OF SARATOGA SPRINGS 
Thursday, January 9, 2020 @ 6:00 pm 

City of Saratoga Springs Council Chambers 
1307 North Commerce Drive, Suite 200, Saratoga Springs, UT 84045 

 
1. Pledge of Allegiance. 

 
2. Roll Call. 

 
3. Public Input: Time has been set aside for any person to express ideas, concerns, comments, questions, or 

issues that are not listed as a public hearing on the agenda. Comments are limited to three minutes. 
 

4. Oaths of Office for new Planning Commissioners: Audrey Barton, Troy Cunningham, Reed Ryan, Josh 
Wagstaff. 

 
5. Election of Commission Chair. 

 
6. Business Item: Wildflower Zone 3 Pond Site Plan and Conditional Use Permit, located approximately 900 W. 

Military Road, DAI as applicant.  
 

7. Business Item: Jenny Chan Blossom Restaurant Site Plan, located at 2082 N. Hillcrest Rd. Jenny Chan 
applicant.  

 
8. Public Hearing: West Lake Estates plat F Rezone from Agriculture to R1-10 and Concept Plan, located at 951 

W. Evans Ln. Reed Barlow, applicant.  
 

9. Business Item: Riverside Crossing Preliminary Plat and Site Plan, located approximately Pioneer Crossing and 
Redwood Road, Zach Olsen applicant. 
 

10. Approval of Minutes: December 12, 2019. 
 

11. Reports of Action. 
 

12. Commission Comments. 
 

13. Director’s Report. 
 

14. Possible motion to enter into closed session for the purchase, exchange, or lease of property; pending or 
reasonably imminent litigation; the character, professional competence, or the physical or mental health of an 
individual; or the deployment of security personnel, devices, or systems.  
 

15. Adjourn. 



Rachel Day, Planner I 
1307 North Commerce Drive, Suite 200 • Saratoga Springs, Utah 84045 

rday@saratogaspringscity.com • 801-766-9793 x 161 • 801-766-9794 fax 

      

 

Planning Commission 
Staff Report 

 
Site Plan/Conditional Use Permit 
Zone 3 Pond 
January 9, 2020 
Public Meeting 
 
Report Date:    January 2, 2020 
Applicant:   DAI 
Owner:   Wildflower Master HOA Inc., Tanuki Investments LLC 
Location:   ~900 West Military Road  
Major Street Access:  Mountain View Corridor, Harvest Moon Drive 
Parcel Number(s) & Size: Part of 58:021:0250 and part of 58:021:0249, ~ 1.95 acres 
Parcel Zoning:   Planned Community 
Parcel General Plan:  Planned Community Residential  
Adjacent Zoning:  PC, Agriculture 
Current Use of Parcel:  Undeveloped 
Adjacent Uses:  Pump Station, Undeveloped 
Type of Action:  Administrative 
Land Use Authority:  Planning Commission 
Future Routing:  N/A 
Author:   Rachel Day, Planner I  
 
 
A. Executive Summary:   

This is a request for site plan and conditional use permit approval of a pond at ~900 West 
Military Road in the PC zone. This location falls under the Wildflower Community Plan. This type 
of use requires site plan and conditional use permit approval by the Planning Commission. 

 
Recommendation:  
Staff recommends the Planning Commission conduct a public meeting on the site plan and 
conditional use permit applications, review and discuss the proposal, and select from the 
motions in Section H and I of this report. The site plan options include approval with conditions, 
continuation, or denial.  
 

B. Background:   
The subject parcel is in the review process to be created via the subdivision exception ordinance. 
This creates a lot which will require future land use approvals. The proposed parcel is 
approximately 1.95 acres. 
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C. Specific Request:  
The applicant is requesting review and approval of the proposed site plan and conditional use 
permit for a pond which will be owned and maintained by the City.   

 
D. Process:  

Section 19.13 summarizes the process for site plans and conditional use permits. The Planning 
Commission is the Land Use Authority of new site plans and conditional use permits. Public 
hearings are not required for either application.  

 
E. Community Review:  

Public notices are not required for these applications. However, they are posted on the City 
website. As of the date of this report no public input has been received.  

 
F. General Plan:   

The site is designated as Planned Community Residential on the Land Use Map of the General 
Plan. The General Plan describes the general characteristics of the Planned Community land use 
designation as follows:  

 
Staff conclusion: Consistent. The proposed use is public utility site, which is a conditional use in 
the Planned Community zone. The adjacent properties are undeveloped.  

 
G. Code Criteria:  

For full analysis please see the attached Planning Review Checklist.  
 

• 19.04, Land Use Zones: complies. 
• 19.05, Supplemental Regulations: complies. 
• 19.06, Landscaping and Fencing: complies. 
• 19.09, Off Street Parking: complies. 
• 19.11, Lighting: complies.  
• 19.13, Process: complies – scheduled for PC.  
• 19.14, Site Plans: complies. 
• 19.15, Conditional Use Permit: complies. 

o General Standards and Conditions 
 Siting of the structure 
 Traffic Circulation 
 Compatibility  
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• 19.16, Site and Architectural Design Standards: complies.  
 
H. First Recommendation and Alternatives: 
 

Staff recommends the Planning Commission conduct a public meeting, discuss the application, 
and choose from the options below.  
 
Staff Recommended Motion (Site Plan) – approval  
“I move to approve the proposed site plan of the Zone 3 Pond at ~900 West Military Road, with 
the Findings and Conditions below:” 

 
Findings  
1. The application is consistent with the General Plan, as articulated in Section “F” of the 

staff report, which section is incorporated by reference herein.  
2. The application complies with the Land Development Code as articulated in Section 

“G” of the staff report, which section is incorporated by reference herein.  
 

Conditions: 
1. The parcel shall be created by the subdivision exception application. 
2. All conditions of the City Engineer shall be met, including but not limited to those in 

the attached staff report. 
3. All requirements of the Fire Chief shall be met. 
4. All other Code and Planning requirements (lighting, table, rock) shall be met.  
5. Any other conditions or changes as articulated by the Planning Commission: 

_____________________________________________________________________. 
 
 
Alternative 1 – Continuance 
The Planning Commission may also choose to continue the item. “I move to continue the Zone 3 
Pond site plan to another meeting on [DATE], with direction to the applicant and Staff on 
information and/or changes needed to render a decision, as follows:  

1. ______________________________________________________________ 
2. ______________________________________________________________ 

 
Alternative 2 – Denial  
The Planning Commission may also choose to deny the Zone 3 Pond site plan. “I move to deny 
approval of the site plan of the Zone 3 Pond at ~900 West Military Road, based on the following 
findings:” 
 

1. The proposed use is not consistent with Chapters 19.04, 19.05, 19.06, 19.09, 19.11, 
19.13, 19.14, and/or 19.16, as articulated by the Planning Commission: 
________________________________________________. 

 
I. Second Recommended Motion (CUP) – approval  
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“I move to recommend approval the proposed conditional use permit for the Zone 3 Pond at 
~900 West Military Road, with the Findings and Conditions below:” 

 
Findings  
1. The application is consistent with the General Plan, as articulated in Section “F” of the 

staff report, which section is incorporated by reference herein.  
2. The application complies with the Land Development Code as articulated in Section 

“G” of the staff report, which section is incorporated by reference herein.  
3. The application is consistent with Chapter 19.15 of the Land Development Code. 

 
Conditions: 
1. The parcel shall be created by the subdivision exception application. 
2. All conditions of the City Engineer shall be met, including but not limited to those in 

the attached staff report. 
3. All conditions of the City Public Works team shall be met. 
4. All requirements of the Fire Chief shall be met. 
5. All other Code requirements shall be met.  
6. A separate sign permit and building permit is required for final approval of the signs. 
7. Any other conditions or changes as articulated by the Planning Commission: 

_____________________________________________________________________. 
 
Alternative 1 – Continuance 
The Planning Commission may also choose to continue the item. “I move to continue the 
conditional use permit for the Zone 3 Pond to another meeting on [DATE], with direction to the 
applicant and Staff on information and/or changes needed to render a decision, as follows:  

1. ______________________________________________________________ 
2. ______________________________________________________________ 

 
Alternative 2 – Denial  
The Planning Commission may also choose to recommend denial of the conditional use permit. “I 
move to recommend denial of the proposed conditional use permit application of Zone 3 Pond at 
~900 West Military Road, based on the following findings:” 
 

1. The proposed use is not consistent with Section 19.15 of the Code, as articulated by 
the Planning Commission: ________________________________________________. 

 
I. Exhibits:   

1. City Engineer’s Report     
2. Location Map     
3. Planning Review Checklist 
4. Site Plan  
5. Landscape Plan 
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Exhibit 1 – City Engineer’s Report 
Exhibit 2 – Location Map 
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Exhibit 3 – Planning Review Checklist 
Application Information      

 
Date Received:     8/15/2019, 12/10/2019 
Date of Review:     9/18/2019, 12/12/2019 
Project Name:     Zone 3 Pond 
Project Request / Type:    Site Plan / CUP 
Meeting Type:     Site Plan & CUP Public Meeting 
Applicant:   DAI 
Owner: Wildflower Master HOA Inc., & Tanuki Investments LLC 
Location:     ~900 West Military Road 
Major Street Access:    Mountain View Corridor, Harvest Moon Drive 
Parcel Number(s) and size:   Part of 58:02:0249 and gap to west, 58:021:0250  
Land Use Designation:    Planned Community Residential 
Parcel Zoning:     Planned Community 
Adjacent Zoning:    Planned Community, Agriculture 
Current Use:     Vacant 
Adjacent Uses: Pump Station 
Previous Meetings:    N/A 
Previous Approvals:    N/A 
Type of Action:    Administrative 
Land Use Authority:   Planning Commission 
Future Routing:   N/A 
Planner:     Rachel Day, Planner I 
 

                                                  Section 19.13 – Application Submittal    
  

 
• Application Complete: Yes. 
• Rezone Required: No. 
• General Plan Amendment required: No. 
• Additional Related Application(s) required: Yes. –Subdivision Exception 

 
Section 19.13.04 – Process 

 
• DRC: 9/16/19 
• Neighborhood Meeting: N/A 
• PC: 1/9/20 
• CC: N/A 

 
General Review 

 
Building Department 

• Setback detail  
• Lot numbering – per phase (i.e. Phase 1: 100, 101, 102. Phase 2: 200, 201, 202, etc.) 
• True buildable space on lots (provide footprint layout for odd shaped lots) 
• Lot slope and need for cuts and fills 

 
Fire Department 

• Commercial:  
o Fire flows shall meet existing needs as well as future development in the area.  
o Hydrant spacing shall not exceed 300’.  
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o Buildings shall be fire sprinkled and meet NFPA 13 requirements and all applicable IFC 2015 edition 
requirements and appendices.  

o Alarm system and notification systems shall all be tied together with the fire sprinkler system and monitored 
24/7, 365 by a third party monitoring company.  

o This same system and / or monitoring company shall also be able to notify UVSSD 911 dispatch center 24/7 
365.  

o All sprinkler plans and alarm plans shall be third party reviewed by PCI in Centerville, Utah, Attn: Bob 
Goodloe.  

                                                                    Code Review       
• 19.04, Land Use Zones 

o Zone: PC 
o Use: PC, undeveloped 

 

19.05 Supplemental Regulations 
Regulation Compliance Findings 

Flood Plain: Buildings intended for human occupancy shall be constructed at 
least one foot above the base flood elevation. Complies. Outside flood plan. 

Water & Sewage: Each lot shall be connected to City water and sewer. Complies. Sewer connection not needed. 
Transportation Master Plan: Lots shall not interfere with the Transportation 
Master Plan. Complies. No interference. 

Property Access - All lots shall abut a dedicated public or private road. Complies. 
To be dedicated when adjacent 
development occurs. Easement 
granting access to be recorded. 

 

19.06 Landscaping and Fencing 
Landscape Plans 

Regulation Compliance Findings 
Landscape Architect: Landscaped plans shall be prepared by a licensed 
landscape architect. Complies. Landscaping not required, lack of 

water in area 
Existing Conditions: Show the location and dimension of all existing and 
proposed structures, property lines, easements, parking lots, power lines, 
rights-of-way, ground signs, refuse areas, and lighting. 

Can Comply. Property lines to be confirmed through 
the Subdivision Exception. 

Planting Plan: Show location and planting details for all proposed vegetation 
and materials. Indicate the size of the plant material at maturation. All existing 
vegetation that will be removed or remain must be identified. 

Complies. Not needed as water is unavailable 

Plants: The name (both botanical and common name), quantity, and size of all 
proposed plants. Complies. N/A 

Topography: Existing and proposed grading of the site indicating contours at 
two feet intervals. Complies. Indicated on plan 

Irrigation: Irrigation plans showing the system layout and details. Complies. N/A 
Fencing: Location, style, and details for proposed and existing fences and 
identification of the fencing materials. Complies. Black vinyl coated chain link (6’) 

Data Table: Table including the total number of each plant type, and total 
square footage and percentage of landscaped areas, domestic turf grasses, 
decorative rock, mulch, bark, and drought tolerant plant species. 

Complies.  
N/A. Trees to be planted by the City 

when road improvements are installed 
in the future. 

Completion of Landscape Improvements: All required landscaping 
improvements shall be completed in accordance with the approved landscape 
plans. 

Complies. N/A 

Planting Standards 
Rock Mulch: Rock mulch shall be two separate colors and separate sizes and 
must be contrasting in color from the pavement and other hard surfaces. All 
colors used must be earth tones. 

Complies. Two colors and sizes on plan. 
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Preservation of Existing Vegetation 
Where possible and appropriate, existing native vegetation must be 
incorporated into the landscape treatment of the proposed site. Complies. N/A 

Fencing and Screening 
Front Yards: Fences exceeding three feet in height shall not be erected in any 
front yard space of any residential lot. Complies. Commercial lot 
Clear Sight Triangle: All landscaping and fencing shall be limited to a height 
of not more than three feet and the grade at such intersections shall not be 
bermed or raised. Clear sight is located at all intersections of streets, 
driveways, or sidewalks, for a distance of twenty feet back from the point of 
curvature of curved ROWs and property lines or thirty feet back from the 
intersection of straight ROWs and property lines, whichever is greater 
landscaping shall not exceed 3’ in height and the area shall not be bermed or 
raised within clear sight triangles. 

Complies. Landscaping not to be installed 

Required Residential Fencing: Fencing in residential development shall be 
placed along property lines abutting open space, parks, canals, and trails. In 
addition, fencing may also be required adjacent to undeveloped properties. 

Complies. Not a residential development 

Fences along open space, parks, canals, and trails shall be semi-private. 
Exception: privacy fencing is permitted for property lines abutting trail 
corridors that are not City maintained and are both adjacent to and visible from 
an arterial. 

Complies. Future development to come. 

Fencing along arterial roads shall be of a consistent material and color within 
each development. Complies. Not adjacent to an arterial road 
Fencing along open space, parks, and trails may be less than six feet in height 
but shall not be less than three feet in height, at the discretion of the property 
owner or HOA as applicable. 

Complies. Not adjacent to open space 

Screening at Boundaries of Residential Zones: For residential developments 
abutting active agricultural property or operations, a solid fence or wall shall 
be installed and maintained along the abutting property line. 

Complies. Not adjacent to residential 

Amount of Required Landscaping 
Portions of the property that are not developed with structures, rights of ways, 
or parking areas shall be landscaped. Complies. Exempt as per 19.15.06.06 
Multi-family, common space not including parks, and nonresidential 
development in all Zones shall be required to adhere to the minimum 
landscaped standards in 19.06.07 of the Land Development Code. 

Complies. Exempt as per 19.15.06.06 

At least 50% of the landscaped area shall be covered with live vegetation at 
maturity. The percentage may be reduced to 40% in areas where bark mulch, 
wood or plant fiber mulch, or rubber mulch is used instead of rock mulch. 

Complies. Exempt as per 19.15.06.06 

 

19.13 Process 
Regulation Findings 

Neighborhood Meeting. N/A 
Notice / Land Use Authority. N/A / Planning Commission 
Master Development Agreement. N/A 
Payment of Lieu of Open Space. |N/A 

 

Fiscal Impact 
Regulation Findings 

Is there any City maintained open space? No. 
What is the anticipated cost to the City? Tree and rock installation in the future. 
When will City maintenance begin? Future, TBD. 
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Exhibit 4 – Site Plan 
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Exhibit 5 – Landscape Plan

 



David Stroud  Planning Director 
tah 84045 

dstroud 801-766-9793 x107  -766-9794 fax 

Planning Commission 
Staff Report 

 

Site Plan 
Blossom Restaurant  
January 9, 2020 
Public Meeting 

Report Date:   January 2, 2020 
Applicant:   Jenny Chan 
Owner:   Jenny Chan 
Location:   2082 North Hillcrest Road 
Major Street Access:  Redwood Road 
Parcel Number(s) & size: 41:802:0001, 1.49 acres 
Land Use Designation: Regional Commercial 
Parcel Zoning:   Regional Commercial 
Adjacent Zoning:  Regional Commercial 
Current Use of Parcel:  Vacant 
Adjacent Uses:  Vacant, dental office 
Previous Approvals:  Harvest Point Commercial Plat A in 2015 
Type of Action:   Administrative  
Land Use Authority:  Planning Commission 
Planner:   David Stroud, Planning Director 

A. Executive Summary:   
This is a request for site plan approval of Blossom, a restaurant proposed by Jenny Chan at 2082 
North Hillcrest Road in the Regional Commercial (RC) zone. The site plan includes one building 
with 6,800 square-feet and a building pad for a future building with approximately 4,000 square 
feet.   

Recommendation:  
Staff recommends the Planning Commission conduct a public meeting on the proposed site 
plan, review and discuss the proposal, and select from the motions in Section H of this 
report. The actions available to the Planning Commission include approval with conditions, 
continuation, or denial. The Planning Commission is the Land Use Authority of this site plan.  

B. Background:   
The lot on which the proposed site plan is located was created when the Harvest Point 
Commercial Subdivision Plat A was recorded in 2015. The subject lot is 1.49 acres or 64,828 
square feet. The minimum lot size in the RC was 20,000 square but was changed to 30,000 square 
feet 2017.  



C. Specific Request:  
The applicant requests review and approval of the proposed site plan to locate a restaurant in a 
single building at 2082 North Hillcrest Road in the RC zone.  

D. Process:  
Section 19.13 summarizes the process of site plan approval. The Planning Commission is the Land 
Use Authority of new site plans. This item is scheduled to be discussed in a public meeting and a 
public hearing is not required.  

E. Community Review:  
Public notices are not required for this type of application. However, the proposed site plan is 
noticed on the City website, the City building, and the state public notice website. As of the date 
of this report no public input has been received. 

F. General Plan:   
The site is designated as Regional Commercial on the Land Use Map of the General Plan. The 
General Plan describes the general characteristics of the Regional Commercial land use 
designation as follows:  
 

These areas generally should include a variety of retail uses including big box 
retail configured in developments that provide excellent vehicular access to and 
from major transportation facilities. They should include special urban 
improvements to make rich and enjoyable public spaces. To promote foot traffic, 
these areas should be compact and include a safe pedestrian environment and 
access to a multi-modal transportation network. 

 
Staff conclusion: Consistent. A restaurant is a permitted use in the Regional Commercial zone and 

Restaurant, Sit Down.  Adjacent properties are zoned RC and remain 
vacant or with a recently approved dental practice. Sidewalks and pathways are provided for 
pedestrian access in and around the parcel as well as access to the Redwood Road trail. 

G. Code Criteria:  
For full analysis please see the attached Planning Review Checklist.  

 19.04, Land Use Zones: Complies. 
 19.05, Supplemental Regulations: Complies. 
 19.06, Landscaping and Fencing: Complies. 
 19.09, Off Street Parking: Complies. 
 19.11, Lighting: Complies.  
 19.13, Process: Complies and scheduled for PC. 
 19.14, Site Plans: Complies. 
 19.16, Site and Architectural Design Standards: Complies.  
 19.18, Signage: Complies (separate permit needed) 

 
 

H. Recommendation and Alternatives: 
 



Staff Recommended Motion  Approval 
 
I move to approve the proposed site plan of the Blossom restaurant at 2082 North Hillcrest Road 

in the RC zone with the findings and conditions below  

Findings  
1. 

staff report, which section is incorporated by reference herein.  
2. The application complies with the Land Development Code as articulated in Section 

report, which section is incorporated by reference herein.  

Conditions: 
1. All conditions of the City Engineer shall be met, including but not limited to those in 

the attached staff report. 
2. All requirements of the Fire Chief shall be met. 
3. All other Code requirements shall be met. 
4. Any outstanding redline comments are to be addressed and corrected.  
5. A separate sign permit is required for any exterior signs. 
6. Any other conditions or changes as articulated by the Planning Commission: 

_____________________________________________________________________. 
 
Option 1  Continuance 
The Planning Commission continue the 
Blossom restaurant site plan to another meeting on [DATE], with direction to the applicant and 
Staff on information and/or changes needed to render a decision, as follows:  

1. ______________________________________________________________ 
2. ______________________________________________________________ 

 
Option  Denial 
The Planning Commission may also choose to deny the site plan. deny the proposed 
Blossom restaurant site plan at 2082 North Hillcrest Road in the RC zone, based on the following 

 
 

1. The site plan is not consistent with the General Plan, as articulated by the Planning 
Commission: _________________________________________________________ 
_____________________________________________________________, and/or, 

2. The Site Plan is not consistent with Section [19.04, 19.05, 19.06, 19.09, 19.11, 19.13, 
19.14, 19.16, 19.18] of the Code, as articulated by the Planning Commission: 
________________________________________________. 

I. Exhibits:   
1. Report     
2. Location Map     
3. Planning Review Checklist 
4. Site Plan  



 

Staff Report 
 
Author:  Gordon Miner, City Engineer  
Subject:  Jenny Chan Restaurant – Site Plan                 
Date:  01/02/2019 
Type of Item:   Site Plan Approval 
 
 

Description: 
A. Topic:    The Applicant has submitted a Site Plan application. Staff has reviewed the 

submittal and provides the following recommendations. 
 
B. Background: 
 

Applicant:  Jenny Chan  
Request:  Site Plan Approval 
Location:  2082 N Hillcrest Rd, Saratoga Springs 
Acreage:  1.49 Acres - 1 Lot 
 

C. Recommendation:  Staff recommends the approval of Site Plan subject to the following 
conditions: 

 
1. All review comments and redlines provided by the City Engineer are to be complied 

with and implemented with the approved construction drawings. 
 
2. Provide a Storm Water Pollution Prevention Plan (SWPPP) following the State 

template, prior to the pre-construction meeting. 
 
3. Developer must secure water rights as required by the City Engineer, City Attorney, 

and development code. 
 
4. Provide easements for all public utilities not located in the public right-of-way. 
 
5. Developer is required to ensure that there are no adverse effects to adjacent 

properties due to the grading practices employed during construction of these 
plats.   

 
6. Developer may be required by the Saratoga Springs Fire Chief to perform fire flow 

tests prior to the issuance of certificate of occupancy or prior to the commencement 
of the warranty period. 

 
7. Submittal of as-built drawings in pdf format to the City Engineer is required prior to 

acceptance of site improvements and the commencement of the warranty period.  



Exhibit 2  Location Map   

 



Exhibit 3  Planning Review Checklist 
                                                          Application Information      

 
Date Received:     8/26/2019, 10/9/19, 12/4/19 
Date of Review:     9/12/2019, 10/21/19, 12/13/19 
Project Name:     Jenny Chan Restaurant 
Project Request / Type:    Site Plan 
Meeting Type:     N/A 
Applicant:   Jenny Chan 
Owner:   Jenny Chan 
Location:     2082 N Hillcrest Rd 
Major Street Access:    Redwood Rd 
Parcel Number(s) and size:   41:802:0001/1.49 acres 
Land Use Designation:    Regional Commercial 
Parcel Zoning:     Regional Commercial 
Adjacent Zoning:    Regional Commercial/Mixed Use 
Current Use:     Vacant 
Adjacent Uses: Vacant 
Previous Meetings:    None 
Previous Approvals:    None 
Type of Action:    Administrative 
Land Use Authority:   Site  Planning Commission 
Future Routing:   Planning Commission 
Planner:     David Stroud, Planning Director and Rachel Day, Planner I 
 

                                                  Section 19.13  Application Submittal    
  

 
 Application Complete: Yes. 

 Rezone Required: No. 

 General Plan Amendment required: No. 
 Additional Related Application(s) required: No. 

Section 19.13.04  Process 
 

 DRC: 10.21.19 
 Neighborhood Meeting: N/A 
 PC: TBD 
 CC: N/A 

 
 

General Review 

Building Department 
 Setback detail  
 Lot numbering  per phase (i.e. Phase 1: 100, 101, 102. Phase 2: 200, 201, 202, etc.) 
 True buildable space on lots (provide footprint layout for odd shaped lots) 



 Lot slope and need for cuts and fills 

Fire Department 
 Commercial:  

 Fire flows shall meet existing needs as well as future development in the area.  
  
 Buildings shall be fire sprinkled and meet NFPA 13 requirements and all applicable IFC 2015 

edition requirements and appendices.  
 Alarm system and notification systems shall all be tied together with the fire sprinkler system and 

monitored 24/7, 365 by a third party monitoring company.  
 This same system and / or monitoring company shall also be able to notify UVSSD 911 dispatch 

center 24/7 365.  
 All sprinkler plans and alarm plans shall be third party reviewed by PCI in Centerville, Utah, Attn: 

Bob Goodloe.  
 

GIS / Addressing 
 Plat already addressed. Second future building TBD. 

Additional Recommendations: 
  

                                                                    Code Review       

19.04.01 Requirements Regional Commercial 
Category To Be Reviewed Regulation Determination How 

Development Size (Minimum)    N/A   

Lot Size (Minimum) 30,000 sq. ft. Complies 65,095 square feet 

Front/Corner Side Setback 
(Minimum) 

10' Complies 181/87 feet 

Interior Side Setback 
(Minimum) 

10' Complies 12.92 feet 

Rear Setback (Minimum) 30' Complies 35.84 feet 

Building Separation 
(Minimum) 

    N/A    

Lot Width (Minimum)    N/A   

Lot Frontage (Minimum)    N/A   

Building Height (Maximum) 50' Complies 22 feet 6 inches 

Lot coverage (Maximum) 50% Complies 10.4 percent 

Building Size (Minimum) 1,000 sq. ft. Complies 6,800 square feet 

Building Size (Maximum)    N/A   

19.05 Supplemental Regulations 
Regulation Compliance Findings 

Flood Plain: Buildings intended for human occupancy shall be constructed at 
least one foot above the base flood elevation. 

Complies. Outside of flood plain. 



Water & Sewage: Each lot shall be connected to City water and sewer. Complies. Will connect to City Services. 
Transportation Master Plan: Lots shall not interfere with the Transportation 
Master Plan. 

Complies. No interference; no new roads. 

Property Access - All lots shall abut a dedicated public or private road. Complies. Abuts two public roads. 

19.06 Landscaping and Fencing 
Landscape Plans 

Regulation Compliance Findings 
Landscape Architect: Landscaped plans shall be prepared by a licensed 
landscape architect. 

Complies. RDL Design Company, Inc. 

Existing Conditions: Show the location and dimension of all existing and 
proposed structures, property lines, easements, parking lots, power lines, 
rights-of-way, ground signs, refuse areas, and lighting. 

Complies. Meets requirements. 

Planting Plan: Show location and planting details for all proposed vegetation 
and materials. Indicate the size of the plant material at maturation. All existing 
vegetation that will be removed or remain must be identified. 

Complies. Meets requirements. 

Plants: The name (both botanical and common name), quantity, and size of all 
proposed plants. 

Complies. Meets requirements. 

Topography: Existing and proposed grading of the site indicating contours at 
two feet intervals. 

Complies. Shown on plans. 

Irrigation: Irrigation plans showing the system layout and details. Complies. Shown on plans. 
Fencing: Location, style, and details for proposed and existing fences and 
identification of the fencing materials. 

N/A. None proposed or existing. 

Data Table: Table including the total number of each plant type, and total 
square footage and percentage of landscaped areas, domestic turf grasses, 
decorative rock, mulch, bark, and drought tolerant plant species. 

Complies.  Shown on plans. 

Planting Standards 
Deciduous Trees: 2" in caliper. Complies.  

Evergreen Trees: 6' in height. Complies. -  

Tree Base Clearance: 
and rock mulch 

Complies. Meets requirements. 

Shrubs: 25% of required shrubs must be a minimum of 5 gallons in size. Complies. 108/123 are 5-gallon. 

Turf: No landscaping shall be comprised of more than seventy percent turf, 
except within landscaped parks. 

Complies. 62% 

Artificial Turf : Not allowed Complies. Not proposed. 

Drought Tolerant Plants: 50% of all plants shall be drought tolerant. Complies. 93 percent 
Rock Mulch: Rock mulch shall be two separate colors and separate sizes and 
must be contrasting in color from the pavement and other hard surfaces. All 
colors used must be earth tones. 

Complies. Light Brown-Tan, Medium Brown 

Design Requirements 
Evergreens: Evergreens shall be incorporated into landscaped treatment of 
sites where screening and buffering are required. 

Complies. Found around trash enclosure. 

Softening of Walls and Fences: Plants shall be placed intermittently against 
long expanses of building walls, fences, and barriers to create a softening 
effect.

Complies. Plants placed intermittently. 

Planting and Shrub Beds: Planting and shrub beds are encouraged to be used 
in order to conserve water. 

Complies. Shrub beds proposed. 

Water Conservation: Water-conserving sprinkler heads and rain sensors are 
required. Drip lines should be used for shrubs and trees. Complies. Sprinkler list meets requirements. 



Energy Conservation: Placement of plants shall be designed to reduce energy 
consumption. Deciduous trees are encouraged to be planted on the south and 
west sides of structures. Evergreens are encouraged to be planted on the north 
side of structures. 

Complies. Meets requirements. 

Placement: Whenever possible, landscaping shall be placed immediately 
adjacent to structures, particularly where proposed structures have large empty 
walls. 

Complies. Meets requirements. 

Trees and Power Poles: No trees shall be planted directly under or within 
ten feet of power lines, poles, or utility structures unless:  

The City Council gives its approval.  
The Power Company or owner of the power line gives written 
consent.  
The maximum height or width at maturity of the tree species 
planted is less than 5 feet to any pole, line, or structure.  

Complies. No trees or power poles on site. 

Preservation of Existing Vegetation 
Where possible and appropriate, existing native vegetation must be 
incorporated into the landscape treatment of the proposed site. 

N/A. No existing vegetation to remain. 

Tree Preservation: Existing mature evergreen trees of 16 feet in height or 
greater, and existing mature deciduous or decorative trees of more than four 

preserved if possible. If a mature tree is preserved, an area around the roots 
as wide as the existing canopy shall not be disturbed. 

N/A. No existing trees on site. 

Planter Beds 

Weed Barrier: A high quality weed barrier or pre-emergent shall be used. Complies. Noted on plan. 

Materials: High quality materials such as wood chips, wood mulch, ground 
cover, decorative rock, landscaping rocks, or similar materials shall be used, 
and materials must be heavy enough to not blow away in the wind 

Complies. 
Decorative rocks and landscaping 
boulders on plan. 

Edging: Edging must be used to separate planter and turf areas. Complies. Concrete edging. 
Drip Lines: Drip lines must be used in planter beds. Complies. Shown on plan. 

Fencing and Screening 
Front Yards: Fences exceeding three feet in height shall not be erected in any 
front yard space of any residential lot. N/A. No fencing proposed. 

Clear Sight Triangle: All landscaping and fencing shall be limited to a 
height of not more than three feet and the grade at such intersections 
shall not be bermed or raised. Clear sight is located at all intersections 
of streets, driveways, or sidewalks, for a distance of twenty feet back 
from the point of curvature of curved ROWs and property lines or thirty 
feet back from the intersection of straight ROWs and property lines, 

area shall not be bermed or raised within clear sight triangles. 

Complies. 

Shown on landscape plans. Note that 
the distance between the ground and 
the base of the canopy is maintained at 
no less than eight feet when located in 
the clear sight triangle. 

Screening at Boundaries of Residential Zones: For residential developments 
abutting active agricultural property or operations, a solid fence or wall shall 
be installed and maintained along the abutting property line. 

N/A.  

Amount of Required Landscaping 
Portions of the property that are not developed with structures, rights of ways, 
or parking areas shall be landscaped. 

Complies. Meets requirements. 

Multi-family, common space not including parks, and nonresidential 
development in all Zones shall be required to adhere to the minimum 
landscaped standards in 19.06.07 of the Land Development Code. 

Complies. Meets requirements. 

At least 50% of the landscaped area shall be covered with live vegetation at 
maturity. The percentage may be reduced to 40% in areas where bark mulch, 
wood or plant fiber mulch, or rubber mulch is used instead of rock mulch. 

Complies. Meets requirements. 



Landscape Amount 
Category To Be Reviewed Regulation Compliance Findings 

Total Square Footage 65,095     

Required Landscaping  13,019  Complies 17,250 square feet 

Required Deciduous Trees 7  Complies  34 

Required Evergreen Trees 5  Complies  7 

Required Shrubs 25  Complies  123 

Drought Tolerant Plants 19   Complies  160 

19.09 Off Street Parking 
General Provisions 

Regulation Compliance Findings 
Materials: Parking areas shall consist of concrete, asphalt, or other impervious 

n standards 
Complies. Concrete. 

Parking Area Access: Common Access: Parking areas for one or more 
structures may have a common access so long as the requirements of all City 
ordinances, regulations, and standards are met. The determination of the 
locations for a common access shall be based upon the geometry, road 
alignment, and traffic volumes of the accessed road per the Standard Technical 
Specifications and Drawings. 

Complies. Shared with future retail space to west. 

Sidewalk Crossing: All non-residential structures are required to provide 
parking areas where automobiles will not back across a sidewalk to gain access 
onto a public or private street. 

Complies. Meets requirements. 

Cross Access: Adjacent non-residential development shall stub for cross-
access. Developers must provide the City with documentation of cross-access 
easements with adjacent development. 

Complies. Stubs provided to north and south. 

Lighting: Parking areas shall have adequate lighting to ensure the safe 
circulation of automobiles and pedestrians. Lighting shall be shielded and 
directed downward. 

Complies. 
Meets requirements with placement and 
bell shade design. 

Location of Parking Areas: Required off-street parking areas for non-
residential uses shall be placed within 600 feet of the main entrance to the 
building. Unenclosed parking for residential areas shall not be provided in rear 
yards, unless said yard abuts an alley-type access or is fenced with privacy 
fencing 

Complies. Meets requirements. 

Curb Cuts and Shared Parking: In most cases, shared parking areas shall 
share ingress and egress. This requirement may be waived when the City 
Engineer believes that shared accesses are not feasible. In reviewing the site 
plans for the shared parking areas, the City Engineer shall evaluate the need 
for limited access, appropriate number of curb cuts, shared driveways, or other 
facilities that will result in a safer, more efficient parking and circulation 
pattern.

Complies. Meets requirements. 

Parking Requirements and Shared Parking 
Available on-street parking shall not be counted towards meeting the required 
parking stalls. 

N/A. None listed. 

When a parking requirement is based upon square footage, the assessed 
parking shall be based upon gross square footage of the building or use unless 
otherwise specified in the requirement. 

Can Comply. 

See 
approve reduction in parking if a 4,000 
square foot building is constructed in 
the future. 

When parking requirements are based upon the number of employees, parking 
calculations shall use the largest number of employees who work at any one 
shift. Where shift changes may cause substantial overcrowding of parking 
facilities, additional stalls may be required. 

N/A.  



When a development contains multiple uses, more than one parking 
requirement may be applied. 

Can Comply. 

See 
approve reduction in parking if a 4,000 
square foot building is constructed in 
the future. 

Tandem parking spaces will not be counted as parking spaces for non-
residential uses except for stacking spaces where identified. N/A. None listed. 

Any fraction obtained when calculating the parking requirement shall be 
rounded up to the next whole number to determine the required number of 
parking stalls. 

Complies. Shown on plan. 

Any information provided by the developer relative to trip generation, hours of 
operation, shared parking, peak demands, or other information relative to 
parking shall be considered when evaluating parking needs. 

Complies. Provided trip generation report. 

Parking requirements may deviate from the standards contained in Section 
19.09.10, Required Minimum Parking, when the City Council determines that 
the deviation meets the intent of this Chapter. Reductions may not exceed 25% 
of the parking requirements and shall be based on the following criteria: 
a. the intensity of the proposed use;  
b. times of operation and use;  
c. whether the hours or days of operation are staggered thereby reducing the 
need for the full amount of required parking;  
d. whether there is shared parking agreement in accordance with Section 
19.09.05.10 below;  
e. trip generation; and  
f. peak demands. 

Can Comply. 

See 
approve reduction in parking if a 4,000 
square foot building is constructed in 
the future. 

Up to twenty-five percent of the required parking may be shared with an 
adjacent use upon approval by the City Council. The developer must provide:  
a. an agreement granting shared parking or mutual access to the entire parking 
lot; and  
b. peak demand data by a professional traffic engineer showing that shared 
parking will accommodate the uses. 

Complies. 
No shared parking with any adjacent 
lot. 

Parking lots larger than 75,000 square feet shall provide raised or delineated 
pedestrian walkways. Walkways shall be a minimum of ten feet wide and shall 
be placed through the center of the parking area and extend to the entrance of 
the building. Landscaped islands along the center walkway shall be placed at a 
minimum interval of every thirty feet. Landscaped islands are encouraged to 
be offset from one another to create a feeling of greater coverage. Pedestrian 
covered walkways may be substituted for tree-lined walkways. Where the 
developer desires to have a driveway access at the center of the parking area, a 
pedestrian access shall be placed on either side of the driveway. 

N/A. Less than 75,000 SF. 

Landscaping in Parking Areas 
All parking areas (not including a driveway for an individual dwelling) for 
non-residential or multi-family residential uses that are adjacent to public 
streets shall have landscaped strips of not less than ten feet in width placed 
between the sidewalk and the parking areas, containing a berm, hedge, or 
screen wall with a minimum height of three feet to minimize intrusion of 
lighting from headlights and other lighting on surrounding property. Trees, 
both deciduous and evergreen, shall be placed in the strip with spacing of no 
more than thirty feet between trees except in the clear sight triangle, and 
except where located beneath powerlines. The standards of section 19.06.06, 
Planting Standards and Design Requirements, shall apply for the minimum 
size of vegetation. Within regional parks this requirement may be met through 
the use of intermittent planter beds rather than a berm, hedge, or screen wall; 
trees or shrubs may be clustered in the planter beds where necessary to shield 
light spillage. 

Complies. Meets requirements. 

All landscaped areas abutting any paved surface shall be curbed (not including 
a driveway for an individual dwelling). Boundary landscaping around the 

Complies. Meets requirements. 



perimeter of the parking areas shall be separated by a concrete curb six inches 
higher than the parking surface. 
Clear Sight Triangles must be followed. Complies. Shown on landscape plans. 
All landscaped parking areas shall consist of trees, shrubs, and groundcover. 
Areas not occupied by structures, hard surfaces, vehicular driveways, or 
pedestrian walkways shall be landscaped and maintained. All landscaped areas 
shall have an irrigation system. 

Complies. Meets requirements. 

On doubled rows of parking stalls, there shall be one 36-foot by 9-foot 
landscaped island on each end of the parking rows, plus one 36-foot by 9-foot 
landscaped island to be placed at a minimum of every twenty parking stalls. 
Each island on doubled parking rows shall include a minimum of two trees per 
planter.  

N/A.  

On single rows of parking or where parking abuts a sidewalk, there shall be 
one 18-foot by 9-foot landscaped island a minimum of every ten stalls. Islands 
on a single parking row shall have a minimum of one tree per island.  

Exception: Landscaped islands are not required in single rows 
of parking that abut or are no farther than 6 feet from a 
landscaped area containing an equal or greater number of trees 
as would have been provided in islands, in addition to trees 
required for the landscaped area. Such trees shall be located 
within 9 feet of the edge of parking area, and shall have a 
canopy width that, at maturity, will extend into the parking 
area. 

Complies. Meets requirements. 

Landscaped islands at the ends of parking rows shall be placed and shaped in 
such a manner as to help direct traffic through the parking area. 

Complies. Meets requirements. 

Required Minimum Parking 

Can Comply. 

See 
approve reduction in parking if a 4,000 
square foot building is constructed in 
the future. 

Dimensions for Parking Stalls & Aisle 

Stall Width Stall Length 
Aisle Width 

(one-way 
traffic) 

Aisle Width (two-way traffic) 

90° Parking 

Required 9' 18' 24' 24' 

Provided 9' 18' 24' 24' 

19.11 Lighting 
General Standards 

Regulation Compliance Findings 
Material: All Lighting Fixtures and assemblies shall be metal. Complies. Aluminum. 
Base: A ative base. Complies.  
Type: All lighting fixtures shall be of the full cutoff variety. Shoebox fixtures 
are prohibited. 

Can Comply. Need details of wall lights. 

Angle: Shall be directed downward. Complies. Bell shade. 
Lamp: Bulbs may not exceed 4000K Complies. 3000K CCT chosen. 
Drawings: Design and location of fixtures shall be specified on the plans Complies. Meets requirements. 
Flags: The Unites States flag and the state flag shall be permitted to be 
illuminated from dusk till dawn. All other flags shall not be illuminated past 

N/A. No Flag on plan. 



11:00 p.m. Flag lighting sources shall not exceed 10,000 lumens per flagpole. 
The light source shall have a beam spread no greater than necessary to 
illuminate the flag. 
Prohibited Lighting: Searchlights, strobe lights and any laser source light or 
any similar high intensity light. 

Complies. Meets requirements. 

Descriptions: Descriptions of the illuminating devices, fixtures, lamp 
supports, and other devices. This description may include, but is not limited to, 

 
Complies. Provided. 

Nonresidential Lighting 
All wall-
be those instances where there is a second story access directly from the 
outdoors, and under-eave lighting. Wall-mounted lighting shall be only for the 
illumination of vertical surfaces such as building facades and signs, and shall 
not cast illumination beyond the surface being illuminated. 

Complies. Meets requirements. 

Intermittent lighting must be of the "motion sensor" type that stays on for a 
period of time not to exceed ten (10) minutes and has a sensitivity setting that 
allows the lighting fixture to be activated only when motion is detected on the 
site. 

N/A. None listed. 

All trespass lighting shall not exceed 1.0 foot-candle measured at the property 
line, except that trespass lighting into residential development shall not exceed 
0.1 foot-candles measured at the property line. 

Complies. Meets code 

Service station canopies must utilize canopy lights that are fully recessed into 
the canopy or are fully shielded by the canopy. 

N/A. None listed. 

All freestanding lighting fixtures and assemblies shall be black. Regional Parks 
may include theme lighting fixtures in colors other than black. The color shall 
enhance the theme of the park and shall be approved during the site plan 
review process. 

Complies. Black. 

Pole design shall include an arm and bell shade. Regional Parks may include 
theme lighting fixtures that do not include an arm and bell shade. The design 
shall enhance the theme of the park and shall be approved during the site plan 
review process. 

Complies.  

 
 

Complies.  

All lighting fixtures in surface parking lots and on the top decks of parking 
structures shall be fitted to render them full cutoff. 

Complies. Fitted. 

One hour after closing or by 11:00pm, whichever is earlier, businesses must 
turn off at least fifty percent (50%) of building lighting and lighting fixtures in 
surface parking lots and on top decks of parking structures; however, those 
lighting fixtures turned off may be set to function utilizing a motion detector 
system. Lights may be turned back on one half hour prior to the first employee 
shift. 

Complies. Meets requirements. 

Business open for 24 hours must turn off 50% of their outdoor and parking lot 
lighting by 11:00pm and must keep them off until one half hour before sunrise, 
however, those lighting fixtures turned off may be set to function utilizing a 
motion detector system. 

Complies. Meets requirements. 

Walkway Lighting 
Lighting of all pedestrian pathways is recommended. Complies. Light proposed near crosswalk. 
All pathway, walkway, and sidewalk lighting fixtures shall be mounted at a 
height not to exceed 10 feet. Themed walkway lighting within Regional Parks 
shall not exceed a height of 25 feet. Such lighting within 200 feet of residential 
development shall not exceed 16 feet. 

Complies. Building light shines on north sidewalk. 

Bollard lighting shall be limited to a height of 4 feet. Complies. None listed. 

Lighting Plan 
Plans indicating the location and types of illuminating devices on the premises. Complies. Site and Photometric Plan. 



Descriptions of the illuminating devices, fixtures, lamp supports, and other 
devices. This description may include, but is not l
specifications, drawings, and sections. 

Complies. Provided. 

Photometric sheet showing measurement of light intensity across the site and 
onto adjacent property in terms of candela, lumens, and foot-candles. 

Complies. Photometric Plan. 

Plans providing information required in the Technical Standards and 
Specifications Manual. Complies. Meets requirements. 

19.13 Process 
Regulation Findings 

Neighborhood Meeting. N/A 
Notice / Land Use Authority. Planning Commission  Site Plan 
Master Development Agreement. N/A 
Phasing Improvements. N/A 
Payment of Lieu of Open Space. N/A 

19.16 Site and Architectural Design Standards  
General Site Design Standards 

Regulation Compliance Findings 
Pedestrian Connectivity: All buildings and sites shall be designed to be 
pedestrian friendly by the use of connecting walkways. 

Complies. Access sidewalks on plan. 

Safe pedestrian connections shall be made between buildings within a 
development, to any streets adjacent to the property, to any pedestrian facilities 
that connect with the property, when feasible between developments, and from 
buildings to the public sidewalk to minimize the need to walk within the 
parking lot among cars. 

Complies. See Redwood Road redline. 

All pedestrian connections shall be shown on the related site plan or plat. Complies. Shown. 
Parking Areas: On-site parking shall be located primarily to the sides or rear 
of the building. Variations may be approved by the Land Use Authority, 
subject to the following criteria:  

i. The use is a big box with outparcels helping to screen 
parking, or  

ii. At least 50% of the parking is located to the side or rear of 
the building, or  

iii. A safety issue is created by locating parking to the side or 
rear as verified and documented by the Saratoga Springs 
Police Department. For example, the parking will be 
entirely concealed from view by existing walls or 
buildings. 

Complies. On side and rear. 

Parking lots shall be designed with a hierarchy of circulation: major access 
drives with no parking; major circulation drives with little or no parking; and 
then parking aisles for direct access to parking spaces. 

Complies. Meets requirements. 

Parking lots adjacent to, and visible from, public streets shall be screened from 
view through the use of earth berms, screen walls, landscape hedges or 
combinations thereof with a minimum height of three feet as measured from 
the parking surface. Within regional parks this requirement may be met 
through the use of intermittent planter beds rather than a berm, hedge, or 
screen wall; trees and shrubs may be clustered in the planter beds where 
necessary to avoid light spillage. 

Complies. Landscaping meets requirements. 



Acceleration and Deceleration Lanes: Acceleration and deceleration lanes 
shall be required on major arterials when deemed necessary by the City 
Engineer. 

N/A.  

Trash Enclosures, Storage Areas, and External Structures: Landscaping, 
fencing, berms, or other devices integral to overall site and building design 
shall screen trash enclosures, storage areas, and other external structures. 

Complies. Landscaping around trash enclosure. 

Service yards, refuse and waste-removal areas, loading docks, truck parking 
areas and other utility areas shall be screened from view by the use of a 
combination of walls, fences, and dense planting. Screening shall block views 
to these areas from on-site as well as from public rights of way and adjacent 
properties. 

Complies. 
Space provided for truck loading. 
Meets requirements. 

All trash dumpsters shall be provided with solid enclosures. 
Enclosures shall be composed of 6-foot-high solid masonry or decorative 
precast concrete walls, with opaque gates and self-latching mechanisms to 
keep gates closed when not in use. Bollards are required at the front of the 
masonry walls to protect the enclosure from trash collection vehicles. Gates 
shall be made of opaque metal for durability. Chain link gates with or without 
opaque slats are not acceptable. Colors and materials shall be consistent with 
the main building or use. 

Complies. Meets requirements. 

Where trash enclosures, storage areas, or other external structures are adjacent 
to parking areas, a three foot landscaped buffer shall be provided that does not 
impede access into and out of vehicles. 

Complies. Meets requirements. 

These areas shall be well maintained and oriented away from public view. The 
consolidation of trash areas between buildings is encouraged. 

Complies. Meets requirements. 

Utility Boxes: Dense vegetative buffers which include an evergreen variety of 
plant materials shall be placed where appropriate to screen all utility boxes and 
pedestals in order to remain attractive during the winter months. 

Complies. Meets requirements. 

Site Design Standards: Non-Residential Development 
Uses Within Buildings: All uses established in any commercial, office 
warehouse, business park, or industrial zone shall be conducted entirely within 
a fully enclosed approved building except those uses deemed by the City 
Council to be customarily and appropriately conducted in the open. Uses 
which qualify for this exception include vegetation nurseries, home 
improvement centers with lumber, outdoor cafes, outdoor retail display, car 
wash vacuums, auto dealerships, and similar uses 

Complies. Meets requirements. 

Outdoor Display: All retail product displays shall be located under the 

landscape areas. 
N/A. None listed. 

All display areas shall be clearly defined on the approved Site Plan and 
designated on the site with a contrasting colored, painted, or striped surface. 

N/A.  

Display areas shall not block building entries or exits, pedestrian walks, or 
parking spaces in front of the building. Outdoor display areas shall not spill 
into walkways or any drive aisle adjacent to a building. 

N/A.  

Access Requirements: Each roadway shall not be more than forty feet in 
width, measured at right angles to the center line of the driveway except as 
increased by permissible curb return radii; and b. the entire flare of any return 
radii shall fall within the right-of-way. 

Complies. Meets requirements. 

Off-Street Truck Loading Space: Every structure involving the receipt or 
distribution by vehicles of materials or merchandise shall provide and maintain 
on t
vehicles in order to avoid undue interference with public use of streets, alleys, 
required parking stalls, or accessible stalls. 

Complies. 
Space provided for truck loading. 
Meets requirements. 

Screening of Storage & Loading Areas: To alleviate the unsightly 
appearance of loading facilities, these areas shall not be located on the side(s) 
of the building facing the public street(s). Such facilities shall be located 
interior to the site. 

Complies. No needed. 



Trash areas shall be designed to include the screening of large items (e.g. skids 
and pallets) as well as the trash bin(s) that are needed for the business (unless 
storage is otherwise accommodated behind required screened storage areas). 

Complies. Meets requirements. 

Buffers: A wall and landscaping, fencing, or landscaping of acceptable design 
shall effectively screen the borders of any commercial or industrial lot which 
abuts an existing agricultural or platted residential use. Such a wall, fence, or 
landscaping shall be at least six feet in height, unless a wall or fence of a 
different height is required by the Land Use Authority as part of a site Plan 
review. 

N/A. Not adjacent to listed land uses. 

No chain link or wood fences are permitted as buffering or screening between 
commercial and residential. Masonry and solid vinyl are suggested types of 
fences, and as circumstances require, one or the other may be required. 

N/A.  

Unless otherwise required by this Title, walls or fences used as a buffer or 
screen shall not be less than six feet in height. 

N/A.  

Parking Lot Buffers: There shall be a minimum of 10 feet of landscaping 
between parking areas and side and rear property lines adjacent to agricultural 
and residential land uses. 

N/A. Not adjacent to listed land uses. 

Building Buffer: No building shall be closer than five feet from any private 
road, driveway, or parking space. The intent of this requirement is to provide 
for building foundation landscaping and to provide protection to the building. 
Exceptions may be made for any part of the building that may contain an 
approved drive-up window. 

N/A. Not adjacent to listed land uses. 

Interconnection: All parking and other vehicular use areas shall be 
interconnected with adjacent non-residential properties in order to allow 
maximum off-street vehicular circulation. 

Complies. 
Shared parking with building to east 
with access ways to north and south. 

General Architectural Design Standards 
Building Articulation: Building elevations exceeding 40 feet in length shall 
incorporate a minimum of one horizontal elevation shift or combination of 
vertical and horizontal elevation shifts, stepping portions of the elevation to 
create shadow lines and changes in volumetric spaces of at least five feet, and 
a minimum of two of the following, all spaced at intervals of 20 to 50 feet of 
horizontal width:  

i. A combination of vertical and horizontal elevation shifts 
that together equal at least five feet. 

ii. Addition of horizontal and vertical divisions by use of 
textures or materials.  

iii. Primary material change.  
iv. Addition of projections such as balconies, cornices, 

covered entrances, porte-

outward from the underlying wall surface at least 36-
inches. 

v. Variation in the rooflines by use of dormer windows, 
overhangs, arches, stepped roofs, gables or other similar 
devices. 

Complies. 
Horizontal and vertical shifts along 
with material changes. Meets 
requirements. 

Roof Treatment: Flat roofs shall be screened with parapets on all sides of the 
building. If no rooftop equipment exists or is proposed, the parapet shall be a 
minimum of 12 inches in height above the roof. Roof mounted equipment shall 
not be visible from adjacent public and private streets as well as from adjacent 
properties, unless grade differences make visibility unavoidable. Screening 
shall be solid and shall be consistent with the material and color of exterior 
finishes of the building through the use of at least two out of three of the 
exterior finishes of the building 

Complies. Three feet in height above the roof. 

Windows: Windows, other than rectangular windows, may be used as accents 
and trim. Untreated aluminum or metal window frames are prohibited. 

Complies. Meets requirements. 



Awnings, Canopies, Trellises, Pergolas, and Similar Features: All such 
features must be attached to a vertical wall. 

Can Comply. 
Public entrance needs a 4-foot 
canopy/awning. Proposed appears to 
be less than 4 feet. Verify. 

Mechanical Equipment: All mechanical equipment shall be located or 
screened and other measures shall be taken so as to shield visibility of such 
equipment from any public or private streets. Rooftops of buildings shall be 
free of any mechanical equipment unless completely screened from all 
horizontal points of view. Screening materials shall conform to the color 
scheme and materials of the primary building. 

Complies. None visible. 

Non-Residential Architectural Design Standards 
Four Sided Architecture: All sides of a building that are open to public view 
(including views from adjacent residential dwellings or probable location of 
residential dwellings) shall receive equal architectural design consideration as 
the building front. 

Complies. See elevations. 

Color and Materials: Exterior Building Materials shall be considered any 
materials that make up the exterior envelope of the building and shall be 
limited to no more than four and no less than two types of materials per 
building, window and door openings excluded. 

Complies. 
Four Materials: Wall Tile, Stucco, 
Wood, and Metal.  

Color of exterior building materials (excluding accent colors) shall be limited 
to no more than four and no less than two major colors per development. 

Complies. Three colors. 

Bright colors, such as neon or fluorescent colors, bright orange or yellow, and 
primary colors, are only permitted as accent colors. 

Complies. None. 

No more than 75% of any building elevation shall consist of any one material 
or color. i. No more than 50% of any front or street side building elevation 
shall consist of CMU, except in the Office Warehouse and Industrial zones. 

Complies. 
 

Prohibited Materials: Tiles. Full veneer brick and tiles exceeding ½ inch in 
thickness is permitted, however veneer tile is prohibited. Stucco stone patterns 
and stucco brick patterns. Wood as a primary exterior finish material. Plain, 
grey, unfinished CMU block except as an accent material. 

Complies. Meets requirements. 

Stairways: All stairways to upper levels shall be located within the building 
unless otherwise approved by the Land Use Authority for secondary access to 
outdoor patio decks or other usable outdoor area. 

N/A.  

Roof Drains: All roof drains, conduit and piping, maintenance stairs and 
ladders, and other related services shall be located on the interior of the 
building.

Complies. Language on Elevations. 

Street Orientation: All Retail or Commercial buildings shall have expansive 
windows, balconies, terraces, or other design features oriented to the street or 
adjacent public spaces. 

Complies. 
Applicable elevations meet 
requirements. 

19.18 Signs  
Commercial Signs 

Regulation Compliance Findings 
(Building Sign) Number: Each tenant in a building is permitted one primary 
building sign, and two secondary signs 

Complies. 
Signs will require a separate permit for 
approval. 

Size: The primary building signage shall not exceed a cumulative total size 
equal to eight percent of the façade on which the sign or signs are mounted, 
or 30 square feet, whichever is larger. Secondary signage shall not be 
mounted on the same façade as primary signage, and each secondary sign 

y sign. 

Complies. 49/1501= 3.2 percent 

(Monument Sign) Number: One monument sign shall be allowed for each 
frontage in excess of one hundred feet a building or use has on a public street Complies. One monument sign proposed. 



Size: A monument sign for a single building or use shall not exceed forty-five 
square feet in size. A monument sign for multiple buildings or uses shall not 
exceed sixty-four square feet in size.  

Complies. Meets requirements. 

Height: A monument sign for a single building or use shall not exceed 7.5 
feet in height. A monument sign for multiple buildings or uses shall not 
exceed ten feet in height. 

Complies. 5 feet 2 inches in height. 

Fiscal Impact 
Regulation Findings 

Is there any City maintained open space? None. 
What is the anticipated cost to the City? None. 
When will City maintenance begin? N/A 
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Rachel Day, Planner I 
rday@saratogaspringscity.com 

1307 North Commerce Drive, Suite 200 • Saratoga Springs, Utah 84045 
801-766-9793 x 161 • 801-766-9794 fax 

      
PLANNING COMMISSION 

Staff Report 
West View Estates F Rezone & Concept Plan 
January 9, 2020 
Public Hearing 
 
Report Date:    January 2, 2020 
Applicant:   Reed Barlow 
Owner:   Reed Barlow 
Location:   951 West Evans Lane 
Major Street Access:  Evans Lane 
Parcel Number(s) & Size: 55:668:0002 
Land Use Designation:  Low Density Residential 
Parcel Zoning:   Agriculture 
Adjacent Zoning:  RA-5 
Current Use of Parcels: Undeveloped 
Adjacent Uses:   Low Density Residential, Agriculture 
Previous Meetings:  N/A 
Type of Action:  Legislative 
Land Use Authority:  City Council 
Future Routing:  City Council 
Planner:   Rachel Day, Planner I 
 
 
A. Executive Summary:   

The applicant requests that the City rezone property from Agriculture (A) to R1-10 at 951 West 
Evans Lane as shown on Exhibit 1. The applicant also requests non-binding feedback on the 
proposed West Lake Estates 17-lot concept subdivision plat. This request affects approximately 
5.58 acres. 

 
Recommendation:  
Staff recommends the Planning Commission conduct a public hearing on the proposed rezone, 
take public comment, review and discuss the proposal, and choose from the options in Section H 
of this report. Options include recommendation of approval with or without modification, 
recommendation of denial, or continuation.  
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B. Background:  The subject property is platted as Lot 2 of West Lake Estates Plat E which was 
approved in 2006 while under the jurisdiction of Utah County. The subject property is 
undeveloped and is nearby other low density residential lots. The applicant is proposing to 
rezone the property in order to develop a single-family residential subdivision in the R1-10 zone. 

 
C. Specific Requests:  

• Rezone: The land use designation is Low Density Residential with a current zone of 
Agriculture (A). The applicant requests the zone be changed from A to R1-10, in compliance 
with the current General Plan land use designation. R1-10 is a recommended zone in the LDR 
land use designation.  
 

• Concept: The applicant is also requesting informal feedback on the proposed West Lake 
Estates concept subdivision (Exhibit 3) which has been submitted in conformance with the 
potential R1-10 zone. At a concept level, the proposed subdivision meets all applicable 
planning development standards of the requested zone. The applicant is proposing no open 
space and would request the payment in lieu option.  

D. Process: 
• Rezone: The table in Section 19.13.04 outlines the process requirements for a rezone. A 

public hearing is required with the Planning Commission who then make a recommendation 
to the City Council. The City Council shall then either approve, continue, or deny the request. 
 

• Concept Plan: Section 19.17.02 states “Petitions for changes to the City’s Zoning Map for all 
land use zones shall be accompanied by an application for Concept Plan Review or Master 
Development Agreement approval pursuant to Chapter 19.13 of this Code.” Per Chapter 
19.13 of the City Code, the process for a Concept Plan includes an informal review of the 
Concept Plan by both the Planning Commission and the City Council. The review shall be for 
comment only, no public hearing is required and no recommendation or action made. 

 
 E. Community Review: This item was noticed in the Daily Herald as a Planning Commission public 

hearing and a mailed notice sent to all property owners within 300 feet. As of the date of this 
report, no public input has been received. The notice has also been posted in the City building, 
www.saratogspringscity.com, and www.utah.gov/pmn/index.html. 

 
F. General Plan:  The land use designation of the parcel is LDR. The applicant’s request to change 

the zone from A to R1-10 is consistent with the intent of the land use designation of LDR which is 
defined as: 

    
  Single-family neighborhoods built on a highly connected street pattern and 

 interspersed with schools, public facilities, walkable neighborhood amenities, 
 parks and trails. The Low Density Residential designation is expected to be the 
 City’s most prevalent land-use designation. 
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Staff conclusion: Complies. R1-10 is an appropriate zone in the LDR land use 
designation and is in line with nearby zoning from this property. Stub roads are 
preferred to facilitate connections to any future subdivisions to the west.  

 
G. Code Criteria:  

Rezones are legislative decisions. Therefore, the City Council has significant discretion when 
making a decision on such requests. Because of this legislative discretion, the Code criteria below 
are guidelines and are not binding. 

  
Rezone: 
Section 19.13.04 requires the Planning Commission to hold a public hearing and make a 
recommendation to the City Council regarding rezones.   
 
Staff finding: complies. A Planning Commission public hearing is scheduled on January 9, 2020. 

  
 19.17.03. Planning Commission and City Council Review. 
 
 1. The Planning Commission reviews the petition for a rezone and makes a recommendation to 

the City Council within 30 days of the receipt of the petition. Staff finding: consistent. 

Petition also included a concept plat that required a review process within the 30 days. 
   
 2. The Planning Commission shall recommend adoption of proposed amendments only when it 

finds the proposed amendment furthers the purpose of the Saratoga Springs Land Use Element 
of the General Plan and this Title. Staff finding: consistent. 

   
 The Land Use Plan identifies desired land uses for all areas within the City of Saratoga 

Springs and provides a framework to guide future planning for the community—where 
people live, work, play, and shop. It supports a variety of land uses that can continue to 
make Saratoga Springs an attractive place to live and work, while preserving Saratoga 
Springs’ small-town charm. Stable and peaceful single-family neighborhoods are the 
“building block” of the community, with a mix of smaller and denser residential units in 
appropriate locations to help diversify the housing stock. Employment areas 
accommodate a diverse array of businesses and support well-paying jobs. 

   
 3. The Planning Commission shall provide the notice and hold a public hearing as required by the 

Utah Code. For an application which concerns a specific parcel of property, the City shall provide 
the notice required by Chapter 19.13 regarding a public hearing. Staff finding: consistent. 

 
All required notices in compliance with State and local laws have been sent or posted 
informing the public of the Planning Commission public hearing.  

 
 19.17.04. Gradual Transition of Uses and Density. 
 It is the policy of the City Council, through exercising its zoning authority, to: (a) transition high 
 intensity uses to help prevent the impacts of high density uses on low density areas; and (b) to 
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 limit inconsistent uses being located on adjacent parcels. The City Council may implement this 
 policy using its zoning powers. Through amendments to the General Plan and the Zoning Map, 
 the City Council intends to apply the following guidelines to implement this policy: 
 
 1. Residential lots, parcels, plats, or developments should not increase by more than 20% of 
 density as compared to adjacent lots, zones, parcels, plats, or developments to enable a gradual 
 change of density and uses. To appropriately transition, new lots should be equal to or larger 
 than immediately adjacent existing platted lots. 
  
 2. Exceptions 

a. The City should avoid allowing high intensity uses (e.g., commercial, industrial, multi-
family structures, etc.) adjacent to lower intensity uses (e.g., single family, low density 
residential, etc.), however may allow these uses to be located adjacent to each other if 
appropriate transitions and buffers are in place. Appropriate buffers and transitions 
include a combination of roadways, landscaping, building orientation and facades, 
increased setbacks, open spaces, parks, and trails.  

  
 3. Despite these guidelines, the City Council recognizes that it will become necessary to allow 
 high intensity next to low intensity uses in order to allow for the implementation of multiple 
 zones in the City. The City Council should use their best efforts to limit inconsistent uses and 
 zones being located on adjacent parcels and to mitigate inconsistent uses and zones through 
 transitions and buffers. 
  
 Staff finding: consistent. The proposed subdivision is low density residential and is similar in 

density to adjacent approved residential subdivisions. No high intensity uses are proposed. 
   

 19.17.05. Consideration of General Plan, Ordinance, or Zoning Map Amendment. 
 
 The Planning Commission and City Council shall consider, but not be bound by, the following 

criteria when deciding whether to recommend or grant a General Plan, ordinance, or zoning map 
amendment: 
 

 1. The proposed change will conform to the Land Use Element and other provisions of the 
 General Plan. Staff finding: consistent, if approved. 
   

 The changes proposed are compatible with the surrounding land uses. 
   
 2. The proposed change will not decrease or otherwise adversely affect the health, safety, 

convenience, morals, or general welfare of the public. Staff finding: complies. 
 

No adverse consequences are anticipated by the changing of the land use designations 
and zones. 

   
 3. The proposed change will more fully carry out the general purposes and intent of this Title and 

any other ordinance of the City. Staff finding: complies.  
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 The purpose of Title 19 is to preserve and promote the health, safety, morals, 

convenience, order, fiscal welfare, and the general welfare of the City, its present and 
future inhabitants, and the public generally. The proposed development complies with 
Title 19. “By aligning the use of the property with the General Use Master Plan.” 

   
 4. In balancing the interest of the petitioner with the interest of the public, community interests 

will be better served by making the proposed change. Staff finding: complies. 
 

The property has been identified on the land use map as LDR and the surrounding density 
is “low” in nature so the proposed LDR designation is in the interest of the public, “The 
opportunity to provide multiple single-family building lots to the community.”; and 
 

 5. Any other reason that, subject to legislative discretion of the City Council, could advance the 
general welfare. 
 
Concept Plan Review 
Section 19.17.02 states “Petitions for changes to the City’s Zoning Map for all land use zones shall 
be accompanied by an application for Concept Plan Review or Master Development Agreement 
approval pursuant to Chapter 19.13 of this Code.” 
 
Per Chapter 19.13 of the City Code, the process for a Concept Plan includes an informal review of 
the Concept Plan by both the Planning Commission and the City Council. The reviews shall be for 
comment only, no public hearing is required and no recommendation or action made. The 
following is a review of the general standards required of the R1-10 zone. 

 

19.04.010 Requirements R1-10 
Category To Be Reviewed Regulation Compliance Findings 

Maximum Units per Acre 3 unit/acre Does Not 
Comply. 

Total acreage of property allows for 
16.74 units total. 17 are proposed. 

Lot Size, Residential (Minimum) 10,000 sq. ft. Complies. Minimum lot size is 10,000 sq. ft. 

Front Setback (Minimum) 25', 20' for enclosed entry or 
porch Complies. TBD at preliminary plat. 

Street Side Setback (minimum) 20' Complies. Setback detail matches code. 

Interior Side Setback, (Maximum) 8'/20'(min/combined) Complies. Setback detail matches code. 
Rear* Setback, (Maximum) 25' Complies. Setback detail matches code. 

Lot Width (Minimum) 70’ Complies. All lot widths are more than 70’ 
Lot Frontage (Minimum) 35’ Complies. All lot frontages are more than 35’ 

Open Space Frontage (Minimum) 35’ N/A. Setback does not apply to Open 
Space proposed as a trail. 

 
 

19.05, Supplemental Regulations: complies. 
19.06, Landscaping and Fencing: complies. Details of fencing and landscaping to be 
determined at preliminary plat stage. 
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19.11, Lighting: complies. TBD at preliminary plat stage. 
19.12, Subdivisions: complies. Concept plat meets proposed R1-10 standards. 
19.13, Process: complies. Consistent with General Plan if proposed changes are approved. 
City code outlines preliminary and final plat requirements. 
19.19, Open Space: can comply. No Open Space proposed. Will need to pay in lieu. 

 
H. Recommendation and Alternatives: 

Staff recommends the Planning Commission conduct a public hearing, take public input, discuss 
the application, provide feedback on the concept plan and choose from the following options.  
 
Option 1 – Staff Recommendation: Positive 
“I move to forward to the City Council a positive recommendation regarding the West Lake 
Estates rezone at 951 West Evans Lane as outlined in Exhibit 1 with the findings and conditions in 
the staff report dated January 2, 2020: 

 
Findings  
1. The Rezone will not result in a decrease in public health, safety, and welfare as 

outlined in the findings for approval in Section G of this report, which section is 
hereby incorporated by reference herein.  

2. The Rezone is consistent with Chapter 19.17 of the Code, as articulated in the findings 
for approval in Section G of this report, which section is incorporated by reference 
herein.   

 
Conditions: 
1. The West Lake Estates rezone is recommended as shown in the attachment to the 

Staff report in Exhibit 1. 
2. All conditions of the City Engineer, if applicable, shall be met. 
3. All other Code requirements shall be met.  
4. Any other conditions or changes as articulated by the Planning Commission: 

_____________________________________________________________________.” 
 
Alternative 1 – Continuance 
The Planning Commission may also choose to continue the item.  
“I move to continue the West Lake Estates rezone to another meeting on [DATE], with direction 
to the applicant and Staff on information and/or changes needed to render a decision, as follows:  

1. ______________________________________________________________ 
2. ______________________________________________________________” 

 
Alternative 2 – Negative Recommendation 
The Planning Commission may also choose to forward a negative recommendation to the City 
Council regarding the application.  
“I move to forward a negative recommendation to the City Council regarding the West Lake 
Estates rezone with the findings below: 
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1. The West Lake Estates rezone is not consistent with the General Plan, as articulated 
by the Planning Commission: 
_______________________________________________________________, and/or, 

2. The West Lake Estates rezone is not consistent with Section [XX] of the Code, as 
articulated by the Planning Commission: 
_____________________________________________________________________.” 

 
Comments on Concept Plan: 

1. All requirements of the City Engineer shall be met, including but not limited to those 
in the attached report.  

2. Additional items will require further review at the subdivision review level. 
3. The plans shall comply with all Code requirements.  
4. Any comments from the Planning Commission:  

 
J. Exhibits:   

1. General Plan and Proposed Zoning maps 
2. Aerial imagery 
3. Concept subdivision 
4. Planning review checklist 
5. City Engineer’s staff report 
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Exhibit 1 
 

 
 

 
 

Rezone 
Agriculture to R1-10 

General Plan Designation 
Low Density Residential 



 - 9 - 

Exhibit 2 
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Exhibit 3 
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Exhibit 4 
APPLICATION REVIEW CHECKLIST  

 
 
                                                          Application Information      

 
Date Received:     12/2/2019 
Date of Review:     12/10/2019 
Project Name:     West Lake Estates F 
Project Request / Type:    Rezone/ Concept Plan 
Meeting Type:     PC public hearing and CC public meeting 
Applicant:   Reed Barlow 
Owner:   Reed Barlow 
Location:     951 West Evans Lane 
Major Street Access:    Evans Lane 
Parcel Number(s) and size:   55:668:0002/ 5.58 acres 
Land Use Designation:    Low Density Residential 
Parcel Zoning:     Agriculture 
Adjacent Zoning:    Agriculture, RA-5 
Current Use:     Undeveloped 
Adjacent Uses: Low Density Residential, Agriculture 
Previous Approvals:    West Lake Estates Plat E by the County in 2006 
Type of Action:    Legislative 
Land Use Authority:   City Council 
Future Routing:   City Council 
Planner:     Rachel Day, Planner I 
 

                                                  Section 19.13 – Application Submittal    
  

 
• Application Complete: Yes. 
• Rezone Required: Yes. 

o Zone: A to R1-10 
• General Plan Amendment required: No. 
• Additional Related Application(s) required: No. 

 
Section 19.13.04 – Process 

 
• DRC: 12/9/19 

o Best to stub street to the west. 
• PC: 1/9/2020 
• CC: TBD 

General Review 
 
Building Department 

• Setback detail  
• Lot numbering – per phase (i.e. Phase 1: 100, 101, 102. Phase 2: 200, 201, 202, etc.) 
• True buildable space on lots (provide footprint layout for odd shaped lots) 
• Lot slope and need for cuts and fills 
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Fire Department 
• Residential:  

o Fire flows shall be met for this development and future development in the area.  
o Hydrants shall not exceed 500' spacing in R3-6 and lower areas.  
o Higher than R3-6, hydrants shall not exceed 300' spacing.  
o All three story structures above grade shall be fire sprinkled and meet NFPA 13 requirements 

where required.  
o All access roads shall support 26' of un-obstructed drive isle with parking on the streets. 
o The 59' road cross-section shall be used if applicable. If the streets are not able to support such 

movement, fire lane signage shall be posted by the developer.  
o All cul-de-sacs shall meet our current standard and shall have hydrants in them.  All cul-de-sacs 

shall be a minimum of 96’ in diameter from curb face to curb face and have a hydrant located 
within the cul-de-sac.   

o Third party review required for sprinkler systems 
o Dimension street and cul-de-sac widths on plat 
o Turnarounds on cul-de-sacs and dead-ends more than 150’ in length 

 
GIS / Addressing 

• Addressing to be assigned at plat review stage. 
 
                                                                    Code Review       
• 19.04, Land Use Zones 

o Zone: Proposed zone is R1-10 and current zone is A 
 Proposed zone of R1-10 is consistent with the General Plan designation of LDR and 

consistent with adjacent residential properties (developed and vacant). 
o Use: Single Family Lots 

19.04.010 Requirements R1-10 
Category To Be Reviewed Regulation Compliance Findings 

Maximum Units per Acre 3 unit/acre Does Not 
Comply.  

 Total acreage of property allows for 
16.74 units total. 17 are proposed. 

Lot Size, Residential (Minimum) 10,000 sq. ft.  Complies.  Meets requirement. 
Lot Coverage (Maximum) 50%  N/A.  TBD 

Structure Height (Minimum) 35'  N/A.  TBD 
Dwelling Size (Minimum) 1,250 sq. ft.  N/A.  TBD 

Lot Width (Minimum) 70'  Complies.  Meets requirement. 
Lot Frontage*** (Minimum) 35'  Complies.  Meets requirement. 

Open Space Frontage (Minimum) 35'  N/A.  None proposed. 

Front Setback* (Minimum) 25', 20' for enclosed 
entry or porch  N/A.  TBD 

Street Side Setback (Minimum) 20'  N/A.  TBD 

Interior Side Setback, 
Residential(Minimum) 8'/20'(min/combined) 

 N/A. 
 TBD 

Rear* Setback, Residential(Minimum) 25' 
 N/A. 

 TBD 
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19.05 Supplemental Regulations 
Regulation Compliance Findings 

Flood Plain: Buildings intended for human occupancy shall be constructed at 
least one foot above the base flood elevation. Complies. Not on a flood plain. 

Water & Sewage: Each lot shall be connected to City water and sewer. Complies. Connections provided. 
Transportation Master Plan: Lots shall not interfere with the Transportation 
Master Plan. Complies. Does not interfere. 

Property Access - All lots shall abut a dedicated public or private road. Complies. Meets requirement. 
 
 

19.06 Landscaping and Fencing 
Landscaping 

Landscaping to be discussed at the preliminary plat stage. 
 
 

19.11 Lighting 
Street light locations to be discussed at the preliminary plat stage. Standard City-approved lights to be used. 

 
 

19.12 Subdivision 
Subdivision Layout 

Regulation Compliance Regulation 
Layout: The subdivision layout should be generally consistent with the City’s 
adopted Land Use Element of the General Plan, and shall conform to any land 
use ordinance, any capital facilities plan, any impact fee facilities plan, and the 
transportation master plan. 

Complies. The Concept Plan follows these 
requirements. 

Block Length: The maximum length of blocks shall be 1,000 feet. In blocks 
over 800 feet in length, a dedicated public walkway through the block at 
approximately the center of the block will be required. 

Complies. The block length is under 800 feet. 

Connectivity: The City shall require the use of connecting streets, pedestrian 
walkways, trails, and other methods for providing logical connections and 
linkages between neighborhoods. 

Can Comply. Possible connection to west may be 
required. 

Access: Where the vehicular access into a subdivision intersects an arterial 
road as defined in the Transportation Master Plan, driveways shall not be 
placed on the intersecting road within 100’ of the arterial connection. 

Complies. The subdivision doesn’t intersect an 
arterial road. 

Two separate means of vehicular access onto a collector or arterial road shall 
be required when the total number of equivalent residential units (including 
adjacent developments and neighborhoods) served by a single means of access 
will exceed fifty. 

Complies. There are only 17 lots in the proposed 
subdivision. 

Lot Design 
Regulation Compliance Regulation 

All subdivisions shall result in the creation of lots that are developable and 
capable of being built upon. Complies. All lots are buildable.  

All lots or parcels created by the subdivision shall have frontage on a street or 
road that meets the City’s ordinances, regulations, and standards for public 
roads. 

Complies. All lots have frontage on a public road. 

Corner lots for residential use shall be ten percent larger than the required 
minimum lot. Complies. All corner lots are a minimum of 

11,000 sq. ft. 
No lot shall be created that is divided by a municipal or county boundary line. Complies. The plans meet this requirement.  
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Remnants of property shall not be left in the subdivision that do not conform to 
lot requirements or are not required or suitable for common open space, private 
utilities, public purposes, or other purpose approved by the City Council. 

Complies. There are no remnant parcels. 

Double access lots are not permitted with the exception of corner lots. Complies. No double access lots are proposed. 
Driveways for residential lots or parcels shall not be allowed to have access on 
major arterials. Complies. There are no major arterials by the 

proposed subdivision. 
 

Concept Plan Map  
Regulation Compliance Findings 

Proposed name of subdivision, cleared with the County Recorder to ensure the 
name is not already in use.  Complies. West Lake Estates Plat F. 

Name of property if no subdivision name has been chosen. This is commonly 
the name in which the property is locally known.  Complies. West Lake Estates Plat F. 

Locations and widths of existing and proposed streets and right-of-ways.  Can Comply. 59’. Possible connection required. 
Road centerline date including bearing, distance, and curve radius.  Complies. Provided. 

Configuration of proposed lots with minimum and average lot sizes.  Complies. All over 10,000 SF and corner lots over 
11,000 SF. 

Approximate locations, dimensions, and area of all parcels of land proposed to 
be set aside for park or playground use or other public use, including acreages, 
locations, and percentages of each and conceptual plan of proposed 
recreational amenities. 

Complies. None proposed. General Note 3. 

Those portions of property that qualify as sensitive lands per Section 19.02.02., 
including acreages, locations, types, and percentages of total project area and 
of open space.  

Complies. None on site. 

Total acreage of the entire tract proposed for subdivision.  Complies. 5.58 acres. 
General topography shown with 1’or 2’ contours and slope arrows with labels.  Complies. Provided. 
North arrow, scale, and date of drawing.  Complies. Provided. 
Property boundary with dimensions.  Complies. Provided. 
Data table including total number of lots, dwellings, and buildings, square 
footage of proposed buildings by floor, number of proposed garage parking 
spaces, number of proposed surface parking spaces, number of required and 
proposed ADA compliant parking spaces, percentage of buildable land, 
percentage and amount of open space or landscaping, and net density of 
dwellings by acre.  

Complies. Provided. 

Existing conditions and features within and adjacent to the project area 
including roads, structures, drainages, wells, septic systems, buildings, and 
utilities.  

Complies. Provided. 

Conceptual utility schematic with existing and proposed utility alignments and 
sizes sufficient to show how property will be served including drainage, sewer, 
culinary and secondary water connections and any other existing or proposed 
utilities needed to service the proposed development or that will need to be 
removed or relocated as part of the project.  

Complies. Provided. 

A schematic drawing of the proposed project that depicts the existing proposed 
transportation corridors within two miles, and the general relationship of the 
proposed project to the Transportation and Land Use Element of the General 
Plan and the surrounding area.  

Complies. Provided. Transportation Corridor. 

 

19.13 Process 
Regulation Findings 

Neighborhood Meeting. N/A 
Notice / Land Use Authority. Yes / City Council  
Master Development Agreement TBD 
Payment of Lieu of Open Space. Required 
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19.17 
19.17.02 Petition for Change 

Regulation Compliance Findings 
Fee, explanation, concept plan Complies. Provided 

19.17.05 Consideration of General Plan, Ordinance, or Zoning Map Amendment 
The proposed change will conform to the Land Use Element and other 
provisions of the General Plan; Complies. R-10 zoning fits into the Low Density 

Residential category. 
The proposed change will not decrease nor otherwise adversely affect the 
health, safety, convenience, morals, or general welfare of the public; Complies. Meets requirements. 

The proposed change will more fully carry out the general purposes and intent 
of this Title and any other ordinance of the City; and Complies. “By aligning the use of the property 

with the General Use Master Plan.” 

In balancing the interest of the petitioner with the interest of the public, 
community interests will be better served by making the proposed change. Complies. 

“The opportunity to provide multiple 
single-family building lots to the 
community.” 

Other 
Include a statement addressing how the proposed amendment is consistent 
with the Saratoga Springs Land Use Element of the General Plan and how 
changed conditions make the proposed amendment necessary to fulfill the 
purposes of Title 19. 

Complies. Provided. Owner’s Statement. 

A statement addressing each of the criteria listed in Section 19.17.05. Complies. Provided. Owner’s Statement. 
 

19.19 Open Space  
Minimum Required Open Space 

Regulation Compliance Findings 
Open Space Required: A minimum of one Equivalent Acre of park space is 
required for every 40 residential units in a development, or fraction thereof. Complies. 0.40 acres required for 16 units and 

0.43 acres required for 17 units. 
Minimum Percentage by Development: In addition to the minimum 
Equivalent Acres, to ensure a livable community, in no case shall the 
percentage of total open space acreage provided in the following types of 
development be less than the listed percentage: 

a. Single family developments: 10% of overall development 
acreage  

Complies. 0.56 acres required for 5.58 acres. 

Minimum Required Amenities 
Minimum Points: Minimum required points are based on the number of 
required Equivalent Acres provided in a contiguous park and are outlined in 
the table in 19.19.05(2). 

Can Comply. 0-2.49 required 100 per Equivalent 
Acre. So 40 or 42.5 points required. 

Payment in Lieu of Open Space 
Applicability: the City’s Payment in Lieu of Open Space Program may be 
utilized for all or a portion of the requirement for developments that meet one 
or more of the following criteria: 

i. any single-family development where a minimum of 75 
percent of the lots are 10,000 square feet or larger, or  

ii. any single-family development with a park requirement of 
less than one acre, or  

iii. any development in the MW zone where such fee will aid 
in the creation of large clustered open spaces near the 
waterfront, or  

iv. that portion of a development that is located within ¼ mile 
of an existing improved regional public park. 

Complies. Meets the first two requirements. 

Total Cost:  Can Comply. Required to pay for 40 or 42.5 points. 
($80,000 or $85,000) 
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1. The City shall maintain an annually updated list of land values 
for the cost of a non-sensitive developable acre, and apply the 
land value to the required Equivalent Acres for which the 
applicant desires to pay a fee in lieu. 

2. The City shall calculate the minimum required points per this 
chapter, and multiply the points by $2,000 to determine the cost 
of the minimum required open space improvements, including 
landscaping, parks, trails, and other amenities. 

 

Fiscal Impact 
Regulation Findings 

Is there any City maintained open space? The park strips. 
What is the anticipated cost to the City? Maintenance of the road. 
When will City maintenance begin? Upon completion. 
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Exhibit 5 

Staff Report 
 

Author:  Gordon Miner, City Engineer  

Subject:  West Lake Estates – Concept Plan                 

Date: January 9, 2020 

Type of Item:   Concept Plan Review 

 
 
Description: 
A. Topic:    The applicant has submitted a concept plan application. Staff has reviewed the submittal 

and provides the following recommendations. 
 
B. Background: 
 

Applicant:  Reed Barlow 
Request:  Concept Plan 
Location:  951 West Evans Lane 
Acreage:  5.58 acres - 17 lot 

 
C. Recommendation:  Staff recommends the applicant address and incorporate the following items 

into the development of their project and construction drawings. 
 
1. The City has insufficient information at this time to determine what project and system 

improvements will be necessary to service the developer’s property. As a result, this review 
does not reserve utility system capacity. Prior to, concurrent with, or subsequent to Final Plat 
Approval, the developer will be required to install all required infrastructure to service the 
property. In addition to all required project improvements, the developer may also be 
required to install any and all system improvements, subject to required impact fee credits. 

 



David Stroud, Planning Director 
1307 North Commerce Drive, Suite 200  •  Saratoga Springs, Utah 84045 

dstroud@saratogaspringscity.com • 801-766-9793 x107  •  801-766-9794 fax 

      

 

Planning Commission 
Staff Report 

 
Preliminary Plat and Site Plan 
Riverside Crossing 
January 9, 2020 
Public Meeting 
 
Report Date:    January 2, 2020 
Applicant:   Zach Olson 
Owner:   Saratoga HC, LLC; Saratoga HC II, LLC; Central Bank; and Scott McLachlan 
Location:   62 East Thrive Drive  
Major Street Access:  Pioneer Crosssing 
Parcel Number(s) & Size: 58:035:0107, 58:035:0108, 1.81 acres; 3.24 acres; 58:035:0111 7.46 acres; 
    58:035:0110, 0.34 acres; 58:035:0096, 1.17 acres; and 58:035:0097, 14.72 
    acres (portion of) 
Parcel Zoning:   BP, CC, MU 
Parcel General Plan:  Office and Community Commercial  
Adjacent Zoning:  R1-10 PUD, R1-10, PC, and A 
Current Use of Parcel:  Undeveloped 
Adjacent Uses:  Residential and Commercial 
Previous Meetings:  None 
Previous Approvals:   City Council approval of GPA/rezone on July 2, 2019 
Type of Action:  Administrative 
Land Use Authority:  Site plan – Planning Commission, Preliminary Plat - City Council 
Future Routing:  Preliminary Plat to City Council 
Author:   David Stroud, Planning Director  
 

 
A. Executive Summary:   

This is a request for site plan and preliminary plat approval of Riverside crossing in the BP, CC, 
and MU zones. The Planning Commission is the land use authority of the site plan and the City 
Council is the land use authority of the preliminary plat.  

 
Recommendation:  
Staff recommends the Planning Commission conduct a public meeting on the site plan and 
preliminary plat, review and discuss the proposals, and select from the motions in Section H 
and I of this report. The Planning Commission may approve, continue or deny the site plan and 
may continue or forward a positive or negative recommendation to the City Council regarding 
the preliminary plat.   
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B. Background:   
The subject property was rezoned in July 2019 to the current zones. Exhibits to the rezone 
include the proposed preliminary plat and site plan that is included with this request. This 
request affects 20.97 acres and 80,796 square feet contained in two buildings.   

 
C. Specific Request:  

The applicant is requesting review and approval of a commercial suite plan with two buildings 
and a preliminary plat with 14 lots.  

 
D. Process:  

Section 19.13 summarizes the process for site plans and preliminary plat approval. The Planning 
Commission is the Land Use Authority of new site plans and the City Council is the Land Use 
Authority of preliminary plats.  

 
E. Community Review:  

Publicly mailed notices are not required for these applications. However, the agenda of the 
meeting is posted online, in the City building, and at www.utah.gov/pmn. As of the date of this 
report no public input has been received. A neighborhood meeting was held at the time of 
rezone in which the applicant provided the proposed site plan and plat to the neighbors.  

 
F. General Plan:   

The site is designated as Office and Community Commercial on the Land Use Map of the General 
Plan. The General Plan describes the general characteristics of the Office and Community 
Commercial land use designations as follow:  
 

 
 

 
 
Staff conclusion: Consistent. The proposed use of medical office facilities is in harmony with the 
Office and Community Commercial land use designations. 

 
G. Code Criteria:  

For full analysis please see the attached Planning Review Checklist.  
 

 19.04, Land Use Zones: complies. 

 19.05, Supplemental Regulations: complies. 

 19.06, Landscaping and Fencing: complies. 

 19.09, Off Street Parking: complies. 
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 19.11, Lighting: complies. 

 19.12, Subdivision; complies. 

 19.13, Process: complies – scheduled for PC and CC.  

 19.14, Site Plans: complies.  

 19.16, Site and Architectural Design Standards: complies.  
 
H. First Recommendation and Alternatives: 
 

Staff recommends the Planning Commission conduct a public meeting, discuss the application, 
and choose from the options below.  

 
Staff Recommended Motion (site plan) – approval  
“I move to approve the proposed site plan of Riverside Crossing at 62 East Thrive Drive in the 
Office and Community Commercial zones, with the Findings and Conditions below:” 

 
Findings  
1. The application is consistent with the General Plan, as articulated in Section “F” of the 

staff report, which section is incorporated by reference herein.  
2. The application complies with the Land Development Code as articulated in Section 

“G” of the staff report, which section is incorporated by reference herein.  
 

Conditions: 
1. All conditions of the City Engineer shall be met, including but not limited to those in 

the attached staff report. 
2. All requirements of the Fire Chief shall be met. 
3. All other Code requirements shall be met.  
4. Any other conditions or changes as articulated by the Planning Commission: 

_____________________________________________________________________. 
 
Option 1 – Continuance 
The Planning Commission may also choose to continue the item. “I move to continue the 
Riverside Crossing site plan to another meeting on [DATE], with direction to the applicant and 
Staff on information and/or changes needed to render a decision, as follows:  

1. ______________________________________________________________ 
2. ______________________________________________________________ 

 
Option 2 – Denial  
The Planning Commission may also choose to deny the Riverside Crossing site plan. “I move to 
deny the site plan of Riverside Crossing at 62 East Thrive Drive, based on the following findings:” 
 

1. The proposed use is not consistent with Chapters 19.04, 19.05, 19.06, 19.09, 19.11, 
19.12, 19.13, 19.14, and/or 19.16, as articulated by the Planning Commission: 
________________________________________________. 
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I. Second Recommended Motion (preliminary plat) – approval  
“I move to recommend approval  of the proposed preliminary plat of Riverside Crossing at 62 
East Thrive Drive in the Office, Mixed Use, and Community Commercial zones with the Findings 
and Conditions below:” 

 
Findings  
1. The application is consistent with the General Plan, as articulated in Section “F” of the 

staff report, which section is incorporated by reference herein.  
2. The application complies with the Land Development Code as articulated in Section 

“G” of the staff report, which section is incorporated by reference herein.  
3. The application is consistent with Chapter 19.12 of the Land Development Code. 

 
Conditions: 
1. All conditions of the City Engineer shall be met, including but not limited to those in 

the attached staff report. 
2. All requirements of the Fire Chief shall be met. 
3. All other Code requirements shall be met.  
4. Any other conditions or changes as articulated by the Planning Commission: 

_____________________________________________________________________. 
 
Option 1 – Continuance 
The Planning Commission may also choose to continue the item. “I move to continue the 
Riverside Crossing preliminary plat to another meeting on [DATE], with direction to the applicant 
and Staff on information and/or changes needed to render a decision, as follows:  

1. ______________________________________________________________ 
2. ______________________________________________________________ 

 
Option 2 – Denial  
The Planning Commission may also choose to recommend denial of the preliminary plat. “I move 
to recommend denial of the preliminary plat application of Riverside Crossing at 62 East Thrive 
Drive, based on the following findings:” 
 

1. The proposed use is not consistent with Section 19.12 of the Code, as articulated by 
the Planning Commission: ________________________________________________. 

 
I. Exhibits:   

1. Location Map 
2. City Engineer’s Report     
3. Planning Review Checklist 
4. Site Plan  
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Exhibit 1 – Location Map 

 
  
 
 
 
 
 
 
 

 
 
 
 
 



Staff Report 
 

Author:   Gordon Miner, City Engineer  
Subject:   Riverside Crossing — Site Plan 
Date: January 9, 2020     
Type of Item:   Site Plan 
 
 

Description: 
A. Topic:    The Applicant has submitted a Site Plan application. Staff has reviewed the 

submittal and provides the following recommendations. 
 
B. Background: 
 

Applicant:  Zach Olson  
Request:  Final Plat Approval 
Location:  62 East Thrive Drive 
Acreage:  20.97  Acres - 14 Lots 
 

C. Recommendation:  Staff recommends the approval of Site Plan subject to the following 
conditions: 

 
1. All review comments and redlines provided by the City Engineer are to be complied 

with and implemented with the approved construction drawings. 
 
2. Provide a Storm Water Pollution Prevention Plan (SWPPP) following the State 

template, prior to the pre-construction meeting. 
 
3. Developer must secure water rights as required by the City Engineer, City Attorney, 

and development code. 
 
4. Provide easements for all public utilities not located in the public right-of-way. 
 
5.   Developer is required to ensure that there are no adverse effects to adjacent 

properties due to the grading practices employed during construction of these 
plats.   

 
6. Developer may be required by the Saratoga Springs Fire Chief to perform fire flow 

tests prior to the issuance of certificate of occupancy or prior to the 
commencement of the warranty period. 

 
7. Submittal of as-built drawings in pdf format to the City Engineer is required prior to 

acceptance of site improvements and the commencement of the warranty period.  
 



Staff Report 
 

Author:   Gordon Miner, City Engineer  
Subject:   Riverside Crossing —Final Plat 
Date: January 9, 2020     
Type of Item:   Final Plat Approval 
 
 

Description: 
A. Topic:    The Applicant has submitted a Final Plat Application. Staff has reviewed the 

submittal and provides the following recommendations. 
 
B. Background: 
 

Applicant:  Zach Olson  
Request:  Final Plat Approval 
Location:  62 East Thrive Drive 
Acreage:  20.97  Acres - 14 Lots 

 
Recommendation:  Staff recommends the approval of final plat subject to the following 
conditions: 

 
1. All review comments and redlines provided by the City Engineer are to be complied 

with and implemented into the Final plat and construction drawings.  
 

2. Provide a Storm Water Pollution Prevention Plan (SWPPP) following the State 
template prior to the pre-construction meeting. 
 

3. Review and inspection fees must be paid as indicated by the City prior to any 
construction being performed on the project. 
 

4. Developer must secure water rights as required by the City Engineer, City Attorney, 
and development code. 
 

5. Provide easements for all off-site utilities not located in the public right-of-way. 
 

6. Developer is required to ensure that there are no adverse effects to future 
homeowners due to the grading practices employed during construction of these 
plats.   
 

7. Project bonding must be completed as approved by the City Engineer prior to 
recordation of plats. 
 

8. Developer may be required by the Saratoga Springs Fire Chief to perform fire flow 
tests prior to final plat approval and prior to the commencement of the warranty 



period.  
 

9. Submittal of an electronic version of the as-built drawings in pdf format to the City 
Engineer is required prior acceptance of site improvements and the 
commencement of the warranty period. 
 

10. Developer shall bury the power lines less than 46 kV that are within this plat.   
 

11. The City has insufficient information at this time to determine what project and 
system improvements will be necessary to service the developer’s property. As a 
result, this approval does not reserve utility system capacity. Prior to, concurrent 
with, or subsequent to Final Plat Approval, the developer will be required to install 
all required infrastructure to service the property. In addition to all required project 
improvements, the developer may also be required to install any and all system 
improvements, subject to required impact fee credits. 
 

12. The current intersection configuration at Riverside Drive is struggling to adequately 
serve the existing and future traffic volumes on Pioneer Crossing. Even though the 
traffic of the proposed development contributes to increasing the intersection 
delays, the eastbound through traffic on Pioneer Crossing is the critical movement 
causing the intersection to fail during the AM peak hour. Additionally, there are no 
safety concerns based on the crash data reviewed for this TIS. Avenue recommends 
that UDOT install a signal at Riverside Drive and Pioneer Crossing based upon the 
existing peak hour volumes meeting the signal warrant criteria. Installing a signal at 
Pioneer Crossing & Riverside Drive would likely draw some of the existing 
subdivision traffic from Redwood Road to exit from a signalized intersection. The 
increasing volumes on Redwood Road may justify improving the safety of this 
roadway with the installation of medians on Redwood Road to restrict left turns 
and allow for only right in right out access onto Redwood Road. A signal at Riverside 
Drive will provide improved access for the residential property north of the 
proposed development. No traffic calming measures are required on Dalmore Drive 
based on the existing and projected traffic and roadway characteristics and criteria 
for prioritization scoring of the Saratoga Springs Traffic Calming Policy. 

 
13. Reimbursement Agreement must approved by City Council for master planned 

projects before acceptance of the construction plans. 
 



 
 

APPLICATION REVIEW CHECKLIST  
 

                                                          Application Information      

 

Project Name:     Riverside Crossing  

Project Request / Type:   Preliminary and Final Plat, Site Plan 

Meeting Type:     Public 

Applicant:   Zach Olson 

Owner:   SHC Land LLC, Scott McLachlan, Central Bank 

Location:     Northeast corner of Redwood Road and Pioneer Crossing 

Major Street Access:    Pioneer Crossing 

Parcel Number(s) and size:   58:035:0107, 3.24 acres; 58:035:0108, 1.81 acres; 58:035:0111,  

      7.46 acres, 58:035:0110, 0.34 acres; 58:035:0096, 1.17 acres,  

      portion of 58:035:0097, 14.72 acres 

Land Use Designation:    Office, Community Commercial 

Parcel Zoning:     Business Park, Community Commercial, Mixed Use 

Adjacent Zoning:    R1-10 PUD, MU, A, PC, MR-10 

Current Use:     Vacant 

Adjacent Uses: Residential, commercial, vacant 

Previous Meetings:    4.11.19 PC, 7.2.19 CC 

Previous Approvals:    Rezone and GPA on 7/2/2019 

Type of Action:    Administrative 

Land Use Authority:   Preliminary Plat – City Council, Site Plan – Planning   

  Commission, Final Plat – Planning Director 

Future Routing:   Planning Commission and City Council 

Planner:     David Stroud, Planning Director 

 

 

                                                  Section 19.13 – Application Submittal      

 

 Application Complete: Yes. 

 Rezone Required: No. 

 General Plan Amendment required: No. 

 Additional Related Application(s) required: No. 

 

Section 19.13.04 – Process 

 

 DRC: 7/15/19 

 Neighborhood Meeting: N/A – at discretion of applicant 

 PC: January 9, 2020 (site plan and preliminary plat) 

 CC: January 21, 2020 (preliminary plat) 

 

 

Exhibit 3 - Checklist



 

General Review 

 

Building Department 

 Setback detail  

 Lot numbering – per phase (i.e. Phase 1: 100, 101, 102. Phase 2: 200, 201, 202, etc.) 

 True buildable space on lots (provide footprint layout for odd shaped lots) 

 Lot slope and need for cuts and fills 
 

Fire Department 

 Commercial:  

o Fire flows shall meet existing needs as well as future development in the area.  

o Hydrant spacing shall not exceed 300’.  

o Buildings shall be fire sprinkled and meet NFPA 13 requirements and all applicable IFC 2015 edition 

requirements and appendices.  

o Alarm system and notification systems shall all be tied together with the fire sprinkler system and 

monitored 24/7, 365 by a third party monitoring company.  

o This same system and / or monitoring company shall also be able to notify UVSSD 911 dispatch center 

24/7 365.  

o All sprinkler plans and alarm plans shall be third party reviewed by PCI in Centerville, Utah, Attn: Bob 

Goodloe.  
 

GIS / Addressing 

 comments 

 

                                                                    Code Review       

 19.04, Land Use Zones 

o Zone: BP and CC 

o Use: Office and Community Commercial 

 

19.04.01 Requirements Business Park 
Category To Be Reviewed Regulation Determination How 

 Development Size 

(Minimum) 

1 acre for single building 

development; 5 acres for a 

business park. 
Complies 

3.24 acres proposed for single building 

in the BP zone 

Lot Size (Minimum) 30,000 sq. ft. Complies Exceeds minimum 

Front/Corner Side Setback 

(Minimum) 
10' Complies Exceeds minimum 

Interior Side Setback 

(Minimum) 

30' where adjacent to a 

residential, MU or MW 

zone. 20' next to all other 

zones. 

Complies Exceeds minimum 

Rear Setback (Minimum) 50' Complies Exceeds minimum 

Building Separation 

(Minimum) 

20' between single story, 

30' between two or more 

stories. 
Complies Exceeds minimum 

Lot Width (Minimum) 80' Complies Exceeds minimum 

Lot Frontage (Minimum) 80' Complies Exceeds minimum 

Building Height (Maximum) 50' Complies 50 feet proposed 

Lot coverage (Maximum) 50% Complies 13.7 percent 



Building Size (Minimum)       

Building Size (Maximum)       

 

19.04.01 Requirements Community Commercial 
Category To Be Reviewed Regulation Determination How 

 Development Size 

(Minimum) 
      

Lot Size (Minimum) 20,000 sq. ft. Complies Exceeds minimum 

Front/Corner Side Setback 

(Minimum) 
25' Complies Exceeds minimum 

Interior Side Setback 

(Minimum) 
25' Complies Exceeds minimum 

Rear Setback (Minimum) 25' Complies Exceeds minimum 

Building Separation 

(Minimum) 
      

Lot Width (Minimum) 100' Complies Exceeds minimum 

Lot Frontage (Minimum) 100' Complies Exceeds minimum 

Building Height (Maximum) 40' Complies 39 feet 3 inches 

Lot coverage (Maximum) 50% Complies 15.1 percent 

Building Size (Minimum)       

Building Size (Maximum)       

 

 

19.05 Supplemental Regulations 
Regulation Compliance Findings 

Flood Plain: Buildings intended for human occupancy shall be 

constructed at least one foot above the base flood elevation. 
N/A.  

Water & Sewage: Each lot shall be connected to City water and sewer. Complies. Connection to City services 

Transportation Master Plan: Lots shall not interfere with the 

Transportation Master Plan. 
Complies. Provided 

Property Access - All lots shall abut a dedicated public or private road. Complies. Provided 

 

19.06 Landscaping and Fencing 
Landscape Plans 

Regulation Compliance Findings 

Landscape Architect: Landscaped plans shall be prepared by a 

licensed landscape architect. 
Complies. Darian Westrick 

Existing Conditions: Show the location and dimension of all existing 

and proposed structures, property lines, easements, parking lots, power 

lines, rights-of-way, ground signs, refuse areas, and lighting. 
Complies. Provided 

Planting Plan: Show location and planting details for all proposed 

vegetation and materials. Indicate the size of the plant material at 

maturation. All existing vegetation that will be removed or remain must 

be identified. 

Complies. Provided 

Plants: The name (both botanical and common name), quantity, and 

size of all proposed plants. 
Complies. Provided 

Topography: Existing and proposed grading of the site indicating 

contours at two feet intervals. 
Complies. Included in civil drawings 

Irrigation: Irrigation plans showing the system layout and details. Complies. Provided. 



Fencing: Location, style, and details for proposed and existing fences 

and identification of the fencing materials. 
Complies. 

Work with Dalmore residents to 

remove existing fence and relocate 

on property line.  

Data Table: Table including the total number of each plant type, and 

total square footage and percentage of landscaped areas, domestic turf 

grasses, decorative rock, mulch, bark, and drought tolerant plant 

species. 

Complies.  Provided 

Completion of Landscape Improvements: All required landscaping 

improvements shall be completed in accordance with the approved 

landscape plans. 

Can 

Comply. 
 

Planting Standards 
Deciduous Trees: 2" in caliper. Complies. Indicated on plan 

Evergreen Trees: 6' in height. Complies. Indicated on plan 

Tree Base Clearance: 3’ diameter around every tree must be kept clear 

of turf and rock mulch 
Complies. On plan 

Shrubs: 25% of required shrubs must be a minimum of 5 gallons in 

size. 
Complies. Exceeds minimum 

Turf: No landscaping shall be comprised of more than seventy percent 

turf, except within landscaped parks. 
Complies. 4 percent indicated 

Artificial Turf : Not allowed Complies. No artificial turf proposed 

Drought Tolerant Plants: 50% of all plants shall be drought tolerant. Complies. 52 percent proposed 

Rock Mulch: Rock mulch shall be two separate colors and separate 

sizes and must be contrasting in color from the pavement and other 

hard surfaces. All colors used must be earth tones. 
Complies. Provided 

Design Requirements 
Evergreens: Evergreens shall be incorporated into landscaped 

treatment of sites where screening and buffering are required. 
Complies. 

Evergreen shrubs to screen 

dumpster enclosure 

Softening of Walls and Fences: Plants shall be placed intermittently 

against long expanses of building walls, fences, and barriers to create a 

softening effect. 
Complies. 

Planting and shrub beds adjacent to 

walls of buildings 

Planting and Shrub Beds: Planting and shrub beds are encouraged to 

be used in order to conserve water. 
Complies.  

Water Conservation: Water-conserving sprinkler heads and rain 

sensors are required. Drip lines should be used for shrubs and trees. 
Complies. Provided 

Energy Conservation: Placement of plants shall be designed to reduce 

energy consumption. Deciduous trees are encouraged to be planted on 

the south and west sides of structures. Evergreens are encouraged to be 

planted on the north side of structures. 

Complies.  

Placement: Whenever possible, landscaping shall be placed 

immediately adjacent to structures, particularly where proposed 

structures have large empty walls. 
Complies.  

Trees and Power Poles: No trees shall be planted directly under or 

within ten feet of power lines, poles, or utility structures unless:  

 The City Council gives its approval.  

 The Power Company or owner of the power line gives 

written consent.  

 The maximum height or width at maturity of the tree species 

planted is less than 5 feet to any pole, line, or structure.  

Complies.  

Planter Beds 

Weed Barrier: A high quality weed barrier or pre-emergent shall be 

used. 
Complies. Contained in notes 

Materials: High quality materials such as wood chips, wood mulch, 

ground cover, decorative rock, landscaping rocks, or similar materials 
Complies. Rock much proposed 



shall be used, and materials must be heavy enough to not blow away in 

the wind 

Edging: Edging must be used to separate planter and turf areas. Complies. Steel edging proposed 

Drip Lines: Drip lines must be used in plater beds. Complies.  

Fencing and Screening 

Front Yards: Fences exceeding three feet in height shall not be erected 

in any front yard space of any residential lot. N/A.  

Clear Sight Triangle: All landscaping and fencing shall be limited to a 

height of not more than three feet and the grade at such intersections 

shall not be bermed or raised. Clear sight is located at all intersections 

of streets, driveways, or sidewalks, for a distance of twenty feet back 

from the point of curvature of curved ROWs and property lines or thirty 

feet back from the intersection of straight ROWs and property lines, 

whichever is greater landscaping shall not exceed 3’ in height and the 

area shall not be bermed or raised within clear sight triangles. 

Complies.  

Screening at Boundaries of Residential Zones: For residential 

developments abutting active agricultural property or operations, a solid 

fence or wall shall be installed and maintained along the abutting 

property line. 

Complies. 
6-foot white vinyl fence to match 

existing 

Amount of Required Landscaping 
Portions of the property that are not developed with structures, rights of 

ways, or parking areas shall be landscaped. 
Complies.  

Multi-family, common space not including parks, and nonresidential 

development in all Zones shall be required to adhere to the minimum 

landscaped standards in 19.06.07 of the Land Development Code. 
Complies.  

At least 50% of the landscaped area shall be covered with live 

vegetation at maturity. The percentage may be reduced to 40% in areas 

where bark mulch, wood or plant fiber mulch, or rubber mulch is used 

instead of rock mulch. 

Complies. 50 percent indicated 

Landscape Amount 
Category To Be Reviewed Regulation Compliance Findings 

Total Square Footage 219,978     

Required Landscaping  43,996 Complies 46,795 

Required Deciduous Trees 16 Complies Exceeds minimum  

Required Evergreen Trees 14 Complies Exceeds minimum  

Required Shrubs 34 Complies Exceeds minimum  

Drought Tolerant Plants 32 Complies Exceeds minimum  

19.09 Off Street Parking 
General Provisions 

Regulation Compliance Findings 

Materials: Parking areas shall consist of concrete, asphalt, or other 

impervious materials approved in the City’s adopted construction 

standards 
Complies. Asphalt and concrete curbing 

Parking Area Access: Common Access: Parking areas for one or more 

structures may have a common access so long as the requirements of all 

City ordinances, regulations, and standards are met. The determination 

of the locations for a common access shall be based upon the geometry, 

road alignment, and traffic volumes of the accessed road per the 

Standard Technical Specifications and Drawings. 

Complies. Common access (2) provided 

Sidewalk Crossing: All non-residential structures are required to 

provide parking areas where automobiles will not back across a 

sidewalk to gain access onto a public or private street. 
Complies.  



Cross Access: Adjacent non-residential development shall stub for 

cross-access. Developers must provide the City with documentation of 

cross-access easements with adjacent development. 
Complies. On plat 

Lighting: Parking areas shall have adequate lighting to ensure the safe 

circulation of automobiles and pedestrians. Lighting shall be shielded 

and directed downward. 

Does Not 

Comply. 
See redlines 

Location of Parking Areas: Required off-street parking areas for non-

residential uses shall be placed within 600 feet of the main entrance to 

the building. Unenclosed parking for residential areas shall not be 

provided in rear yards, unless said yard abuts an alley-type access or is 

fenced with privacy fencing 

Complies.  

Curb Cuts and Shared Parking: In most cases, shared parking areas 

shall share ingress and egress. This requirement may be waived when 

the City Engineer believes that shared accesses are not feasible. In 

reviewing the site plans for the shared parking areas, the City Engineer 

shall evaluate the need for limited access, appropriate number of curb 

cuts, shared driveways, or other facilities that will result in a safer, 

more efficient parking and circulation pattern. 

Complies.  

Parking Requirements and Shared Parking 
Available on-street parking shall not be counted towards meeting the 

required parking stalls. 
Complies. No on-street parking 

When a parking requirement is based upon square footage, the assessed 

parking shall be based upon gross square footage of the building or use 

unless otherwise specified in the requirement. 
Complies.  

When parking requirements are based upon the number of employees, 

parking calculations shall use the largest number of employees who 

work at any one shift. Where shift changes may cause substantial 

overcrowding of parking facilities, additional stalls may be required. 

N/A. Parking based on square footage 

When a development contains multiple uses, more than one parking 

requirement may be applied. 
N/A. 

Both buildings used for medical 

offices 

Tandem parking spaces will not be counted as parking spaces for non-

residential uses except for stacking spaces where identified. 
N/A.  

Any fraction obtained when calculating the parking requirement shall 

be rounded up to the next whole number to determine the required 

number of parking stalls. 
Complies.  

Any information provided by the developer relative to trip generation, 

hours of operation, shared parking, peak demands, or other information 

relative to parking shall be considered when evaluating parking needs. 
Complies.  

Parking requirements may deviate from the standards contained in 

Section 19.09.10, Required Minimum Parking, when the land use 

authority determines that the deviation meets the intent of this Chapter. 

Reductions may not exceed 25% of the parking requirements and shall 

be based on the following criteria: 

a. the intensity of the proposed use;  

b. times of operation and use;  

c. whether the hours or days of operation are staggered thereby 

reducing the need for the full amount of required parking;  

d. whether there is shared parking agreement in accordance with 

Section 19.09.05.10 below;  

e. trip generation; and  

f. peak demands. 

Complies. No deviation requested 

Up to twenty-five percent of the required parking may be shared with 

an adjacent use upon approval by the land use authority. The developer 

must provide:  

a. an agreement granting shared parking or mutual access to the entire 

parking lot; and  

Complies. 
Each lot complies, cross-parking 

easement to be included on plat 



b. peak demand data by a professional traffic engineer showing that 

shared parking will accommodate the uses. 

Parking lots larger than 75,000 square feet shall provide raised or 

delineated pedestrian walkways. Walkways shall be a minimum of ten 

feet wide and shall be placed through the center of the parking area and 

extend to the entrance of the building. Landscaped islands along the 

center walkway shall be placed at a minimum interval of every thirty 

feet. Landscaped islands are encouraged to be offset from one another 

to create a feeling of greater coverage. Pedestrian covered walkways 

may be substituted for tree-lined walkways. Where the developer 

desires to have a driveway access at the center of the parking area, a 

pedestrian access shall be placed on either side of the driveway. 

Complies. 
Walkway provide to each main 

entrance 

Landscaping in Parking Areas 
All parking areas (not including a driveway for an individual dwelling) 

for non-residential or multi-family residential uses that are adjacent to 

public streets shall have landscaped strips of not less than ten feet in 

width placed between the sidewalk and the parking areas, containing a 

berm, hedge, or screen wall with a minimum height of three feet to 

minimize intrusion of lighting from headlights and other lighting on 

surrounding property. Trees, both deciduous and evergreen, shall be 

placed in the strip with spacing of no more than thirty feet between 

trees except in the clear sight triangle, and except where located 

beneath powerlines. The standards of section 19.06.06, Planting 

Standards and Design Requirements, shall apply for the minimum size 

of vegetation. Within regional parks this requirement may be met 

through the use of intermittent planter beds rather than a berm, hedge, 

or screen wall; trees or shrubs may be clustered in the planter beds 

where necessary to shield light spillage. 

Complies. Provided 

All landscaped areas abutting any paved surface shall be curbed (not 

including a driveway for an individual dwelling). Boundary 

landscaping around the perimeter of the parking areas shall be 

separated by a concrete curb six inches higher than the parking surface. 

Complies.  

Clear Sight Triangles must be followed. Complies. 
Show clear sight triangles on site 

plan and landscape plan 

All landscaped parking areas shall consist of trees, shrubs, and 

groundcover. Areas not occupied by structures, hard surfaces, vehicular 

driveways, or pedestrian walkways shall be landscaped and maintained. 

All landscaped areas shall have an irrigation system. 

Complies. Provided 

On doubled rows of parking stalls, there shall be one 36-foot by 9-foot 

landscaped island on each end of the parking rows, plus one 36-foot by 

9-foot landscaped island to be placed at a minimum of every twenty 

parking stalls. Each island on doubled parking rows shall include a 

minimum of two trees per planter.  

Complies. 

Landscape island between rows of 

parking suffices and provide more 

landscaping than individual islands 

every ten stalls 

On single rows of parking or where parking abuts a sidewalk, there 

shall be one 18-foot by 9-foot landscaped island a minimum of every 

ten stalls. Islands on a single parking row shall have a minimum of one 

tree per island.  

 Exception: Landscaped islands are not required in single rows 

of parking that abut or are no farther than 6 feet from a 

landscaped area containing an equal or greater number of trees 

as would have been provided in islands, in addition to trees 

required for the landscaped area. Such trees shall be located 

within 9 feet of the edge of parking area, and shall have a 

canopy width that, at maturity, will extend into the parking 

area. 

Complies. 

Single row along north property 

line contains additional trees than 

would be required with islands 



Landscaped islands at the ends of parking rows shall be placed and 

shaped in such a manner as to help direct traffic through the parking 

area. 
Complies.  

Required Minimum Parking 
Office, Medical and Health Care 5 stalls per 1000 sq. ft. Complies. 404 required, 405 provided 

 

Dimensions for Parking Stalls & Aisle 

 Stall Width Stall Length 

Aisle Width 

(one-way 

traffic) 

Aisle Width (two-

way traffic) 

90° Parking 

Required 9' 18' 24' 24' 

Provided 9' 18' N/A 24', 26', 27', 30' 

 

 

19.11 Lighting 
General Standards 

Regulation Compliance Findings 

Material: All Lighting Fixtures and assemblies shall be metal. 
Can 

Comply. 
Verify 

Base: All lighting poles shall have a 16” decorative base. 
Can 

Comply. 
Verify 

Type: All lighting fixtures shall be of the full cutoff variety. Shoebox 

fixtures are prohibited. 
Complies.  

Angle: Shall be directed downward. 
Can 

Comply. 

Verify wall scones are down 

lighting only 

Lamp: Bulbs may not exceed 4000K Complies.  

Drawings: Design and location of fixtures shall be specified on the 

plans 
Complies.  

Flags: The Unites States flag and the state flag shall be permitted to be 

illuminated from dusk till dawn. All other flags shall not be illuminated 

past 11:00 p.m. Flag lighting sources shall not exceed 10,000 lumens 

per flagpole. The light source shall have a beam spread no greater than 

necessary to illuminate the flag. 

N/A.  

Prohibited Lighting: Searchlights, strobe lights and any laser source 

light or any similar high intensity light. 
Complies.  

Descriptions: Descriptions of the illuminating devices, fixtures, lamp 

supports, and other devices. This description may include, but is not 

limited to, manufacturers’ specifications, drawings, and sections. 
Complies.  

Nonresidential Lighting 
All wall-mounted fixtures shall not be mounted above 16’. The 

exception shall be those instances where there is a second story access 

directly from the outdoors, and under-eave lighting. Wall-mounted 

lighting shall be only for the illumination of vertical surfaces such as 

building facades and signs, and shall not cast illumination beyond the 

surface being illuminated. 

Complies. Wall lights at 16 feet or lower 

Intermittent lighting must be of the "motion sensor" type that stays on 

for a period of time not to exceed ten (10) minutes and has a sensitivity 

setting that allows the lighting fixture to be activated only when motion 

is detected on the site. 

N/A.  

All trespass lighting shall not exceed one foot-candles measured at the 

property line, except that trespass lighting into residential development 

shall not exceed 0.1 foot-candles measured at the property line. 

Can 

Comply. 
Verify at property line 



All freestanding lighting fixtures and assemblies shall be black. 

Regional Parks may include theme lighting fixtures in colors other than 

black. The color shall enhance the theme of the park and shall be 

approved during the site plan review process. 

Can 

Comply. 
Verify 

Pole design shall include an arm and bell shade. Regional Parks may 

include theme lighting fixtures that do not include an arm and bell 

shade. The design shall enhance the theme of the park and shall be 

approved during the site plan review process. 

Complies.  

Parking lot poles shall be limited to a height of 16’ when in or within 

200’ of a residential zone; all other locations shall have a height limit of 

20’. 

Can 

Comply. 
Verify 

All lighting fixtures in surface parking lots and on the top decks of 

parking structures shall be fitted to render them full cutoff. 
Complies.  

One hour after closing or by 11:00pm, whichever is earlier, businesses 

must turn off at least fifty percent (50%) of building lighting and 

lighting fixtures in surface parking lots and on top decks of parking 

structures; however, those lighting fixtures turned off may be set to 

function utilizing a motion detector system. Lights may be turned back 

on one half hour prior to the first employee shift. 

Can 

Comply. 
Note to read as redlined on plan 

Business open for 24 hours must turn off 50% of their outdoor and 

parking lot lighting by 11:00pm and must keep them off until one half 

hour before sunrise, however, those lighting fixtures turned off may be 

set to function utilizing a motion detector system. 

N/A.  

Walkway Lighting 
Lighting of all pedestrian pathways is recommended. N/A. No walkway lighting proposed 

All pathway, walkway, and sidewalk lighting fixtures shall be mounted 

at a height not to exceed 10 feet. i. Themed walkway lighting within 

Regional Parks shall not exceed a height of 25 feet. Such lighting 

within 200 feet of residential development shall not exceed 16 feet. 

N/A. Not proposed 

Bollard lighting shall be limited to a height of 4 feet. N/A. Not proposed 

Lighting Plan 
Plans indicating the location and types of illuminating devices on the 

premises. 
Complies.  

Descriptions of the illuminating devices, fixtures, lamp supports, and 

other devices. This description may include, but is not limited to, 

manufacturers’ specifications, drawings, and sections. 

Can 

Comply. 
Provide additional information 

Photometric sheet showing measurement of light intensity across the 

site and onto adjacent property in terms of candela, lumens, and foot-

candles. 

Can 

Comply. 

Verify at north residential property 

line 

Plans providing information required in the Technical Standards and 

Specifications Manual. 
N/A.  

 

19.12 Subdivision 
Preliminary Plat Requirements 

Regulation Compliance Findings 

Standard Plat Format followed. Complies.  

Name and address of property owner and developer. Complies.  

Name of land surveyor. Complies.  

The location of proposed subdivision with respect to surrounding 

property and street. 
Complies.  

The name of all adjoining property owners of record, or names of 

adjoining developments. 
Complies.  

The names and location of ROW widths of adjoining streets and all 

facilities within 100 feet of the platted property. 
Complies.  



Street and road layout with centerline bearing and distance labels, 

dimensions, and names of existing and future streets and roads, (with 

all new names cleared through the City GIS Department). 
Complies.  

Subdivision name cleared with Utah County  Verify with County 

North arrow. Complies.  

A tie to a permanent survey monument at a section corner. Complies.  

The boundary lines of the project with bearings and distances and a 

legal description. 
Complies.  

Layout and dimensions of proposed lots with lot area in square feet. Complies.  

Location, dimensions, and labeling of roads, structures, irrigation 

features, drainage, parks, open space, trails, and recreational amenities. 
Complies.  

Location of prominent natural features such as rock outcroppings, 

woodlands, steep slopes, etc. 
N/A.  

Proposed road cross sections Complies. On civil plans 

Proposed fencing. Complies. On site plan 

Vicinity map Complies.  

All required signature blocks are on the plat. Complies.  

Prepared by a professional engineer licensed in Utah. Complies.  

Proposed methods for the protection or preservation of sensitive lands. N/A.  

Location of any flood plains, wetlands, and other sensitive lands. N/A.  

Location of 100-year high water marks of all lakes, rivers, and streams. N/A.  

Projected Established Grade of all building lots. Complies. On civil plans 

A data table. 

1. total project area;  

2. total number of lots, dwellings, and buildings;  

3. where buildings are included, square footage of proposed 

building footprints and, if multiple stories, square footage by 

floor;  

4. for multi-family developments, the number of proposed garage 

parking spaces and number of proposed total parking spaces;  

5. percentage of buildable land;  

6. acreage of sensitive lands and percentage sensitive lands 

comprise of total project area and open space area;  

7. area and percentage of open space or landscaping;  

8. area to be dedicated as right-of-way (public and private); 

9. net density of dwellings by acre (sensitive lands must be 

subtracted from base acreage). 

Complies.  

Phasing Plan: Including a data table with the following Information 

for each phase: 

i.  subtotal area in square feet and acres;  

ii. number of lots or dwelling units;  

iii. open space area and percentage; 

iv. utility phasing plan;  

v. number of parking spaces;  

vi. recreational facilities to be provided;  

vii. overall plan showing existing, proposed, and remaining phases. 

N/A.  

Final Plat Requirements 
Subdivision name and location. Complies.  

Standard Plat Format followed. Complies.  

Name and address of property owner and developer. Complies.  

Name of land surveyor. Complies.  

The location of proposed subdivision with respect to surrounding 

property and street. 
Complies.  

The name of all adjoining property owners of record, or names of 

adjoining developments. 
Complies.  



The names and location of ROW widths of adjoining streets and all 

facilities within 100 feet of the platted property. 
Complies.  

North arrow. Complies.  

A tie to a permanent survey monument at a section corner. Complies.  

The boundary lines of the project with bearings and distances and a 

legal description with total project area in SF and acres. 
Complies.  

Layout and dimensions of proposed lots with lot area in square feet and 

acres. Lot boundaries shall include dimensions and bearings. 
Complies.  

Lot Numbers. Complies.  

Location, dimensions, and labeling of roads, structures, irrigation 

features, drainage, parks, open space, trails, and recreational amenities. 
Complies.  

Location of prominent natural features such as rock outcroppings, 

woodlands, steep slopes, etc. 
N/A.  

Proposed road ROW widths. Complies.  

Vicinity map. Complies.  

All required signature blocks are on the plat. Complies.  

Prepared by a professional engineer licensed in Utah. Complies.  

Proposed methods for the protection or preservation of sensitive lands. N/A.  

Fencing plans. N/A. On site plan 

Location of any flood plains, wetlands, and other sensitive lands. N/A.  

Flood plain boundaries as indicated by the Federal Emergency 

Management Agency as well as the location of 100-year high water 

marks of all lakes, rivers, and streams. 
N/A.  

Existing and Proposed easements. Complies.  

Street monument locations. Complies.  

Lot and road addresses and addresses for each intersection. Road names 

shall be approved by the City GIS department before being added to the 

subdivision plat. 
Complies.  

A data table. 

1. total project area;  

2. total number of lots, dwellings, and buildings;  

3. where buildings are included, square footage of proposed 

building footprints and, if multiple stories, square footage by 

floor;  

4. for multi-family developments, the number of proposed garage 

parking spaces and number of proposed total parking spaces;  

5. percentage of buildable land;  

6. acreage of sensitive lands and percentage sensitive lands 

comprise of total project area and open space area;  

7. area and percentage of open space or landscaping;  

8. area to be dedicated as right-of-way (public and private); 

9. net density of dwellings by acre (sensitive lands must be 

subtracted from base acreage). 

Complies.  

Phasing Plan: Including a data table with the following Information 

for each phase: 

Subtotal area in square feet and acres;  

ii. number of lots or dwelling units;  

iii. open space area and percentage; 

iv. utility phasing plan;  

v. number of parking spaces;  

vi. recreational facilities to be provided;  

vii. overall plan showing existing, proposed, and remaining phases. 

N/A.  

Subdivision Layout 
Layout: The subdivision layout should be generally consistent with the 

City’s adopted Land Use Element of the General Plan, and shall 
Complies.  



conform to any land use ordinance, any capital facilities plan, any 

impact fee facilities plan, and the transportation master plan. 

Block Length: The maximum length of blocks shall be 1,000 feet. In 

blocks over 800 feet in length, a dedicated public walkway through the 

block at approximately the center of the block will be required. 
Complies.  

Such a walkway shall not be less than fifteen feet in width unless 

otherwise approved by the City in accordance with other applicable 

standards approved by the City Council. 
N/A.  

Connectivity: The City shall require the use of connecting streets, 

pedestrian walkways, trails, and other methods for providing logical 

connections and linkages between neighborhoods. 
Complies. 

Sidewalk connection to the north 

and to the Redwood Road trails and 

Pioneer Crossing trail 

Mailboxes: Group mailboxes shall be accessed only from a local street, 

and shall not be placed on a collector or arterial street, unless a bulbout 

is provided with space for a minimum of three vehicles to park outside 

the lane of travel and shoulder. 

N/A. Individual delivery to each building 

Private Roads: Private roads may be constructed as approved as part 

of the Preliminary Plat approval and so long as such roads meet the 

same standards identified in the Saratoga Springs Standard Street 

Improvement Details. 

N/A. No private road. Driveways on-site. 

Access: Where the vehicular access into a subdivision intersects an 

arterial road as defined in the Transportation Master Plan, driveways 

shall not be placed on the intersecting road within 100’ of the arterial 

connection. 

Complies. 294 feet 

Two separate means of vehicular access onto a collector or arterial road 

shall be required when the total number of equivalent residential units 

(including adjacent developments and neighborhoods) served by a 

single means of access will exceed fifty. 

Access Exception: Where no point of second access is available within 

five hundred feet (500’), and where all units are provided with an 

approved sprinkler system, a second access shall not be required until 

the number of units reaches double the above limits. 

Complies.  

Where two means of access are required, the points of access shall be 

placed a minimum of 500 feet apart, measured along the center of the 

driving lane from center of right-of-way to center of right-of-way. 
N/A.  

Shared Driveways: Shared driveways shall be a minimum of twenty-

six feet in width and shall direct all runoff to a public or private 

drainage system. All dwellings on shared driveways shall provide 

enclosed garages or other covered parking. Shared driveways accessing 

more than four dwellings shall also provide a minimum of twenty feet 

of parking space between the garage and shared driveway. Shared 

driveways with four or fewer dwellings, if not providing a minimum of 

twenty feet of parking space, shall install a remote garage door opener 

prior to issuance of Certificate of Occupancy. All requirements of the 

Fire Code shall also be met. 

Complies. 32 feet 

Lot Design 
All subdivisions shall result in the creation of lots that are developable 

and capable of being built upon. 
Complies. Lots meet minimum standards 

All lots or parcels created by the subdivision shall have frontage on a 

street or road that meets the City’s ordinances, regulations, and 

standards for public roads. 
Complies.  

Flag lots may be approved with less frontage when the Planning 

Commission determines that the creation of such a lot would result in 

an improved design or better physical layout for the lot based on the 

following criteria:  

i. For subdivisions with 20 or less lots: no more than 10% 

(rounding down) of the total lots are allowed to be flag lots; 

N/A.  



ii. For subdivisions with 50 or less lots: no more than 7.5% 

(rounding down) of the total lots are allowed to be flag lots; 

and  

iii. For subdivision with more than 50 lots: no more than 5% 

(rounding down) of the total lots are allowed to be flag lots. 

Land dedicated as public roads and rights-of-way shall be separate and 

distinct from land included in lots adjacent to public roads and rights-

of-way. 
Complies.  

Side property lines shall be at approximately right angles to the street 

line or radial to the street line. 
Complies.  

Corner lots for residential use shall be ten percent larger than the 

required minimum lot. 
N/A.  

No lot shall be created that is divided by a municipal or county 

boundary line. 
Complies.  

Remnants of property shall not be left in the subdivision that do not 

conform to lot requirements or are not required or suitable for common 

open space, private utilities, public purposes, or other purpose approved 

by the City Council. 

Complies.  

Double access lots are not permitted with the exception of corner lots. Complies.  

Driveways for residential lots or parcels shall not be allowed to have 

access on major arterials. 

Exception: Exceptions may be made for large lots (at least 1 acre in 

size) or for lots where the home is set back over 150 feet from the 

arterial roadway. Approval by UDOT may be required. 

N/A.  

All subdivisions along arterial roadways shall conform to the City’s 

requirements and adopted street cross-section including pedestrian 

walkways, park strips, landscaping, and fencing. 
Complies.  

 

19.13 Process 
Regulation Findings 

Neighborhood Meeting. Neighborhood meeting held prior to rezone/GPA/concept plan public hearing 

Notice/Land Use Authority. Preliminary plat – City Council; final plat – staff; site plan – Planning Commission 

Master Development Agreement. At time of rezone 

Phasing Improvements. N/A 

Payment of Lieu of Open Space. N/A 

19.16 Site and Architectural Design Standards  
General Site Design Standards 

Regulation Compliance Findings 

Pedestrian Connectivity: All buildings and sites shall be designed to 

be pedestrian friendly by the use of connecting walkways. 
Complies. 

Connection to adjacent 

trails/sidewalks. Pedestrian 

walkway through parking lot. 

Safe pedestrian connections shall be made between buildings within a 

development, to any streets adjacent to the property, to any pedestrian 

facilities that connect with the property, when feasible between 

developments, and from buildings to the public sidewalk to minimize 

the need to walk within the parking lot among cars. 

Complies. 

Connection to adjacent 

trails/sidewalks. Pedestrian 

walkway through parking lot. 

All pedestrian connections shall be shown on the related site plan or 

plat. 
Complies.  

Parking Areas: On-site parking shall be located primarily to the sides 

or rear of the building. Variations may be approved by the Land Use 

Authority, subject to the following criteria:  

i. The use is a big box with outparcels helping to screen 

parking, or  

Complies. 
Majority of parking is located 

between the two buildings 



ii. At least 50% of the parking is located to the side or rear of 

the building, or  

iii. A safety issue is created by locating parking to the side or 

rear as verified and documented by the Saratoga Springs 

Police Department. For example, the parking will be 

entirely concealed from view by existing walls or 

buildings. 

Parking lots shall be designed with a hierarchy of circulation: major 

access drives with no parking; major circulation drives with little or no 

parking; and then parking aisles for direct access to parking spaces. 
Complies.  

Parking lots adjacent to, and visible from, public streets shall be 

screened from view through the use of earth berms, screen walls, 

landscape hedges or combinations thereof with a minimum height of 

three feet as measured from the parking surface. Within regional parks 

this requirement may be met through the use of intermittent planter 

beds rather than a berm, hedge, or screen wall; trees and shrubs may be 

clustered in the planter beds where necessary to avoid light spillage. 

Complies.  

Acceleration and Deceleration Lanes: Acceleration and deceleration 

lanes shall be required on major arterials when deemed necessary by 

the City Engineer. 
Complies.  

Parking Structures: Parking structures shall be architecturally 

consistent with the project buildings, including the use of the same 

primary finish materials as the exterior of the adjacent or adjoining 

buildings. 

N/A.  

Trash Enclosures, Storage Areas, and External Structures: 

Landscaping, fencing, berms, or other devices integral to overall site 

and building design shall screen trash enclosures, storage areas, and 

other external structures. 

Complies.  

Service yards, refuse and waste-removal areas, loading docks, truck 

parking areas and other utility areas shall be screened from view by the 

use of a combination of walls, fences, and dense planting. Screening 

shall block views to these areas from on-site as well as from public 

rights of way and adjacent properties. 

Complies. Not part of site plan 

All trash dumpsters shall be provided with solid enclosures. 

Enclosures shall be composed of 6-foot-high solid masonry or 

decorative precast concrete walls, with opaque gates and self-latching 

mechanisms to keep gates closed when not in use. Bollards are required 

at the front of the masonry walls to protect the enclosure from trash 

collection vehicles. Gates shall be made of opaque metal for durability. 

Chain link gates with or without opaque slats are not acceptable. Colors 

and materials shall be consistent with the main building or use. 

Complies.  

Where trash enclosures, storage areas, or other external structures are 

adjacent to parking areas, a three foot landscaped buffer shall be 

provided that does not impede access into and out of vehicles. 
Complies.  

These areas shall be well maintained and oriented away from public 

view. The consolidation of trash areas between buildings is encouraged. 
Complies.  

Utility Boxes: Dense vegetative buffers which include an evergreen 

variety of plant materials shall be placed where appropriate to screen all 

utility boxes and pedestals in order to remain attractive during the 

winter months. 

Complies.  

Site Design Standards: Non-Residential Development 
Uses Within Buildings: All uses established in any commercial, office 

warehouse, business park, or industrial zone shall be conducted entirely 

within a fully enclosed approved building except those uses deemed by 

the City Council to be customarily and appropriately conducted in the 

open. Uses which qualify for this exception include vegetation 

Complies.  



nurseries, home improvement centers with lumber, outdoor cafes, 

outdoor retail display, car wash vacuums, auto dealerships, and similar 

uses 

Outdoor Display: All retail product displays shall be located under the 

buildings’ permanent roof structure or on designated display pads 

within front landscape areas. 
N/A. No display area 

Access Requirements: Each roadway shall not be more than forty feet 

in width, measured at right angles to the center line of the driveway 

except as increased by permissible curb return radii; and b. the entire 

flare of any return radii shall fall within the right-of-way. 

Complies.  

Off-Street Truck Loading Space: Every structure involving the 

receipt or distribution by vehicles of materials or merchandise shall 

provide and maintain on the building’s lot adequate space for standing, 

loading, and unloading of the vehicles in order to avoid undue 

interference with public use of streets, alleys, required parking stalls, or 

accessible stalls. 

N/A. Loading area not part of site plan 

Screening of Storage & Loading Areas: To alleviate the unsightly 

appearance of loading facilities, these areas shall not be located on the 

side(s) of the building facing the public street(s). Such facilities shall be 

located interior to the site. 

N/A.  

Screening for storage and loading areas shall be composed of 6 foot 

high solid masonry or architectural precast concrete walls with opaque 

gates and self-latching mechanisms, to keep gates closed when not in 

use. Bollards are required at the front of the masonry walls to protect 

the enclosure from trash collection vehicles. 

N/A.  

Gates shall be made of opaque metal for durability. Chain link gates 

with opaque slats are prohibited. 
N/A.  

The method of screening shall be architecturally integrated with the 

adjacent building in terms of materials and colors. 
N/A.  

Trash areas shall be designed to include the screening of large items 

(e.g. skids and pallets) as well as the trash bin(s) that are needed for the 

business (unless storage is otherwise accommodated behind required 

screened storage areas). 

N/A.  

Buffers: A wall and landscaping, fencing, or landscaping of acceptable 

design shall effectively screen the borders of any commercial or 

industrial lot which abuts an existing agricultural or platted residential 

use. Such a wall, fence, or landscaping shall be at least six feet in 

height, unless a wall or fence of a different height is required by the 

Land Use Authority as part of a site Plan review. 

Complies. 
Vinyl fence to match Dalmore to be 

installed 

No chain link or wood fences are permitted as buffering or screening 

between commercial and residential. Masonry and solid vinyl are 

suggested types of fences, and as circumstances require, one or the 

other may be required. 

Complies.  

Unless otherwise required by this Title, walls or fences used as a buffer 

or screen shall not be less than six feet in height. 
Complies. Fence to be six feet high 

Parking Lot Buffers: There shall be a minimum of 10 feet of 

landscaping between parking areas and side and rear property lines 

adjacent to agricultural and residential land uses. 
Complies. 10 feet 11 inches 

Building Buffer: No building shall be closer than five feet from any 

private road, driveway, or parking space. The intent of this requirement 

is to provide for building foundation landscaping and to provide 

protection to the building. Exceptions may be made for any part of the 

building that may contain an approved drive-up window. 

Complies. Exceeds five feet 

Interconnection: All parking and other vehicular use areas shall be 

interconnected with adjacent non-residential properties in order to allow 

maximum off-street vehicular circulation. 
Complies. Proposed 



General Architectural Design Standards 
Building Articulation: Building elevations exceeding 40 feet in length 

shall incorporate a minimum of one horizontal elevation shift or 

combination of vertical and horizontal elevation shifts, stepping 

portions of the elevation to create shadow lines and changes in 

volumetric spaces of at least five feet, and a minimum of two of the 

following, all spaced at intervals of 20 to 50 feet of horizontal width:  

i. A combination of vertical and horizontal elevation shifts 

that together equal at least five feet. 

ii. Addition of horizontal and vertical divisions by use of 

textures or materials.  

iii. Primary material change.  

iv. Addition of projections such as balconies, cornices, 

covered entrances, porte-cocheres, trellis’, pergolas, 

arcades, and colonnades. Such trellis’ and awnings extend 

outward from the underlying wall surface at least 36-

inches. 

v. Variation in the rooflines by use of dormer windows, 

overhangs, arches, stepped roofs, gables or other similar 

devices. 

Complies. 

Buildings contain a combination of 

materials change, popouts, awning, 

horizontal change, and roofline 

changes 

Roof Treatment: Sloped roofs shall provide articulation and variations 

in order to break up the massiveness of the roof. Sloped roofs shall 

include eaves which are proportional to the roofs slope and scale of the 

building. 

N/A.  

Flat roofs shall be screened with parapets on all sides of the building. If 

no roof top equipment exists or is proposed, the parapet shall be a 

minimum of 12 inches in height above the roof 
Complies.  

Roof mounted equipment shall not be visible from adjacent public and 

private streets as well as from adjacent properties, unless grade 

differences make visibility unavoidable. 
Complies.  

Screening shall be solid and shall be consistent with the material and 

color of exterior finishes of the building through the use of at least two 

out of three of the exterior finishes of the building. 
Complies.  

Windows: Windows, other than rectangular windows, may be used as 

accents and trim. Untreated aluminum or metal window frames are 

prohibited. 
N/A.  

Awnings, Canopies, Trellises, Pergolas, and Similar Features: All 

such features must be attached to a vertical wall. 
Complies.  

All such features shall project at least 4 feet from the building when 

located over a pedestrian traffic area and no less than 2 feet otherwise. 
Complies. Awnings are four feet 

All such features shall maintain a minimum clearance above sidewalk 

grade of 8 feet to the bottom of the framework when located over a 

pedestrian traffic area. 
Complies. Ten feet 

Backlighting is not permitted. Complies. No backlighting proposed 

Mechanical Equipment: All mechanical equipment shall be located or 

screened and other measures shall be taken so as to shield visibility of 

such equipment from any public or private streets. 
Complies.  

Wing walls, screens, or other enclosures shall be shall be integrated into 

the building and landscaping of the site, whether located on the ground 

or roof. 
Complies.  

Rooftops of buildings shall be free of any mechanical equipment unless 

completely screened from all horizontal points of view. 
Complies.  

Screening materials shall conform to the color scheme and materials of 

the primary building. 
Complies.  

Non-Residential Architectural Design Standards 



Four Sided Architecture: All sides of a building that are open to 

public view (including views from adjacent residential dwellings or 

probable location of residential dwellings) shall receive equal 

architectural design consideration as the building front. 

Complies.  

Color and Materials: Exterior Building Materials shall be considered 

any materials that make up the exterior envelope of the building and 

shall be limited to no more than four and no less than two types of 

materials per building, window and door openings excluded. 

Complies. Four primary materials proposed 

Color of exterior building materials (excluding accent colors) shall be 

limited to no more than four and no less than two major colors per 

development. 
Complies. Four colors proposed 

Bright colors, such as neon or fluorescent colors, bright orange or 

yellow, and primary colors, are only permitted as accent colors. 
Complies.  

No more than 75% of any building elevation shall consist of any one 

material or color. i. No more than 50% of any front or street side 

building elevation shall consist of CMU, except in the Office 

Warehouse and Industrial zones. 

Can 

Comply. 

Verify. Building elevation are 

shown split into two calculations of 

the same elevation 

Prohibited Materials: Tiles. Full veneer brick and tiles exceeding ½ 

inch in thickness is permitted, however veneer tile is prohibited. Stucco 

stone patterns and stucco brick patterns. Wood as a primary exterior 

finish material. Plain, grey, unfinished CMU block except as an accent 

material. 

Complies.  

Stairways: All stairways to upper levels shall be located within the 

building unless otherwise approved by the Land Use Authority for 

secondary access to outdoor patio decks or other usable outdoor area. 
Complies.  

Roof Drains: All roof drains, conduit and piping, maintenance stairs 

and ladders, and other related services shall be located on the interior of 

the building. 
Complies.  

Electrical Panels: To the extent possible, all electric panels and 

communication equipment should be located in an interior equipment 

room. 
Complies.  

Street Orientation: All Retail or Commercial buildings shall have 

expansive windows, balconies, terraces, or other design features 

oriented to the street or adjacent public spaces. 
Complies.  

At least 50% of the first floor elevation(s) of a building that is viewed 

from a public street shall include windows and/or glass doors to 

minimize the expanse of blank walls and encourage a pedestrian 

friendly atmosphere. This percentage may be reduced to 35% for 

buildings without a retail component or with medical uses on the first 

floor. 

Complies.  
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FENCE OR WALL ALONG

NORTH PROPERTY LINE

GENERAL NOTES

1. CONTRACTOR TO VERIFY ALL EXISTING CONDITIONS AND LOCATION OF EXISTING

UTILITIES PRIOR TO CONSTRUCTION.

2. ALL INTERSECTIONS TO HAVE ADA HANDICAP RAMPS ACCORDING TO CITY STANDARDS.

3. ALL EXISTING FENCING WITHIN THE PROPOSED BOUNDARY TO BE REMOVED.

4. ALL PRIVATE UTILITIES TO BE LOCATED IN PUBLIC UTILITY EASEMENTS.

5. DRAINAGE ACROSS PROPERTY LINES SHALL NOT EXCEED THAT WHICH EXISTED PRIOR

TO GRADING.  EXCESS OR CONCENTRATED DRAINAGE SHALL BE CONTAINED ON SITE OR

DIRECTED TO AN APPROVED DRAINAGE FACILITY.  LOTS SHALL BE GRADED TO DRAIN

SURFACE WATER AWAY FROM FOUNDATION WALLS.  THE GRADING SHALL FALL A

MINIMUM OF 6 INCHES WITHIN THE FIRST 10 FEET.

6. AREA SHOWN HEREON FALLS WITHIN FLOOD ZONE "X' (AREA DETERMINED TO BE OUTSIDE

OF 500 YEAR FLOOD PLAIN) AS PER FIRM MAP NO. 4955170105B WITH AN EFFECTIVE DATE

OF JULY 17, 2002.

7. ALL DRINKING AND SECONDARY WATER PIPES TO BE DR-18 PVC.

8. ALL COMMERCIAL DRINKING WATER METERS TO BE 1-1/2" DIAMETER PIPE.

9. ALL COMMERCIAL SECONDARY WATER METERS TO BE 1-1/2" DIAMETER PIPE, LATERALS

TO DUAL SERVICE TO BE 1-1/2", LATERALS TO SINGLE SERVICE TO BE 1" PER CITY

STANDARD.

10. ALL DRINKING OR SECONDARY WATER VALVES 12" OR LARGER TO BE BUTTERFLY

VALVES, ALL VALVES SMALLER TO BE GATE VALVES.

11. INSTALL CITY POLY PAST THE METERS TO THE LOT SIDE OF THE SIDEWALK ON DRINKING

LATERALS, SEE CITY DETAIL DW-6.

12. MARKERS MUST BE PLACED AT ALL "OFFSITE" UTILITIES PER CITY STANDARD ST-27.

13. SEE GRADING & DRAINAGE PLAN FOR GRADING REQUIREMENTS.

14. SEE SIGNAGE & STRIPING PLAN FOR SIGN LOCATIONS.

15. ALL STREET SECTIONS TO BE INSTALLED PER CITY STANDARDS. RESIDENTIAL STREET 59

FOOT RIGHT-OF-WAY TO BE INSTALLED PER CITY STANDARD ST-8 (2019). COLLECTOR

STREET 77 FOOT RIGHT-OF-WAY TO BE INSTALLED PER CITY STANDARD ST-9 (2019). ALL

RESIDENTIAL STREETS TO UTILIZE STREET PAVEMENT SECTION RESIDENTIAL ROADWAY

DETAIL 1 SHEET C-902.  ALL COLLECTOR STREETS TO UTILIZE STREET PAVEMENTS

SECTION COLLECTOR ROADWAY DETAIL 2 SHEET C-902.

16. THE PRIVATE ROD IMPROVEMENTS ALONG FRONTAGE OF LOTS 1 AND 2 WILL NEED TO BE

CONSTRUCTED SIMULTANEOUSLY W/ THE THRIVE COMMERCIAL PLAN.

CITY STANDARD NOTES

1. CONTRACTOR SHALL FIELD VERIFY LOCATIONS AND INVERT ELEVATIONS OF EXISTING

MANHOLES AND OTHER UTILITIES BEFORE STAKING OR CONSTRUCTING ANY NEW SEWER

LINES.

2. CONTRACTOR SHALL FIELD VERIFY LOCATIONS AND INVERT ELEVATIONS OF EXISTING

STORM DRAIN STRUCTURES AND OTHER UTILITIES BEFORE STAKING OR CONSTRUCTING

ANY NEW STORM DRAIN LINES.

3. ALL CONSTRUCTION SHALL COMPLY WITH THE STANDARD TECHNICAL SPECIFICATIONS

AND DRAWINGS FOR THE CITY OF SARATOGA SPRINGS, UTAH.

4. EXISTING UTILITIES HAVE BEEN NOTED TO THE BEST OF ENGINEERS KNOWLEDGE,

HOWEVER IT IS OWNERS AND CONTRACTORS RESPONSIBILITY TO LOCATE UTILITIES IN

FIELD AND NOTIFY ENGINEER AND CITY IF DISCREPANCIES EXIST PRIOR TO CONTINUING

ANY CONSTRUCTION.

5. POST-ACCEPTANCE ALTERATIONS TO LIGHTING PLANS OR INTENDED SUBSTITUTIONS

FOR ACCEPTED LIGHTING EQUIPMENT SHALL BE SUBMITTED TO THE CITY FOR REVIEW

AND ACCEPTANCE.

6. THE CITY RESERVES THE RIGHT TO CONDUCT POST-INSTALLATION INSPECTIONS TO

VERIFY COMPLIANCE WITH THE CITY'S REQUIREMENTS AND APPROVED LIGHTING PLAN

COMMITMENTS AND IF DEEMED APPROPRIATE BY THE CITY, TO REQUIRE REMEDIAL

ACTION AT NO EXPENSE TO THE CITY.

7. ALL EXTERIOR LIGHTING SHALL MEET IESNA FULL-CUTOFF CRITERIA.

TOTAL PROJECT AREA

PLAT A

OPEN SPACE AREA

BUILDABLE LAND

LANDSCAPE AREA

IMPERVIOUS AREA

0.00

20.97

0.66

2.03

AC

913,685

0.00

28,750

88,427

SF

SENSITIVE LAND 0.00

NON-SENSITIVE OS 0.00

0.00

0.00

LOT AREA 18.29 796,589

2.68 117,096

SENSITIVE LAND 0.00 0.00

%

100%

0%

100%

3%

10%

0%

0%

87%

13%

0%

20.97

RIGHT-OF-WAY AREA (TO BE DEDICATED)

LOTS .......................................................... 14 LOTS

PARCELS .................................................. 0 PARCELS

BUILDINGS ............................................... 0 BUILDINGS

DWELLINGS .............................................. 0 DWELLINGS

DENSITY .................................................... 0 UNITS/ ACRE

MINIMUM LOT SIZE.................................... 0.69  ACRES / 29,975  SF

MAXIMUM LOT SIZE................................... 3.24  ACRES / 141,146  SF

AVERAGE LOT SIZE................................... 1.31  ACRES / 56,899  SF

NUMBER OF GARAGE PARKING SPACES
0

NUMBER OF DRIVEWAY PARKING SPACES 0

NUMBER OF STRIPED PARKING STALLS 0

TABULATIONS

913,685

1 2

13 12 1114 10

9

3

4

5

6

8

7

58' UTILITY & ACCESS

EASEMENT

10' DRINKING WATER

LINE EASEMENT

15' SEWER

EASEMENT

PROPOSED

D

SSSS

D

S

BOUNDARY LINE

STREET CENTERLINE

EASEMENT LINE

LOT LINES

SEWER PIPE SS-1, ST-7, (*2)

SEWER MANHOLE SS-2, SS-2A, (*2)

4" SEWER SERVICE SS-3, (*5)

STORM DRAIN PIPE (RCP) SD-1, ST-7, (*2)

STORM DRAIN MANHOLE SS-2, (*2)

CURB INLET SD-2

COMBO BOX SD-4

4'x4' CATCH BASIN (*2)

3'x3' CATCH BASIN (*2)

INLET/OUTLET W/ GRATE SD-5

CULINARY WATER PIPE CW-1, CW-2, CW-3,ST-7, (*2)

45° PIPE ELBOW (W) CW-2, CW-3, (*2)

22.5° PIPE ELBOW (W) CW-2, CW-3, (*2)

11.25° PIPE ELBOW (W) CW-2, CW-3, (*2)

FIRE HYDRANT CW-4

3/4" SERVICE & METER (W) CW-5

PRV(W) CW-10A, CW-10B, CW-15

AIR-VAC VALVE (W)

EXISTING DETAILS

LEGEND

SDEX SD

SSEX SS

WEX W

PROPOSED

STOPSTOP

2" BLOW-OFF (W) CW-13, CW-15

VALVE (W & SW) (*1)(*2)

TEE CW-2, (*2)

CROSS CW-2, (*2)

SECONDARY WATER PIPE PI-1, PI-2, ST-7, (*2)

45° PIPE ELBOW (SW) PI-2, (*2)

22.5° PIPE ELBOW (SW) PI-2, (*2)

11.25° PIPE ELBOW (SW) PI-2, (*2)

1" SINGLE SW SERVICE PI-3, PI-5A, PI-5C

1-1/2" DUAL SW SERVICE PI-3, PI-5B, PI-5C

SW SERVICE TO PARKS PI-4

AIR-VAC VALVE (SW) PI-8, PI-13

BACKFLOW PREVENTER PI-11

2" BLOW-OFF (SW) PI-12, PI-13

30" C&G (COLLECTOR) ST-1, ST-2A

24" C&G (LOCAL) ST-1, ST-2C

24" SHED C&G ST-1, ST-2F

SIDEWALK ST-1

STOP SIGN ST-28

STREET SIGN ST-28

MONUMENT ST-29

SPRINKLER CONDUIT ST-9, (*3)

FENCE LS-14, LS-15, DET. 1 SH. D-4

W W

EXISTING DETAILS

SWEX-SW

PROPOSED

EX-FO

EX-GAS

EX-OHP OHP

STREET LIGHT LOCAL LP-1, LP-1B, LP-1C, LP-4, LP-6

STREET LIGHT COLLECTOR LP-2, LP-2B, LP-2C, LP-5, LP-6

POWER POLE

DITCH

FIBER OPTIC

GAS

OVERHEAD POWER

FLOW ARROW

CONTOURS

100 YEAR FLOOD ROUTE

MATCH LINE

DRIVE APPROACH ST-4

ADA RAMP ST-5A, ST-5B, ST-5C, ST-5E

TRAIL ST-15A, ST-34, (*4)

EXISTING

(*1)CULINARY & SECONDARY WATER LINES LESS THAN 12" TO BE GATE VALVES, LINES 12" & LARGER REQUIRE BUTTERFLY VALVES

(*2)SEE PLAN & PROFILE FOR SIZE & MATERIAL

(*3)SEE LANDSCAPE DESIGN FOR NUMBER OF CONDUITS & SIZES

(*4)SEE PLAN & PROFILE FOR WIDTH & DESIGN MATERIALS

(*5) SEWER SERVICE MINIMUM SLOPE 2%

DETAILS

FLOOD ZONE LINE BASED ON

ELEVATION 4493.4
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DATE SURVEYOR
(See Seal Below)

SARATOGA SPRINGS, UTAH COUNTY, UTAH

N
O

R
TH

VICINITY MAP

A PARCEL OF LAND SITUATED IN THE NORTHEAST QUARTER OF SECTION 23, TOWNSHIP 5 SOUTH, RANGE 1 WEST,
SALT LAKE BASE AND MERIDIAN, SAID PARCEL BEING MORE PARTICULARLY DESCRIBED AS FOLLOWS:

BEGINNING AT A POINT ON THE EASTERLY RIGHT-OF-WAY LINE OF REDWOOD ROAD (SR-68) LOCATED S0°13'38"E 866.50
FEET AND EAST 99.61 FEET FROM THE NORTH QUARTER CORNER OF SECTION 23, TOWNSHIP 5 SOUTH, RANGE 1 WEST,
SALT LAKE BASE AND MERIDIAN; THENCE N89°57'12"E ALONG THE SOUTH LINE OF DALMORE MEADOWS PHASE 1 AMENDED,
PHASE 2 AND THE EXTENSION THEREOF 1835.17 FEET; THENCE SOUTH 183.10 FEET; THENCE SOUTHEASTERLY ALONG THE ARC
OF A 1970.50 FOOT RADIUS NON-TANGENT CURVE TO THE LEFT (RADIUS BEARS: N12°17'34"E) 182.70 FEET THROUGH A CENTRAL
ANGLE OF 5°18'45" (CHORD: S80°21'49"E 182.64 FEET); THENCE S6°58'49"W 59.00 FEET; THENCE SOUTH 218.66 FEET TO THE
NORTHERLY RIGHT-OF-WAY LINE OF PIONEER CROSSING; THENCE N89°50'35"W ALONG THE EXTENSION OF AND THE NORTH
RIGHT-OF-WAY LINE OF PIONEER CROSSING 553.69 FEET; THENCE N41°29'38"W 28.16 FEET; THENCE N85°10'56"W 104.04 FEET;
THENCE S68°19'57"W 34.33 FEET; THENCE NORTHWESTERLY ALONG THE ARC OF A 2556.00 FOOT RADIUS NON-TANGENT CURVE
TO THE LEFT (RADIUS BEARS: S2°57'47"W) 179.11 FEET THROUGH A CENTRAL ANGLE OF 4°00'54" (CHORD: N89°02'40"W 179.08
FEET); THENCE S89°39'27"W 928.73 FEET; THENCE N78°08'30"W 134.27 FEET; THENCE N35°08'00"W 83.70 FEET TO THE EAST
RIGHT-OF-WAY LINE OF REDWOOD ROAD (SR-68); THENCE ALONG SAID EAST LINE THE FOLLOWING TWO (2) COURSES:
N2°47'46"W 232.70 FEET; THENCE N0°34'32"W 144.84 FEET TO THE POINT OF BEGINNING.
                                                                                                                                                                                    CONTAINS: ±20.97 A

            14 LOTS

LICENSE NO.

LOCATED IN A PORTION OF THE NORTHEAST QUARTER OF SECTION 23, TOWNSHIP 5 SOUTH, RANGE 1 WEST, SALT LAKE BASE AND MERIDIAN
SARATOGA SPRINGS, UTAH

RIVERSIDE CROSSING SUBDIVISION

ENGINEERS
SURVEYORS
PLANNERS

3302 N .  Main  S tr e et
Spanish Fork, UT 84660
Phone: 801.798 .0555
F a x :  8 01 .7 98 . 93 93
o f f i c e @ l e i - e n g . c o m
w w w . l e i - e n g . c o m

LEGEND
BOUNDARY LINE

CENTERLINE

EASEMENT LINE

SETBACK LINE

FUTURE LOT LINES

PROPOSED LOT LINES

PROPOSED FIRE HYDRANT

EXISTING FIRE HYDRANT

PROPOSED STREET LIGHT

EXISTING STREET LIGHT

EXISTING MONUMENT

PROPOSED STREET MONUMENT

NO ACCESSN/A

NOTES:
1. PLAT MUST BE RECORDED WITHIN 24 MONTHS OF FINAL PLAT APPROVAL, OR FOR PHASED DEVELOPMENTS, WITHIN 24 MONTHS OF RECORDATION OF

MOST RECENT PHASE. THE FIRST FINAL PLAT APPROVAL WAS GRANTED ON THE _____ DAY OF _______, 20___.
2. PRIOR TO BUILDING PERMITS BEING ISSUED, SOIL TESTING STUDIES MAY BE REQUIRED ON EACH LOT AS DETERMINED BY THE CITY BUILDING

OFFICIAL.
3. THIS PLAT MAY BE SUBJECT TO A DEVELOPMENT AGREEMENT THAT SPECIFIES THE CONDITIONS OF DEVELOPING, BUILDING, AND USING PROPERTY

WITHIN THIS PLAT. SEE CITY RECORDER FOR DETAILS.
4. PLAT IS SUBJECT TO "INSTALLATION OF IMPROVEMENTS AND BOND AGREEMENT NO.________________." WHICH REQUIRES THE CONSTRUCTION AND

WARRANTY OF IMPROVEMENTS IN THIS SUBDIVISION. THESE OBLIGATIONS RUN WITH LAND AND ARE BINDING ON SUCCESSORS, AGENTS, AND
ASSIGNS OF DEVELOPER. THERE ARE NO THIRD-PARTY RIGHTS OR BENEFICIARIES UNDER THIS AGREEMENT.

5. BUILDING PERMITS WILL NOT BE ISSUED UNTIL ALL IMPROVEMENTS HAVE BEEN INSTALLED PER CITY STANDARDS AND ALL FEES INCLUDING IMPACT
AND CONNECTION FEES ARE PAID.

6. ALL OPEN SPACE, COMMON SPACE, AND TRAIL IMPROVEMENTS LOCATED HEREIN ARE TO BE INSTALLED BY OWNER AND MAINTAINED BY A
HOMEOWNERS ASSOCIATION UNLESS SPECIFIED OTHERWISE ON EACH IMPROVEMENT.

7. REFERENCES HEREIN TO DEVELOPER OR OWNER SHALL APPLY TO BOTH, AND ANY SUCH REFERENCE SHALL ALSO APPLY TO SUCCESSORS, AGENTS,
AND ASSIGNS.

8. NO CITY MAINTENANCE SHALL BE PROVIDED FOR STREETS  AND IMPROVEMENTS DESIGNATED AS "PRIVATE" ON THIS PLAT.
9. LOTS/UNITS MAY BE SUBJECT TO ASSOCIATION BYLAWS, ARTICLES OF INCORPORATION AND CC&R'S.
10. A GEOTECHNICAL REPORT HAS BEEN COMPLETED BY INTERMOUNTAIN GEOENVIRONMENTAL SERVICES, INC.  WHICH  ADDRESSES SOIL AND

GROUNDWATER CONDITIONS, PROVIDES ENGINEERING DESIGN CRITERIA, AND RECOMMENDS MITIGATION MEASURES IF PROBLEMATIC CONDITIONS
WERE ENCOUNTERED. THE CITY ASSUMES NO LIABILITY OR RESPONSIBILITY FOR ANY RELIANCE ON THE INFORMATION OR LACK THEREOF IN THE
REPORT.

11. AGRICULTURAL USES, OPERATIONS, AND RIGHTS ARE ADJACENT TO OR NEAR THE PLAT AND LOTS. THE LOTS IN THIS PLAT ARE SUBJECT TO THE
SIGHTS, SOUNDS, ODORS, NUISANCES, AND ASPECTS ASSOCIATED WITH AGRICULTURAL OPERATIONS, USES AND RIGHTS. THESE USES AND
OPERATIONS MAY OCCUR AT ALL TIMES OF THE DAY AND NIGHT INCLUDING WEEKENDS AND HOLIDAYS. THE CITY IS NOT RESPONSIBLE OR LIABLE FOR
THESE USES AND IMPACTS AND WILL NOT RESTRICT ANY GRANDFATHERED AGRICULTURAL USE FROM CONTINUING TO OCCUR LAWFULLY.

12. DRAINAGE ACROSS PROPERTY LINES SHALL NOT EXCEED THAT WHICH EXISTED PRIOR TO GRADING. EXCESS OR CONCENTRATED DRAINAGE SHALL
BE CONTAINED ON SITE OR DIRECTED TO AN APPROVED DRAINAGE FACILITY.  LOTS SHALL BE GRADED TO DRAIN SURFACE WATER AWAY FROM
FOUNDATION WALLS.  THE GRADE SHALL FALL A MINIMUM OF 6 INCHES WITHIN THE FIRST 10FEET.

13. THE BENCHMARK FOR THE TOPOGRAPHIC INFORMATION PROVIDED HEREON IS THE FOUND 2014 UTAH COUNTY MONUMENT AT THE NORTH 1/4
CORNER OF SECTION 23, T5S, R1W, SLB&M, WITH A PUBLISHED UTAH COUNTY (NGVD29) ELEVATION OF 4,509.11 FEET.

14. THIS PROPERTY IS WITHIN FLOOD ZONE "X" AND ZONE "X" (SHADED) ACCORDING TO THE FLOOD INSURANCE RATE MAP PANEL NO. 4902500115 A,
EFFECTIVE DATE: JULY 17, 2002, REVISED TO REFLECT LOMR, EFFECTIVE DATE: MARCH 20, 2014 AND LOMR, EFFECTIVE DATE: DECEMBER 19, 2016. THE
FLOOD ZONE LINE BETWEEN ZONE "X" AND ZONE "X" (SHADED) WAS SCALED FROM THE 2014 LOMR.

15. A TITLE REPORT PREPARED BY FIRST AMERICAN TITLE INSURANCE COMPANY NATIONAL COMMERCIAL SERVICES, ORDER NO. NCS-877018-SLC1,
EFFECTIVE DATE: NOVEMBER 09, 2017 AND ORDER NO. NCS-877019-SLC1, EFFECTIVE DATE: NOVEMBER 20, 2017, WAS USED IN THE PREPARATION OF
THIS PLAT AND LEI CONSULTING ENGINEERS AND SURVEYORS, INC. IS ENTITLED TO RELY ON THE ACCURACY OF THIS REPORT, AND IS NOT LIABLE
FOR ERRORS AND OMISSIONS BASED ON THE RELIANCE OF SAID TITLE REPORT. ALL EASEMENTS OF RECORD SHOWN HEREON ARE REFERENCED
FROM SAID REPORT.

16. ALL LOTS HAVE A BLANKET EASEMENT FOR CROSS ACCESS INTERCONNECTION BETWEEN LOTS.
17. PROPERTY OWNERS TO MAINTAIN LANDSCAPING ADJACENT TO LOT ALONG UDOT RIGHT OF WAY.
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PLAT A

LOCATED IN A PORTION OF THE NORTHEAST QUARTER OF SECTION 23, TOWNSHIP 5 SOUTH, RANGE 1
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CLERK-RECORDER SEALCITY ENGINEER SEALSURVEYOR'S SEAL

THE CITY COUNCIL OF THE CITY OF SARATOGA SPRINGS, COUNTY OF UTAH, APPROVES THIS SUBDIVISION SUBJECT TO 
CONDITIONS AND RESTRICTIONS STATED HEREON, AND HEREBY ACCEPTS THE DEDICATION OF ALL STREETS, EASEMEN
AND RESTRICTIONS STATED HEREON, AND HEREBY ACCEPTS THE DEDICATION OF ALL STREETS, EASEMENTS, AND OTH
PARCELS OF LAND INTENDED FOR THE PUBLIC PURPOSE OF THE PERPETUAL USE OF THE PUBLIC.
THIS             DAY OF                     , A.D. 20     .

SURVEYOR'S CERTIFICATE

APPROVAL BY LEGISLATIVE BODY

CLERK-RECORDER
(See Seal Below)

ATTEST
CITY MAYOR

I, CHAD A. POULSEN, DO HEREBY CERTIFY THAT I AM A REGISTERED LAND SURVEYOR, AND THAT I HOLD A LICENSE,
CERTIFICATE NO. 501182, IN ACCORDANCE WITH THE PROFESSIONAL ENGINEERS AND LAND SURVEYORS LICENSING ACT
FOUND IN TITLE 58, CHAPTER 22 OF THE UTAH CODE. I FURTHER CERTIFY THAT BY AUTHORITY OF THE OWNERS, I HAVE MADE
A SURVEY OF THE TRACT OF LAND SHOWN ON THIS PLAT AND DESCRIBED BELOW, HAVE SUBDIVIDED SAID TRACT OF LAND
INTO LOTS, STREETS, AND EASEMENTS, HAVE COMPLETED A SURVEY OF THE PROPERTY DESCRIBED ON THIS PLAT IN
ACCORDANCE WITH UTAH CODE SECTION 17-23-17, HAVE VERIFIED ALL MEASUREMENTS, AND HAVE PLACED MONUMENTS
REPRESENTED ON THE PLAT. I FURTHER CERTIFY THAT EVERY EXISTING RIGHT-OF-WAY AND EASEMENT GRANT OF RECORD
FOR UNDERGROUND FACILITIES, AS DEFINED IN UTAH CODE SECTION 54-8E, AND FOR OTHER UTILITY FACILITIES, IS
ACCURATELY DESCRIBED ON THIS PLAT, AND THAT THIS PLAT IS TRUE AND CORRECT TO THE BEST OF MY KNOWLEDGE AND
BELIEF. I ALSO CERTIFY THAT I HAVE FILED, OR WILL FILE WITHIN 90 DAYS THE RECORDATION OF THIS PLAT, A MAP OF THE
SURVEY I HAVE COMPLETED WITH THE UTAH COUNTY SURVEYOR.

BY SIGNING THIS PLAT THE FOLLOWING UTILITY COMPANIES ARE APPROVING THE: (A) BOUNDARY, COURSE, DIMENSIONS, AND INTENDED USE OF THE RIGHT-OF-WAY AND EASEMENT GRANTS OF RECORD; (B) LOCATION OF EXISTING UNDERGROUND AND UTILITY FACILITIES; (C) CONDITIONS
OR RESTRICTIONS GOVERNING THE LOCATION OF THE FACILITIES WITHIN THE RIGHT-OF-WAY, AND EASEMENT GRANTS OF RECORD, AND UTILITY FACILITIES WITHIN THE SUBDIVISION. "APPROVING" SHALL HAVE THE MEANING IN THE UTAH CODE SECTION 10-9A-603(4)(C)(ii). THE FOLLOWING
NOTES ARE NOT ENDORSED OR ADOPTED BY SARATOGA SPRINGS AND DO NOT SUPERSEDE CONFLICTING PLAT NOTES OR SARATOGA SPRINGS POLICIES.

LEHI CITY POST OFFICE
APPROVED BY POST OFFICE REPRESENTATIVE ON

THIS                       DAY OF                          , A.D. 20         .

LEHI CITY POST OFFICE REPRESENTATIVE

SARATOGA SPRINGS ATTORNEY
APPROVED BY SARATOGA SPRINGS ATTORNEY ON

THIS                     DAY OF                       , A.D. 20             .

SARATOGA SPRINGS ATTORNEY
FIRE CHIEF

APPROVED BY THE FIRE CHIEF ON
THIS                        DAY OF                             , A.D. 20         .

CITY FIRE CHIEF

LAND USE AUTHORITY
APPROVED BY THE LAND USE AUTHORITY ON

THIS                              DAY OF                          , A.D. 20       .

LAND USE AUTHORITY
CITY ENGINEER

APPROVED BY THE CITY ENGINEER ON
THIS                       DAY OF                          , A.D. 20         .

CITY ENGINEER

PLANNING DIRECTOR
APPROVED BY THE PLANNING DIRECTOR ON

THIS                        DAY OF                               , A.D. 20        .

PLANNING DIRECTOR

COMCAST CABLE TELEVISION
APPROVED THIS              DAY OF                 , A.D. 20         .

COMCAST CABLE TELEVISION

CENTURY LINK

CENTURY LINK

APPROVED THIS            DAY OF             , A.D. 20          .

ROCKY MOUNTAIN POWER

APPROVED THIS            DAY OF             , A.D. 20         .

ROCKY MOUNTAIN POWER

1. PURSUANT TO UTAH CODE ANN. 54-3-27 THIS PLAT CONVEYS TO THE OWNER(S) OR OPERATORS OF UTILITY FACILITIES A PUBLIC UTILITY EASEMENT ALONG WITH
ALL THE RIGHTS AND DUTIES DESCRIBED THEREIN.

2. PURSUANT TO UTAH CODE ANN. 17-27A-603(4)(c)(ii) ROCKY MOUNTAIN POWER ACCEPTS DELIVERY OF THE PUE AS DESCRIBED IN THIS PLAT AND APPROVES THIS
PLAT SOLELY FOR THE PURPOSE OF CONFIRMING THAT THE PLAT CONTAINS PUBLIC UTILITY EASEMENTS AND APPROXIMATES THE LOCATION OF THE PUBLIC
UTILITY EASEMENTS, BUT DOES NOT WARRANT THEIR PRECISE LOCATION. ROCKY MOUNTAIN POWER MAY REQUIRE OTHER EASEMENTS IN ORDER TO SERVE
THIS DEVELOPMENT. THIS APPROVAL DOES NOT EFFECT ANY RIGHT THAT ROCKY MOUNTAIN POWER HAS UNDER:

a. A RECORDED EASEMENT OR RIGHT-OF-WAY
b. THE LAW APPLICABLE TO PRESCRIPTIVE RIGHTS
c. TITLE 54, CHAPTER 8a, DAMAGE TO UNDERGROUND UTILITY FACILITIES OR
d. ANY OTHER PROVISION OF LAW BY-

TITLE-

PUBLIC WORKS DIRECTOR
APPROVED BY THE PUBLIC WORKS DIRECTOR ON
THIS                     DAY OF                     , A.D. 20            .

PUBLIC WORKS DIRECTOR

DOMINION ENERGY QUESTAR CORPORATION

DOMINION ENERGY UTAH
QUESTAR GAS COMPANY, dba DOMINION ENERGY UTAH, HEREBY APPROVES THIS PLAT SOLELY FOR THE PURPOSES OF CONFIRMING THAT THE PLAT CONTAINS
PUBLIC UTILITY EASEMENTS. DOMINION ENERGY UTAH MAY REQUIRE ADDITIONAL EASEMENTS IN ORDER TO SERVE THIS DEVELOPMENT. THIS APPROVAL DOES
NOT CONSTITUTE ABROGATION OR WAIVER OF ANY OTHER EXISTING RIGHTS, OBLIGATIONS OR LIABILITIES INCLUDING PRESCRIPTIVE RIGHTS AND OTHER
RIGHTS, OBLIGATIONS OR LIABILITIES PROVIDED BY LAW OR EQUITY. THIS APPROVAL DOES NOT CONSTITUTE ACCEPTANCE, APPROVAL OR ACKNOWLEDGEMENT
OF ANY TERMS CONTAINED IN THE PLAT, INCLUDING THOSE SET FORTH IN THE OWNERS DEDICATION OR IN THE NOTES. AND DOES NOT CONSTITUTE A
GUARANTEE OF PARTICULAR TERMS OR CONDITIONS OF NATURAL GAS SERVICE. FOR FURTHER INFORMATION PLEASE CONTACT DOMINION ENERGY UTAH'S
RIGHT-OF-WAY DEPARTMENT AT 800-366-8532.

OWNERS DEDICATION

OWNER'S ACKNOWLEDGMENT

SIGNATURE

SIGNATURE

PRINT NAME

PRINT NAME

TITLE & ENTITY

TITLE & ENTITY

KNOW ALL MEN BY THESE PRESENTS THAT THE UNDERSIGNED OWNER(S) OF THE ABOVE DESCRIBED TRACT OF LAND H
CAUSED THE SAME TO BE SUBDIVIDED INTO LOTS, PARCELS, AND STREETS, TOGETHER WITH EASEMENTS AND RIGHT-O
TO BE HEREAFTER KNOWN AS:

AND DO HEREBY DEDICATE FOR THE PERPETUAL USE OF THE PUBLIC AND CITY ALL PARCELS, LOTS, STREETS, EASEME
RIGHT-OF-WAY, AND PUBLIC AMENITIES SHOWN ON THIS PLAT AS INTENDED FOR PUBLIC OR CITY USE.  THE OWNER(S) A
AGENTS, SUCCESSORS, AND ASSIGNS VOLUNTARILY DEFEND, INDEMNIFY, AND SAVE HARMLESS THE CITY AGAINST ANY
EASEMENTS OR OTHER ENCUMBRANCE ON A DEDICATED STREET, EASEMENT, OR RIGHT-OF-WAY THAT WILL INTERFERE
THE CITY'S USE, MAINTENANCE, AND OPERATION OF THE STREET OR UTILITIES.  THE OWNER(S) AND ALL AGENTS,
SUCCESSORS, AND ASSIGNS ASSUME ALL LIABILITY WITH RESPECT TO THE CREATION OF THIS SUBDIVISION, THE ALTER
OF THE GROUND SURFACE, VEGETATION, DRAINAGE, OR SURFACE OR SUB-SURFACE WATER FLOWS WITHIN THIS SUBD
AND THE DEVELOPMENT ACTIVITY WITHIN THIS SUBDIVISION BY THE OWNERS AND ALL AGENTS, SUCCESSORS, AND ASS

IN WITNESS WHEREOF      HAVE HEREUNTO SET      THIS         DAY OF     , A.D. 20    .

STATE OF UTAH
                S.S.
COUNTY OF UTAH

 ON THIS            DAY OF                   , 20     PERSONALLY APPEARED BEFORE ME                            WHO BEING BY ME DULY SWORN,
DID PROVE TO ME ON THE BASIS OF SATISFACTORY EVIDENCE TO BE THE PERSON(S) WHOSE NAME(S) IS/ARE SUBSCRIB
TO THE WITHIN INSTRUMENT, AND ACKNOWLEDGED TO ME THAT HE/SHE/THEY EXECUTED THE SAME IN HIS/HER/THEIR
AUTHORIZED CAPACITY(IES), AND THAT BY HIS/HER/THEIR SIGNATURE(S) ON THE INSTRUMENT THE PERSON(S), OR THE
ENTITY UPON BEHALF OF WHICH THE PERSON(S) ACTED, EXECUTED THIS PLAT WITH FULL AUTHORITY OF THE OWNER(S

I CERTIFY UNDER PENALTY OF PERJURY UNDER LAWS OF THE STATE OF UTAH THAT THE FOREGOING PARAGRAPH IS TR
AND CORRECT.

WITNESS MY HAND AND OFFICIAL SEAL:

NOTARY PUBLIC FULL NAME:

COMMISSION NUMBER:

MY COMMISSION EXPIRES:
A NOTARY PUBLIC COMMISSIONED IN UTAH

SIGNATURE PRINT NAME TITLE & ENTITY

APPROVED THIS              DAY OF                 , A.D. 20         .
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RIVERSIDE CROSSING SUBDIVISION PLAT A
10' DRINKING WATER

LINE EASEMENT

10' P.U.E.

5' P.U.E.

10' P.U.E.

5' P.U.E.
5' P.U.E.

10' P.U.E.

TOTAL PROJECT AREA

PLAT A

OPEN SPACE AREA

BUILDABLE LAND

LANDSCAPE AREA
IMPERVIOUS AREA

0.00

20.97

0.66
2.03

AC
913,685

0.00

28,750
88,427

SF

SENSITIVE LAND 0.00
NON-SENSITIVE OS 0.00

0.00
0.00

LOT AREA 18.29 796,589
2.68 117,096

SENSITIVE LAND 0.00 0.00

%
100%

0%

100%

3%
10%

0%
0%

87%
13%

0%

20.97
RIGHT-OF-WAY AREA (TO BE DEDICATED)

LOTS .......................................................... 14 LOTS
PARCELS .................................................. 0 PARCELS
BUILDINGS ............................................... 0 BUILDINGS
DWELLINGS .............................................. 0 DWELLINGS
DENSITY .................................................... 0 UNITS/ ACRE
MINIMUM LOT SIZE.................................... 0.69  ACRES / 29,975  SF
MAXIMUM LOT SIZE................................... 3.24  ACRES / 141,146  SF
AVERAGE LOT SIZE................................... 1.31  ACRES / 56,899  SF

NUMBER OF GARAGE PARKING SPACES 0
NUMBER OF DRIVEWAY PARKING SPACES 0
NUMBER OF STRIPED PARKING STALLS 0

TABULATIONS

913,685

50' REAR SETBACK

25' REAR SETBACK

25' SIDE SETBACK

20' SIDE SETBACK
25' SIDE SETBACK

28.5' FRONT SETBACK

28.5' FRONT SETBACK

20' REAR SETBACK 20' REAR SETBACK

28.5' FRONT SETBACK

10' P.U.E/SIDE SETBACK

10' SIDE SETBACK
10' SIDE SETBACK

} S.S

OWNERS ACKNOWLEDGMENT
STATE OF UTAH
COUNTY OF UTAH

ON THIS                 DAY OF                                                 , 20   PERSONALLY APPEARED BEFORE ME                                              ,
WHO BEING BY ME DULY SWORN, DID PROVE TO ME ON THE BASIS OF SATISFACTORY EVIDENCE TO BE THE PERSON(S)
WHOSE NAME(S) IS/ARE SUBSCRIBED TO THE WITHIN INSTRUMENT, AND ACKNOWLEDGED TO ME THAT HE/SHE/THEY
EXECUTED THE SAME IN HIS/HER/THEIR AUTHORIZED CAPACITY(IES), AND THAT BY HIS/HER/THEIR SIGNATURE(S) ON THE
INSTRUMENT THE PERSON(S), OR THE ENTITY UPON BEHALF OF WHICH THE PERSON(S) ACTED, EXECUTED THIS PLAT WITH
FULL AUTHORITY OF THE OWNER(S).

I CERTIFY UNDER PENALTY OF PERJURY UNDER THE LAWS OF THE STATE OF UTAH THAT THE FOREGOING PARAGRAPH IS
TRUE AND CORRECT.

 WITNESS MY HAND AND OFFICIAL SEAL.

NOTARY PUBLIC FULL NAME:

COMMISSION NUMBER:

MY COMMISSION EXPIRES:

A NOTARY PUBLIC COMMISSIONED IN UTAH

TEMPORARY TURN-AROUND
EASEMENT
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SHEET NOTES

1. SEE GRADING & DRAINAGE PLAN FOR GRADING REQUIREMENTS.

2. SEE SIGNAGE & STRIPING PLAN FOR SIGN LOCATIONS.

3. ALL STREET SECTIONS TO BE INSTALLED PER CITY STANDARDS. RESIDENTIAL STREET 56

FOOT RIGHT-OF-WAY TO BE INSTALLED PER CITY STANDARD ST-8 (2019). COLLECTOR

STREET 77 FOOT RIGHT-OF-WAY TO BE INSTALLED PER CITY STANDARD ST-9 (2019). ALL

RESIDENTIAL STREETS TO UTILIZE STREET PAVEMENT SECTION RESIDENTIAL ROADWAY

DETAIL 1 SHEET C-902.  ALL COLLECTOR STREETS TO UTILIZE STREET PAVEMENTS

SECTION COLLECTOR ROADWAY DETAIL 2 SHEET C-902.

ASPHALT
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ROAD BASE

SUB-BASE

64,772

DATA TABLE

SF EA

CURB AND GUTTER

SIDEWALK

DRIVE APPROACH

3,616

ADA RAMPS

MONUMENTS

2

3,570

74,300

74,300

4

2

STREET LIGHT (RES) 5

STREET LIGHT (COLL) 2

INSTALL STREET

LIGHT

INSTALL FIRE

HYDRANT

INSTALL FIRE

HYDRANT

INSTALL STREET

LIGHT

INSTALL STREET

LIGHT

INSTALL FIRE

HYDRANT

INSTALL FIRE

HYDRANT

PROPOSED

D

SSSS

D

S

BOUNDARY LINE

STREET CENTERLINE

EASEMENT LINE

LOT LINES

SEWER PIPE SS-1, ST-7, (*2)

SEWER MANHOLE SS-2, SS-2A, (*2)

4" SEWER SERVICE SS-3, (*5)

STORM DRAIN PIPE (RCP) SD-1, ST-7, (*2)

STORM DRAIN MANHOLE SS-2, (*2)

CURB INLET SD-2

COMBO BOX SD-4

4'x4' CATCH BASIN (*2)

3'x3' CATCH BASIN (*2)

INLET/OUTLET W/ GRATE SD-5

CULINARY WATER PIPE CW-1, CW-2, CW-3,ST-7, (*2)

45° PIPE ELBOW (W) CW-2, CW-3, (*2)

22.5° PIPE ELBOW (W) CW-2, CW-3, (*2)

11.25° PIPE ELBOW (W) CW-2, CW-3, (*2)

FIRE HYDRANT CW-4

3/4" SERVICE & METER (W) CW-5

PRV(W) CW-10A, CW-10B, CW-15

AIR-VAC VALVE (W)

EXISTING DETAILS

LEGEND

SDEX SD

SSEX SS

WEX W

PROPOSED

STOPSTOP

2" BLOW-OFF (W) CW-13, CW-15

VALVE (W & SW) (*1)(*2)

TEE CW-2, (*2)

CROSS CW-2, (*2)

SECONDARY WATER PIPE PI-1, PI-2, ST-7, (*2)

45° PIPE ELBOW (SW) PI-2, (*2)

22.5° PIPE ELBOW (SW) PI-2, (*2)

11.25° PIPE ELBOW (SW) PI-2, (*2)

1" SINGLE SW SERVICE PI-3, PI-5A, PI-5C

1-1/2" DUAL SW SERVICE PI-3, PI-5B, PI-5C

SW SERVICE TO PARKS PI-4

AIR-VAC VALVE (SW) PI-8, PI-13

BACKFLOW PREVENTER PI-11

2" BLOW-OFF (SW) PI-12, PI-13

30" C&G (COLLECTOR) ST-1, ST-2A

24" C&G (LOCAL) ST-1, ST-2C

24" SHED C&G ST-1, ST-2F

SIDEWALK ST-1

STOP SIGN ST-28

STREET SIGN ST-28

MONUMENT ST-29

SPRINKLER CONDUIT ST-9, (*3)

FENCE LS-14, LS-15, DET. 1 SH. D-4

W W

EXISTING DETAILS

SWEX-SW

PROPOSED

EX-FO

EX-GAS

EX-OHP OHP

STREET LIGHT LOCAL LP-1, LP-1B, LP-1C, LP-4, LP-6

STREET LIGHT COLLECTOR LP-2, LP-2B, LP-2C, LP-5, LP-6

POWER POLE

DITCH

FIBER OPTIC

GAS

OVERHEAD POWER

FLOW ARROW

CONTOURS

100 YEAR FLOOD ROUTE

MATCH LINE

DRIVE APPROACH ST-4

ADA RAMP ST-5A, ST-5B, ST-5C, ST-5E

TRAIL ST-15A, ST-34, (*4)

EXISTING

(*1)CULINARY & SECONDARY WATER LINES LESS THAN 12" TO BE GATE VALVES, LINES 12" & LARGER REQUIRE BUTTERFLY VALVES

(*2)SEE PLAN & PROFILE FOR SIZE & MATERIAL

(*3)SEE LANDSCAPE DESIGN FOR NUMBER OF CONDUITS & SIZES

(*4)SEE PLAN & PROFILE FOR WIDTH & DESIGN MATERIALS

(*5) SEWER SERVICE MINIMUM SLOPE 2%
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HYDRANT

INSTALL STREET

LIGHT
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HYDRANT

INSTALL STREET

LIGHT

INSTALL STREET

LIGHT

INSTALL FIRE

HYDRANT

58' UTILITY & ACCESS EASEMENT

EX 15' SEWER EASEMENT

10' DRINKING WATER EASEMENT

EX 20' SEWER EASEMENT

22' STORM DRAIN & UTILITY ACCESS EASEMENT

10' DRINKING WATER

LINE EASEMENT

INSTALL STREET

LIGHT

INSTALL TEMPORARY

ACCESS ROAD

INSTALL TEMPORARY

ACCESS ROAD

COMMERCIAL DRIVE

APPROACH PER CITY

STANDARD ST-4B

INSTALL TEMPORARY

ACCESS ROAD

15' DRINKING WATER EASEMENT

10' TEMPORARY GRADING EASEMENT
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PROPOSED

D

SSSS
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EX-FO

EX-GAS

EX-OHP OHP

STOPSTOP

BOUNDARY LINE

STREET CENTERLINE

EASEMENT LINE

LOT LINES

SEWER PIPE SS-1, ST-7, (*2)

SEWER MANHOLE SS-2, SS-2A, (*2)

4" SEWER SERVICE SS-3, (*5)

STORM DRAIN PIPE (RCP) SD-1, ST-7, (*2)

STORM DRAIN MANHOLE SS-2, (*2)

CURB INLET SD-2

COMBO BOX SD-4

4'x4' CATCH BASIN (*2)

3'x3' CATCH BASIN (*2)

INLET/OUTLET W/ GRATE SD-5

CULINARY WATER PIPE DW-1, DW-2, DW-3,ST-7, (*2)

45° PIPE ELBOW (W) DW-2, DW-3, (*2)

22.5° PIPE ELBOW (W) DW-2, DW-3, (*2)

11.25° PIPE ELBOW (W) DW-2, DW-3, (*2)

FIRE HYDRANT DW-4

3/4" SERVICE & METER (W) DW-5

PRV(W) DW-10A, DW-10B, DW-15

AIR-VAC VALVE (W) DW-12, DW-15

2" BLOW-OFF (W) DW-13A, DW-15

VALVE (W & SW) (*1)(*2)

TEE DW-2, (*2)

CROSS DW-2, (*2)

SECONDARY WATER PIPE PI-1, PI-2, ST-7, (*2)

45° PIPE ELBOW (SW) PI-2, (*2)

22.5° PIPE ELBOW (SW) PI-2, (*2)

11.25° PIPE ELBOW (SW) PI-2, (*2)

1" SINGLE SW SERVICE PI-3, PI-5A, PI-5C

1-1/2" DUAL SW SERVICE PI-3, PI-5B, PI-5C

SW SERVICE TO PARKS PI-4

AIR-VAC VALVE (SW) PI-8, PI-13

BACKFLOW PREVENTER PI-11

2" BLOW-OFF (SW) PI-12A, PI-13

30" C&G (COLLECTOR) ST-1, ST-2A

24" C&G (LOCAL) ST-1, ST-2C

24" SHED C&G ST-1, ST-2F

SIDEWALK ST-1

STOP SIGN ST-28

STREET SIGN ST-28

MONUMENT ST-29

SPRINKLER CONDUIT ST-9, (*3)

FENCE LS-14, LS-15, DET. 1 SH. D-4

STREET LIGHT LOCAL LP-1, LP-1B, LP-1C, LP-4, LP-6

STREET LIGHT COLLECTOR LP-2, LP-2B, LP-2C, LP-5, LP-6

POWER POLE

DITCH

FIBER OPTIC

GAS

OVERHEAD POWER

FLOW ARROW

CONTOURS

100 YEAR FLOOD ROUTE

MATCH LINE

DRIVE APPROACH ST-4

ADA RAMP ST-5A, ST-5B, ST-5C, ST-5E

TRAIL ST-15A, ST-34, (*4)

W W

EXISTING

(*1)CULINARY & SECONDARY WATER LINES LESS THAN 12" TO BE GATE

VALVES, LINES 12" & LARGER REQUIRE BUTTERFLY VALVES

(*2)SEE PLAN & PROFILE FOR SIZE & MATERIAL

(*3)SEE LANDSCAPE DESIGN FOR NUMBER OF CONDUITS & SIZES

(*4)SEE PLAN & PROFILE FOR WIDTH & DESIGN MATERIALS

(*5) SEWER SERVICE MINIMUM SLOPE 2%

DETAILS
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SWEX-SW
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SHEET NOTES

1. ALL SIGNS PER MUTCD & INSTALLED PER CITY STANDARD ST-28
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INSTALL
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INSTALL END OF ROAD SIGNS PER

MTCD (3) REFLECTOR WARNING SIGNS

(18x18, OM4-3)

INSTALL END OF

SIDEWALK SIGN

INSTALL END OF ROAD SIGNS PER

MTCD (3) REFLECTOR WARNING SIGNS

(18x18, OM4-3)

INSTALL END OF

SIDEWALK SIGN

INSTALL STOP SIGN

INSTALL

STREET SIGN
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4" DOUBLE YELLOW SOLID STRIPE
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EX-FO

EX-GAS

EX-OHP OHP

STOPSTOP

BOUNDARY LINE
STREET CENTERLINE
EASEMENT LINE
LOT LINES
SEWER PIPE SS-1, ST-7, (*2)
SEWER MANHOLE SS-2, SS-2A, (*2)
4" SEWER SERVICE SS-3, (*5)
STORM DRAIN PIPE (RCP) SD-1, ST-7, (*2)
STORM DRAIN MANHOLE SS-2, (*2)
CURB INLET SD-2
COMBO BOX SD-4
4'x4' CATCH BASIN (*2)
3'x3' CATCH BASIN (*2)
INLET/OUTLET W/ GRATE SD-5
CULINARY WATER PIPE DW-1, DW-2, DW-3,ST-7, (*2)
45° PIPE ELBOW (W) DW-2, DW-3, (*2)
22.5° PIPE ELBOW (W) DW-2, DW-3, (*2)
11.25° PIPE ELBOW (W) DW-2, DW-3, (*2)
FIRE HYDRANT DW-4
3/4" SERVICE & METER (W) DW-5
PRV(W) DW-10A, DW-10B, DW-15

AIR-VAC VALVE (W) DW-12, DW-15
2" BLOW-OFF (W) DW-13A, DW-15
VALVE (W & SW) (*1)(*2)
TEE DW-2, (*2)
CROSS DW-2, (*2)
SECONDARY WATER PIPE PI-1, PI-2, ST-7, (*2)
45° PIPE ELBOW (SW) PI-2, (*2)
22.5° PIPE ELBOW (SW) PI-2, (*2)
11.25° PIPE ELBOW (SW) PI-2, (*2)
1" SINGLE SW SERVICE PI-3, PI-5A, PI-5C
1-1/2" DUAL SW SERVICE PI-3, PI-5B, PI-5C
SW SERVICE TO PARKS PI-4
AIR-VAC VALVE (SW) PI-8, PI-13
BACKFLOW PREVENTER PI-11
2" BLOW-OFF (SW) PI-12A, PI-13
30" C&G (COLLECTOR) ST-1, ST-2A
24" C&G (LOCAL) ST-1, ST-2C
24" SHED C&G ST-1, ST-2F
SIDEWALK ST-1

STOP SIGN ST-28
STREET SIGN ST-28
MONUMENT ST-29
SPRINKLER CONDUIT ST-9, (*3)
FENCE LS-14, LS-15, DET. 1 SH. D-4
STREET LIGHT LOCAL LP-1, LP-1B, LP-1C, LP-4, LP-6
STREET LIGHT COLLECTOR LP-2, LP-2B, LP-2C, LP-5, LP-6
POWER POLE
DITCH
FIBER OPTIC
GAS
OVERHEAD POWER
FLOW ARROW
CONTOURS
100 YEAR FLOOD ROUTE
MATCH LINE

DRIVE APPROACH ST-4

ADA RAMP ST-5A, ST-5B, ST-5C, ST-5E

TRAIL ST-15A, ST-34, (*4)

W W

EXISTING

(*1)CULINARY & SECONDARY WATER LINES LESS THAN 12" TO BE GATE
VALVES, LINES 12" & LARGER REQUIRE BUTTERFLY VALVES

(*2)SEE PLAN & PROFILE FOR SIZE & MATERIAL
(*3)SEE LANDSCAPE DESIGN FOR NUMBER OF CONDUITS & SIZES
(*4)SEE PLAN & PROFILE FOR WIDTH & DESIGN MATERIALS
(*5) SEWER SERVICE MINIMUM SLOPE 2%

DETAILS
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D
E

V
O

N
S

H
IR

E
   

D
R

IV
E

THRIVE DRIVE

6" SECONDARY WATER
24" SEWER

18" DRINKING WATER

18" DRINKING WATER

6" SECONDARY WATER

12" DRINKING WATER

10" SECONDARY WATER

STUB & PLUG 8"
DRINKING WATER

STUB & PLUG 8"
DRINKING WATER

18" DRINKING WATER

EXISTING WATER LINE TO REMAIN

CONNECT TO EXISTING
SEWER LINE (POUR IN PLACE

MANHOLE) AND REMOVE
SEWER TO SOUTH

SECONDARY WATER BLOW-OFF

EX. 16" SECONDARY WATER

CONNECT TO 16" SECONDARY WATER & REDUCE TO 10"

SHEET NOTES
1. CONTRACTOR TO VERIFY ALL EXISTING CONDITIONS AND LOCATION OF EXISTING

UTILITIES PRIOR TO CONSTRUCTION.
2. SEE PLAN & PROFILE SHEETS FOR INFRASTRUCTURE DATA, PIPE SIZES, MATERIALS,

SLOPES, JUNCTIONS BOXES, INLETS, CATCH BASINS, & SERVICE LATERAL LOCATIONS.
3. ALL PRIVATE UTILITIES TO BE LOCATED IN PUBLIC UTILITY EASEMENTS.
4. ALL DRINKING & SECONDARY WATER PIPES TO BE DR-18 PVC.
5. ALL COMMERCIAL DRINKING WATER METERS TO BE 1-1/2" DIAMETER PIPE.
6. ALL COMMERCIAL SECONDARY WATER METERS TO BE 1-1/2" DIAMETER PIPE. LATERALS

TO DUAL SERVICE TO BE 1-1/2", LATERALS TO SINGLE SERVICE TO BE 1" PER CITY
STANDARD.

7. ALL DRINKING OR SECONDARY WATER VALVES 12" OR LARGER TO BE BUTTERFLY
VALVES, ALL VALVES SMALLER TO BE GATE VALVES.

8. INSTALL CITY POLY PAST THE METERS TO THE LOT SIDE OF THE SIDEWALK ON DRINKING
LATERALS, SEE CITY DETAIL DW-6.

9. MARKERS MUST BE PLACED AT ALL "OFFSITE" UTILITIES PER CITY STANDARD ST-27.
10. SEE GRADING & DRAINAGE PLAN FOR GRADING REQUIREMENTS.
11. SEE SIGNAGE & STRIPING PLAN FOR SIGN LOCATIONS.
12. ALL STREET SECTIONS TO BE INSTALLED PER CITY STANDARDS. RESIDENTIAL STREET 59

FOOT RIGHT-OF-WAY TO BE INSTALLED PER CITY STANDARD ST-8 (2019). COLLECTOR
STREET 77 FOOT RIGHT-OF-WAY TO BE INSTALLED PER CITY STANDARD ST-9 (2019). ALL
RESIDENTIAL STREETS TO UTILIZE STREET PAVEMENT SECTION RESIDENTIAL ROADWAY
DETAIL 1 SHEET C-902.  ALL COLLECTOR STREETS TO UTILIZE STREET PAVEMENTS
SECTION COLLECTOR ROADWAY DETAIL 2 SHEET C-902.

SEWER
LF

8" SDR-35 PVC

DATA TABLE SF EA

60" SMH

885

10

LF
8" DR-18 PVC

DATA TABLE SF EA

8" GATE VALVE
117

DRINKING WATER

2

FIRE HYDRANT

48" SMH 4

6" SEWER LATERALS 14

7

LF
6" DR-18 PVC

DATA TABLE SF EA

6" GATE VALVE
2,271

SECONDARY WATER

7
6" 11.25° BEND 13

16" TEE

24" SDR-35 PVC 1,725

NOTE:
A RIGHT-OF-WAY ENCROACHMENT PERMIT MUST BE
OBTAINED FROM THE CITY OF SARATOGA SPRINGS PRIOR
TO DOING ANY WORK IN THE EXISTING RIGHT-OF-WAY.
CONTACT MARK EDWARDS AT 801-766-9793, EXT. 118.

1 2

13 12 1114 10

9

3

4

INSTALL 6" SEWER
LATERAL (TYP)

INSTALL 11
2"

DRINKING WATER
SERVICE (TYP)

INSTALL 6" FIRE
LINE STUB (TYP)

INSTALL 6" SEWER
LATERAL (TYP)

INSTALL 11
2"

DRINKING WATER
SERVICE (TYP)

INSTALL 6" FIRE
LINE STUB (TYP)

INSTALL 6" SEWER
LATERAL (TYP)

INSTALL 11
2"

DRINKING WATER
SERVICE (TYP)

INSTALL 6" FIRE
LINE STUB (TYP)

INSTALL 6" SEWER
LATERAL (TYP)

INSTALL 11
2"

DRINKING WATER
SERVICE (TYP)

INSTALL 6" FIRE
LINE STUB (TYP)

STUB & PLUG 8"
DRINKING WATER
w/ GATE VALVE &
2" BLOW-OFF

STUB & PLUG 10"
SECONDARY w/ GATE

VALVE & 2"
BLOW-OFF

INSTALL 11
2" SINGLE

SECONDARY SERVICE (TYP) 110" CROSS

STUB & PLUG 8"
DRINKING WATER

STUB & PLUG 8"
DRINKING WATER

INSTALL 11
2" SINGLE

SECONDARY SERVICE (TYP)

CONNECT TO EX 18" DRINKING WATER

18" TEE W/ 8" REDUCER TO NORTH
& 12" REDUCER TO SOUTH8" DRINKING WATER

8" DRINKING WATER

18" DRINKING WATER

18" TEE W/ 8"
REDUCE TO NORTH

12" DR-18 PVC
12" BUTTERFLY VALVE 2

12" 45° BEND
12" 11.25° BEND

5

2

18" TEE
118" CROSS

317

24" STORM DRAIN
STUB (TYP)

24" STORM DRAIN
STUB (TYP)

10" TEE W/ 6" REDUCER
TO EAST & WEST

6" SECONDARY WATER

EX-WEX-WEX-WEX-WEX-WEX-WEX-WEX-WEX-WEX-WEX-WEX-WEX-WEX-WEX-WEX-WEX-WEX-WEX-WEX-WEX-WEX-WEX-WEX-WEX-WEX-WEX-WEX-WEX-WEX-WEX-WEX-WEX-WEX-WEX-WEX-WEX-WEX-WEX-WEX-WEX-WEX-WEX-WEX-WEX-WEX-W

EX-SSEX-SSEX-SSEX-SSEX-SSEX-SSEX-SSEX-SSEX-SSEX-SSEX-SSEX-SSEX-SSEX-SSEX-SSEX-SSEX-SSEX-SSEX-SSEX-SSEX-SSEX-SSEX-SSEX-SSEX-SSEX-SSEX-SSEX-SSEX-SSEX-SSEX-SSEX-SSEX-SSEX-SSEX-SSEX-SSEX-SSEX-SSEX-SSEX-SSEX-SSEX-SSEX-SSEX-SSEX-SSEX-SSEX-SSEX-SSEX-SSEX-SSEX-SSEX-SSEX-SSEX-SSEX-SS

EX-WEX-W

EX-SS
EX-SS

EX-SS
EX-SS

EX-SS

REMOVE EXISTING
DRINKING WATER REMOVE EXISTING

SEWER

2" SECONDARY WATER SERVICE TO
COLLECTOR ROAD PARK STRIP

CASING UNDER ROADWAY FOR LANDSCAPE IRRIGATION
(SEE LANDSCAPE & IRRIGATION PLANS)

18" DR-18 PVC 2360
18" BUTTERFLY VALVE 11

18" 45° BEND
18" 11.25° BEND

2

2

11

10" DR-18 PVC 524
10" GATE VALVE 2
10" 11.25° BEND 3

210" 45° BEND

INSTALL 4" PI DRAIN
TO CURB INLET PER

CITY DETAIL PI-9
INSTALL 2" PI DRAIN
TO CURB INLET PER

CITY DETAIL PI-9
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CONTECH CDS-5653
STORM WATER

TREATMENT DEVICE  (90)
(SEE DETAIL 1 SHEET C-901)
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SCALE IN FEET 1" = 60'

PROPOSED

D

SSSS

D

S

EX-FO

EX-GAS

EX-OHP OHP

STOPSTOP

BOUNDARY LINE
STREET CENTERLINE
EASEMENT LINE
LOT LINES
SEWER PIPE SS-1, ST-7, (*2)
SEWER MANHOLE SS-2, SS-2A, (*2)
4" SEWER SERVICE SS-3, (*5)
STORM DRAIN PIPE (RCP) SD-1, ST-7, (*2)
STORM DRAIN MANHOLE SS-2, (*2)
CURB INLET SD-2
COMBO BOX SD-4
4'x4' CATCH BASIN (*2)
3'x3' CATCH BASIN (*2)
INLET/OUTLET W/ GRATE SD-5
CULINARY WATER PIPE DW-1, DW-2, DW-3,ST-7, (*2)
45° PIPE ELBOW (W) DW-2, DW-3, (*2)
22.5° PIPE ELBOW (W) DW-2, DW-3, (*2)
11.25° PIPE ELBOW (W) DW-2, DW-3, (*2)
FIRE HYDRANT DW-4
3/4" SERVICE & METER (W) DW-5
PRV(W) DW-10A, DW-10B, DW-15

AIR-VAC VALVE (W) DW-12, DW-15
2" BLOW-OFF (W) DW-13A, DW-15
VALVE (W & SW) (*1)(*2)
TEE DW-2, (*2)
CROSS DW-2, (*2)
SECONDARY WATER PIPE PI-1, PI-2, ST-7, (*2)
45° PIPE ELBOW (SW) PI-2, (*2)
22.5° PIPE ELBOW (SW) PI-2, (*2)
11.25° PIPE ELBOW (SW) PI-2, (*2)
1" SINGLE SW SERVICE PI-3, PI-5A, PI-5C
1-1/2" DUAL SW SERVICE PI-3, PI-5B, PI-5C
SW SERVICE TO PARKS PI-4
AIR-VAC VALVE (SW) PI-8, PI-13
BACKFLOW PREVENTER PI-11
2" BLOW-OFF (SW) PI-12A, PI-13
30" C&G (COLLECTOR) ST-1, ST-2A
24" C&G (LOCAL) ST-1, ST-2C
24" SHED C&G ST-1, ST-2F
SIDEWALK ST-1

STOP SIGN ST-28
STREET SIGN ST-28
MONUMENT ST-29
SPRINKLER CONDUIT ST-9, (*3)
FENCE LS-14, LS-15, DET. 1 SH. D-4
STREET LIGHT LOCAL LP-1, LP-1B, LP-1C, LP-4, LP-6
STREET LIGHT COLLECTOR LP-2, LP-2B, LP-2C, LP-5, LP-6
POWER POLE
DITCH
FIBER OPTIC
GAS
OVERHEAD POWER
FLOW ARROW
CONTOURS
100 YEAR FLOOD ROUTE
MATCH LINE

DRIVE APPROACH ST-4

ADA RAMP ST-5A, ST-5B, ST-5C, ST-5E

TRAIL ST-15A, ST-34, (*4)

W W

EXISTING

(*1)CULINARY & SECONDARY WATER LINES LESS THAN 12" TO BE GATE
VALVES, LINES 12" & LARGER REQUIRE BUTTERFLY VALVES

(*2)SEE PLAN & PROFILE FOR SIZE & MATERIAL
(*3)SEE LANDSCAPE DESIGN FOR NUMBER OF CONDUITS & SIZES
(*4)SEE PLAN & PROFILE FOR WIDTH & DESIGN MATERIALS
(*5) SEWER SERVICE MINIMUM SLOPE 2%

DETAILS
LEGEND

SDEX SD

SSEX SS

WEX W

SWEX-SW

PIONEER CROSSING

JORDAN  R
IVER

EX. LIFT STATION

EXISTING 24" SEWER LINE

EXISTING 18" DRINKING WATER LINE

6" SECONDARY WATER

18" DRINKING WATER

R
IV

E
R

S
ID

E
   

D
R

IV
E

THRIVE DRIVE DISCHARGE POINT JORDAN
RIVER TO BE COORDINATED
 WITH FFSL

5

6

8

7

INSTALL 6" SEWER
LATERAL (TYP)

INSTALL 11
2"

DRINKING WATER
SERVICE (TYP)

INSTALL 6" FIRE
LINE STUB (TYP)

INSTALL 6" SEWER
LATERAL (TYP)

INSTALL 11
2"

DRINKING WATER
SERVICE (TYP)

INSTALL 6" FIRE
LINE STUB (TYP)

STUB & PLUG 8"
DRINKING WATER
w/ GATE VALVE &
2" BLOW-OFF

STUB & PLUG 6"
SECONDARY w/
GATE VALVE & 2"
BLOW-OFF

STUB & PLUG 8"
DRINKING WATER
w/ GATE VALVE &
2" BLOW-OFF

STUB & PLUG 10"
SECONDARY w/ GATE

VALVE & 2" BLOW-OFF

SHEET NOTES
1. CONTRACTOR TO VERIFY ALL EXISTING CONDITIONS AND LOCATION OF EXISTING

UTILITIES PRIOR TO CONSTRUCTION.
2. SEE PLAN & PROFILE SHEETS FOR INFRASTRUCTURE DATA, PIPE SIZES, MATERIALS,

SLOPES, JUNCTIONS BOXES, INLETS, CATCH BASINS, & SERVICE LATERAL LOCATIONS.
3. ALL PRIVATE UTILITIES TO BE LOCATED IN PUBLIC UTILITY EASEMENTS.
4. ALL DRINKING & SECONDARY WATER PIPES TO BE DR-18 PVC.
5. ALL COMMERCIAL DRINKING WATER METERS TO BE 1-1/2" DIAMETER PIPE.
6. ALL COMMERCIAL SECONDARY WATER METERS TO BE 1-1/2" DIAMETER PIPE. LATERALS

TO DUAL SERVICE TO BE 1-1/2", LATERALS TO SINGLE SERVICE TO BE 1" PER CITY
STANDARD.

7. ALL DRINKING OR SECONDARY WATER VALVES 12" OR LARGER TO BE BUTTERFLY
VALVES, ALL VALVES SMALLER TO BE GATE VALVES.

8. INSTALL CITY POLY PAST THE METERS TO THE LOT SIDE OF THE SIDEWALK ON DRINKING
LATERALS, SEE CITY DETAIL DW-6.

9. MARKERS MUST BE PLACED AT ALL "OFFSITE" UTILITIES PER CITY STANDARD ST-27.
10. SEE GRADING & DRAINAGE PLAN FOR GRADING REQUIREMENTS.
11. SEE SIGNAGE & STRIPING PLAN FOR SIGN LOCATIONS.
12. ALL STREET SECTIONS TO BE INSTALLED PER CITY STANDARDS. RESIDENTIAL STREET 59

FOOT RIGHT-OF-WAY TO BE INSTALLED PER CITY STANDARD ST-8 (2019). COLLECTOR
STREET 77 FOOT RIGHT-OF-WAY TO BE INSTALLED PER CITY STANDARD ST-9 (2019). ALL
RESIDENTIAL STREETS TO UTILIZE STREET PAVEMENT SECTION RESIDENTIAL ROADWAY
DETAIL 1 SHEET C-902.  ALL COLLECTOR STREETS TO UTILIZE STREET PAVEMENTS
SECTION COLLECTOR ROADWAY DETAIL 2 SHEET C-902.

NOTE:
A RIGHT-OF-WAY ENCROACHMENT PERMIT MUST BE
OBTAINED FROM THE CITY OF SARATOGA SPRINGS PRIOR
TO DOING ANY WORK IN THE EXISTING RIGHT-OF-WAY.
CONTACT MARK EDWARDS AT 801-766-9793, EXT. 118.

INSTALL 11
2" DUAL

SECONDARY SERVICE (TYP)

12' TEMPORARY
ACCESS ROAD

PER DETAIL 3
SHEET C902

INSTALL 11
2" SINGLE

SECONDARY SERVICE (TYP)

INSTALL 11
2" SINGLE

SECONDARY SERVICE (TYP)

CONNECT TO EXISTING SEWER MANHOLE

CONNECT TO EX 12" DRINKING WATER LINE

12" DRINKING WATER

10" SECONDARY WATER

EX. 16" SECONDARY WATER

8" DRINKING WATER

18" DRINKING WATER

6" SECONDARY WATER

CONNECT TO EXISTING SEWER
(POUR IN PLACE MANHOLE)

6'x15' MIN. OF 6" RIP-RAP

24" STORM DRAIN
STUB (TYP)

CONNECT TO EXISTING 18" DRINKING WATER LINE
W/ 18" BUTTERFLY VALVE & REMOVE LINE TO WEST

18" TEE W/ 8"
REDUCER TO EAST

18" TEE W/ 8" REDUCER TO NORTH
& 12" REDUCER TO SOUTH

CONNECT TO 16" SECONDARY WATER & REDUCE TO 10"

10" TEE W/ 6" REDUCER
TO EAST & WEST

10" SECONDARY WATER

18" DRINKING WATER

12' TEMPORARY
ACCESS ROAD

PER DETAIL 3
SHEET C902

12' TEMPORARY
ACCESS ROAD PER

DETAIL 3 SHEET C902

EX-WEX-WEX-WEX-WEX-WEX-WEX-WEX-WEX-WEX-WEX-WEX-WEX-WEX-WEX-WEX-WEX-WEX-WEX-WEX-WEX-WEX-WEX-WEX-WEX-W

EX-W
EX-W

EX-W
EX-W

EX-WEX-WEX-W
EX-W

2" SECONDARY WATER SERVICE TO
COLLECTOR ROAD PARK STRIP

CASING UNDER ROADWAY FOR LANDSCAPE IRRIGATION
(SEE LANDSCAPE & IRRIGATION PLANS)

(TYP) EXISTING 18" SEWER

INSTALL 2" PI DRAIN
TO CURB INLET PER

CITY DETAIL PI-9

INSTALL 4" PI DRAIN
TO CURB INLET PER

CITY DETAIL PI-9
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30" STORM DRAIN

24" STORM DRAIN

24" STORM DRAIN

24" STORM DRAIN

24" STORM DRAIN

24" STORM DRAIN

24" STORM DRAIN

24" STORM DRAIN

24" STORM DRAIN

24" STORM DRAIN

30" STORM DRAIN

30" STORM DRAIN
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30" STORM DRAIN
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36" STORM DRAIN
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24" STORM DRAIN

42" STORM DRAIN
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PIONEER CROSSING

SCALE IN FEET 1" = 80'

8004080

1 2

13 12 1114 10
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7

STORM DRAIN

LF

DATA TABLE

SF EA

COMBO BOX

4

10

CURB INLET

172" SDMH

1160" SDMH

24" RCP 1,563

36" RCP 1,497

SHEET NOTES

1. THE BENCHMARK FOR THE TOPOGRAPHIC INFORMATION PROVIDED HEREON IS THE

FOUND 2014 UTAH COUNTY MONUMENT AT THE NORTH 

1

4

 CORNER OF SAID SECTION 23,

WITH A PUBLISHED UTAH COUNTY (NGVD29) ELEVATION OF 4,509.11 FEET.

2. CATCH SLOPE NOT TO EXCEED 3:1 SLOPE MAX.

3. LOT GRADING NOT TO EXCEED 3:1 SLOPE, TERRACING & RETAINING WALLS MAY BE USED

TO IMPROVE BUILDING PAD SITE IN ACCORDANCE WITH CITY STANDARDS. (TO BE

DETERMINED ON FINAL LOT DRAWINGS).

4. SEE PLAN & PROFILE SHEETS FOR INFRASTRUCTURE DATA, PIPE SIZES, MATERIALS,

SLOPES, JKUNCTION BOXES, INLETS, CATCH BASINS, & SERVICE LATERAL LOCATIONS.

5. AREA SHOWN HEREON FALLS WITHIN FLOOD ZONE "X" (AREA DETERMINED TO BE

OUTSIDE OF 500 YEAR FLOOD PLAIN) AS PER FIRM MAP NO. 4955170105B WITH AN

EFFECTIVE DATE OF JULY 17, 2002.

PROPOSED

D

SSSS

D

S

BOUNDARY LINE

STREET CENTERLINE

EASEMENT LINE

LOT LINES

SEWER PIPE SS-1, ST-7, (*2)

SEWER MANHOLE SS-2, SS-2A, (*2)

4" SEWER SERVICE SS-3, (*5)

STORM DRAIN PIPE (RCP) SD-1, ST-7, (*2)

STORM DRAIN MANHOLE SS-2, (*2)

CURB INLET SD-2

COMBO BOX SD-4

4'x4' CATCH BASIN (*2)

3'x3' CATCH BASIN (*2)

INLET/OUTLET W/ GRATE SD-5

CULINARY WATER PIPE CW-1, CW-2, CW-3,ST-7, (*2)

45° PIPE ELBOW (W) CW-2, CW-3, (*2)

22.5° PIPE ELBOW (W) CW-2, CW-3, (*2)

11.25° PIPE ELBOW (W) CW-2, CW-3, (*2)

FIRE HYDRANT CW-4

3/4" SERVICE & METER (W) CW-5

PRV(W) CW-10A, CW-10B, CW-15

AIR-VAC VALVE (W)

EXISTING DETAILS

LEGEND

SDEX SD

SSEX SS

WEX W

PROPOSED

STOPSTOP

2" BLOW-OFF (W) CW-13, CW-15

VALVE (W & SW) (*1)(*2)

TEE CW-2, (*2)

CROSS CW-2, (*2)

SECONDARY WATER PIPE PI-1, PI-2, ST-7, (*2)

45° PIPE ELBOW (SW) PI-2, (*2)

22.5° PIPE ELBOW (SW) PI-2, (*2)

11.25° PIPE ELBOW (SW) PI-2, (*2)

1" SINGLE SW SERVICE PI-3, PI-5A, PI-5C

1-1/2" DUAL SW SERVICE PI-3, PI-5B, PI-5C

SW SERVICE TO PARKS PI-4

AIR-VAC VALVE (SW) PI-8, PI-13

BACKFLOW PREVENTER PI-11

2" BLOW-OFF (SW) PI-12, PI-13

30" C&G (COLLECTOR) ST-1, ST-2A

24" C&G (LOCAL) ST-1, ST-2C

24" SHED C&G ST-1, ST-2F

SIDEWALK ST-1

STOP SIGN ST-28

STREET SIGN ST-28

MONUMENT ST-29

SPRINKLER CONDUIT ST-9, (*3)

FENCE LS-14, LS-15, DET. 1 SH. D-4

W W

EXISTING DETAILS

SWEX-SW

PROPOSED

EX-FO

EX-GAS

EX-OHP OHP

STREET LIGHT LOCAL LP-1, LP-1B, LP-1C, LP-4, LP-6

STREET LIGHT COLLECTOR LP-2, LP-2B, LP-2C, LP-5, LP-6

POWER POLE

DITCH

FIBER OPTIC

GAS

OVERHEAD POWER

FLOW ARROW

CONTOURS

100 YEAR FLOOD ROUTE

MATCH LINE

DRIVE APPROACH ST-4

ADA RAMP ST-5A, ST-5B, ST-5C, ST-5E

TRAIL ST-15A, ST-34, (*4)

EXISTING

(*1)CULINARY & SECONDARY WATER LINES LESS THAN 12" TO BE GATE VALVES, LINES 12" & LARGER REQUIRE BUTTERFLY VALVES

(*2)SEE PLAN & PROFILE FOR SIZE & MATERIAL

(*3)SEE LANDSCAPE DESIGN FOR NUMBER OF CONDUITS & SIZES

(*4)SEE PLAN & PROFILE FOR WIDTH & DESIGN MATERIALS

(*5) SEWER SERVICE MINIMUM SLOPE 2%

DETAILS

I HEREBY CERTIFY THAT THIS DESIGN FOR THE ONSITE DRAINAGE OF THIS

DEVELOPMENT WAS PREPARED BY ME (OR UNDER MY DIRECT SUPERVISION)

IN ACCORDANCE WITH THE PROVISIONS OF THE CITY OF SARATOGA SPRINGS'

STANDARD SPECIFICATIONS AND DRAWINGS, AND WAS DESIGNED TO COMPLY

WITH THE PROVISIONS THEREOF. I UNDERSTAND THAT THE CITY ASSUMES NO

RESPONSIBILITY OR LIABILITY FOR THIS DESIGN.

NATHAN K. WALTER

NOTE:

A GRADING PERMIT MUST BE OBTAINED FROM SARATOGA

SPRINGS PRIOR TO DISTURBING ANY VEGETATION OR MOVING

ANY SOIL.  CONTACT MARK EDWARDS AT 801-766-9793, Ext. 118.
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TIE INTO EXISTING CURB & GUTTER
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48" SDMH

INLETS TO CATCH 100 YEAR

STORM & CONVEY TO DISCHARGE

INLETS CATCH 100 YEAR STORM &

CONVEY TO DISCHARGE

INLETS TO CATCH 100 YEAR

STORM & CONVEY TO DISCHARGE

30" RCP 500

FL=4489.73

15'

FL=4489.58

S=1.0%

FL=4488.00
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=
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0

.

0

%

CUT
42,855 CY

FILL

25,676 CY

NET (CUT)

17,180 CY

NO GRADING IN THIS AREA TO OCCUR

UNTIL OBTAINING FFSL PERMIT
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EX-OHP OHP

STOPSTOP

BOUNDARY LINE
STREET CENTERLINE
EASEMENT LINE
LOT LINES
SEWER PIPE SS-1, ST-7, (*2)
SEWER MANHOLE SS-2, SS-2A, (*2)
4" SEWER SERVICE SS-3, (*5)
STORM DRAIN PIPE (RCP) SD-1, ST-7, (*2)
STORM DRAIN MANHOLE SS-2, (*2)
CURB INLET SD-2
COMBO BOX SD-4
4'x4' CATCH BASIN (*2)
3'x3' CATCH BASIN (*2)
INLET/OUTLET W/ GRATE SD-5
CULINARY WATER PIPE DW-1, DW-2, DW-3,ST-7, (*2)
45° PIPE ELBOW (W) DW-2, DW-3, (*2)
22.5° PIPE ELBOW (W) DW-2, DW-3, (*2)
11.25° PIPE ELBOW (W) DW-2, DW-3, (*2)
FIRE HYDRANT DW-4
3/4" SERVICE & METER (W) DW-5
PRV(W) DW-10A, DW-10B, DW-15

AIR-VAC VALVE (W) DW-12, DW-15
2" BLOW-OFF (W) DW-13A, DW-15
VALVE (W & SW) (*1)(*2)
TEE DW-2, (*2)
CROSS DW-2, (*2)
SECONDARY WATER PIPE PI-1, PI-2, ST-7, (*2)
45° PIPE ELBOW (SW) PI-2, (*2)
22.5° PIPE ELBOW (SW) PI-2, (*2)
11.25° PIPE ELBOW (SW) PI-2, (*2)
1" SINGLE SW SERVICE PI-3, PI-5A, PI-5C
1-1/2" DUAL SW SERVICE PI-3, PI-5B, PI-5C
SW SERVICE TO PARKS PI-4
AIR-VAC VALVE (SW) PI-8, PI-13
BACKFLOW PREVENTER PI-11
2" BLOW-OFF (SW) PI-12A, PI-13
30" C&G (COLLECTOR) ST-1, ST-2A
24" C&G (LOCAL) ST-1, ST-2C
24" SHED C&G ST-1, ST-2F
SIDEWALK ST-1

STOP SIGN ST-28
STREET SIGN ST-28
MONUMENT ST-29
SPRINKLER CONDUIT ST-9, (*3)
FENCE LS-14, LS-15, DET. 1 SH. D-4
STREET LIGHT LOCAL LP-1, LP-1B, LP-1C, LP-4, LP-6
STREET LIGHT COLLECTOR LP-2, LP-2B, LP-2C, LP-5, LP-6
POWER POLE
DITCH
FIBER OPTIC
GAS
OVERHEAD POWER
FLOW ARROW
CONTOURS
100 YEAR FLOOD ROUTE
MATCH LINE

DRIVE APPROACH ST-4

ADA RAMP ST-5A, ST-5B, ST-5C, ST-5E

TRAIL ST-15A, ST-34, (*4)

W W

EXISTING

(*1)CULINARY & SECONDARY WATER LINES LESS THAN 12" TO BE GATE
VALVES, LINES 12" & LARGER REQUIRE BUTTERFLY VALVES

(*2)SEE PLAN & PROFILE FOR SIZE & MATERIAL
(*3)SEE LANDSCAPE DESIGN FOR NUMBER OF CONDUITS & SIZES
(*4)SEE PLAN & PROFILE FOR WIDTH & DESIGN MATERIALS
(*5) SEWER SERVICE MINIMUM SLOPE 2%
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6" SECONDARY WATER

RIVERSIDE DRIVE PLAN VIEW

RIVERSIDE DRIVE PROFILE

RIVERSIDE DRIVE

SCALE IN FEET 1" = 30
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SHEET NOTES
1. CONTRACTOR TO VERIFY ALL EXISTING CONDITIONS AND LOCATION OF EXISTING

UTILITIES PRIOR TO CONSTRUCTION.
2. ALL DRINKING & SECONDARY WATER PIPES TO BE DR-18 PVC.
3. ALL COMMERCIAL DRINKING WATER METERS TO BE 1-1/2" DIAMETER PIPE.
4. ALL COMMERCIAL SECONDARY WATER METERS TO BE 1-1/2" DIAMETER PIPE. LATERALS

TO DUAL SERVICE TO BE 1-1/2", LATERALS TO SINGLE SERVICE TO BE 1" PER CITY
STANDARD.

5. ALL DRINKING OR SECONDARY WATER VALVES 12" OR LARGER TO BE BUTTERFLY
VALVES, ALL VALVES SMALLER TO BE GATE VALVES.

6. INSTALL CITY POLY PAST THE METERS TO THE LOT SIDE OF THE SIDEWALK ON DRINKING
LATERALS, SEE CITY DETAIL DW-6.

7. MARKERS MUST BE PLACED AT ALL "OFFSITE" UTILITIES PER CITY STANDARD ST-27.
8. SEE GRADING & DRAINAGE PLAN FOR GRADING REQUIREMENTS.
9. SEE SIGNAGE & STRIPING PLAN FOR SIGN LOCATIONS.
10. ALL STREET SECTIONS TO BE INSTALLED PER CITY STANDARDS. RESIDENTIAL STREET 59

FOOT RIGHT-OF-WAY TO BE INSTALLED PER CITY STANDARD ST-8 (2019). COLLECTOR
STREET 77 FOOT RIGHT-OF-WAY TO BE INSTALLED PER CITY STANDARD ST-9 (2019). ALL
RESIDENTIAL STREETS TO UTILIZE STREET PAVEMENT SECTION RESIDENTIAL ROADWAY
DETAIL 1 SHEET C-902.  ALL COLLECTOR STREETS TO UTILIZE STREET PAVEMENTS
SECTION COLLECTOR ROADWAY DETAIL 2 SHEET C-902.
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STUB & PLUG 8"
DRINKING WATER
w/ GATE VALVE &

2" BLOW-OFF

CONNECT TO EX. DRINKING WATER
& REMOVE EAST & WEST LINE

INSTALL FIRE HYDRANT
INSTALL

STREET LIGHT

INSTALL
STREET LIGHT

EXISTING GRADE

EXISTING GRADE

PROPOSED ℄ GRADE

PROPOSED ℄ GRADE

12" DRINKING WATER

10" SECONDARY WATER

8" DRINKING WATER

18" DRINKING WATER

6" SECONDARY WATER

6" SECONDARY WATER

CONNECT TO 16" SECONDARY
WATER & REDUCE TO 10"

STUB & PLUG 10"
SECONDARY w/

BUTTERFLY VALVE &
2" BLOW-OFF

18" TEE W/ 8" REDUCER TO NORTH
& 12" REDUCER TO SOUTH

10" TEE W/ 6" REDUCER
TO EAST & WEST

10" SECONDARY WATER

18" DRINKING WATER

2" SECONDARY WATER SERVICE TO
COLLECTOR ROAD PARK STRIP

CASING UNDER ROADWAY FOR LANDSCAPE IRRIGATION
(SEE LANDSCAPE & IRRIGATION PLANS)

(TYP)

(SEE SHEET C602)

MAINTAIN 2' MIN
SECONDARY WATER
COVER OVER STORM

3' COVER
SECONDARY WATER

INSTALL 4" PI DRAIN
TO CURB INLET PER

CITY DETAIL PI-9
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48" SDMH (105)
STA: 10+10.49 OFF: 39.50R

RIM: 4505.11
INV OUT: 4497.46 24"

COMBO BOX (92)
STA: 10+10.49
TBC: 4504.94

INV IN: 4497.40 24"
INV OUT: 4497.40 24"

COMBO BOX (91)

24" STORM DRAIN

30" STORM DRAIN

L=46.34 S=0.20%  24" RCP

48" SDMH (112)
STA: 12+57.35 OFF: 39.50R
RIM: 4501.79
INV OUT: 4495.94 24"

60" SDMH (109)

48" SDMH (110)
STA: 12+57.35 OFF: 39.50L

RIM: 4501.79
INV OUT: 4497.31 24"
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48" SDMH (118)
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L=27.50 S=0.20%  24" RCP

CURB INLET (61)

L=27.25 S=0.20%  24" RCP
CURB INLET (87)

STA: 17+27.11
TBC: 4500.28

INV OUT: 4493.28 24"
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MONUMENT ST-29
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VALVES, LINES 12" & LARGER REQUIRE BUTTERFLY VALVES

(*2)SEE PLAN & PROFILE FOR SIZE & MATERIAL
(*3)SEE LANDSCAPE DESIGN FOR NUMBER OF CONDUITS & SIZES
(*4)SEE PLAN & PROFILE FOR WIDTH & DESIGN MATERIALS
(*5) SEWER SERVICE MINIMUM SLOPE 2%
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SHEET NOTES
1. CONTRACTOR TO VERIFY ALL EXISTING CONDITIONS AND LOCATION OF EXISTING

UTILITIES PRIOR TO CONSTRUCTION.
2. ALL DRINKING & SECONDARY WATER PIPES TO BE DR-18 PVC.
3. ALL COMMERCIAL DRINKING WATER METERS TO BE 1-1/2" DIAMETER PIPE.
4. ALL COMMERCIAL SECONDARY WATER METERS TO BE 1-1/2" DIAMETER PIPE. LATERALS

TO DUAL SERVICE TO BE 1-1/2", LATERALS TO SINGLE SERVICE TO BE 1" PER CITY
STANDARD.

5. ALL DRINKING OR SECONDARY WATER VALVES 12" OR LARGER TO BE BUTTERFLY
VALVES, ALL VALVES SMALLER TO BE GATE VALVES.

6. INSTALL CITY POLY PAST THE METERS TO THE LOT SIDE OF THE SIDEWALK ON DRINKING
LATERALS, SEE CITY DETAIL DW-6.

7. MARKERS MUST BE PLACED AT ALL "OFFSITE" UTILITIES PER CITY STANDARD ST-27.
8. SEE GRADING & DRAINAGE PLAN FOR GRADING REQUIREMENTS.
9. SEE SIGNAGE & STRIPING PLAN FOR SIGN LOCATIONS.
10. ALL STREET SECTIONS TO BE INSTALLED PER CITY STANDARDS. RESIDENTIAL STREET 59

FOOT RIGHT-OF-WAY TO BE INSTALLED PER CITY STANDARD ST-8 (2019). COLLECTOR
STREET 77 FOOT RIGHT-OF-WAY TO BE INSTALLED PER CITY STANDARD ST-9 (2019). ALL
RESIDENTIAL STREETS TO UTILIZE STREET PAVEMENT SECTION RESIDENTIAL ROADWAY
DETAIL 1 SHEET C-902.  ALL COLLECTOR STREETS TO UTILIZE STREET PAVEMENTS
SECTION COLLECTOR ROADWAY DETAIL 2 SHEET C-902.
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SHEET NOTES
1. CONTRACTOR TO VERIFY ALL EXISTING CONDITIONS AND LOCATION OF EXISTING

UTILITIES PRIOR TO CONSTRUCTION.
2. ALL DRINKING & SECONDARY WATER PIPES TO BE DR-18 PVC.
3. ALL COMMERCIAL DRINKING WATER METERS TO BE 1-1/2" DIAMETER PIPE.
4. ALL COMMERCIAL SECONDARY WATER METERS TO BE 1-1/2" DIAMETER PIPE. LATERALS

TO DUAL SERVICE TO BE 1-1/2", LATERALS TO SINGLE SERVICE TO BE 1" PER CITY
STANDARD.

5. ALL DRINKING OR SECONDARY WATER VALVES 12" OR LARGER TO BE BUTTERFLY
VALVES, ALL VALVES SMALLER TO BE GATE VALVES.

6. INSTALL CITY POLY PAST THE METERS TO THE LOT SIDE OF THE SIDEWALK ON DRINKING
LATERALS, SEE CITY DETAIL DW-6.

7. MARKERS MUST BE PLACED AT ALL "OFFSITE" UTILITIES PER CITY STANDARD ST-27.
8. SEE GRADING & DRAINAGE PLAN FOR GRADING REQUIREMENTS.
9. SEE SIGNAGE & STRIPING PLAN FOR SIGN LOCATIONS.
10. ALL STREET SECTIONS TO BE INSTALLED PER CITY STANDARDS. RESIDENTIAL STREET 59

FOOT RIGHT-OF-WAY TO BE INSTALLED PER CITY STANDARD ST-8 (2019). COLLECTOR
STREET 77 FOOT RIGHT-OF-WAY TO BE INSTALLED PER CITY STANDARD ST-9 (2019). ALL
RESIDENTIAL STREETS TO UTILIZE STREET PAVEMENT SECTION RESIDENTIAL ROADWAY
DETAIL 1 SHEET C-902.  ALL COLLECTOR STREETS TO UTILIZE STREET PAVEMENTS
SECTION COLLECTOR ROADWAY DETAIL 2 SHEET C-902.
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22.5° PIPE ELBOW (SW) PI-2, (*2)
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1-1/2" DUAL SW SERVICE PI-3, PI-5B, PI-5C
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24" SHED C&G ST-1, ST-2F

SIDEWALK ST-1
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(*2)SEE PLAN & PROFILE FOR SIZE & MATERIAL

(*3)SEE LANDSCAPE DESIGN FOR NUMBER OF CONDUITS & SIZES

(*4)SEE PLAN & PROFILE FOR WIDTH & DESIGN MATERIALS

(*5) SEWER SERVICE MINIMUM SLOPE 2%
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THRIVE DRIVE PROFILE

SCALE IN FEET 1" = 30

3001530

SHEET NOTES

1. CONTRACTOR TO VERIFY ALL EXISTING CONDITIONS AND LOCATION OF EXISTING

UTILITIES PRIOR TO CONSTRUCTION.

2. ALL DRINKING & SECONDARY WATER PIPES TO BE DR-18 PVC.

3. ALL COMMERCIAL DRINKING WATER METERS TO BE 1-1/2" DIAMETER PIPE.

4. ALL COMMERCIAL SECONDARY WATER METERS TO BE 1-1/2" DIAMETER PIPE. LATERALS

TO DUAL SERVICE TO BE 1-1/2", LATERALS TO SINGLE SERVICE TO BE 1" PER CITY

STANDARD.

5. ALL DRINKING OR SECONDARY WATER VALVES 12" OR LARGER TO BE BUTTERFLY

VALVES, ALL VALVES SMALLER TO BE GATE VALVES.

6. INSTALL CITY POLY PAST THE METERS TO THE LOT SIDE OF THE SIDEWALK ON DRINKING

LATERALS, SEE CITY DETAIL DW-6.

7. MARKERS MUST BE PLACED AT ALL "OFFSITE" UTILITIES PER CITY STANDARD ST-27.

8. SEE GRADING & DRAINAGE PLAN FOR GRADING REQUIREMENTS.

9. SEE SIGNAGE & STRIPING PLAN FOR SIGN LOCATIONS.

10. ALL STREET SECTIONS TO BE INSTALLED PER CITY STANDARDS. RESIDENTIAL STREET 59

FOOT RIGHT-OF-WAY TO BE INSTALLED PER CITY STANDARD ST-8 (2019). COLLECTOR

STREET 77 FOOT RIGHT-OF-WAY TO BE INSTALLED PER CITY STANDARD ST-9 (2019). ALL

RESIDENTIAL STREETS TO UTILIZE STREET PAVEMENT SECTION RESIDENTIAL ROADWAY

DETAIL 1 SHEET C-902.  ALL COLLECTOR STREETS TO UTILIZE STREET PAVEMENTS

SECTION COLLECTOR ROADWAY DETAIL 2 SHEET C-902.
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BOUNDARY LINE
STREET CENTERLINE
EASEMENT LINE
LOT LINES
SEWER PIPE SS-1, ST-7, (*2)
SEWER MANHOLE SS-2, SS-2A, (*2)
4" SEWER SERVICE SS-3, (*5)
STORM DRAIN PIPE (RCP) SD-1, ST-7, (*2)
STORM DRAIN MANHOLE SS-2, (*2)
CURB INLET SD-2
COMBO BOX SD-4
4'x4' CATCH BASIN (*2)
3'x3' CATCH BASIN (*2)
INLET/OUTLET W/ GRATE SD-5
CULINARY WATER PIPE DW-1, DW-2, DW-3,ST-7, (*2)
45° PIPE ELBOW (W) DW-2, DW-3, (*2)
22.5° PIPE ELBOW (W) DW-2, DW-3, (*2)
11.25° PIPE ELBOW (W) DW-2, DW-3, (*2)
FIRE HYDRANT DW-4
3/4" SERVICE & METER (W) DW-5
PRV(W) DW-10A, DW-10B, DW-15

AIR-VAC VALVE (W) DW-12, DW-15
2" BLOW-OFF (W) DW-13A, DW-15
VALVE (W & SW) (*1)(*2)
TEE DW-2, (*2)
CROSS DW-2, (*2)
SECONDARY WATER PIPE PI-1, PI-2, ST-7, (*2)
45° PIPE ELBOW (SW) PI-2, (*2)
22.5° PIPE ELBOW (SW) PI-2, (*2)
11.25° PIPE ELBOW (SW) PI-2, (*2)
1" SINGLE SW SERVICE PI-3, PI-5A, PI-5C
1-1/2" DUAL SW SERVICE PI-3, PI-5B, PI-5C
SW SERVICE TO PARKS PI-4
AIR-VAC VALVE (SW) PI-8, PI-13
BACKFLOW PREVENTER PI-11
2" BLOW-OFF (SW) PI-12A, PI-13
30" C&G (COLLECTOR) ST-1, ST-2A
24" C&G (LOCAL) ST-1, ST-2C
24" SHED C&G ST-1, ST-2F
SIDEWALK ST-1

STOP SIGN ST-28
STREET SIGN ST-28
MONUMENT ST-29
SPRINKLER CONDUIT ST-9, (*3)
FENCE LS-14, LS-15, DET. 1 SH. D-4
STREET LIGHT LOCAL LP-1, LP-1B, LP-1C, LP-4, LP-6
STREET LIGHT COLLECTOR LP-2, LP-2B, LP-2C, LP-5, LP-6
POWER POLE
DITCH
FIBER OPTIC
GAS
OVERHEAD POWER
FLOW ARROW
CONTOURS
100 YEAR FLOOD ROUTE
MATCH LINE

DRIVE APPROACH ST-4

ADA RAMP ST-5A, ST-5B, ST-5C, ST-5E

TRAIL ST-15A, ST-34, (*4)

W W

EXISTING

(*1)CULINARY & SECONDARY WATER LINES LESS THAN 12" TO BE GATE
VALVES, LINES 12" & LARGER REQUIRE BUTTERFLY VALVES

(*2)SEE PLAN & PROFILE FOR SIZE & MATERIAL
(*3)SEE LANDSCAPE DESIGN FOR NUMBER OF CONDUITS & SIZES
(*4)SEE PLAN & PROFILE FOR WIDTH & DESIGN MATERIALS
(*5) SEWER SERVICE MINIMUM SLOPE 2%

DETAILS
LEGEND

SDEX SD

SSEX SS

WEX W

SWEX-SW

DEVONSHIRE DRIVE PLAN VIEW

DEVONSHIRE DRIVE PROFILE

DEVONSHIRE DRIVE

SCALE IN FEET: ########

3001530

SHEET NOTES
1. CONTRACTOR TO VERIFY ALL EXISTING CONDITIONS AND LOCATION OF EXISTING

UTILITIES PRIOR TO CONSTRUCTION.
2. ALL DRINKING & SECONDARY WATER PIPES TO BE DR-18 PVC.
3. ALL COMMERCIAL DRINKING WATER METERS TO BE 1-1/2" DIAMETER PIPE.
4. ALL COMMERCIAL SECONDARY WATER METERS TO BE 1-1/2" DIAMETER PIPE. LATERALS

TO DUAL SERVICE TO BE 1-1/2", LATERALS TO SINGLE SERVICE TO BE 1" PER CITY
STANDARD.

5. ALL DRINKING OR SECONDARY WATER VALVES 12" OR LARGER TO BE BUTTERFLY
VALVES, ALL VALVES SMALLER TO BE GATE VALVES.

6. INSTALL CITY POLY PAST THE METERS TO THE LOT SIDE OF THE SIDEWALK ON DRINKING
LATERALS, SEE CITY DETAIL DW-6.

7. MARKERS MUST BE PLACED AT ALL "OFFSITE" UTILITIES PER CITY STANDARD ST-27.
8. SEE GRADING & DRAINAGE PLAN FOR GRADING REQUIREMENTS.
9. SEE SIGNAGE & STRIPING PLAN FOR SIGN LOCATIONS.
10. ALL STREET SECTIONS TO BE INSTALLED PER CITY STANDARDS. RESIDENTIAL STREET 59

FOOT RIGHT-OF-WAY TO BE INSTALLED PER CITY STANDARD ST-8 (2019). COLLECTOR
STREET 77 FOOT RIGHT-OF-WAY TO BE INSTALLED PER CITY STANDARD ST-9 (2019). ALL
RESIDENTIAL STREETS TO UTILIZE STREET PAVEMENT SECTION RESIDENTIAL ROADWAY
DETAIL 1 SHEET C-902.  ALL COLLECTOR STREETS TO UTILIZE STREET PAVEMENTS
SECTION COLLECTOR ROADWAY DETAIL 2 SHEET C-902.
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STOPSTOP

BOUNDARY LINE

STREET CENTERLINE

EASEMENT LINE

LOT LINES

SEWER PIPE SS-1, ST-7, (*2)

SEWER MANHOLE SS-2, SS-2A, (*2)

4" SEWER SERVICE SS-3, (*5)

STORM DRAIN PIPE (RCP) SD-1, ST-7, (*2)

STORM DRAIN MANHOLE SS-2, (*2)

CURB INLET SD-2

COMBO BOX SD-4

4'x4' CATCH BASIN (*2)

3'x3' CATCH BASIN (*2)

INLET/OUTLET W/ GRATE SD-5

CULINARY WATER PIPE DW-1, DW-2, DW-3,ST-7, (*2)

45° PIPE ELBOW (W) DW-2, DW-3, (*2)

22.5° PIPE ELBOW (W) DW-2, DW-3, (*2)

11.25° PIPE ELBOW (W) DW-2, DW-3, (*2)

FIRE HYDRANT DW-4

3/4" SERVICE & METER (W) DW-5

PRV(W) DW-10A, DW-10B, DW-15

AIR-VAC VALVE (W) DW-12, DW-15

2" BLOW-OFF (W) DW-13A, DW-15

VALVE (W & SW) (*1)(*2)

TEE DW-2, (*2)

CROSS DW-2, (*2)

SECONDARY WATER PIPE PI-1, PI-2, ST-7, (*2)

45° PIPE ELBOW (SW) PI-2, (*2)

22.5° PIPE ELBOW (SW) PI-2, (*2)

11.25° PIPE ELBOW (SW) PI-2, (*2)

1" SINGLE SW SERVICE PI-3, PI-5A, PI-5C

1-1/2" DUAL SW SERVICE PI-3, PI-5B, PI-5C

SW SERVICE TO PARKS PI-4

AIR-VAC VALVE (SW) PI-8, PI-13

BACKFLOW PREVENTER PI-11

2" BLOW-OFF (SW) PI-12A, PI-13

30" C&G (COLLECTOR) ST-1, ST-2A

24" C&G (LOCAL) ST-1, ST-2C

24" SHED C&G ST-1, ST-2F

SIDEWALK ST-1

STOP SIGN ST-28

STREET SIGN ST-28

MONUMENT ST-29

SPRINKLER CONDUIT ST-9, (*3)

FENCE LS-14, LS-15, DET. 1 SH. D-4

STREET LIGHT LOCAL LP-1, LP-1B, LP-1C, LP-4, LP-6

STREET LIGHT COLLECTOR LP-2, LP-2B, LP-2C, LP-5, LP-6

POWER POLE

DITCH

FIBER OPTIC

GAS

OVERHEAD POWER

FLOW ARROW

CONTOURS

100 YEAR FLOOD ROUTE

MATCH LINE

DRIVE APPROACH ST-4

ADA RAMP ST-5A, ST-5B, ST-5C, ST-5E

TRAIL ST-15A, ST-34, (*4)

W W

EXISTING

(*1)CULINARY & SECONDARY WATER LINES LESS THAN 12" TO BE GATE

VALVES, LINES 12" & LARGER REQUIRE BUTTERFLY VALVES

(*2)SEE PLAN & PROFILE FOR SIZE & MATERIAL

(*3)SEE LANDSCAPE DESIGN FOR NUMBER OF CONDUITS & SIZES

(*4)SEE PLAN & PROFILE FOR WIDTH & DESIGN MATERIALS

(*5) SEWER SERVICE MINIMUM SLOPE 2%

DETAILS

LEGEND

SDEX SD

SSEX SS

WEX W

SWEX-SW

R
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6" SECONDARY WATER

18" DRINKING WATER

PRIVATE DRIVE PLAN VIEW

PRIVATE DRIVE PROFILE

PRIVATE DRIVE

SCALE IN FEET 1" = 30'

3001530

SHEET NOTES

1. CONTRACTOR TO VERIFY ALL EXISTING CONDITIONS AND LOCATION OF EXISTING

UTILITIES PRIOR TO CONSTRUCTION.

2. ALL DRINKING & SECONDARY WATER PIPES TO BE DR-18 PVC.

3. ALL COMMERCIAL DRINKING WATER METERS TO BE 1-1/2" DIAMETER PIPE.

4. ALL COMMERCIAL SECONDARY WATER METERS TO BE 1-1/2" DIAMETER PIPE. LATERALS

TO DUAL SERVICE TO BE 1-1/2", LATERALS TO SINGLE SERVICE TO BE 1" PER CITY

STANDARD.

5. ALL DRINKING OR SECONDARY WATER VALVES 12" OR LARGER TO BE BUTTERFLY

VALVES, ALL VALVES SMALLER TO BE GATE VALVES.

6. INSTALL CITY POLY PAST THE METERS TO THE LOT SIDE OF THE SIDEWALK ON DRINKING

LATERALS, SEE CITY DETAIL DW-6.

7. MARKERS MUST BE PLACED AT ALL "OFFSITE" UTILITIES PER CITY STANDARD ST-27.

8. SEE GRADING & DRAINAGE PLAN FOR GRADING REQUIREMENTS.

9. SEE SIGNAGE & STRIPING PLAN FOR SIGN LOCATIONS.

10. ALL STREET SECTIONS TO BE INSTALLED PER CITY STANDARDS. RESIDENTIAL STREET 59

FOOT RIGHT-OF-WAY TO BE INSTALLED PER CITY STANDARD ST-8 (2019). COLLECTOR

STREET 77 FOOT RIGHT-OF-WAY TO BE INSTALLED PER CITY STANDARD ST-9 (2019). ALL

RESIDENTIAL STREETS TO UTILIZE STREET PAVEMENT SECTION RESIDENTIAL ROADWAY

DETAIL 1 SHEET C-902.  ALL COLLECTOR STREETS TO UTILIZE STREET PAVEMENTS

SECTION COLLECTOR ROADWAY DETAIL 2 SHEET C-902.
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SEWER PIPE SS-1, ST-7, (*2)

SEWER MANHOLE SS-2, SS-2A, (*2)

4" SEWER SERVICE SS-3, (*5)

STORM DRAIN PIPE (RCP) SD-1, ST-7, (*2)

STORM DRAIN MANHOLE SS-2, (*2)

CURB INLET SD-2

COMBO BOX SD-4
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INLET/OUTLET W/ GRATE SD-5

CULINARY WATER PIPE DW-1, DW-2, DW-3,ST-7, (*2)

45° PIPE ELBOW (W) DW-2, DW-3, (*2)

22.5° PIPE ELBOW (W) DW-2, DW-3, (*2)

11.25° PIPE ELBOW (W) DW-2, DW-3, (*2)

FIRE HYDRANT DW-4

3/4" SERVICE & METER (W) DW-5

PRV(W) DW-10A, DW-10B, DW-15

AIR-VAC VALVE (W) DW-12, DW-15

2" BLOW-OFF (W) DW-13A, DW-15

VALVE (W & SW) (*1)(*2)

TEE DW-2, (*2)

CROSS DW-2, (*2)

SECONDARY WATER PIPE PI-1, PI-2, ST-7, (*2)
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1" SINGLE SW SERVICE PI-3, PI-5A, PI-5C

1-1/2" DUAL SW SERVICE PI-3, PI-5B, PI-5C
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AIR-VAC VALVE (SW) PI-8, PI-13

BACKFLOW PREVENTER PI-11

2" BLOW-OFF (SW) PI-12A, PI-13

30" C&G (COLLECTOR) ST-1, ST-2A

24" C&G (LOCAL) ST-1, ST-2C

24" SHED C&G ST-1, ST-2F

SIDEWALK ST-1

STOP SIGN ST-28

STREET SIGN ST-28

MONUMENT ST-29

SPRINKLER CONDUIT ST-9, (*3)

FENCE LS-14, LS-15, DET. 1 SH. D-4
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STREET LIGHT COLLECTOR LP-2, LP-2B, LP-2C, LP-5, LP-6
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DITCH

FIBER OPTIC
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OVERHEAD POWER

FLOW ARROW

CONTOURS

100 YEAR FLOOD ROUTE
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DRIVE APPROACH ST-4

ADA RAMP ST-5A, ST-5B, ST-5C, ST-5E

TRAIL ST-15A, ST-34, (*4)

W W

EXISTING

(*1)CULINARY & SECONDARY WATER LINES LESS THAN 12" TO BE GATE

VALVES, LINES 12" & LARGER REQUIRE BUTTERFLY VALVES

(*2)SEE PLAN & PROFILE FOR SIZE & MATERIAL

(*3)SEE LANDSCAPE DESIGN FOR NUMBER OF CONDUITS & SIZES

(*4)SEE PLAN & PROFILE FOR WIDTH & DESIGN MATERIALS

(*5) SEWER SERVICE MINIMUM SLOPE 2%
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SHEET NOTES

1. CONTRACTOR TO VERIFY ALL EXISTING CONDITIONS AND LOCATION OF EXISTING

UTILITIES PRIOR TO CONSTRUCTION.

2. ALL DRINKING & SECONDARY WATER PIPES TO BE DR-18 PVC.

3. ALL COMMERCIAL DRINKING WATER METERS TO BE 1-1/2" DIAMETER PIPE.

4. ALL COMMERCIAL SECONDARY WATER METERS TO BE 1-1/2" DIAMETER PIPE. LATERALS

TO DUAL SERVICE TO BE 1-1/2", LATERALS TO SINGLE SERVICE TO BE 1" PER CITY

STANDARD.

5. ALL DRINKING OR SECONDARY WATER VALVES 12" OR LARGER TO BE BUTTERFLY

VALVES, ALL VALVES SMALLER TO BE GATE VALVES.

6. INSTALL CITY POLY PAST THE METERS TO THE LOT SIDE OF THE SIDEWALK ON DRINKING

LATERALS, SEE CITY DETAIL DW-6.

7. MARKERS MUST BE PLACED AT ALL "OFFSITE" UTILITIES PER CITY STANDARD ST-27.

8. SEE GRADING & DRAINAGE PLAN FOR GRADING REQUIREMENTS.

9. SEE SIGNAGE & STRIPING PLAN FOR SIGN LOCATIONS.

10. ALL STREET SECTIONS TO BE INSTALLED PER CITY STANDARDS. RESIDENTIAL STREET 59

FOOT RIGHT-OF-WAY TO BE INSTALLED PER CITY STANDARD ST-8 (2019). COLLECTOR

STREET 77 FOOT RIGHT-OF-WAY TO BE INSTALLED PER CITY STANDARD ST-9 (2019). ALL

RESIDENTIAL STREETS TO UTILIZE STREET PAVEMENT SECTION RESIDENTIAL ROADWAY

DETAIL 1 SHEET C-902.  ALL COLLECTOR STREETS TO UTILIZE STREET PAVEMENTS

SECTION COLLECTOR ROADWAY DETAIL 2 SHEET C-902.
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2

"

6
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NOTES:

1. DO NOT DAMAGE OR CUT LEADER

2. DO NOT DISTURB ROOT OR DAMAGE ROOT BALL WHEN INSTALLING TREE OR TREE STAKES.

3. TREE STAKING SHALL BE AT THE DISCRETION OF CONTRACTOR. HOWEVER ANY TREES DISTURBED

FROM PLUMB DURING THE PLANT WARRANTEE PERIOD WILL BE REPAIRED OR REPLACED AT

CONTRACTOR'S EXPENSE.

4. WATER PLANTS THOROUGHLY IMMEDIATELY AFTER INSTILLATION.

5. REMOVE ALL BURLAP, TWINE, ROPE, OR MATERIAL FROM THE TOP 

1

3

 OF THE ROOTBALL.

6. 5' DIAMETER PLANTER BED/MULCH RING AROUND THE TRUNK OF THE TREE. 3" OF MULCH MIN. DO

NOT PLACE MULCH WITHIN 2" OF TRUNK OF TREE.

BALL AND BURLAP TREE PLANTING

3/4" = 1'-0"

GRAFT VISIBLE

ABOVE SOIL LINE

SOIL LINE OF THE TOP OF

THE ROOT BALL AFTER

REMOVING EXCESS SOIL.

2-3" OF MULCH

BACKFILL MIX SEE NOTES

AND SPECIFICATIONS.

COMPACT SOIL UNDER

ROOTBALL TO 90% PROCTOR.

TOP TWO STRUCTURAL

ROOTS: <3" BELOW TOP

OF ROOTBALL.

LOWEST STRUCTURAL

ROOT <5" BELOW TOP OF

ROOT BALL

SOIL SAUCER >3" HIGH

REMOVE AT END OF

PROJECT

CUT AND FOLD WIRE

BASKET FROM TOP OF

ROOTBALL

1

BALL AND BURLAP PLANT (IF

CONTAINER - GROWN PLANT

WITH ROOTS LOOSENED AND

PULLED OUT TO PREVENT

PLANT FROM BECOMING ROOT

BOUND)

12" TO 18" FOR

LARGER SHRUB

ROOT BALLS, MAKE

DEPTH MIN. 4"

DEEPER THAN BALL)

NOTE:

REMOVE ALL TAGS, TWINE OR

OTHER NON BIODEGRADABLE

MATERIALS ATTACHED TO PLANT OR

ROOT MASS.

BACKFILL SHALL BE 100% TOPSOIL.

WATER SETTLE ALL PLANTINGS TO

ENSURE PLANT ROOTBALL

MAINTAINS 

1

2

" HEIGHT ABOVE

EXISTING SOILS WHEN COMPLETE.

SHRUB PLANTING

1" = 1'-0"

MULCH 2" MIN. AWAY

FROM TRUNK OF PLANT.

3" DEEP MULCH MIN.

LAWN OR PAVING

FOLD BURLAP FROM TOP

OF ROOT BALL DOWN

INTO GROUND; SET TOP

OF BALL FLUSH WITH

FINISH GRADE

SOIL SURFACE

ROUGHENED TO BIND

WITH NEW SOIL

2

STEEL LANDSCAPE EDGING

3" = 1'-0"

1

2

"

1

2

"

PLANTER FINISH GRADE 

1

4

"

BELOW TOP OF EDGER.

FINISH GRADE AT LAWN, AND

PLANTER 

1

2

" BELOW TOP OF

STEEL EDGER.

14 GUAGE 4" X 10' COMMERCIAL STEEL

EDGING. POWDER COATED BLACK.

12" LONG METAL ANCHOR

STAKES INSTALLED @48"

O.C., AND AT EACH END.

7

1. REGULATIONS & STANDARDS

1.1. All contractor work shall be conducted in accordance with USPWC (Utah

Standard Public Works Construction), 2018; and Saratoga Springs, Utah

codes, standards and state and local regulations.

2. EXISTING CONDITIONS

2.1. All utilities shall be located prior to construction and protected. Any damage to

structures, utilities or concrete will be replaced at contractor's expense.

2.2. The site has many existing improvements such as underground utilities, curb

and gutter, light poles and sidewalks.

2.3. See Engineer's plans for information about existing features; all drainage pipes

and locations. Protect and retain drainage at all times.

3. GRADING & SITE PREPARATION

3.1. Prepare finish grades for planting by grubbing and removing weeds. If

necessary apply Round-Up (or equivalent herbicide),  using a certified

applicator. Remove rocks and other materials over 2".

3.2. All gravel overprep to be removed and disposed of off site.

3.3. Finish grade to be smooth transition to allow for entire site to be a natural

flowing space.

3.4. Fine grade lawn areas to elevations set by Engineer's plans with positive

drainage away from structures.

3.5. Refer to Engineer's plans for grading information & for all drainage pipes and

locations.  Protect and retain drainage at all times.

3.6. No pooling or standing water will be accepted per industry standards.

4. SOILS

4.1. All planter beds to receive a minimum of 18" depth of screened topsoil. Spread,

compact, and fine grade to smooth and uniform grade 2.5" below adjacent

surfaces.

4.2. Reuse of existing topsoil that has been stockpiled on site is permitted if:

4.2.1. Topsoil is tested and analyzed to ensure a proper growing medium. Provide

additional amendments as determined by soil tests. And

4.2.2. Topsoil is to be loose, friable sandy loam that is clean and free of toxic

materials, noxious weeds, weed seeds, rocks, grass or other foreign

materials.

4.2.3. Topsoil should have a ph of 6 to 8.5.

4.2.4. If on site topsoil does not meet these minimum standards contractor is

responsible for providing approved imported topsoil or improving onsite

topsoil per the approval of the project manager.

4.3. If imported topsoil is used it must be from a local source and be screened free

of any debris or foreign matter. Topsoil must not contain rocks, sticks, lumps,

or toxic matter.

4.4. Smooth, compact, and fine grade topsoil in lawn areas to smooth and uniform

grade .5" below adjacent surfaces.

4.5. Prepare finish grade of topsoil to elevations set by Engineer's plans with

positive drainage away from structures. Refer to Civil Engineer's plans for

grading information.

4.6. Amend all new plantings with 2 parts topsoil and 1 part compost.

5. PLANTER BED MULCH

5.1. All planter beds to receive 3" depth of mulch per plans, install over commercial

grade weed barrier fabric per manufacturer recommendations.

6. LAWN AREAS

6.1. Sodded, to be tall turf-type fescue or approved equal to be approved by owner,

regionally grown, to be installed 6 weeks min prior to opening date.

6.1.1. Lay sod within 24 hrs of harvesting. Lay sod to form a solid mass with offset,

tightly fitted joints on even grades.

7. All lawn areas to have cut edge.

8. PLANTS

8.8. All plant material shall be installed per industry standards.

8.5. All plant material shall meet or exceed the minimum federal standards as

regulated by ANSI z60.1, American Standard for Nursery Stock. Plants not

meeting these standards for quality, or plants determined to be unhealthy by

Owner's representative, will be rejected.

8.6. All Ball and Burlap trees to be installed per Balled and Burlapped planting

detail 1/L150.

8.7. All shrubs to be installed per detail 2/L150.

8.8. Fertilize all trees and shrubs with 'Agriform' planting tablets or approved equal.

Apply per manufacturers recommendations.

8.9. All plants shall adhere to plant schedule, species & sizes.  Any necessary

subsitutions due to availability or alternatives shall be coordinated to the

landscape architect via submittal.

9. IRRIGATION

9.1. Irrigation system shall be built to the following specifications:

9.1.1. Adhere to city codes when connecting to city water.

9.1.1. All irrigation material to be new with manufacturers' warranty fully intact.

9.1.2. Connect Irrigation mainline to existing point of connection in the approximate

location. Provide a water tight and fully functional connection.

9.1.3. Rainbird 32 station controller to be installed in stainless steel pedestal;

coordinate with project manager and site electrician on exact location.

9.1.4. Coordinate  with electrical for 120 volt power supply. Contractor shall connect

all low voltage and 120 volt power wires. All above grade wires shall be

located in pvc conduit.

9.1.5. Install two (2) blue 14 gauge wires from controller to last valve from each

controller for future use.

9.2. 4" Mainline gate valve shall be included in base bid. If alternate is not approved

as part of this project, cap 4" mainline downstream of gate valve and locate in

10" round valve box.

9.3. All remote control valves (including master control valve) to have flow control

device.

9.4. Irrigation system piping to be minimum class 200 PVC or approved equal,

sleeves to be double the size of pipes located within, all wires to be contained

in separate sleeves 1-1/2" dia min.

9.5. All pipe above 3" caliper to be gasketed, with approved joint restraints at all 45,

TEE, ELL, 22,11.

9.6. Use common trenching where possible.

9.7. All PVC located under hardscapes to be schedule 40 PVC with same req's as

above.

9.8. All mainline pipe and wires to be buried a minimum of 18" and all lateral piping

to be buried a minimum of 12" below grade.

9.9. All wires to be 14 gauge direct bury wire at a minimum. Size wire for correct

voltage loss.

9.10. Supply a minimum of (2) spare wires to furthest valves from controller in all

directions.

9.11. Sprinkler heads shall have a matched precipitation within each control circuit.

Velocities shall not exceed 5 feet per second.

9.12. Contractor is responsible complying with all codes and paying all permits

necessary.

9.13. Sprinkler heads shall have matched precipitation within each control circuit.

Velocities shall not exceed 5 feet per second.

9.14. Water schedule to be provided at a min of 71% evapo-transpiration as

determined by the local ET.

9.15. Install all irrigation per irrigation drawings. utilize material specified or approved

equal.

10. CONTRACTOR RESPONSIBILITIES

10.1. Contractor is responsible for 1 year of maintenance starting at the final

date of acceptance by owner. Coordinate with BSD on specific

requirements.

10.2. Estimated quantities are shown for general reference only. Contractor shall be

responsible for all quantity estimates.

10.3. All plant material and workmanship shall be guaranteed for a period of one

year beginning at the date of Acceptance by Owner. Replace all dead or

unhealthy plant material immediately with same type and size at no cost to

Owner.

10.4. Landscape contractor to turn in as built drawings at the end of project.

Substantial completion will not be granted until 2 copies @ 1"=20' scale are

turned in and approved by owner's representative.

10.5. In the event of a discrepancy, notify the General Contractor.

LANDSCAPE NOTES: OVERALL LANDSCAPE PLAN:

LANDSCAPE REQUIREMENTS:

PER CITY OF SARATOGA SPRINGS MUNICIPAL CODE

GENERAL LANDSCAPING REQUIREMENTS:

· PUBLIC PLANTER STRIPS SHALL BE LANDSCAPED WITH GROUNDCOVER

· AT THE TIME OF LOT BUILD OUT, LOT OWNER SHALL PLANT TREES PER CODE.

PLANT SIZING MINIMUM REQUIREMENTS:

· SHADE / ORNAMENTAL TREES: MIN 2" CAL, B&B

· EVERGREEN TREES: MIN 6 FEET IN HEIGHT

· SHRUBS: 25% SHALL BE A MIN 5 GALLON, ALL OTHER SHRUBS SHALL BE A MINIMUM OF 1 GALLON

NORTH

0
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LANDSCAPE MATERIALS LEGEND:

SOD LAWN

DECORATIVE ROCK MULCH -

BROWN COLOR OR SIMILAR

6' WHITE VINYL FENCE TO MATCH

EXISTING - CONNECT TO

EXISTING SURROUNDING FENCE

SHRUBS BOTANICAL / COMMON NAME CONT QTY REMARKS

Calamagrostis x acutiflora `Karl Foerster` / Feather Reed Grass 1 gal 4 5`h x 3`w

Physocarpus opulifolius `POIPD2` / Petite Plum Ninebark 5 gal 3 5`h x 5`w
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LANDSCAPE MATERIALS LEGEND:

SOD LAWN

DECORATIVE ROCK MULCH -

BROWN COLOR OR SIMILAR

6' WHITE VINYL FENCE TO MATCH

EXISTING - CONNECT TO

EXISTING SURROUNDING FENCE

SHRUBS BOTANICAL / COMMON NAME CONT QTY REMARKS

Calamagrostis x acutiflora `Karl Foerster` / Feather Reed Grass 1 gal 4 5`h x 3`w

Physocarpus opulifolius `POIPD2` / Petite Plum Ninebark 5 gal 3 5`h x 5`w
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THRIVE DEVELOPMENT

9544 WILLOW TRAIL WAY

SOUTH JORDAN, UTAH 84095

SCALE IN FEET 1" = 40'
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EX-FO

EX-GAS

EX-OHP OHP

STOPSTOP

BOUNDARY LINE

STREET CENTERLINE

EASEMENT LINE

LOT LINES

SEWER PIPE SS-1, ST-7, (*2)

SEWER MANHOLE SS-2, SS-2A, (*2)

4" SEWER SERVICE SS-3, (*5)

STORM DRAIN PIPE (RCP) SD-1, ST-7, (*2)

STORM DRAIN MANHOLE SS-2, (*2)

CURB INLET SD-2

COMBO BOX SD-4

4'x4' CATCH BASIN (*2)

3'x3' CATCH BASIN (*2)

INLET/OUTLET W/ GRATE SD-5

CULINARY WATER PIPE DW-1, DW-2, DW-3,ST-7, (*2)

45° PIPE ELBOW (W) DW-2, DW-3, (*2)

22.5° PIPE ELBOW (W) DW-2, DW-3, (*2)

11.25° PIPE ELBOW (W) DW-2, DW-3, (*2)

FIRE HYDRANT DW-4

3/4" SERVICE & METER (W) DW-5

PRV(W) DW-10A, DW-10B, DW-15

AIR-VAC VALVE (W) DW-12, DW-15

2" BLOW-OFF (W) DW-13A, DW-15

VALVE (W & SW) (*1)(*2)

TEE DW-2, (*2)

CROSS DW-2, (*2)

SECONDARY WATER PIPE PI-1, PI-2, ST-7, (*2)

45° PIPE ELBOW (SW) PI-2, (*2)

22.5° PIPE ELBOW (SW) PI-2, (*2)

11.25° PIPE ELBOW (SW) PI-2, (*2)

1" SINGLE SW SERVICE PI-3, PI-5A, PI-5C

1-1/2" DUAL SW SERVICE PI-3, PI-5B, PI-5C

SW SERVICE TO PARKS PI-4

AIR-VAC VALVE (SW) PI-8, PI-13

BACKFLOW PREVENTER PI-11

2" BLOW-OFF (SW) PI-12A, PI-13

30" C&G (COLLECTOR) ST-1, ST-2A

24" C&G (LOCAL) ST-1, ST-2C

24" SHED C&G ST-1, ST-2F

SIDEWALK ST-1

STOP SIGN ST-28

STREET SIGN ST-28

MONUMENT ST-29

SPRINKLER CONDUIT ST-9, (*3)

FENCE LS-14, LS-15, DET. 1 SH. D-4

STREET LIGHT LOCAL LP-1, LP-1B, LP-1C, LP-4, LP-6

STREET LIGHT COLLECTOR LP-2, LP-2B, LP-2C, LP-5, LP-6

POWER POLE

DITCH

FIBER OPTIC

GAS

OVERHEAD POWER

FLOW ARROW

CONTOURS

100 YEAR FLOOD ROUTE

MATCH LINE

DRIVE APPROACH ST-4

ADA RAMP ST-5A, ST-5B, ST-5C, ST-5E

TRAIL ST-15A, ST-34, (*4)

W W

EXISTING

(*1)CULINARY & SECONDARY WATER LINES LESS THAN 12" TO BE GATE

VALVES, LINES 12" & LARGER REQUIRE BUTTERFLY VALVES

(*2)SEE PLAN & PROFILE FOR SIZE & MATERIAL

(*3)SEE LANDSCAPE DESIGN FOR NUMBER OF CONDUITS & SIZES

(*4)SEE PLAN & PROFILE FOR WIDTH & DESIGN MATERIALS

(*5) SEWER SERVICE MINIMUM SLOPE 2%

DETAILS

LEGEND

SDEX SD

SSEX SS

WEX W

SWEX-SW

SITE

DALMORE MEADOWS

PHASE 2

1. CONTRACTOR SHALL FIELD VERIFY LOCATIONS AND INVERT ELEVATIONS OF EXISTING

MANHOLES AND OTHER UTILITIES BEFORE STAKING OR CONSTRUCTING ANY NEW SEWER

LINES.

2. CONTRACTOR SHALL FIELD VERIFY LOCATIONS AND INVERT ELEVATIONS OF EXISTING

STORM DRAIN STRUCTURES AND OTHER UTILITIES BEFORE STAKING OR CONSTRUCTING

ANY NEW STORM DRAIN LINES.

3. ALL CONSTRUCTION SHALL COMPLY WITH THE STANDARD TECHNICAL SPECIFICATIONS

AND DRAWINGS FOR THE CITY OF SARATOGA SPRINGS, UTAH.

4. EXISTING UTILITIES HAVE BEEN NOTED TO THE BEST OF ENGINEERS KNOWLEDGE,

HOWEVER IT IS OWNERS AND CONTRACTORS RESPONSIBILITY TO LOCATE UTILITIES IN

FIELD AND NOTIFY ENGINEER AND CITY IF DISCREPANCIES EXIST PRIOR TO CONTINUING

ANY CONSTRUCTION.

5. POST-ACCEPTANCE ALTERATIONS TO LIGHTING PLANS OR INTENDED SUBSTITUTIONS

FOR ACCEPTED LIGHTING EQUIPMENT SHALL BE SUBMITTED TO THE CITY FOR REVIEW

AND ACCEPTANCE.

6. THE CITY RESERVES THE RIGHT TO CONDUCT POST-INSTALLATION INSPECTIONS TO

VERIFY COMPLIANCE WITH THE CITY'S REQUIREMENTS AND APPROVED LIGHTING PLAN

COMMITMENTS AND IF DEEMED APPROPRIATE BY THE CITY, TO REQUIRE REMEDIAL

ACTION AT NO EXPENSE TO THE CITY.

7. ALL EXTERIOR LIGHTING SHALL MEET IESNA FULL-CUTOFF CRITERIA.
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CITY STANDARD NOTES

RIVERSIDE CROSSING SUBDIVISION

LOTS 1 & 2 SITE PLAN

LOCATED IN A PORTION OF THE NORTHEAST QUARTER OF SECTION 23,

TOWNSHIP 5 SOUTH, RANGE 1 WEST, SALT LAKE BASE AND MERIDIAN

CITY OF SARATOGA SPRINGS, UTAH

DALMORE MEADOWS

PHASE 2
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LOT 1 LOT 2
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1. CONTRACTOR TO VERIFY ALL EXISTING CONDITIONS AND LOCATION OF EXISTING

UTILITIES PRIOR TO CONSTRUCTION.

2. ALL INTERSECTIONS TO HAVE ADA HANDICAP RAMPS ACCORDING TO CITY STANDARDS.

3. ALL EXISTING FENCING WITHIN THE PROPOSED BOUNDARY TO BE REMOVED.

4. DRAINAGE ACROSS PROPERTY LINES SHALL NOT EXCEED THAT WHICH EXISTED PRIOR

TO GRADING.  EXCESS OR CONCENTRATED DRAINAGE SHALL BE CONTAINED ON SITE OR

DIRECTED TO AN APPROVED DRAINAGE FACILITY.  LOTS SHALL BE GRADED TO DRAIN

SURFACE WATER AWAY FROM FOUNDATION WALLS.  THE GRADING SHALL FALL A

MINIMUM OF 6 INCHES WITHIN THE FIRST 10 FEET.

5. AREA SHOWN HEREON FALLS WITHIN FLOOD ZONE "X' (AREA DETERMINED TO BE OUTSIDE

OF 500 YEAR FLOOD PLAIN) AS PER FIRM MAP NO. 4902500115A WITH AN EFFECTIVE DATE

OF JULY 17, 2002.

6. ALL DRINKING AND SECONDARY WATER PIPES TO BE DR-18 PVC.

7. ALL COMMERCIAL DRINKING WATER METERS TO BE 1-1/2" DIAMETER PIPE.

8. ALL COMMERCIAL SECONDARY WATER METERS TO BE 1-1/2" DIAMETER PIPE, LATERALS

TO DUAL SERVICE TO BE 1-1/2", LATERALS TO SINGLE SERVICE TO BE 1" PER CITY

STANDARD.

9. ALL DRINKING OR SECONDARY WATER VALVES 12" OR LARGER TO BE BUTTERFLY

VALVES, ALL VALVES SMALLER TO BE GATE VALVES.

10. INSTALL CITY POLY PAST THE METERS TO THE LOT SIDE OF THE SIDEWALK ON DRINKING

LATERALS, SEE CITY DETAIL DW-6.

11. MARKERS MUST BE PLACED AT ALL "OFFSITE" UTILITIES PER CITY STANDARD ST-27.

12. SEE GRADING & DRAINAGE PLAN FOR GRADING REQUIREMENTS.

13. SEE SIGNAGE & STRIPING PLAN FOR SIGN LOCATIONS.

14. BUILDINGS #1 & #2 TO BE FIRE SPRINKLED.

15. ADJACENT PROPERTY OWNERS TO MAINTAIN LANDSCAPING IN UDOT RIGHT-OF-WAY.

PROJECT AREA:  5.05 ACRES

LOTS:  2 LOTS

BUILDINGS:  2 BUILDINGS

TABULATIONS
GENERAL NOTES

BUILDING #1 SQUARE FOOTAGE BUILDING #2 SQUARE FOOTAGE

1ST FLOOR: 19,395 S.F.

2ND FLOOR: 18,803 S.F.

3RD FLOOR: 19,200 S.F.

1ST FLOOR: 11,917 S.F.

2ND FLOOR: 11,481 S.F.

ZONING:   LOT 1 = BUSINESS PARK,  LOT2 = COMMUNITY COMMERCIAL

PARKING:

TOTAL PARKING STALLS:  405

REQUIRED # OF STALLS:  404

TOTAL # OF ADA STALLS:  13

REQUIRED # OF ADA STALLS:  9

BUILDABLE LAND:  100% OF OVERALL AREA

SENSITIVE LAND AREA: 0.0 ACRES (0%)

OPEN SPACE LANDSCAPE AREA:  1.07 ACRES (21.2%)

AREA TO BE DEDICATED AS RIGHT-OF-WAY:  0.0 ACRES (0%)

BUILDING CONSTRUCTION TYPE: BLDG #1 = TYPE 5B,   BLDG #2 = TYPE 5B,
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SCALE IN FEET 1" = 40'

PROPOSED
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EX-OHP OHP

STOPSTOP

BOUNDARY LINE

STREET CENTERLINE

EASEMENT LINE

LOT LINES

SEWER PIPE SS-1, ST-7, (*2)

SEWER MANHOLE SS-2, SS-2A, (*2)

4" SEWER SERVICE SS-3, (*5)

STORM DRAIN PIPE (RCP) SD-1, ST-7, (*2)

STORM DRAIN MANHOLE SS-2, (*2)

CURB INLET SD-2

COMBO BOX SD-4

4'x4' CATCH BASIN (*2)

3'x3' CATCH BASIN (*2)

INLET/OUTLET W/ GRATE SD-5

CULINARY WATER PIPE DW-1, DW-2, DW-3,ST-7, (*2)

45° PIPE ELBOW (W) DW-2, DW-3, (*2)

22.5° PIPE ELBOW (W) DW-2, DW-3, (*2)

11.25° PIPE ELBOW (W) DW-2, DW-3, (*2)

FIRE HYDRANT DW-4

3/4" SERVICE & METER (W) DW-5

PRV(W) DW-10A, DW-10B, DW-15

AIR-VAC VALVE (W) DW-12, DW-15

2" BLOW-OFF (W) DW-13A, DW-15

VALVE (W & SW) (*1)(*2)

TEE DW-2, (*2)

CROSS DW-2, (*2)

SECONDARY WATER PIPE PI-1, PI-2, ST-7, (*2)

45° PIPE ELBOW (SW) PI-2, (*2)

22.5° PIPE ELBOW (SW) PI-2, (*2)

11.25° PIPE ELBOW (SW) PI-2, (*2)

1" SINGLE SW SERVICE PI-3, PI-5A, PI-5C

1-1/2" DUAL SW SERVICE PI-3, PI-5B, PI-5C

SW SERVICE TO PARKS PI-4

AIR-VAC VALVE (SW) PI-8, PI-13

BACKFLOW PREVENTER PI-11

2" BLOW-OFF (SW) PI-12A, PI-13

30" C&G (COLLECTOR) ST-1, ST-2A

24" C&G (LOCAL) ST-1, ST-2C

24" SHED C&G ST-1, ST-2F

SIDEWALK ST-1

STOP SIGN ST-28

STREET SIGN ST-28

MONUMENT ST-29

SPRINKLER CONDUIT ST-9, (*3)

FENCE LS-14, LS-15, DET. 1 SH. D-4

STREET LIGHT LOCAL LP-1, LP-1B, LP-1C, LP-4, LP-6

STREET LIGHT COLLECTOR LP-2, LP-2B, LP-2C, LP-5, LP-6

POWER POLE

DITCH

FIBER OPTIC

GAS

OVERHEAD POWER

FLOW ARROW

CONTOURS

100 YEAR FLOOD ROUTE

MATCH LINE

DRIVE APPROACH ST-4

ADA RAMP ST-5A, ST-5B, ST-5C, ST-5E

TRAIL ST-15A, ST-34, (*4)

W W

EXISTING

(*1)CULINARY & SECONDARY WATER LINES LESS THAN 12" TO BE GATE

VALVES, LINES 12" & LARGER REQUIRE BUTTERFLY VALVES

(*2)SEE PLAN & PROFILE FOR SIZE & MATERIAL

(*3)SEE LANDSCAPE DESIGN FOR NUMBER OF CONDUITS & SIZES

(*4)SEE PLAN & PROFILE FOR WIDTH & DESIGN MATERIALS

(*5) SEWER SERVICE MINIMUM SLOPE 2%

DETAILS

LEGEND

SDEX SD

SSEX SS

WEX W

SWEX-SW

DALMORE MEADOWS

PHASE 2
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REMOVE EXISTING

TEMPORARY TURN-AROUND

NOTE: ANY AND ALL EXISTING UTILITY LATERALS TO THE EXISTING BUILDINGS SHALL BE REMOVED.

EX. FENCE

(TO REMAIN)

EX. FENCE

(TO REMAIN)

EX. FENCE

(TO REMAIN)

EX. 8" DRINKING

WATER STUB

EX. EDGE OF ASPHALT

EX. 6" SECONDARY WATER

EX. 24" SANITARY SEWER

EX. 8" DRINKING WATER STUB

(INSTALLED WITH PLAT A)

EX. 18" DRINKING WATER

EX. 24" STORM DRAIN

EX. 6" SEWER LATERAL

(INSTALLED WITH PLAT A)

EX. 8" DRINKING WATER STUB

(INSTALLED WITH PLAT A)

EX. 1.5" SECONDARY WATER SERVICE

(INSTALLED WITH PLAT A)

EX. 1.5" DRINKING WATER SERVICE

(INSTALLED WITH PLAT A)

EX. 6" FIRE LINE STUB

(INSTALLED WITH PLAT A)

EX. 6" SEWER LATERAL

(INSTALLED WITH PLAT A)

EX. 1.5" DRINKING WATER SERVICE

(INSTALLED WITH PLAT A)

EX. 6" FIRE LINE STUB

(INSTALLED WITH PLAT A)

EX. 8" DRINKING WATER STUB

(INSTALLED WITH PLAT A)

EX. 1.5" SECONDARY WATER SERVICE

(INSTALLED WITH PLAT A)

EX. STORM DRAIN BOX

(INSTALLED W/ PLAT A)
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SCALE IN FEET 1" = 20'
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STOPSTOP

BOUNDARY LINE

STREET CENTERLINE

EASEMENT LINE

LOT LINES

SEWER PIPE SS-1, ST-7, (*2)

SEWER MANHOLE SS-2, SS-2A, (*2)

4" SEWER SERVICE SS-3, (*5)

STORM DRAIN PIPE (RCP) SD-1, ST-7, (*2)

STORM DRAIN MANHOLE SS-2, (*2)

CURB INLET SD-2

COMBO BOX SD-4

4'x4' CATCH BASIN (*2)

3'x3' CATCH BASIN (*2)

INLET/OUTLET W/ GRATE SD-5

CULINARY WATER PIPE DW-1, DW-2, DW-3,ST-7, (*2)

45° PIPE ELBOW (W) DW-2, DW-3, (*2)

22.5° PIPE ELBOW (W) DW-2, DW-3, (*2)

11.25° PIPE ELBOW (W) DW-2, DW-3, (*2)

FIRE HYDRANT DW-4

3/4" SERVICE & METER (W) DW-5

PRV(W) DW-10A, DW-10B, DW-15

AIR-VAC VALVE (W) DW-12, DW-15

2" BLOW-OFF (W) DW-13A, DW-15

VALVE (W & SW) (*1)(*2)

TEE DW-2, (*2)

CROSS DW-2, (*2)

SECONDARY WATER PIPE PI-1, PI-2, ST-7, (*2)

45° PIPE ELBOW (SW) PI-2, (*2)

22.5° PIPE ELBOW (SW) PI-2, (*2)

11.25° PIPE ELBOW (SW) PI-2, (*2)

1" SINGLE SW SERVICE PI-3, PI-5A, PI-5C

1-1/2" DUAL SW SERVICE PI-3, PI-5B, PI-5C

SW SERVICE TO PARKS PI-4

AIR-VAC VALVE (SW) PI-8, PI-13

BACKFLOW PREVENTER PI-11

2" BLOW-OFF (SW) PI-12A, PI-13

30" C&G (COLLECTOR) ST-1, ST-2A

24" C&G (LOCAL) ST-1, ST-2C

24" SHED C&G ST-1, ST-2F

SIDEWALK ST-1

STOP SIGN ST-28

STREET SIGN ST-28

MONUMENT ST-29

SPRINKLER CONDUIT ST-9, (*3)

FENCE LS-14, LS-15, DET. 1 SH. D-4

STREET LIGHT LOCAL LP-1, LP-1B, LP-1C, LP-4, LP-6

STREET LIGHT COLLECTOR LP-2, LP-2B, LP-2C, LP-5, LP-6

POWER POLE

DITCH

FIBER OPTIC

GAS

OVERHEAD POWER

FLOW ARROW

CONTOURS

100 YEAR FLOOD ROUTE

MATCH LINE

DRIVE APPROACH ST-4

ADA RAMP ST-5A, ST-5B, ST-5C, ST-5E

TRAIL ST-15A, ST-34, (*4)

W W

EXISTING

(*1)CULINARY & SECONDARY WATER LINES LESS THAN 12" TO BE GATE

VALVES, LINES 12" & LARGER REQUIRE BUTTERFLY VALVES

(*2)SEE PLAN & PROFILE FOR SIZE & MATERIAL

(*3)SEE LANDSCAPE DESIGN FOR NUMBER OF CONDUITS & SIZES

(*4)SEE PLAN & PROFILE FOR WIDTH & DESIGN MATERIALS

(*5) SEWER SERVICE MINIMUM SLOPE 2%

DETAILS
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WEX W

SWEX-SW
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(REFER TO LANDSCAPE PLANS FOR DETAILS)
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SCALE IN FEET 1" = 20'

PROPOSED

D
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D

S

EX-FO

EX-GAS

EX-OHP OHP

STOPSTOP

BOUNDARY LINE

STREET CENTERLINE

EASEMENT LINE

LOT LINES

SEWER PIPE SS-1, ST-7, (*2)

SEWER MANHOLE SS-2, SS-2A, (*2)

4" SEWER SERVICE SS-3, (*5)

STORM DRAIN PIPE (RCP) SD-1, ST-7, (*2)

STORM DRAIN MANHOLE SS-2, (*2)

CURB INLET SD-2

COMBO BOX SD-4

4'x4' CATCH BASIN (*2)

3'x3' CATCH BASIN (*2)

INLET/OUTLET W/ GRATE SD-5

CULINARY WATER PIPE DW-1, DW-2, DW-3,ST-7, (*2)

45° PIPE ELBOW (W) DW-2, DW-3, (*2)

22.5° PIPE ELBOW (W) DW-2, DW-3, (*2)

11.25° PIPE ELBOW (W) DW-2, DW-3, (*2)

FIRE HYDRANT DW-4

3/4" SERVICE & METER (W) DW-5

PRV(W) DW-10A, DW-10B, DW-15

AIR-VAC VALVE (W) DW-12, DW-15

2" BLOW-OFF (W) DW-13A, DW-15

VALVE (W & SW) (*1)(*2)

TEE DW-2, (*2)

CROSS DW-2, (*2)

SECONDARY WATER PIPE PI-1, PI-2, ST-7, (*2)

45° PIPE ELBOW (SW) PI-2, (*2)

22.5° PIPE ELBOW (SW) PI-2, (*2)

11.25° PIPE ELBOW (SW) PI-2, (*2)

1" SINGLE SW SERVICE PI-3, PI-5A, PI-5C

1-1/2" DUAL SW SERVICE PI-3, PI-5B, PI-5C

SW SERVICE TO PARKS PI-4

AIR-VAC VALVE (SW) PI-8, PI-13

BACKFLOW PREVENTER PI-11

2" BLOW-OFF (SW) PI-12A, PI-13

30" C&G (COLLECTOR) ST-1, ST-2A

24" C&G (LOCAL) ST-1, ST-2C

24" SHED C&G ST-1, ST-2F

SIDEWALK ST-1

STOP SIGN ST-28

STREET SIGN ST-28

MONUMENT ST-29

SPRINKLER CONDUIT ST-9, (*3)

FENCE LS-14, LS-15, DET. 1 SH. D-4

STREET LIGHT LOCAL LP-1, LP-1B, LP-1C, LP-4, LP-6

STREET LIGHT COLLECTOR LP-2, LP-2B, LP-2C, LP-5, LP-6

POWER POLE

DITCH

FIBER OPTIC

GAS

OVERHEAD POWER

FLOW ARROW

CONTOURS

100 YEAR FLOOD ROUTE

MATCH LINE

DRIVE APPROACH ST-4

ADA RAMP ST-5A, ST-5B, ST-5C, ST-5E

TRAIL ST-15A, ST-34, (*4)

W W

EXISTING

(*1)CULINARY & SECONDARY WATER LINES LESS THAN 12" TO BE GATE

VALVES, LINES 12" & LARGER REQUIRE BUTTERFLY VALVES

(*2)SEE PLAN & PROFILE FOR SIZE & MATERIAL

(*3)SEE LANDSCAPE DESIGN FOR NUMBER OF CONDUITS & SIZES

(*4)SEE PLAN & PROFILE FOR WIDTH & DESIGN MATERIALS

(*5) SEWER SERVICE MINIMUM SLOPE 2%

DETAILS
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WEX W

SWEX-SW
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(REFER TO LANDSCAPE PLANS FOR DETAILS)

20' DRINKING WATER EASEMENT
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SCALE IN FEET 1" = 20'
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EX-FO

EX-GAS

EX-OHP OHP

STOPSTOP

BOUNDARY LINE

STREET CENTERLINE

EASEMENT LINE

LOT LINES

SEWER PIPE SS-1, ST-7, (*2)

SEWER MANHOLE SS-2, SS-2A, (*2)

4" SEWER SERVICE SS-3, (*5)

STORM DRAIN PIPE (RCP) SD-1, ST-7, (*2)

STORM DRAIN MANHOLE SS-2, (*2)

CURB INLET SD-2

COMBO BOX SD-4

4'x4' CATCH BASIN (*2)

3'x3' CATCH BASIN (*2)

INLET/OUTLET W/ GRATE SD-5

CULINARY WATER PIPE DW-1, DW-2, DW-3,ST-7, (*2)

45° PIPE ELBOW (W) DW-2, DW-3, (*2)

22.5° PIPE ELBOW (W) DW-2, DW-3, (*2)

11.25° PIPE ELBOW (W) DW-2, DW-3, (*2)

FIRE HYDRANT DW-4

3/4" SERVICE & METER (W) DW-5

PRV(W) DW-10A, DW-10B, DW-15

AIR-VAC VALVE (W) DW-12, DW-15

2" BLOW-OFF (W) DW-13A, DW-15

VALVE (W & SW) (*1)(*2)

TEE DW-2, (*2)

CROSS DW-2, (*2)

SECONDARY WATER PIPE PI-1, PI-2, ST-7, (*2)

45° PIPE ELBOW (SW) PI-2, (*2)

22.5° PIPE ELBOW (SW) PI-2, (*2)

11.25° PIPE ELBOW (SW) PI-2, (*2)

1" SINGLE SW SERVICE PI-3, PI-5A, PI-5C

1-1/2" DUAL SW SERVICE PI-3, PI-5B, PI-5C

SW SERVICE TO PARKS PI-4

AIR-VAC VALVE (SW) PI-8, PI-13

BACKFLOW PREVENTER PI-11

2" BLOW-OFF (SW) PI-12A, PI-13

30" C&G (COLLECTOR) ST-1, ST-2A

24" C&G (LOCAL) ST-1, ST-2C

24" SHED C&G ST-1, ST-2F

SIDEWALK ST-1

STOP SIGN ST-28

STREET SIGN ST-28

MONUMENT ST-29

SPRINKLER CONDUIT ST-9, (*3)

FENCE LS-14, LS-15, DET. 1 SH. D-4

STREET LIGHT LOCAL LP-1, LP-1B, LP-1C, LP-4, LP-6

STREET LIGHT COLLECTOR LP-2, LP-2B, LP-2C, LP-5, LP-6

POWER POLE

DITCH

FIBER OPTIC

GAS

OVERHEAD POWER

FLOW ARROW

CONTOURS

100 YEAR FLOOD ROUTE

MATCH LINE

DRIVE APPROACH ST-4

ADA RAMP ST-5A, ST-5B, ST-5C, ST-5E

TRAIL ST-15A, ST-34, (*4)
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EXISTING

(*1)CULINARY & SECONDARY WATER LINES LESS THAN 12" TO BE GATE

VALVES, LINES 12" & LARGER REQUIRE BUTTERFLY VALVES

(*2)SEE PLAN & PROFILE FOR SIZE & MATERIAL

(*3)SEE LANDSCAPE DESIGN FOR NUMBER OF CONDUITS & SIZES

(*4)SEE PLAN & PROFILE FOR WIDTH & DESIGN MATERIALS

(*5) SEWER SERVICE MINIMUM SLOPE 2%

DETAILS

LEGEND

SDEX SD
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WEX W

SWEX-SW
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EX. EDGE OF ASPHALT

EX. TRAIL

8" DRINKING WATER

8" DRINKING WATER

FIRE HYDRANT

FIRE HYDRANT

FIRE HYDRANT

CONNECT TO DRINKING

WATER STUB

CONNECT TO DRINKING

WATER STUB

EX.  24" SEWER

EX.  24" STORM DRAIN

EX.  6" SECONDARY WATER

EX.  18" DRINKING WATER

EX. 5' SIDEWALK

EX.  CURB & GUTTER

EX. 5' SIDEWALK

EX.  CURB & GUTTER

STORM DRAIN #1

(SEE SHEET 501 FOR DETAILS)

STORM DRAIN #2

(SEE SHEET 501 FOR DETAILS)

20' DRINKING WATER EASEMENT

10' P.U.E.

58.00 ACCESS &

UTILITY EASEMENT

10' P.U.E.

INSTALL 6" SEWER LATERAL (1% MIN.)

CONNECT TO EX.

SEWER LATERAL

REFER TO IRRIGATION PLANS FOR

POINT OF CONNECTION DETAILS

EX. 6" FIRE LINE

EX. 1.5" DRINKING WATER SERVICE

CONNECT TO EX. SDMH CONNECT TO EX. SDMH
CONNECT TO EX. SDMH

LOOP HYDRANT LINE UNDER STORM

DRAIN LINE AS NECESSARY.
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SEWER PIPE SS-1, ST-7, (*2)

SEWER MANHOLE SS-2, SS-2A, (*2)

4" SEWER SERVICE SS-3, (*5)

STORM DRAIN PIPE (RCP) SD-1, ST-7, (*2)

STORM DRAIN MANHOLE SS-2, (*2)
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COMBO BOX SD-4
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INLET/OUTLET W/ GRATE SD-5

CULINARY WATER PIPE DW-1, DW-2, DW-3,ST-7, (*2)

45° PIPE ELBOW (W) DW-2, DW-3, (*2)

22.5° PIPE ELBOW (W) DW-2, DW-3, (*2)

11.25° PIPE ELBOW (W) DW-2, DW-3, (*2)

FIRE HYDRANT DW-4

3/4" SERVICE & METER (W) DW-5

PRV(W) DW-10A, DW-10B, DW-15

AIR-VAC VALVE (W) DW-12, DW-15

2" BLOW-OFF (W) DW-13A, DW-15

VALVE (W & SW) (*1)(*2)

TEE DW-2, (*2)
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SECONDARY WATER PIPE PI-1, PI-2, ST-7, (*2)
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SIDEWALK ST-1
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MONUMENT ST-29

SPRINKLER CONDUIT ST-9, (*3)
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STREET LIGHT LOCAL LP-1, LP-1B, LP-1C, LP-4, LP-6
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(*2)SEE PLAN & PROFILE FOR SIZE & MATERIAL

(*3)SEE LANDSCAPE DESIGN FOR NUMBER OF CONDUITS & SIZES

(*4)SEE PLAN & PROFILE FOR WIDTH & DESIGN MATERIALS

(*5) SEWER SERVICE MINIMUM SLOPE 2%
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EX. CURB & GUTTER

EX. WALK

8" DRINKING WATER

FIRE HYDRANT

CONNECT TO EX. 8"

DRINKING WATER STUB

FIRE HYDRANT

EX. FIRE HYDRANT

EX. FIRE HYDRANT

CONNECT TO DRINKING

WATER STUB

EX. 8" DRINKING WATER

EX. 6" SECONDARY

WATER

EX.  24" SEWER

EX.  24" STORM DRAIN

EX.  6" SECONDARY WATER

EX.  18" DRINKING WATER

EX. 5' SIDEWALK

EX.  CURB & GUTTER

STORM DRAIN #5

(SEE SHEET 502 FOR DETAILS)

STORM DRAIN #1

(SEE SHEET 501 FOR DETAILS)

STORM DRAIN #3

(SEE SHEET 502 FOR DETAILS)

STORM DRAIN #4

(SEE SHEET 502 FOR DETAILS)

CONNECT TO EX.  SDMH

LOOP DRINKING WATER LINE UNDER

STORM DRAIN LINE AS NECESSARY.

LOOP DRINKING WATER LINE UNDER

STORM DRAIN LINE AS NECESSARY.

INSTALL 6" SEWER

LATERAL (1% MIN.)

CONNECT TO EX.

SEWER LATERAL

REFER TO IRRIGATION PLANS FOR

POINT OF CONNECTION DETAILS

EX. 6" FIRE LINE

EX. 1.5" DRINKING WATER SERVICE

58.00 ACCESS &

UTILITY EASEMENT

10' P.U.E.

20' DRINKING WATER EASEMENT

CONNECT TO EX. STORM DRAIN BOX
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EASEMENT LINE
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SEWER PIPE SS-1, ST-7, (*2)

SEWER MANHOLE SS-2, SS-2A, (*2)

4" SEWER SERVICE SS-3, (*5)

STORM DRAIN PIPE (RCP) SD-1, ST-7, (*2)

STORM DRAIN MANHOLE SS-2, (*2)

CURB INLET SD-2

COMBO BOX SD-4

4'x4' CATCH BASIN (*2)

3'x3' CATCH BASIN (*2)

INLET/OUTLET W/ GRATE SD-5

CULINARY WATER PIPE DW-1, DW-2, DW-3,ST-7, (*2)

45° PIPE ELBOW (W) DW-2, DW-3, (*2)

22.5° PIPE ELBOW (W) DW-2, DW-3, (*2)

11.25° PIPE ELBOW (W) DW-2, DW-3, (*2)

FIRE HYDRANT DW-4

3/4" SERVICE & METER (W) DW-5

PRV(W) DW-10A, DW-10B, DW-15

AIR-VAC VALVE (W) DW-12, DW-15

2" BLOW-OFF (W) DW-13A, DW-15

VALVE (W & SW) (*1)(*2)

TEE DW-2, (*2)

CROSS DW-2, (*2)

SECONDARY WATER PIPE PI-1, PI-2, ST-7, (*2)

45° PIPE ELBOW (SW) PI-2, (*2)
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2" BLOW-OFF (SW) PI-12A, PI-13

30" C&G (COLLECTOR) ST-1, ST-2A

24" C&G (LOCAL) ST-1, ST-2C

24" SHED C&G ST-1, ST-2F

SIDEWALK ST-1

STOP SIGN ST-28
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MONUMENT ST-29

SPRINKLER CONDUIT ST-9, (*3)

FENCE LS-14, LS-15, DET. 1 SH. D-4
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STREET LIGHT COLLECTOR LP-2, LP-2B, LP-2C, LP-5, LP-6
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DITCH
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100 YEAR FLOOD ROUTE
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TRAIL ST-15A, ST-34, (*4)
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(*1)CULINARY & SECONDARY WATER LINES LESS THAN 12" TO BE GATE

VALVES, LINES 12" & LARGER REQUIRE BUTTERFLY VALVES

(*2)SEE PLAN & PROFILE FOR SIZE & MATERIAL

(*3)SEE LANDSCAPE DESIGN FOR NUMBER OF CONDUITS & SIZES

(*4)SEE PLAN & PROFILE FOR WIDTH & DESIGN MATERIALS

(*5) SEWER SERVICE MINIMUM SLOPE 2%
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EX. EDGE OF ASPHALT

EX. TRAIL

RAMP 12:1 MAX

EX.  24" STORM DRAIN

EX. 5' SIDEWALK

EX.  CURB & GUTTER

EX. 5' SIDEWALK

EX.  CURB & GUTTER

GRADE BREAK

GRADE BREAK

RAMP 12:1 MAX

RAMP 12:1 MAX

RAMP 12:1 MAX

RAMP 12:1 MAX

SHED CURB

SHED CURB

SHED CURB

SHED CURB

SHED CURB

SHED CURB

SHED CURB

SHED CURB

FINISH FLOOR = 4511.46

STORM DRAIN #1

(SEE SHEET 501 FOR DETAILS)

STORM DRAIN #2

(SEE SHEET 501 FOR DETAILS)

1. ALL STORM DRAINAGE FACILITIES SHALL CONFORM TO THE CITY'S CONSTRUCTION STANDARDS AND POLICIES.
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VALVES, LINES 12" & LARGER REQUIRE BUTTERFLY VALVES

(*2)SEE PLAN & PROFILE FOR SIZE & MATERIAL

(*3)SEE LANDSCAPE DESIGN FOR NUMBER OF CONDUITS & SIZES
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4" SEWER SERVICE SS-3, (*5)

STORM DRAIN PIPE (RCP) SD-1, ST-7, (*2)
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PRV(W) DW-10A, DW-10B, DW-15
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2" BLOW-OFF (W) DW-13A, DW-15

VALVE (W & SW) (*1)(*2)
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VARIES

LANDSCAPE BUFFER TO

BE LANDSCAPED BY UDOT

REDWOOD RD.
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NOTES:

1. DO NOT DAMAGE OR CUT LEADER

2. DO NOT DISTURB ROOT OR DAMAGE ROOT BALL WHEN INSTALLING TREE OR TREE STAKES.

3. TREE STAKING SHALL BE AT THE DISCRETION OF CONTRACTOR. HOWEVER ANY TREES DISTURBED

FROM PLUMB DURING THE PLANT WARRANTEE PERIOD WILL BE REPAIRED OR REPLACED AT

CONTRACTOR'S EXPENSE.

4. WATER PLANTS THOROUGHLY IMMEDIATELY AFTER INSTILLATION.

5. REMOVE ALL BURLAP, TWINE, ROPE, OR MATERIAL FROM THE TOP 

1

3

 OF THE ROOTBALL.

6. 5' DIAMETER PLANTER BED/MULCH RING AROUND THE TRUNK OF THE TREE. 3" OF MULCH MIN. DO

NOT PLACE MULCH WITHIN 2" OF TRUNK OF TREE.

BALL AND BURLAP TREE PLANTING

3/4" = 1'-0"

GRAFT VISIBLE ABOVE SOIL LINE

SOIL LINE OF THE TOP OF THE

ROOT BALL AFTER REMOVING

EXCESS SOIL. KEEP 3' CLEAR

OF MULCH AND TURF FROM

BASE OF TRUNK.

2-3" OF MULCH

BACKFILL MIX SEE NOTES

AND SPECIFICATIONS.

COMPACT SOIL UNDER

ROOTBALL TO 90% PROCTOR.

TOP TWO STRUCTURAL

ROOTS: <3" BELOW TOP

OF ROOTBALL.

LOWEST STRUCTURAL

ROOT <5" BELOW TOP OF

ROOT BALL

SOIL SAUCER >3" HIGH

REMOVE AT END OF

PROJECT

CUT AND FOLD WIRE

BASKET FROM TOP OF

ROOTBALL

3' CLEAR DIA.

1

BALL AND BURLAP PLANT (IF

CONTAINER - GROWN PLANT

WITH ROOTS LOOSENED AND

PULLED OUT TO PREVENT

PLANT FROM BECOMING ROOT

BOUND)

12" TO 18" FOR

LARGER SHRUB

ROOT BALLS, MAKE

DEPTH MIN. 4"

DEEPER THAN BALL)

NOTE:

REMOVE ALL TAGS, TWINE OR

OTHER NON BIODEGRADABLE

MATERIALS ATTACHED TO PLANT OR

ROOT MASS.

BACKFILL SHALL BE 100% TOPSOIL.

WATER SETTLE ALL PLANTINGS TO

ENSURE PLANT ROOTBALL

MAINTAINS 

1

2

" HEIGHT ABOVE

EXISTING SOILS WHEN COMPLETE.

SHRUB PLANTING

1" = 1'-0"

MULCH 2" MIN. AWAY

FROM TRUNK OF PLANT.

3" DEEP MULCH MIN.

LAWN OR PAVING

FOLD BURLAP FROM TOP

OF ROOT BALL DOWN

INTO GROUND; SET TOP

OF BALL FLUSH WITH

FINISH GRADE

SOIL SURFACE

ROUGHENED TO BIND

WITH NEW SOIL

2

STEEL LANDSCAPE EDGING

3" = 1'-0"

1

2

"

1

2

"

PLANTER FINISH GRADE 

1

4

"

BELOW TOP OF EDGER.

FINISH GRADE AT LAWN, AND

PLANTER 

1

2

" BELOW TOP OF

STEEL EDGER.

14 GUAGE 4" X 10' COMMERCIAL STEEL

EDGING. POWDER COATED BLACK.

12" LONG METAL ANCHOR

STAKES INSTALLED @48"

O.C., AND AT EACH END.

3

1. REGULATIONS & STANDARDS

1.1. All contractor work shall be conducted in accordance with USPWC (Utah

Standard Public Works Construction), 2018; and Saratoga Springs, Utah

codes, standards and state and local regulations.

2. EXISTING CONDITIONS

2.1. All utilities shall be located prior to construction and protected. Any damage to

structures, utilities or concrete will be replaced at contractor's expense.

2.2. The site has many existing improvements such as underground utilities, curb

and gutter, light poles and sidewalks.

2.3. See Engineer's plans for information about existing features; all drainage pipes

and locations. Protect and retain drainage at all times.

3. GRADING & SITE PREPARATION

3.1. Prepare finish grades for planting by grubbing and removing weeds. If

necessary apply Round-Up (or equivalent herbicide),  using a certified

applicator. Remove rocks and other materials over 2".

3.2. All gravel overprep to be removed and disposed of off site.

3.3. Finish grade to be smooth transition to allow for entire site to be a natural

flowing space.

3.4. Fine grade lawn areas to elevations set by Engineer's plans with positive

drainage away from structures.

3.5. Refer to Engineer's plans for grading information & for all drainage pipes and

locations.  Protect and retain drainage at all times.

3.6. No pooling or standing water will be accepted per industry standards.

4. SOILS

4.1. All planter beds to receive a minimum of 18" depth of screened topsoil. Spread,

compact, and fine grade to smooth and uniform grade 2.5" below adjacent

surfaces.

4.2. Reuse of existing topsoil that has been stockpiled on site is permitted if:

4.2.1. Topsoil is tested and analyzed to ensure a proper growing medium. Provide

additional amendments as determined by soil tests. And

4.2.2. Topsoil is to be loose, friable sandy loam that is clean and free of toxic

materials, noxious weeds, weed seeds, rocks, grass or other foreign

materials.

4.2.3. Topsoil should have a ph of 6 to 8.5.

4.2.4. If on site topsoil does not meet these minimum standards contractor is

responsible for providing approved imported topsoil or improving onsite

topsoil per the approval of the project manager.

4.3. If imported topsoil is used it must be from a local source and be screened free

of any debris or foreign matter. Topsoil must not contain rocks, sticks, lumps,

or toxic matter.

4.4. Smooth, compact, and fine grade topsoil in lawn areas to smooth and uniform

grade .5" below adjacent surfaces.

4.5. Prepare finish grade of topsoil to elevations set by Engineer's plans with

positive drainage away from structures. Refer to Civil Engineer's plans for

grading information.

4.6. Amend all new plantings with 2 parts topsoil and 1 part compost.

5. PLANTER BED MULCH

5.1. All planter beds to receive 3" depth of mulch per plans, install over commercial

grade weed barrier fabric per manufacturer recommendations.

6. LAWN AREAS

6.1. Sodded, to be tall turf-type fescue or approved equal to be approved by owner,

regionally grown, to be installed 6 weeks min prior to opening date.

6.1.1. Lay sod within 24 hrs of harvesting. Lay sod to form a solid mass with offset,

tightly fitted joints on even grades.

7. All lawn areas to have cut edge.

8. PLANTS

8.8. All plant material shall be installed per industry standards.

8.5. All plant material shall meet or exceed the minimum federal standards as

regulated by ANSI z60.1, American Standard for Nursery Stock. Plants not

meeting these standards for quality, or plants determined to be unhealthy by

Owner's representative, will be rejected.

8.6. All Ball and Burlap trees to be installed per Balled and Burlapped planting

detail 1/L150.

8.7. All shrubs to be installed per detail 2/L150.

8.8. Fertilize all trees and shrubs with 'Agriform' planting tablets or approved equal.

Apply per manufacturers recommendations.

8.9. All plants shall adhere to plant schedule, species & sizes.  Any necessary

subsitutions due to availability or alternatives shall be coordinated to the

landscape architect via submittal.

9. IRRIGATION

9.1. Irrigation system shall be built to the following specifications:

9.1.1. Adhere to city codes when connecting to city water.

9.1.1. All irrigation material to be new with manufacturers' warranty fully intact.

9.1.2. Connect Irrigation mainline to existing point of connection in the approximate

location. Provide a water tight and fully functional connection.

9.1.3. Rainbird 32 station controller to be installed in stainless steel pedestal;

coordinate with project manager and site electrician on exact location.

9.1.4. Coordinate  with electrical for 120 volt power supply. Contractor shall connect

all low voltage and 120 volt power wires. All above grade wires shall be

located in pvc conduit.

9.1.5. Install two (2) blue 14 gauge wires from controller to last valve from each

controller for future use.

9.2. 4" Mainline gate valve shall be included in base bid. If alternate is not approved

as part of this project, cap 4" mainline downstream of gate valve and locate in

10" round valve box.

9.3. All remote control valves (including master control valve) to have flow control

device.

9.4. Irrigation system piping to be minimum class 200 PVC or approved equal,

sleeves to be double the size of pipes located within, all wires to be contained

in separate sleeves 1-1/2" dia min.

9.5. All pipe above 3" caliper to be gasketed, with approved joint restraints at all 45,

TEE, ELL, 22,11.

9.6. Use common trenching where possible.

9.7. All PVC located under hardscapes to be schedule 40 PVC with same req's as

above.

9.8. All mainline pipe and wires to be buried a minimum of 18" and all lateral piping

to be buried a minimum of 12" below grade.

9.9. All wires to be 14 gauge direct bury wire at a minimum. Size wire for correct

voltage loss.

9.10. Supply a minimum of (2) spare wires to furthest valves from controller in all

directions.

9.11. Sprinkler heads shall have a matched precipitation within each control circuit.

Velocities shall not exceed 5 feet per second.

9.12. Contractor is responsible complying with all codes and paying all permits

necessary.

9.13. Sprinkler heads shall have matched precipitation within each control circuit.

Velocities shall not exceed 5 feet per second.

9.14. Water schedule to be provided at a min of 71% evapo-transpiration as

determined by the local ET.

9.15. Install all irrigation per irrigation drawings. utilize material specified or approved

equal.

10. CONTRACTOR RESPONSIBILITIES

10.1. Contractor is responsible for 1 year of maintenance starting at the final

date of acceptance by owner. Coordinate with BSD on specific

requirements.

10.2. Estimated quantities are shown for general reference only. Contractor shall be

responsible for all quantity estimates.

10.3. All plant material and workmanship shall be guaranteed for a period of one

year beginning at the date of Acceptance by Owner. Replace all dead or

unhealthy plant material immediately with same type and size at no cost to

Owner.

10.4. Landscape contractor to turn in as built drawings at the end of project.

Substantial completion will not be granted until 2 copies @ 1"=20' scale are

turned in and approved by owner's representative.

10.5. In the event of a discrepancy, notify the General Contractor.

LANDSCAPE NOTES: LANDSCAPE REQUIREMENTS:

PER CITY OF SARATOGA SPRINGS MUNICIPAL CODE

GENERAL LANDSCAPING REQUIREMENTS:

· 50% OF LANDSCAPED AREAS WITH ROCK MULCH SHALL BE COVERED IN LIVE VEGETATION AT MATURITY.

· REQUIRED TREES AND SHRUBS PER ORD. 19.06.07 TABLE.

· 50% OF ALL TREES AND SHRUBS SHALL BE DROUGHT TOLERANT SPECIES.

LANDSCAPE REQUIREMENTS DECIDUOUS TREES REQ./PROV'D EVERGREEN TREES REQ./PROV'D SHRUBS REQ./PROV'D

· LANDSCAPE AREA (MINUS AREA TO BE

LANDSCAPED BY UDOT) - 40,577 SF 16 / 89 14/14 34 / 1,332

· TOTAL LANDSCAPE AREA FOR THE SITE (INCLUDES AREA TO BE LANDSCAPED BY UDOT):  46,795 SF

· PERCENTAGE OF AREA COVERED IN LIVE VEGETATION: 53%

· PERCENTAGE OF TURF AREA ON TOTAL SITE: 4%

· 5 GALLON SHRUBS: 28%, 1 & 3 GALLON SHRUBS: 72%

· PERCENTAGE OF DROUGHT TOLERANT SPECIES: 50%

PARKING LOT BUFFER REQUIREMENTS:

· BUFFERS SHALL BE 10' MINIMUM IN WIDTH, HAVE A MINIMUM 3' BERM, SCREEN, OR HEDGE, AND HAVE TREES SPACED NO MORE THAN 30' APART EXCEPT IN

CLEAR VISION TRIANGLES OR UNDER POWER LINES.

PARKING BUFFER TREES REQUIRED TREES PROVIDED

· NORTH BUFFER - 810' LENGTH 27 27

· WEST BUFFER - 224' LENGTH 7 9

· EAST BUFFER - 154' LENGTH 5 5

PLANT SIZING MINIMUM REQUIREMENTS:

· SHADE / ORNAMENTAL TREES: MIN 2" CAL, B&B

· EVERGREEN TREES: MIN 6 FEET IN HEIGHT

· SHRUBS: 25% SHALL BE A MIN 5 GALLON, ALL OTHER SHRUBS SHALL BE A MINIMUM OF 1 GALLON

4

REDWOOD ROAD TYPICAL SECTION

SCALE: 1" = 5'

6' WHITE VINYL FENCE

1/2" = 1'-0"

6
'
-
0

"

TOP RAIL

FOOTING BY CONTRACTOR

VERTICAL SLATS

2
"

2
'
-
0

"

6
"

NOTE:

* FENCE TO BE WHITE VINYL TO MATCH ADJACENT FENCE

* POSTS, CONNECTIONS, SLATS & FOOTINGS BY CONTRACTOR

POST BY CONTRACTOR

6'-0" - 8'0"
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LANDSCAPE MATERIALS LEGEND:

SOD LAWN

DECORATIVE ROCK MULCH - 3/4"

MINUS ANGULAR ROCK, COLOR:

TAN OR SIMILAR, 3" DEPTH

DECORATIVE ROCK MULCH - 3"

MINUS, COLOR: BROWN OR

SIMILAR, 6" DEPTH

TREES BOTANICAL / COMMON NAME CONT CAL SIZE QTY REMARKS

Acer truncatum `Pacific Sunset` TM / Pacific Sunset Maple B&B 2" 26 30`h x 25`w

Drought Tolerant

Carpinus caroliniana `Uxbridge` / Rising Fire American

Hornbeam

B&B 2" 9 30`h x 15`w

Cedrus atlantica `Glauca Fastiga` / Columnar Blue Atlas

Cedar

B&B 6`-7` H 5 20`h x 12`w

Drought Tolerant

Cercis canadensis `Forest Pansy` TM / Forest Pansy Redbud B&B 2" 12 20`h x 25`w

Gleditsia triacanthos inermis `Shademaster` TM /

Shademaster Locust

B & B 2" 32 50`h x 30`w

Drought Tolerant

Picea omorika `Bruns` / Bruns Spruce B&B 6`-7` H 9 30`h x 10`w

Tilia americana `Redmond` / Redmond American Linden B&B 2" 11 50`h x 30`w

Drought Tolerant

SHRUBS BOTANICAL / COMMON NAME CONT FIELD2 SIZE QTY REMARKS

Bouteloua gracilis `Blonde Ambition` / Blue Grama 1 gal 136 3`h x 3`w

Drought Tolerant

Buxus x `Green Velvet` / Green Velvet Boxwood 3 gal 43 4`h x 4`w

Calamagrostis x acutiflora `Karl Foerster` / Feather Reed

Grass

1 gal 228 5`h x 3`w

Euonymus kiautschovicus `Manhattan` / Manhattan

Euonymus

5 gal 8 6`h x 5`w

Lavandula x intermedia `Provence` / Provence Lavendin 1 gal 30 2`h x 2`w

Drought Tolerant

Pennisetum alopecuroides `Little Bunny` / Little Bunny

Fountain Grass

1 gal 30 12"h x 12"w

Drought Tolerant

Pennisetum alopecuroides `Moudry` / Black Flowering

Fountain Grass

1 gal 305 3`h x 3`w

Philadelphus x virginalis 'Natchez' / Natchez Mock Orange 5 gal 75 7`h x 7`w

Physocarpus opulifolius `POIPD2` / Petite Plum Ninebark 5 gal 102 5`h x 5`w

Pinus strobus `Blue Shag` / Blue Shag White Pine 5 gal 22 3`h x 4`w

Potentilla fruticosa 'Pink Beauty' / Pink Beauty Potentilla 5 gal 55 3`h x 4`w

Drought Tolerant

Rhus aromatica `Gro-Low` / Gro-Low Fragrant Sumac 5 gal 39 2`h x 6`w

Drought Tolerant

Salvia nemorosa `Sensation Rose` / Sensation Rose Sage 1 gal 61 12"h x 16"w

Drought Tolerant

Schizachyrium scoparium `The Blues` / The Blues Little

Bluestem

1 gal 118 3`h x 3`w

Drought Tolerant

Spiraea nipponica `Snowmound` / Snowmound Spirea 5 gal 70 4`h x 5`w

PLANT SCHEDULE

6' WHITE VINYL FENCE TO MATCH EXISTING -

CONNECT TO EXISTING SURROUNDING

FENCE - SEE DETAIL 5/L1.00

LANDSCAPE BETWEEN REDWOOD ROAD

AND SIDEWALK WILL BE PROVIDED AND

INSTALLED BY UDOT.  ADJACENT PROPERTY

OWNER (OWNER OF LOT 1), WILL MAINTAIN

THE LANDSCAPE AFTER INSTALLATION.  IF

UDOT DOES NOT INSTALL LANDSCAPE, THE

DEVELOPER WILL BE RESPONSIBLE FOR

LANDSCAPE INSTALLATION.
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PROPOSED  SIDEWALK

L1.02

L1.02

L1.01

L1.01

L1.01

L1.01

TRASH ENCLOSURE

PER ARCHITECTURAL

EXISTING FENCE

TO REMAIN

EXISTING FENCE

TO BE RELOCATED

TO PROPERTY LINE

6' WHITE VINYL FENCE TO MATCH

EXISTING - CONNECT TO

EXISTING SURROUNDING FENCE

10'-4

5

8

"'

1
1

'
-
0

3

8

"
'

LOCATION OF NEW FENCE

(ON PROPERTY LINE)

CLEAR SIGHT

TRIANGLE PER

SECTION 19.06.11

CLEAR SIGHT TRIANGLE

PER SECTION 19.06.11

CLEAR SIGHT TRIANGLE

PER SECTION 19.06.11

CLEAR SIGHT TRIANGLE

PER SECTION 19.06.11
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LANDSCAPE MATERIALS LEGEND:

SOD LAWN

DECORATIVE ROCK MULCH - 3/4"

MINUS ANGULAR ROCK, COLOR:

TAN OR SIMILAR, 3" DEPTH

DECORATIVE ROCK MULCH - 3"

MINUS, COLOR: BROWN OR

SIMILAR, 6" DEPTH

TREES BOTANICAL / COMMON NAME CONT CAL SIZE QTY REMARKS

Acer truncatum `Pacific Sunset` TM / Pacific Sunset Maple B&B 2" 26 30`h x 25`w

Drought Tolerant

Carpinus caroliniana `Uxbridge` / Rising Fire American

Hornbeam

B&B 2" 9 30`h x 15`w

Cedrus atlantica `Glauca Fastiga` / Columnar Blue Atlas

Cedar

B&B 6`-7` H 5 20`h x 12`w

Drought Tolerant

Cercis canadensis `Forest Pansy` TM / Forest Pansy Redbud B&B 2" 12 20`h x 25`w

Gleditsia triacanthos inermis `Shademaster` TM /

Shademaster Locust

B & B 2" 32 50`h x 30`w

Drought Tolerant

Picea omorika `Bruns` / Bruns Spruce B&B 6`-7` H 9 30`h x 10`w

Tilia americana `Redmond` / Redmond American Linden B&B 2" 11 50`h x 30`w

Drought Tolerant

SHRUBS BOTANICAL / COMMON NAME CONT FIELD2 SIZE QTY REMARKS

Bouteloua gracilis `Blonde Ambition` / Blue Grama 1 gal 136 3`h x 3`w

Drought Tolerant

Buxus x `Green Velvet` / Green Velvet Boxwood 3 gal 43 4`h x 4`w

Calamagrostis x acutiflora `Karl Foerster` / Feather Reed

Grass

1 gal 228 5`h x 3`w

Euonymus kiautschovicus `Manhattan` / Manhattan

Euonymus

5 gal 8 6`h x 5`w

Lavandula x intermedia `Provence` / Provence Lavendin 1 gal 30 2`h x 2`w

Drought Tolerant

Pennisetum alopecuroides `Little Bunny` / Little Bunny

Fountain Grass

1 gal 30 12"h x 12"w

Drought Tolerant

Pennisetum alopecuroides `Moudry` / Black Flowering

Fountain Grass

1 gal 305 3`h x 3`w

Philadelphus x virginalis 'Natchez' / Natchez Mock Orange 5 gal 75 7`h x 7`w

Physocarpus opulifolius `POIPD2` / Petite Plum Ninebark 5 gal 102 5`h x 5`w

Pinus strobus `Blue Shag` / Blue Shag White Pine 5 gal 22 3`h x 4`w

Potentilla fruticosa 'Pink Beauty' / Pink Beauty Potentilla 5 gal 55 3`h x 4`w

Drought Tolerant

Rhus aromatica `Gro-Low` / Gro-Low Fragrant Sumac 5 gal 39 2`h x 6`w

Drought Tolerant

Salvia nemorosa `Sensation Rose` / Sensation Rose Sage 1 gal 61 12"h x 16"w

Drought Tolerant

Schizachyrium scoparium `The Blues` / The Blues Little

Bluestem

1 gal 118 3`h x 3`w

Drought Tolerant

Spiraea nipponica `Snowmound` / Snowmound Spirea 5 gal 70 4`h x 5`w

PLANT SCHEDULE

6' WHITE VINYL FENCE TO MATCH EXISTING -

CONNECT TO EXISTING SURROUNDING

FENCE - SEE DETAIL 5/L1.00

LANDSCAPE BETWEEN REDWOOD ROAD

AND SIDEWALK WILL BE PROVIDED AND

INSTALLED BY UDOT.  ADJACENT PROPERTY

OWNER (OWNER OF LOT 1), WILL MAINTAIN

THE LANDSCAPE AFTER INSTALLATION.  IF

UDOT DOES NOT INSTALL LANDSCAPE, THE

DEVELOPER WILL BE RESPONSIBLE FOR

LANDSCAPE INSTALLATION.
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8 FEET IN HEIGHT.
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OR LESS.  CONTRACTOR
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TREES TO 8 FEET IN HEIGHT.
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6' WHITE VINYL FENCE TO MATCH
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4"

LOCATE POC IN APPROXIMATE

LOCATION. CONTRACTOR TO FIELD

VERIFY EXACT LOCATION ON SITE.

LOCATE MAINLINE AND

LATERALS IN COMMON

TRENCH BEHIND CURB TYP.

LOCATE VALVES AND

EQUIPMENT IN

LANDSCAPE BED.

SCREEN WITH SHRUBS

AS POSSIBLE TYP.

7.031

1"

5.732

1"

5.533

1"

2.754

1"

7.285

1"

5.516

1"

3.867

1"

3.868

1"

2.969

1"

L2.02

L2.02

C

WSS

LOCATE CONTROLLER ON BUILDING

EXTERIOR NEAR OR OUTSIDE FIRE RISER

ROOM. VERIFY WITH GENERAL ON SITE

FOR EXACT LOCATION.

L2.01

L2.01

L2.01

L2.01

1 1

1

1 1

CONTRACTOR TO COORDINATE

IRRIGATION CONNECTION TO THE

UDOT INSTALLED LANDSCAPING.

ADJACENT PROPERTY OWNER

WILL THEN MAINTAIN LANDSCAPE

AFTER INSTALLATION BY UDOT.

3

SYMBOL MANUFACTURER/MODEL/DESCRIPTION QTY DETAIL

Hunter MP1000 PROS-04-PRS40-CV

Turf Rotator, 4" (10.16 cm) pop-up with check valve, pressure regulated

to 40 psi (2.76 bar), MP Rotator nozzle on PRS40 body.  M=Maroon adj

arc 90 to 210, L=Light Blue 210 to 270 arc, O=Olive 360 arc.

13 8/L2.50

Hunter MP2000 PROS-04-PRS40-CV

Turf Rotator, 4" (10.16 cm) pop-up with factory installed check valve,

pressure regulated to 40 psi (2.76 bar), MP Rotator nozzle on PRS40

body.  K=Black adj arc 90-210, G=Green adj arc 210-270, R=Red 360

arc.

9 8/L2.50

Hunter MP3000 PROS-04-PRS40-CV

Turf Rotator, 4" (10.16 cm) pop-up with factory installed check valve,

pressure regulated to 40 psi (2.76 bar), MP Rotator nozzle on PRS40

body. B=Blue adj arc 90-210, Y=Yellow adj arc 210-270, A=Gray 360

arc.

2 8/L2.50

SYMBOL MANUFACTURER/MODEL/DESCRIPTION QTY DETAIL

Hunter ICZ-101-25

Drip Control Zone Kit.  1" ICV Globe Valve with 1" HY100 filter system.

Pressure Regulation: 25psi.  Flow Range: 2 GPM to 20 GPM.  150

mesh stainless steel screen.

15 9/L2.50

Netafim TLFV-1

Automatic Flush Valve, with Insert Inlet

16 1/L2.51

Area to Receive Dripline

Netafim TLCV-04-18 (18)

Techline Pressure Compensating Landscape Dripline with Check Valve.

0.4GPH emitters at 18.0" O.C.  Dripline laterals spaced at 18.0" apart,

with emitters offset for triangular pattern. 17mm.

23,108 s.f. 10/L2.50

SYMBOL MANUFACTURER/MODEL/DESCRIPTION QTY DETAIL

Hunter PGV-100A

1" Plastic Electric Remote Control Valve, for Residential/Light

Commercial Use.  Female NPT Inlet/Outlet.  Angle Configuration, No

Flow Control.

2 7/L2.50

Matco-Norca 207TM

1/2"-3/4" Brass No Kink Hose Bibb.  MIP Fitting.  Same size as mainline

pipe.

7 6/L2.50

Zurn 375 1"

Reduced Pressure Principle Assembly. Sizes 1/2", 3/4", 1", 1-1/4",

1-1/2", 2" .

1 4/L2.50

Zurn 375 1"

Reduced Pressure Principle Assembly. Sizes 1/2", 3/4", 1", 1-1/4",

1-1/2", 2" .

1 4/L2.50

Hunter ACC-1200

12 Station Outdoor Modular Controller. No Module Required. High-End

Commercial Use. Metal Cabinet.

1 2/L2.51

Hunter ACC-1200

12 Station Outdoor Modular Controller. No Module Required. High-End

Commercial Use. Metal Cabinet.

1 2/L2.51

Hunter WRF-CLIK

Rain/freeze Sensor, install within 1000 ft of controller, in line of sight.

22-28 VAC/VDC 100 mA power from timer transformer.  Mount as

noted.  Includes Gutter Mount.

2 3/L2.51

V.I.T. Products SBBC-22CR

Low profile, tube and wire construction smooth touch surface, cold

rolled steel, backflow enclosure.  23.5"L, 28"H, 17.75"W (59.69cm L,

71.12cm H, 45.085cm W).

2 5/L2.50

Point of Connection 1"

Connect to City service line in approximate location. Verify exact

location with general on site.

1 3/L2.50

Point of Connection 1"

Connect to City service line in approximate location. Verify exact

location with general on site.

1 3/L2.50

Irrigation Lateral Line: PVC Class 200 SDR 21 4,776 l.f. 1/L2.50

Irrigation Mainline: PVC Class 200 SDR 21 1,748 l.f. 1/L2.50

Pipe Sleeve: PVC Class 200 SDR 21 549.9 l.f. 2/L2.50

M
L O

K G R

B Y A

F

HB

BF

BF2

C

C2

WSS

BE

POC

POC2

IRRIGATION SCHEDULE

VALVE

SCHEDULE

NUMBER MODEL SIZE TYPE GPM WIRE PSI PSI @ POC PRECIP

1 Hunter ICZ-101-25 1" Area for Dripline 7.03 37.57 51.89 0.30 in/h

2 Hunter ICZ-101-25 1" Area for Dripline 5.73 36.12 50.81 0.30 in/h

3 Hunter ICZ-101-25 1" Area for Dripline 5.53 37.27 52.18 0.30 in/h

4 Hunter ICZ-101-25 1" Area for Dripline 2.75 35.03 49.28 0.30 in/h

5 Hunter PGV-100A 1" Turf Rotary 7.28 41.29 57.12 0.58 in/h

6 Hunter ICZ-101-25 1" Area for Dripline 5.51 36.39 51.48 0.30 in/h

7 Hunter ICZ-101-25 1" Area for Dripline 3.86 35.40 49.89 0.30 in/h

8 Hunter ICZ-101-25 1" Area for Dripline 3.86 35.41 49.95 0.30 in/h

9 Hunter ICZ-101-25 1" Area for Dripline 2.96 35.14 49.50 0.30 in/h

10 Hunter ICZ-101-25 1" Area for Dripline 4.93 35.32 50.18 0.30 in/h

11 Hunter ICZ-101-25 1" Area for Dripline 3.71 35.79 50.02 0.30 in/h

12 Hunter ICZ-101-25 1" Area for Dripline 6.80 37.93 52.31 0.30 in/h

13 Hunter ICZ-101-25 1" Area for Dripline 3.66 35.81 49.84 0.30 in/h

14 Hunter ICZ-101-25 1" Area for Dripline 6.76 37.65 51.73 0.30 in/h

15 Hunter ICZ-101-25 1" Area for Dripline 3.34 35.24 49.39 0.30 in/h

16 Hunter ICZ-101-25 1" Area for Dripline 5.20 35.49 49.99 0.30 in/h

17 Hunter PGV-100A 1" Turf Rotary 5.20 41.16 55.67 0.60 in/h

Common Wire 1,748

Generated: 2019-08-09 14:10

P.O.C. NUMBER: 01

Water Source Information: Connect to City

service line in approximate location. Verify exact

location with general on site.

FLOW AVAILABLE

Point of Connection Size: 1"

Flow Available: 20.24 gpm

PRESSURE AVAILABLE

Static Pressure at POC: 65.00 psi

Pressure Available: 65.00 psi

DESIGN ANALYSIS

Maximum Station Flow: 7.28 gpm

Flow Available at POC: 20.24 gpm

Residual Flow Available: 12.96 gpm

Critical Station: 5

  Design Pressure: 40.00 psi

  Friction Loss: 0.26 psi

  Fittings Loss: 0.03 psi

  Elevation Loss: 0.00 psi

  Loss through Valve: 1.00 psi

Pressure Req. at Critical Station: 41.29 psi

Loss for Fittings: 0.17 psi

Loss for Main Line: 1.66 psi

Loss for POC to Valve Elevation: 0.00 psi

Loss for Backflow: 14.00 psi

Critical Station Pressure at POC: 57.12 psi

Pressure Available: 65.00 psi

Residual Pressure Available: 7.88 psi

CRITICAL ANALYSIS

P.O.C. NUMBER: 02

Water Source Information: Connect to City

service line in approximate location. Verify exact

location with general on site.

FLOW AVAILABLE

Point of Connection Size: 1"

Flow Available: 20.24 gpm

PRESSURE AVAILABLE

Static Pressure at POC: 65.00 psi

Pressure Available: 65.00 psi

DESIGN ANALYSIS

Maximum Station Flow: 6.80 gpm

Flow Available at POC: 20.24 gpm

Residual Flow Available: 13.44 gpm

Critical Station: 17

  Design Pressure: 40.00 psi

  Friction Loss: 0.15 psi

  Fittings Loss: 0.01 psi

  Elevation Loss: 0.00 psi

  Loss through Valve: 1.00 psi

Pressure Req. at Critical Station: 41.16 psi

Loss for Fittings: 0.05 psi

Loss for Main Line: 0.46 psi

Loss for POC to Valve Elevation: 0.00 psi

Loss for Backflow: 14.00 psi

Critical Station Pressure at POC: 55.67 psi

Pressure Available: 65.00 psi

Residual Pressure Available: 9.33 psi

#"

#

Valve Number

Valve Size

Valve Flow

Valve Callout

#

T
h

e
s
e

 
d

o
c

u
m

e
n

t
s
 
a

r
e

 
t
h

e
 
p

r
o

p
e

r
t
y
 
o

f
 
S

t
a

c
k
 
R

o
c

k
 
G

r
o

u
p

 
a

n
d

 
a

r
e

 
n

o
t
 
t
o

 
b

e
 
c

o
p

i
e

d
,
 
r
e

p
r
o

d
u

c
e

d
,
 
d

i
s
t
r
i
b

u
t
e

d
,
 
e

i
t
h

e
r
 
d

i
r
e

c
t
l
y
 
o

r
 
i
n

d
i
r
e

c
t
l
y
,
 
u

s
e

d
 
f
o

r
 
a

n
o

t
h

e
r
 
p

r
o

j
e

c
t
 
o

r
 
a

n
y
 
p

u
r
p

o
s
e

 
w

h
a

t
s
o

e
v
e

r
 
w

i
t
h

o
u

t
 
e

x
p

r
e

s
s
 
a

n
d

 
w

r
i
t
t
e

n
 
p

e
r
m

i
s
s
i
o

n
 
o

f
 
S

t
a

c
k
 
R

o
c

k
 
G

r
o

u
p

.

JOB NO:

DATE:

DRAWN BY:

CHECKED BY:

1 08.08.19 SITE PLAN APP

DRAWING TITLE

SHEET NUMBER

WH

DW

12.27.2019

19-1382

D e s c r i p t i o n
DATEMRK

REVISIONS

G
:
\
S

h
a

r
e

d
 
d

r
i
v
e

s
\
S

t
a

c
k
 
R

o
c

k
 
G

r
o

u
p

\
W

o
r
k
\
2

0
1

9
\
0

1
-
P

r
o

j
e

c
t
s
\
1

9
-
1

3
8

2
 
S

a
r
a

t
o

g
a

 
H

e
a

l
t
h

 
C

e
n

t
e

r
\
0

3
-
C

A
D

\
3

.
0

1
-
C

i
t
y
 
S

u
b

m
i
t
t
a

l
s
\
1

9
-
1

3
8

2
 
S

P
 
L

2
0

0
 
I
r
r
i
g

a
t
i
o

n
 
P

l
a

n
.
d

w
g

S
A

R
A

T
O

G
A

 
H

E
A

L
T

H
 
C

E
N

T
E

R

8
8

3
0

 
R

E
D

W
O

O
D

 
R

D
,
 
S

A
R

A
T

O
G

A
 
S

P
R

I
N

G
S

,
 
U

T

1

A
B

C
D

E
F

G
H

2 3 4 5 6 7 8 9 10

1 2 3 4 5 6 7 8 9 10

S
T

A
C

K
 
R

O
C

K
 
G

R
O

U
P

 
-
 
C

I
T

Y
 
R

E
V

I
E

W
 
S

E
T

WILLET C HOWARD, PLA

OFFICE: (208) 345.0500 EMAIL:

WILL@STACKROCKGROUP.COM

www.STACKROCKGROUP.COM

THE GRAPHICS AND DESIGNS

O N  T H I S  S H E E T  A R E

DELIVERABLES THAT REMAIN

AT ALL TIMES PROPERTY OF

STACK ROCK GROUP, INC.

REPRODUCTION OR REUSE OF

THIS PRODUCT CONTAINED

H E R E  I N  I S  P R O H I B I T E D

W I T H O U T  T H E  W R I T T E N

CONSENT OF STACK ROCK

G R O U P ,  I N C .

©2019 STACK

ROCK GROUP, INC.

LANDSCAPE

ARCHITECTURE

& MASTER PLANNING

(208) 345-0500

404 S 8th St. #154

Boise, ID 83702

StackRockGroup.com

PRELIMINARY

NOT FOR CONSTRUCTION

T
H

R
I
V

E
 
D

E
V

E
L
O

P
M

E
N

T

12.27.2019

DARIAN

WESTRICK

11038247-5301

2 09.13.19 SITE PLAN APP -

COMMENT 2

3 11.15.19 SITE PLAN APP -

COMMENT 3

4 12.27.19 SITE PLAN APP -

COMMENT 4

NORTH

L2.01

IRRIGATION

PLAN - AREA 1

0

SCALE: 

feet20 40 60

1" = 20'

AutoCAD SHX Text
C

AutoCAD SHX Text
E

AutoCAD SHX Text
E

AutoCAD SHX Text
Seals



S

EX-SS EX-SS EX-SS EX-SS EX-SS EX-SS EX-SS EX-SS EX-SS EX-SS EX-SS EX-SS EX-SS

D
D

D

E
X

-
S

D
E

X
-
S

D
E

X
-
S

D
E

X
-
S

D
E

X
-
S

D
E

X
-
S

D

EX-SD

EX-SD EX-SD EX-SD EX-SD
EX-SD

EX-SD
EX-SD

EX-SD
EX-SD EX-SD

x

x

x

x

x

x

x

x

x

x x x x x x x
x

x
x x x x x x

x
x

x x

x

x

x
x

x

x

D

D

LOT 2

PROPOSED

BUILDING

D
E

V
O

N
S

H
I
R

E
 
D

R
I
V

E

PROPOSED  SIDEWALK

MM

M
M

M

M

K

K

K

K

M

M

3

4"

3

4"

3

4"

HB

HB

3

4"

3

4"

3

4"

3

4"

F F

F

F

F

F

F

F

1

1

4"

1

1
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LOCATE MAINLINE AND

LATERALS IN COMMON

TRENCH BEHIND CURB TYP.

LOCATE VALVES AND EQUIPMENT

IN LANDSCAPE BED. SCREEN WITH

SHRUBS AS POSSIBLE TYP.

4.9310

1"

6.8012

1"

3.3415

1"

5.2016

1"

5.2017

1"

L2.02

L2.02

L2.02

L2.02

L2.01

L2.01

1 1

F

F

HB

POC2

BF2

BE

HB

3

4"

1

1

4"

1

1

4"

LOCATE CONTROLLER ON BUILDING

EXTERIOR NEAR OR OUTSIDE FIRE RISER

ROOM. VERIFY WITH GENERAL ON SITE

FOR EXACT LOCATION.

133.66

1"

146.76

1"

C2

WSS

3.7111

1"

SYMBOL MANUFACTURER/MODEL/DESCRIPTION QTY DETAIL

Hunter MP1000 PROS-04-PRS40-CV

Turf Rotator, 4" (10.16 cm) pop-up with check valve, pressure regulated

to 40 psi (2.76 bar), MP Rotator nozzle on PRS40 body.  M=Maroon adj

arc 90 to 210, L=Light Blue 210 to 270 arc, O=Olive 360 arc.

13 8/L2.50

Hunter MP2000 PROS-04-PRS40-CV

Turf Rotator, 4" (10.16 cm) pop-up with factory installed check valve,

pressure regulated to 40 psi (2.76 bar), MP Rotator nozzle on PRS40

body.  K=Black adj arc 90-210, G=Green adj arc 210-270, R=Red 360

arc.

9 8/L2.50

Hunter MP3000 PROS-04-PRS40-CV

Turf Rotator, 4" (10.16 cm) pop-up with factory installed check valve,

pressure regulated to 40 psi (2.76 bar), MP Rotator nozzle on PRS40

body. B=Blue adj arc 90-210, Y=Yellow adj arc 210-270, A=Gray 360

arc.

2 8/L2.50

SYMBOL MANUFACTURER/MODEL/DESCRIPTION QTY DETAIL

Hunter ICZ-101-25

Drip Control Zone Kit.  1" ICV Globe Valve with 1" HY100 filter system.

Pressure Regulation: 25psi.  Flow Range: 2 GPM to 20 GPM.  150

mesh stainless steel screen.

15 9/L2.50

Netafim TLFV-1

Automatic Flush Valve, with Insert Inlet

16 1/L2.51

Area to Receive Dripline

Netafim TLCV-04-18 (18)

Techline Pressure Compensating Landscape Dripline with Check Valve.

0.4GPH emitters at 18.0" O.C.  Dripline laterals spaced at 18.0" apart,

with emitters offset for triangular pattern. 17mm.

23,108 s.f. 10/L2.50

SYMBOL MANUFACTURER/MODEL/DESCRIPTION QTY DETAIL

Hunter PGV-100A

1" Plastic Electric Remote Control Valve, for Residential/Light

Commercial Use.  Female NPT Inlet/Outlet.  Angle Configuration, No

Flow Control.

2 7/L2.50

Matco-Norca 207TM

1/2"-3/4" Brass No Kink Hose Bibb.  MIP Fitting.  Same size as mainline

pipe.

7 6/L2.50

Zurn 375 1"

Reduced Pressure Principle Assembly. Sizes 1/2", 3/4", 1", 1-1/4",

1-1/2", 2" .

1 4/L2.50

Zurn 375 1"

Reduced Pressure Principle Assembly. Sizes 1/2", 3/4", 1", 1-1/4",

1-1/2", 2" .

1 4/L2.50

Hunter ACC-1200

12 Station Outdoor Modular Controller. No Module Required. High-End

Commercial Use. Metal Cabinet.

1 2/L2.51

Hunter ACC-1200

12 Station Outdoor Modular Controller. No Module Required. High-End

Commercial Use. Metal Cabinet.

1 2/L2.51

Hunter WRF-CLIK

Rain/freeze Sensor, install within 1000 ft of controller, in line of sight.

22-28 VAC/VDC 100 mA power from timer transformer.  Mount as

noted.  Includes Gutter Mount.

2 3/L2.51

V.I.T. Products SBBC-22CR

Low profile, tube and wire construction smooth touch surface, cold

rolled steel, backflow enclosure.  23.5"L, 28"H, 17.75"W (59.69cm L,

71.12cm H, 45.085cm W).

2 5/L2.50

Point of Connection 1"

Connect to City service line in approximate location. Verify exact

location with general on site.

1 3/L2.50

Point of Connection 1"

Connect to City service line in approximate location. Verify exact

location with general on site.

1 3/L2.50

Irrigation Lateral Line: PVC Class 200 SDR 21 4,776 l.f. 1/L2.50

Irrigation Mainline: PVC Class 200 SDR 21 1,748 l.f. 1/L2.50

Pipe Sleeve: PVC Class 200 SDR 21 549.9 l.f. 2/L2.50

M
L O

K G R

B Y A

F

HB

BF

BF2

C

C2

WSS

BE

POC

POC2

IRRIGATION SCHEDULE

VALVE

SCHEDULE

NUMBER MODEL SIZE TYPE GPM WIRE PSI PSI @ POC PRECIP

1 Hunter ICZ-101-25 1" Area for Dripline 7.03 37.57 51.89 0.30 in/h

2 Hunter ICZ-101-25 1" Area for Dripline 5.73 36.12 50.81 0.30 in/h

3 Hunter ICZ-101-25 1" Area for Dripline 5.53 37.27 52.18 0.30 in/h

4 Hunter ICZ-101-25 1" Area for Dripline 2.75 35.03 49.28 0.30 in/h

5 Hunter PGV-100A 1" Turf Rotary 7.28 41.29 57.12 0.58 in/h

6 Hunter ICZ-101-25 1" Area for Dripline 5.51 36.39 51.48 0.30 in/h

7 Hunter ICZ-101-25 1" Area for Dripline 3.86 35.40 49.89 0.30 in/h

8 Hunter ICZ-101-25 1" Area for Dripline 3.86 35.41 49.95 0.30 in/h

9 Hunter ICZ-101-25 1" Area for Dripline 2.96 35.14 49.50 0.30 in/h

10 Hunter ICZ-101-25 1" Area for Dripline 4.93 35.32 50.18 0.30 in/h

11 Hunter ICZ-101-25 1" Area for Dripline 3.71 35.79 50.02 0.30 in/h

12 Hunter ICZ-101-25 1" Area for Dripline 6.80 37.93 52.31 0.30 in/h

13 Hunter ICZ-101-25 1" Area for Dripline 3.66 35.81 49.84 0.30 in/h

14 Hunter ICZ-101-25 1" Area for Dripline 6.76 37.65 51.73 0.30 in/h

15 Hunter ICZ-101-25 1" Area for Dripline 3.34 35.24 49.39 0.30 in/h

16 Hunter ICZ-101-25 1" Area for Dripline 5.20 35.49 49.99 0.30 in/h

17 Hunter PGV-100A 1" Turf Rotary 5.20 41.16 55.67 0.60 in/h

Common Wire 1,748

Generated: 2019-08-09 14:10

P.O.C. NUMBER: 01

Water Source Information: Connect to City

service line in approximate location. Verify exact

location with general on site.

FLOW AVAILABLE

Point of Connection Size: 1"

Flow Available: 20.24 gpm

PRESSURE AVAILABLE

Static Pressure at POC: 65.00 psi

Pressure Available: 65.00 psi

DESIGN ANALYSIS

Maximum Station Flow: 7.28 gpm

Flow Available at POC: 20.24 gpm

Residual Flow Available: 12.96 gpm

Critical Station: 5

  Design Pressure: 40.00 psi

  Friction Loss: 0.26 psi

  Fittings Loss: 0.03 psi

  Elevation Loss: 0.00 psi

  Loss through Valve: 1.00 psi

Pressure Req. at Critical Station: 41.29 psi

Loss for Fittings: 0.17 psi

Loss for Main Line: 1.66 psi

Loss for POC to Valve Elevation: 0.00 psi

Loss for Backflow: 14.00 psi

Critical Station Pressure at POC: 57.12 psi

Pressure Available: 65.00 psi

Residual Pressure Available: 7.88 psi

CRITICAL ANALYSIS

P.O.C. NUMBER: 02

Water Source Information: Connect to City

service line in approximate location. Verify exact

location with general on site.

FLOW AVAILABLE

Point of Connection Size: 1"

Flow Available: 20.24 gpm

PRESSURE AVAILABLE

Static Pressure at POC: 65.00 psi

Pressure Available: 65.00 psi

DESIGN ANALYSIS

Maximum Station Flow: 6.80 gpm

Flow Available at POC: 20.24 gpm

Residual Flow Available: 13.44 gpm

Critical Station: 17

  Design Pressure: 40.00 psi

  Friction Loss: 0.15 psi

  Fittings Loss: 0.01 psi

  Elevation Loss: 0.00 psi

  Loss through Valve: 1.00 psi

Pressure Req. at Critical Station: 41.16 psi

Loss for Fittings: 0.05 psi

Loss for Main Line: 0.46 psi

Loss for POC to Valve Elevation: 0.00 psi

Loss for Backflow: 14.00 psi

Critical Station Pressure at POC: 55.67 psi

Pressure Available: 65.00 psi

Residual Pressure Available: 9.33 psi

#"

#

Valve Number

Valve Size

Valve Flow

Valve Callout

#

T
h

e
s
e

 
d

o
c

u
m

e
n

t
s
 
a

r
e

 
t
h

e
 
p

r
o

p
e

r
t
y
 
o

f
 
S

t
a

c
k
 
R

o
c

k
 
G

r
o

u
p

 
a

n
d

 
a

r
e

 
n

o
t
 
t
o

 
b

e
 
c

o
p

i
e

d
,
 
r
e

p
r
o

d
u

c
e

d
,
 
d

i
s
t
r
i
b

u
t
e

d
,
 
e

i
t
h

e
r
 
d

i
r
e

c
t
l
y
 
o

r
 
i
n

d
i
r
e

c
t
l
y
,
 
u

s
e

d
 
f
o

r
 
a

n
o

t
h

e
r
 
p

r
o

j
e

c
t
 
o

r
 
a

n
y
 
p

u
r
p

o
s
e

 
w

h
a

t
s
o

e
v
e

r
 
w

i
t
h

o
u

t
 
e

x
p

r
e

s
s
 
a

n
d

 
w

r
i
t
t
e

n
 
p

e
r
m

i
s
s
i
o

n
 
o

f
 
S

t
a

c
k
 
R

o
c

k
 
G

r
o

u
p

.

JOB NO:

DATE:

DRAWN BY:

CHECKED BY:

1 08.08.19 SITE PLAN APP

DRAWING TITLE

SHEET NUMBER

WH

DW

12.27.2019

19-1382

D e s c r i p t i o n
DATEMRK

REVISIONS

G
:
\
S

h
a

r
e

d
 
d

r
i
v
e

s
\
S

t
a

c
k
 
R

o
c

k
 
G

r
o

u
p

\
W

o
r
k
\
2

0
1

9
\
0

1
-
P

r
o

j
e

c
t
s
\
1

9
-
1

3
8

2
 
S

a
r
a

t
o

g
a

 
H

e
a

l
t
h

 
C

e
n

t
e

r
\
0

3
-
C

A
D

\
3

.
0

1
-
C

i
t
y
 
S

u
b

m
i
t
t
a

l
s
\
1

9
-
1

3
8

2
 
S

P
 
L

2
0

0
 
I
r
r
i
g

a
t
i
o

n
 
P

l
a

n
.
d

w
g

S
A

R
A

T
O

G
A

 
H

E
A

L
T

H
 
C

E
N

T
E

R

8
8

3
0

 
R

E
D

W
O

O
D

 
R

D
,
 
S

A
R

A
T

O
G

A
 
S

P
R

I
N

G
S

,
 
U

T

1

A
B

C
D

E
F

G
H

2 3 4 5 6 7 8 9 10

1 2 3 4 5 6 7 8 9 10

S
T

A
C

K
 
R

O
C

K
 
G

R
O

U
P

 
-
 
C

I
T

Y
 
R

E
V

I
E

W
 
S

E
T

WILLET C HOWARD, PLA

OFFICE: (208) 345.0500 EMAIL:

WILL@STACKROCKGROUP.COM

www.STACKROCKGROUP.COM

THE GRAPHICS AND DESIGNS

O N  T H I S  S H E E T  A R E

DELIVERABLES THAT REMAIN

AT ALL TIMES PROPERTY OF

STACK ROCK GROUP, INC.

REPRODUCTION OR REUSE OF

THIS PRODUCT CONTAINED

H E R E  I N  I S  P R O H I B I T E D

W I T H O U T  T H E  W R I T T E N

CONSENT OF STACK ROCK

G R O U P ,  I N C .

©2019 STACK

ROCK GROUP, INC.

LANDSCAPE

ARCHITECTURE

& MASTER PLANNING

(208) 345-0500

404 S 8th St. #154

Boise, ID 83702

StackRockGroup.com

PRELIMINARY

NOT FOR CONSTRUCTION

T
H

R
I
V

E
 
D

E
V

E
L
O

P
M

E
N

T

12.27.2019

DARIAN

WESTRICK

11038247-5301

2 09.13.19 SITE PLAN APP -

COMMENT 2

3 11.15.19 SITE PLAN APP -

COMMENT 3

4 12.27.19 SITE PLAN APP -

COMMENT 4

NORTH

L2.02

IRRIGATION

PLAN - AREA 2

0

SCALE: 

feet20 40 60

1" = 20'

AutoCAD SHX Text
C

AutoCAD SHX Text
Seals



T
h

e
s
e

 
d

o
c

u
m

e
n

t
s
 
a

r
e

 
t
h

e
 
p

r
o

p
e

r
t
y
 
o

f
 
S

t
a

c
k
 
R

o
c

k
 
G

r
o

u
p

 
a

n
d

 
a

r
e

 
n

o
t
 
t
o

 
b

e
 
c

o
p

i
e

d
,
 
r
e

p
r
o

d
u

c
e

d
,
 
d

i
s
t
r
i
b

u
t
e

d
,
 
e

i
t
h

e
r
 
d

i
r
e

c
t
l
y
 
o

r
 
i
n

d
i
r
e

c
t
l
y
,
 
u

s
e

d
 
f
o

r
 
a

n
o

t
h

e
r
 
p

r
o

j
e

c
t
 
o

r
 
a

n
y
 
p

u
r
p

o
s
e

 
w

h
a

t
s
o

e
v
e

r
 
w

i
t
h

o
u

t
 
e

x
p

r
e

s
s
 
a

n
d

 
w

r
i
t
t
e

n
 
p

e
r
m

i
s
s
i
o

n
 
o

f
 
S

t
a

c
k
 
R

o
c

k
 
G

r
o

u
p

.

JOB NO:

DATE:

DRAWN BY:

CHECKED BY:

1 08.08.19 SITE PLAN APP

DRAWING TITLE

SHEET NUMBER

WH

DW

12.27.2019

19-1382

D e s c r i p t i o n
DATEMRK

REVISIONS

G
:
\
S

h
a

r
e

d
 
d

r
i
v
e

s
\
S

t
a

c
k
 
R

o
c

k
 
G

r
o

u
p

\
W

o
r
k
\
2

0
1

9
\
0

1
-
P

r
o

j
e

c
t
s
\
1

9
-
1

3
8

2
 
S

a
r
a

t
o

g
a

 
H

e
a

l
t
h

 
C

e
n

t
e

r
\
0

3
-
C

A
D

\
3

.
0

1
-
C

i
t
y
 
S

u
b

m
i
t
t
a

l
s
\
1

9
-
1

3
8

2
 
S

P
 
L

2
0

0
 
I
r
r
i
g

a
t
i
o

n
 
P

l
a

n
.
d

w
g

S
A

R
A

T
O

G
A

 
H

E
A

L
T

H
 
C

E
N

T
E

R

8
8

3
0

 
R

E
D

W
O

O
D

 
R

D
,
 
S

A
R

A
T

O
G

A
 
S

P
R

I
N

G
S

,
 
U

T

1

A
B

C
D

E
F

G
H

2 3 4 5 6 7 8 9 10

1 2 3 4 5 6 7 8 9 10

S
T

A
C

K
 
R

O
C

K
 
G

R
O

U
P

 
-
 
C

I
T

Y
 
R

E
V

I
E

W
 
S

E
T

WILLET C HOWARD, PLA

OFFICE: (208) 345.0500 EMAIL:

WILL@STACKROCKGROUP.COM

www.STACKROCKGROUP.COM

THE GRAPHICS AND DESIGNS

O N  T H I S  S H E E T  A R E

DELIVERABLES THAT REMAIN

AT ALL TIMES PROPERTY OF

STACK ROCK GROUP, INC.

REPRODUCTION OR REUSE OF

THIS PRODUCT CONTAINED

H E R E  I N  I S  P R O H I B I T E D

W I T H O U T  T H E  W R I T T E N

CONSENT OF STACK ROCK

G R O U P ,  I N C .

©2019 STACK

ROCK GROUP, INC.

LANDSCAPE

ARCHITECTURE

& MASTER PLANNING

(208) 345-0500

404 S 8th St. #154

Boise, ID 83702

StackRockGroup.com

PRELIMINARY

NOT FOR CONSTRUCTION

T
H

R
I
V

E
 
D

E
V

E
L
O

P
M

E
N

T

12.27.2019

DARIAN

WESTRICK

11038247-5301

2 09.13.19 SITE PLAN APP -

COMMENT 2

3 11.15.19 SITE PLAN APP -

COMMENT 3

4 12.27.19 SITE PLAN APP -

COMMENT 4

L2.50

IRRIGATION

DETAILS

TRENCH SECTION DETAIL

3" = 1'-0"

MAINLINE

TAPE CONTROLLER WIRE TO

MAINLINE @ 10' o.c..

2" OF SAND OR FINE SOIL ALL

AROUND PIPES.

ROCK FREE BACKFILL

LATERAL LINE

FINISH GRADE

1
'
-
0
"

6
"

NOTE:

GLUE ALL PIPE & FITTINGS PER

MANUFACTURE REQUIREMENTS

1

328409.76-21

D
E

P
T

H
 
A

S
 
P

E
R

 
S

P
E

C
I
F

I
C

A
T

I
O

N
S

WIDTH VARIES

4
"
M

I
N

FINISH GRADE

NATIVE SOIL BACKFILL

COMPACT TO 95%

COMPACTION

PVC MAIN LINE

BACKFILL WITH 100% CLEAN FILL.

MECHANICALLY COMPACT TO 95%

COMPACTION. ALLOW 48 HOURS TO

SETTLE, AND COMPACT WITH NATIVE SOIL.

4" MIN. BEDDING

4" MIN.

4" MIN.

SLEEVE AT ROAD

1 1/2" = 1'-0"

NOTE: SLEEVES MUST BE 2X THE PIPE SIZE - PATCH AND REPAIR ANY DAMAGED CONCRETE OR

ASPHALT TO EXISTING DEPTH / CONDITIONS.

2

328409.76-22

3/4"-1 1/4" POINT OF CONNECTION

1" = 1'-0"

BUCKNER BRASS ANGLE VALVE. SIZE

PER IRRIGATION PLAN

2" LONG BRASS NIPPLE.

BRASS REDUCING TEE PLACED ON IT'S

SIDE WITH  

3

4

" BRASS CROSS HANDLE

GATE VALVE.

THREADED SCH. 80 NIPP TO

EXTEND OUT OF 10" PIPE A

MINIMUM OF 6".

SOLVENT WELD SCH. 40 90 DEG

ELL.

TO BACKFLOW DEVICE

WATER SERVICE LINE PROVIDED

BY OTHERS. VERIFY SIZE ON SITE.

STAINLESS STEEL HOSE CLAMPS.

VERIFY SIZE BASED ON WATER

LINE DIMENSION. ALTERNATE

DIRECTION OF CLAMP. (2) ON EACH

SIDE OF TEE.

3"X8" MASONRY BRICK OVER

COMPACTED BASE. 3 TOTAL.

BRASS INSERT TEE UP TO 1 

1

4

" IN SIZE. LARGER SIZES

MAY UTILIZE DIFFERENT FITTINGS.

10" ROUND RIGID PLASTIC VALVE BOX

10" PVC PIPE 160 PSI MIN. EXTEND 4"

BELOW WATER LINE.

36" MIN.

FINISH GRADE

COMPACTED

BACKFILL TO 90%

PROCTOR. WATER

SETTLE AND LET

SIT FOR 48 HOURS

BEFORE

RESTORING.

COMPACTED

SUBGRADE

NOTES:

1. CONTRACTOR IS RESPONSIBLE FOR ALL PERMITS, INSPECTIONS, AND FEES.

2. NOTCH 10" PVC 

1

2

" MIN. LARGER THAN ALL PIPES ENTERING AND LEAVING SLEEVE. AT NO TIME

SHALL 10" PIPE TOUCH WATERLINE OR SERVICE LINE TO BACKFLOW.

4" DEPTH CRUSHED 

3

4

"

WASHED GRAVEL. 2"

BELOW ALL FITTINGS.

4
"

3

328409.73-02

COVER SIZE + 6"

RP BACKFLOW W/ ENCLOSURE

1" = 1'-0"

REDUCED PRESSURE BACKFLOW

DEVICE AS SPECIFIED.

BACKFLOW COVER AS

SPECIFIED.

GALVANIZED NIPPLES AND

ELL AS REQUIRED.

GALVANIZED UNIONS AT

EACH SIDE.

GALVANIZED RISERS.

4" THICK MIN.

CONCRETE PAD.

GALVANIZED ELL AND

NIPPLE, TYPICAL.

PVC COUPLER OR REDUCER

AS REQ., TYP.

MAIN LINE, SIZE AS PER

PLANS.

CONCRETE THRUST BLOCKS, 90

LBS OF CONCRETE EACH.

SERVICE

SIDE.

LENGTH AND WIDTH

H
E

I
G

H
T

 
A

S

P
E

R
 
L
O

C
A

L

C
O

D
E

.

3

4

" WINTERIZATION PORT.

4

328409.46-03

SIDE VIEW

EXPANDED METAL BACKFLOW COVER

1" = 1'-0"

1. EXPANDED METAL ENCLOSURE

SINGLE PIECE BACKFLOW CAGE.

BC-30CR, BC-45CR

2. BACKFLOW PREVENTER.

3. ANCHOR ROD (TYPICAL).

4. POURED CONCRETE BASE - 6" MIN.

THICKNESS - EXTEND 4" BEYOND

OUTSIDE DIMENSIONS OF ENCLOSURE.

5. WATER SERVICE INLET PIPING.

6. WATER SERVICE OUTLET PIPING.

7. FINISH GRADE.

8. PADLOCK COVERED.

1

2

3

4

5

6

7

8

5

328409.46-05
1 1/2" = 1'-0"

NO KINK HOSE BIB VALVE IN BOX

PVC MALE ADAPTER.

GALVANIZED RISER

AND ELBOW, HOSE

BIB INLET SIZE.

MAIN LINE.

60 LB. CONCRETE TORQUE

1/2" WIRE CLOTH GOPHER

SCREEN, WRAP UP SIDES.

FOUR COMMON BRICKS

AS SUPPORT UNDER

BOX.

BLOCK.

10" DIAMETER VALVE BOX.

FINISHED GRADE.

NO KINK HOSE BIB AS

SPECIFIED.

FLUSH TO GRADE AT TURF.

1" ABOVE GRADE AT SHRUBS.

2
"
 
C

L
R

328406.46-07

6

REMOTE CONTROL VALVE

MODEL PGV-XXXA

FINISH GRADE

MAIN LINE PIPE & FITTINGS

3/4" MINUS WASHED GRAVEL

SCH 80 T.O.E. NIPPLE(2)

STANDARD VALVE BOX

WATERPROOF CONNECTORS (2)

18-24" COILED WIRE

BRICK SUPPORTS (4)

PGV ANGLE VALVE

1" = 1'-0"

7

328406.13-08

TURF SPRAY FLEX ASSEMBLY

3" = 1'-0"

1

2

" POLYETHYLENE FLEXIBLE

TUBING LENGTH AS REQUIRED. 18"

LONG MAX.

1

2

" MARLEX

STREET ELL.

BARB ELL X MIPT.

1

2

" MARLEX STREET ELL.

TURF POP UP HEAD.

2"

TO CURB OR WALK.

1
2

"
 
M

I
N

I
M

U
M

 
B

E
L

O
W

 
G

R
A

D
E

PVE TEE (SXSXT)

OR ELL

LATERAL LINE

328403.13-04

8

9

8

4

7

6

5

8

2

4

3

1

9

DRIP ZONE KIT

MODEL ICZ-101-XX WITH

FILTER (TIP 45 DEGREES)

REGULATOR 25 OR 40 PSI

2

1

5

3

6

7

6

HUNTER ICZ DRIP CONTROL ZONE

1 1/2" = 1'-0"

FINISHED GRADE

JUMBO VALVE BOX

WATERPROOF CONNECTORS(2)

18-24" COILED WIRE

SCH 80 T.O.E. NIPPLE

MAIN LINE PIPE & FITTINGS

BRICK SUPPORTS (4)

3

4

" MINUS WASHED GRAVEL

9

328413.76-31

PVC MAINLINE.

DRIPLINE SPACING AS NOTED.

AIR/VACUUM RELIEF VALVE

PLUMBED TO TECLINE AT EACH

HIGH POINT.

A

CENTER FEED EXAMPLE

A

END FEED EXAMPLE

F

LINE FLUSHING VALVE

PLUMBED TO PVC OR POLY

LINE AT LOW END, AS

NOTED.

TYPICAL TECHLINE TUBING

LATERALS WITH EMITTER

SPACING AS NOTED.  TIE DOWN

STAKE AT ALL TEES, ELLS, AND

AT 5' O.C. AT CLAY, 4' O.C. AT

LOAM, OR 3' O.C. AT SAND.

DRIP VALVE / FILTER /

REGULATOR.

1

2

" POLYETHYLENE OR PVC HEADER.

TYPICAL OFFSET

2" FROM

HARDSCAPE, 4"

FROM PLANTED

AREA.

TYPICAL START CONNECTION SXSXT

TEE W/ TECHLINE MALE ADAPTER.

TYPICAL LATERAL

PIPE FROM VALVE

ASSEMBLY, SIZE PER

PLANS.

BLANK TECHLINE TUBING

CENTERED ON MOUND OR

BERM.

F

1. DRIPLINE LATERALS SHOULD FOLLOW THE CONTOURS OF THE SLOPE WHENEVER POSSIBLE.

2. INSTALL AIR RELIEF VALVE AT HIGHEST POINT.

3. TECHLINE NORMAL SPACING WITHIN THE TOP 

2

3

 OF SLOPE,

4. INSTALL TECHLINE AT NORMAL SPACING PLUS 25% AT THE BOTTOM 

1

3

 OF THE SLOPE.

5. WHEN ELEVATION CHANGE IS 10 FT OR MORE, ZONE THE BOTTOM 

1

3

 ON A SEPARATE VALVE.

SLOPED CONDITION NOTES:

TYPICAL OFFSET 2" FROM

HARDSCAPE, 4" FROM

PLANTED AREA.

WATER SOURCE: DRIP

VALVE OR LATERAL

FROM VALVE.

TYPICAL SUPPLY

HEADER.

IN-LINE SPRING CHECK

VALVE FOR LOW HEAD

DRAINAGE.

TYPICAL TECHLINE

DRIPPER LINE TUBING.

TYPICAL PVC OR POLY

SUPPLY OR EXHAUST

HEADER.

F

LINE FLUSING VALVE

PLUMBED TO PVC OR

POLY.

A

AIR/VACUUM RELIEF

VALVE, INSTALL AT HIGH

POINT OF SYSTEM.

F

F

F

A

A

A

A

F

F

S
L

O
P

E
 
3

%
+

LAYOUT

ISLAND

DOWN SLOPE - 1

MEDIAN ISLAND,

S
L

O
P

E
 
3

%
+

F

F

A

DOWN SLOPE - 2

MEDIAN ISLAND,

A

F

TRIANGULAR

IRREGULAR AREAS:

F

A

ODD CURVES

IRREGULAR AREAS:

A

A

F

F

TOTAL LENGTH OF TECHLINE TUBING IN

THIS AREA CAN NOT EXCEED THE MAX.

LENGTH OF RUN.

TYPICAL START CONNECTION

ON EXHAUST HEADER.

TYPICAL START CONNECTION ON

SUPPLY HEADER.

SEE

SUB-HEADER

DETAIL.

TYPICAL TECHLINE START

CONNECTION.

PARKING ISLAND TYPICAL LAYOUT

                  DRIPPER SPACING 12" 18" 24"

                  DRIPPER FLOW   0.4 0.6 0.9 0.4 0.6 0.9 0.6 0.9

RATE (GPH)

15 292 233 175 410 322 247 405 308

25 397 321 238 558 438 335 553 423

35 486 365 279 656 514 394 649 497

45 520 407 311 732 574 439 725 555

TECHLINE MAXIMUM LENGTH OF SINGLE LATERAL (FT)

I
N

L
E

T
 
P

R
E

S
S

U
R

E

(
P

S
I
)

 0.4 GPH DRIPPER       0.6 GPH DRIPPER      0.9 GPH DRIPPER

GPH GPM GPH GPM GPH GPM

   12" 40.00 0.67 61.00 1.02 92.00 1.53

   18" 26.67 0.44 41.00 0.68 61.00 1.02

   24" N/A N/A 31.00 0.51 46.00 0.77

DRIPPER

SPACING

TECHLINE FLOW PER 100 FEET

TYPICAL NETAFIM TECHLINE REQUIREMENTS

3" = 1'-0"

EXAMPLES LEGEND

BURY DRIP 2" BELOW

FINISH GRADE. INSTALL

MULCH PER PLANS.

2"

MULCH AS SPECIFIED

VERY IMPORTANT ***

10

328413.56-09
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L2.51

IRRIGATION

DETAILS

COMPRESSION RING

(PROVIDED).

FINISHED GRADE.

6" DRIP VALVE BOX.

NETAFIM LINE FLUSHING VALVE

F-TLFV-1.

3

4

" GRAVEL SUMP (1

CUBIC FOOT).

TECHLINE 17MM TUBING.

1
"

TWO BRICKS FOR BOX

SUPPORT.

NETAFIM TECHLINE FLUSH VALVE

3" = 1'-0" 328413.49-33

1

1" = 1'-0"

WALL MOUNT CONTROLLER

RCV WIRES.

1 1/2" DIAMETER RIGID

STEEL CONDUIT FOR

BELOW GRADE.

USE PVC SCH. 40

TO WALL.  INSTALL BACKUP

BATTERIES AS REQUIRED.

GROUND AS PER MFG.

SPECIFICATIONS.

1/2" DIAMETER RIGID 

STEEL CONDUIT FOR 

110 VAC ELECTRICAL

SOURCE.  INSTALL AS

SET CONTROLLER 60" ABOVE 

FINISHED GRADE UNLESS

OTHERWISE NOTED.

CONTROLLER AS SPECIFIED.

SECURELY BOLT CONTROLLER

1
8
"

CODES.

FINISHED GRADE.

LONG SWEEP ELL.

PER LOCAL ELECTRICAL

FX-IR-FX-CONT-07

2

7

2

6

3

1

1

4

5

2

6

45

7

3

HUNTER PRO-C CONTROLLER

WIRELESS SOLAR SYNC RECEIVER

MOUNTED ON THE WALL NEXT TO THE

CONTROLLER

SUITABLE POST, POLE, OR GUTTER MOUNT.

MOUNT IN LOCATION WHERE SENSOR CAN

RECEIVE FULL SUN, IS OPEN TO RAINFALL

AND OUT OF SPRINKLER SPRAY PATTERN

MODEL: WIRELESS SOLAR SYNC SENSOR.

MOUNT UP TO 800' FROM RECEIVER

VALVE CONTROL WIRE CONDUIT

MODEL: SOLAR SYNC MODULE

MOUNT LESS THAN 6' AWAY FROM

CONTROLLER

WIRELESS SOLAR SYNC SYSTEM

1" = 1'-0"

POWER SOURCE

UP TO 800' AWAY

328409.33-03

3

AutoCAD SHX Text
Seals



C

C

21.1

0.1 0.1 0.1

0.5

0.6

0.7

0.6

0.6

0.6

0.4

0.3

0.2

0.2

0.2

0.2

0.3

0.3

0.4

0.6

0.7

0.7

0.7

0.6

0.5

0.3

1.0

1.2

1.4

1.3

1.1

1.2

0.9

0.8

0.5

0.5

0.6

0.5

0.4

0.5

0.8

1.1

1.3

1.4

1.3

1.1

0.9

0.5

0.6

1.1

1.7

2.2

2.5

2.4

1.9

1.7

2.0

2.2

1.5

1.7

1.8

1.3

0.6

0.7

1.2

1.7

2.3

2.6

2.5

1.9

1.3

0.7

0.3

0.1

0.7

1.3

2.6

4.0

4.3

4.2

3.2

2.7

3.8

4.4

4.8

4.8

3.9

2.8

1.3

1.0

1.4

2.4

3.9

4.5

4.3

3.0

1.5

0.8

0.3

0.1

0.8

1.5

2.9

4.7

5.5

4.9

3.7

3.5

5.5

6.6

8.2

7.7

6.0

4.0

1.8

1.2

1.5

2.7

4.4

5.5

4.9

3.3

1.7

0.9

0.4

0.1

0.8

1.5

2.8

4.4

4.0

4.7

3.5

3.6

5.5

9.0

17.7

15.2

6.6

4.1

1.9

1.1

1.4

2.5

4.2

3.6

4.7

3.1

1.7

0.9

0.4

0.1

0.7

1.2

2.3

3.2

2.6

3.3

2.5

1.8

3.0

5.7

14.6

12.4

4.3

1.9

0.6

0.7

1.1

2.0

3.0

3.3

3.1

2.5

1.4

0.8

0.3

0.1

0.6

1.0

1.4

1.7

1.9

1.8

1.7

1.4

1.1

0.6

0.3

0.1

0.4

0.7

0.9

1.0

1.1

1.0

1.0

0.8

0.7

0.4

0.2

0.1

0.2

0.4

0.4

0.5

0.5

0.4

0.5

0.4

0.3

0.2

0.2

0.1

0.1

0.2

0.3

0.3

0.3

0.2

0.2

0.2

0.2

0.2

0.1

0.1

0.1

0.2

0.4

0.5

0.4

0.1

0.2

0.3

0.3

0.2

0.1

0.1

0.1

0.3

0.7

1.2

1.1

0.2

0.7

0.8

0.6

0.3

0.1

0.1

0.1

0.3

1.2

2.3

2.5

0.5

2.2

2.0

1.6

0.7

0.4

0.1

0.1

0.4

1.6

3.8

6.0

1.7

4.9

5.0

3.4

1.6

0.6

0.1

0.1

0.4

1.7

4.6

8.6

4.8

9.2

6.7

4.5

2.2

0.8

0.1

0.1

0.4

1.7

4.6

9.0

12.0

19.7

9.0

5.3

1.6

0.5

0.1

0.1

0.4

1.6

3.7

5.6

8.5

16.0

8.2

5.2

2.0

0.6

0.1

0.1

0.3

1.2

2.2

2.4

3.3

6.5

6.2

4.2

2.0

0.7

0.1

0.1

0.3

0.7

1.1

1.0

1.2

3.8

3.6

2.9

1.4

0.6

0.1

0.1

0.2

0.4

0.5

0.4

0.3

1.6

1.5

1.2

0.5

0.3

0.1

0.1

0.3

0.3

0.3

0.2

0.2

0.5

0.6

0.6

0.3

0.1

0.1

0.2

0.3

0.5

0.4

0.2

0.2

0.4

0.5

0.4

0.3

0.1

0.1

0.2

0.6

1.0

1.0

0.5

0.4

0.9

0.9

0.6

0.2

0.1

0.1

0.2

0.9

1.9

2.3

1.4

1.0

2.0

1.7

0.9

0.3

0.1

0.1

0.3

1.2

2.9

4.7

3.2

2.2

4.3

2.7

1.2

0.3

0.1

0.1

0.3

1.3

3.6

8.0

5.4

3.3

6.9

3.3

1.3

0.4

0.1

0.1

0.4

1.5

3.9

7.6

5.4

1.8

1.0

0.7

0.6

0.6

0.7

0.7

0.8

0.7

0.7

0.6

0.6

0.7

1.4

3.2

6.5

3.6

1.5

0.5

0.2

0.1

0.7

1.9

4.0

7.8

5.3

2.0

1.4

1.1

1.1

1.3

1.4

1.6

1.7

1.7

1.4

1.2

0.9

0.7

0.9

2.7

5.7

3.7

2.0

0.7

0.2

0.1

0.9

2.1

3.7

4.8

3.9

2.3

1.8

1.5

1.5

1.8

2.3

2.9

3.3

3.1

2.5

1.9

1.2

0.7

0.6

1.5

3.4

3.8

2.5

1.0

0.3

0.1

1.0

2.0

3.8

5.0

4.4

3.6

2.5

1.7

1.7

2.1

3.5

5.2

5.8

5.7

4.2

2.3

1.4

0.8

0.6

1.1

3.6

5.4

3.1

1.2

0.3

0.1

1.0

2.0

3.7

5.4

5.4

4.2

2.9

1.9

1.9

2.5

4.1

6.2

8.0

7.8

5.1

2.7

1.6

0.8

0.8

1.5

4.2

6.7

3.3

1.2

0.2

0.1

1.0

1.9

3.4

5.1

5.3

4.0

2.9

1.9

1.9

2.5

4.1

5.9

8.1

7.8

5.1

2.8

1.6

0.8

0.8

1.4

3.9

6.3

3.1

1.1

0.2

0.1

0.9

1.5

2.7

3.8

3.9

3.6

2.5

1.7

1.7

2.1

3.6

5.4

6.0

5.9

4.3

2.3

1.4

0.7

0.6

0.8

2.9

5.0

2.7

1.1

0.2

0.1

0.7

1.2

1.7

2.1

2.2

2.0

1.7

1.4

1.4

1.8

2.4

3.0

3.5

3.2

2.6

1.9

1.1

0.6

0.3

0.4

1.3

2.2

1.7

0.8

0.2

0.1

0.5

0.8

0.9

1.1

1.2

1.1

1.0

1.0

1.0

1.3

1.4

1.6

1.8

1.7

1.5

1.2

0.8

0.4

0.2

0.2

0.5

1.0

0.9

0.5

0.2

0.1

0.3

0.4

0.4

0.5

0.5

0.5

0.5

0.5

0.6

0.6

0.7

0.8

0.8

0.8

0.7

0.6

0.4

0.3

0.2

0.1

0.2

0.4

0.4

0.3

0.1

0.1

0.1

0.2

0.2

0.2

0.2

0.2

0.3

0.3

0.3

0.3

0.3

0.3

0.4

0.3

0.3

0.3

0.2

0.2

0.1

0.1

0.1

0.1

0.2

0.2

0.1

0.1

0.1

0.1

0.1

0.1

0.2

0.2

0.2

0.2

0.2

0.2

0.2

0.2

0.2

0.2

0.2

0.2

0.2

0.1

0.1

0.1

0.1

0.1

0.1

0.1

0.1

0.1

0.1

0.1

0.1

0.2

0.2

0.2

0.2

0.2

0.2

0.3

0.3

0.3

0.3

0.3

0.3

0.2

0.2

0.2

0.2

0.2

0.2

0.1

0.1

0.1

0.1

0.1

0.1

0.2

0.2

0.3

0.3

0.4

0.4

0.4

0.5

0.5

0.5

0.5

0.5

0.5

0.5

0.5

0.5

0.4

0.4

0.4

0.3

0.3

0.3

0.2

0.1

0.1

0.1

0.3

0.5

0.7

0.8

0.9

0.9

1.0

1.1

1.2

1.2

1.2

1.3

1.2

1.1

1.1

1.1

0.9

0.9

0.9

0.8

0.7

0.6

0.4

0.2

0.1

0.2

0.4

0.9

1.2

1.5

1.7

1.7

1.7

1.8

2.0

2.1

2.2

2.5

2.4

2.1

2.0

1.8

1.6

1.6

1.7

1.6

1.3

1.1

0.6

0.3

0.1

0.2

0.5

1.0

1.8

2.8

3.2

3.3

2.9

2.4

2.6

3.2

4.2

4.7

4.5

3.6

2.6

2.3

2.4

3.0

3.2

3.1

2.3

1.4

0.8

0.3

0.1

0.2

0.6

1.2

2.2

3.8

4.8

5.1

3.9

2.9

3.0

4.2

6.3

7.1

7.3

5.0

3.2

2.7

3.0

4.3

4.8

4.8

3.2

1.7

0.9

0.4

0.1

0.2

0.6

1.3

2.4

3.0

5.3

5.3

4.1

3.1

3.3

4.6

6.7

8.4

7.8

5.4

3.5

3.0

3.3

3.4

5.4

5.0

3.4

1.8

1.0

0.4

0.2

0.2

0.6

1.2

2.2

3.6

4.4

4.7

3.7

2.8

3.0

4.2

6.3

7.1

7.4

5.0

3.2

2.6

2.9

4.1

4.5

4.5

3.1

1.6

0.9

0.4

0.1

0.2

0.5

1.0

1.6

2.3

2.8

2.8

2.5

2.3

2.5

3.2

4.2

4.7

4.5

3.6

2.6

2.2

2.3

2.6

2.8

2.7

2.1

1.3

0.8

0.3

0.1

0.2

0.4

0.8

1.0

1.2

1.5

1.5

1.5

1.7

2.0

2.0

2.2

2.5

2.4

2.1

2.0

1.8

1.5

1.4

1.5

1.4

1.2

1.0

0.6

0.3

0.1

0.1

0.3

0.4

0.5

0.7

0.7

0.8

0.8

0.9

1.1

1.1

1.2

1.3

1.2

1.1

1.1

1.0

0.8

0.8

0.8

0.7

0.6

0.5

0.3

0.2

0.1

0.1

0.1

0.2

0.3

0.3

0.3

0.3

0.4

0.4

0.5

0.5

0.5

0.5

0.5

0.5

0.5

0.4

0.4

0.3

0.3

0.3

0.3

0.2

0.2

0.1

0.1

0.1

0.1

0.1

0.2

0.2

0.2

0.2

0.2

0.2

0.3

0.3

0.3

0.3

0.3

0.2

0.2

0.2

0.2

0.2

0.2

0.1

0.1

0.1

0.1

0.1

0.1

0.2

0.2

0.2

0.2

0.3

0.3

0.2

0.2

0.2

0.2

0.2

0.2

0.2

0.2

0.2

0.2

0.1

0.1

0.1

0.1

0.1

0.1

0.1

0.1

0.2

0.3

0.4

0.5

0.5

0.5

0.5

0.4

0.4

0.3

0.3

0.3

0.3

0.3

0.3

0.2

0.2

0.1

0.1

0.1

0.1

0.1

0.1

0.1

0.1

0.4

0.7

0.9

1.1

1.2

1.1

1.0

0.9

0.7

0.7

0.7

0.7

0.7

0.7

0.6

0.5

0.4

0.2

0.1

0.1

0.2

0.3

0.4

0.3

0.1

0.1

0.6

1.1

1.6

2.0

2.2

2.0

1.6

1.3

1.2

1.3

1.3

1.5

1.7

1.6

1.4

1.1

0.7

0.4

0.2

0.2

0.4

0.9

0.8

0.5

0.2

0.1

0.7

1.3

2.5

3.7

3.9

3.6

2.6

1.6

1.5

1.8

2.3

2.8

3.2

3.0

2.4

1.8

1.1

0.5

0.3

0.3

1.1

2.0

1.6

0.8

0.2

0.1

0.8

1.6

3.0

4.8

5.2

4.4

3.0

1.9

1.8

2.1

3.4

5.1

5.7

5.6

4.1

2.3

1.3

0.7

0.5

0.7

2.6

4.2

2.5

1.0

0.2

0.1

0.8

1.6

3.0

4.8

5.2

4.4

3.0

2.0

2.0

2.4

4.1

6.2

7.9

7.8

5.1

2.7

1.6

0.8

0.7

1.3

3.9

6.4

3.0

1.1

0.2

0.1

0.7

1.3

2.5

3.6

3.8

3.5

2.6

1.7

1.9

2.5

3.6

5.9

8.1

7.7

5.1

2.8

1.6

0.8

0.7

1.4

3.8

6.1

3.0

1.0

0.2

0.1

0.6

1.1

1.5

2.0

2.2

2.0

1.7

1.5

1.6

2.1

3.6

5.5

6.2

6.1

4.3

2.3

1.4

0.7

0.6

0.8

3.0

5.2

2.6

1.0

0.2

0.1

0.4

0.7

0.9

1.0

1.2

1.1

1.0

1.1

1.3

1.8

2.4

3.1

3.5

3.3

2.7

1.9

1.1

0.6

0.4

0.4

1.3

2.2

1.8

0.8

0.2

0.1

0.2

0.3

0.4

0.5

0.5

0.6

0.8

1.2

1.4

1.7

1.9

1.8

1.5

1.3

0.8

0.4

0.2

0.2

0.5

1.0

1.0

0.5

0.2

0.1

0.1

0.1

0.2

0.2

0.2

0.3

0.4

0.6

0.7

0.8

0.8

0.8

0.7

0.6

0.4

0.2

0.2

0.1

0.2

0.4

0.4

0.3

0.2

0.1

0.1

0.1

0.1

0.1

0.2

0.2

0.2

0.1

0.1

0.1

0.2

0.3

0.1

0.2

0.2

0.2

0.1

0.1

0.3

0.7

1.1

0.3

0.4

0.4

0.3

0.1

0.1

0.6

1.8

3.0

1.1

1.2

1.0

0.4

0.2

0.1

0.7

2.4

6.4

3.1

2.8

2.3

1.1

0.5

0.1

0.8

2.6

6.8

5.9

6.0

3.9

1.8

0.7

0.1

0.6

2.1

4.5

13.1

7.6

5.0

2.4

0.7

0.1

0.4

1.2

1.7

9.4

5.3

1.6

0.5

0.1

0.2

0.3

0.4

12.1

7.2

4.9

2.4

0.8

0.1

0.1

0.1

0.2

5.7

5.9

3.8

1.8

0.7

0.1

0.1

0.2

0.3

3.1

2.8

2.2

1.0

0.5

0.1

0.3

0.8

1.1

2.0

1.6

1.1

0.5

0.3

0.1

0.6

1.8

3.1

4.8

1.6

0.9

0.4

0.2

0.1

0.7

2.4

6.4

3.0

1.0

0.4

0.9

2.5

5.8

13.2

18.8

10.9

4.9

2.5

2.4

4.6

9.8

18.3

14.7

6.6

3.1

1.2

0.4

0.1

0.7

2.6

6.7

3.3

1.1

0.6

1.4

3.2

6.2

11.2

14.8

9.7

5.2

3.4

3.3

4.9

8.8

13.8

11.5

7.1

3.6

1.6

0.5

0.1

0.6

2.1

4.4

4.9

2.5

0.9

0.6

1.2

3.0

5.1

6.2

7.0

5.9

5.0

3.0

2.8

4.7

5.7

6.8

6.3

5.2

3.3

1.3

0.5

0.1

0.4

1.2

1.7

1.8

1.3

0.6

0.5

0.7

1.8

2.9

3.8

3.1

3.7

2.9

1.8

1.7

2.7

3.4

3.0

3.6

3.0

1.9

0.7

0.4

0.1

0.2

0.3

0.4

0.4

0.3

0.2

0.3

0.8

1.2

1.3

0.9

1.5

1.2

0.8

0.7

1.1

1.4

0.9

1.2

1.2

0.9

0.3

0.2

0.1

0.1

0.1

0.1

0.1

0.1

0.1

0.2

0.3

0.4

0.4

0.3

0.4

0.4

0.4

0.4

0.4

0.4

0.3

0.3

0.3

0.2

0.1

0.1

0.2

0.1

0.1

0.1

0.1

0.1

OP4

OP5

OP4

OP5 OP3

OP32

OP3

OP52

OP52

OP5

OP52

OP52

OP5

OP5

OP52

OP5

OP4

OP4

OP4

OP53OP53

OW1

OW1

OW1

1

1

1

1

1

LABEL CALCTYPE

BUILDING ENTRANCE 1 ILLUMINANCE

CALCULATION SUMMARY

BUILDING ENTRANCE 2 ILLUMINANCE

BUILDING ENTRANCE 3 ILLUMINANCE

PARKING LOT ILLUMINANCE

UNITS AVG MAX MIN AVG/MIN MAX/MIN

FC

FC

FC

FC

11.9

14.3

15.8

1.9

12.6

14.3

15.8

21.1

11.2

14.3

15.8

0.0

1.06

1.0

1.0

N.A.

1.12

1.0

1.0

N.A.

THESE DRAWINGS ARE CLASSIFIED AS PART OF AN UNPUBLISHED COLLECTION OF ENGINEERING AND VISUAL ART COVERED UNDER THE

1978 COPYRIGHT ACT, IT IS AN EXCLUSIVE ORIGINAL WORK OF AUTHORSHIP. NONE OF THE PICTORIAL, GRAPHIC OR TECHNICAL CHARTS,

OTHERWISE WITHOUT THE EXPRESSED WRITTEN PERMISSION OF JT ELECTRIC, LLC.

ALL RIGHTS RESERVED BY JT ELECTRIC, LLC.

PHOTOCOPYING, STORED IN OR RETRIEVAL SYSTEM, OR TRANSMITTED IN ANY FORM OR BY ANY MEANS ELECTRONIC, MECHANICAL OR

DRAWINGS OR NOTES ON THESE DOCUMENTS MAY BE USED, BORROWED, REPRODUCED OR TRACED IN ANY METHOD BY OSALID OR

JT ELECTRIC DESIGN BUILD 2019
THIS PROJECT IS A DESIGN BUILD PROJECT AND THESE DRAWINGS SHALL NOT BE USED BY ANOTHER CONTRACTOR OTHER THAN JT
ELECTRIC FOR CONSTRUCTION PURPOSES WITHOUT WRITTEN PERMISSION BY JT ELECTRIC, LLC.

A

1 2 3 4 5

1 2 3 4 5

B

C

D

DateRev# Description

RAW DESIGN STUDIO

517 SOUTH 200 WEST
SALT LAKE CITY, UT 

84101

NOTE: THIS DRAWING IS INTENDED FOR A 
24"X36" SHEET. IF PRINTED ON ANYTHING 
ELSE, THIS IS A REDUCED COPY. PLEASE 

SCALE ACCORDINGLY.

(801) 215-9729
info@rawdesignstudio.com
www.rawdesignstudio.com

Job #

Owner

Date

Drawn

Checked

A

B

C

D

PDT

JDT

1
2
/2

7
/2

0
1
9

 1
2

:4
2

:1
2

 P
M

SITE
PHOTOMETRIC

PLAN

S
A

R
A

T
O

G
A

 H
E

A
L
T

H
 C

E
N

T
E

R
T

H
R

IV
E

 D
E

V
E

L
O

P
M

E
N

T

-

E102

THRIVE

11/15/2019

SCALE: 1" = 30'-0"

SITE PHOTOMETRIC PLAN
1

1 - City Comments

LIGHT FIXTURE SCHEDULE

COUNT TYPE MARK DESCRIPTION MANUFACTURER MODEL LAMP VOLTAGE FIXTURE WATTS REMARKS

2 OP3 16' POLE LIGHT VISIONAIRE LIGHTING ODN-1-L-T3-80LC-3-4K LED 4000K 120 V 97 VA MOUNTED AT 16'

5 OP4 16' POLE LIGHT VISIONAIRE LIGHTING ODN-1-L-T4-96LC-7-4K LED 4000K 120 V 127 VA MOUNTED AT 16'

6 OP5 16' POLE LIGHT VISIONAIRE LIGHTING ODN-1-L-T5W-96LC-7-4K LED 4000K 120 V 127 VA MOUNTED AT 16'

1 OP32 16' POLE LIGHT VISIONAIRE LIGHTING ODN-2-L-T3-64LC-3-4K LED 4000K 120 V 97 VA MOUNTED AT 16'

5 OP52 16' POLE LIGHT VISIONAIRE LIGHTING ODN-1-L-T5W-80LC-5-4K LED 4000K 120 V 97 VA MOUNTED AT 16'

2 OP53 16' POLE LIGHT VISIONAIRE LIGHTING ODN-2-L-T5W-64LC-5-4K LED 4000K 120 V 97 VA MOUNTED AT 16'

3 OW1 DECORATIVE EMERGENCY WALL SCONCE G LIGHTING GL-6541-B-CC-R5-SFBA-EL LED 4000K 120 V 28 VA MOUNTED AT 16' OR BELOW

1 ALL POLE MOUNTED LIGHT FIXTURES TO HAVE A 16" DECORATIVE BASE.

2 ALL LIGHT FIXTURES TO HAVE FULL CUTOFF.

3 ALL WALL MOUNTED LIGHT TO BE MOUNTED AT 16' AFF. OR LOWER.

4 ONE HOUR AFTER CLOSING OR BY 11:00PM, WICHEVER IS EARLIER, BUSINESSES
MUST TURN OFF AT LEAST 50% OF BUILDING LIGHTING AND LIGHTING FIXTURES IN
SURFACE PARKING LOTS AND ON TOP DECKS OF PARKING STRUCTURES; HOWEVER,
THOSE LIGHTING FIXTURES TURNED OFF MAY BE SET TO FUNCTION UTILIZING A
MOTION DETECTOR SYSTEM.  LIGHTS MAY BE TURNED BACK ON ONE HALF HOUR
PRIOR TO THE FIRST EMPLOYEE SHIFT.

5 PARKING LOT LIGHTS AND POLES TO ME METAL CONSTRUCTION AND BLACK.  WALL
SCONCES TO BE METAL CONSTRUCTION AN DOWN LIGHTING ONLY.

GENERAL SHEET NOTES:

1

1



LOT 1 LANDSCAPED AREA: 23,886 SF LOT 2 LANDSCAPED AREA: 16,652 SF
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COMPACTED 
ENGINEERED FILL

REINFORCING PER 
"DUMPSTER 
ENCLOSURE WALL" 
DETAIL.

CONCRETE PIER CP-12A UNDER 
POSTS.

1/2" PLATE X 8" X 8"

3' - 0"

HSS 4X4X3/8

(4) 3/4" DIA. X 18" X 2" LEG A307 
THREADED ANCHOR

0'
 - 

4"
1'

 - 
0" CONCRETE FOOTING

CHAMFERED 
CONCRETE

FOUNDATION WALL

4" X 4" X 3/16" TUBE 
STEEL GATE POST, W/ 

CAPPED END, PAINTED

HINGE & FENCE
ATTACHMENT 

BRACKET

3" X 1 1/2" X 1/4" TUBE
STEEL GATE FRAME,

PAINTED

1" X 1" STEEL SQUARE
TUBING @ 4" O.C. MAX.,

PAINTED

MASONRY WALL AS 
NOTED ON DUMPSTER 

WALL DETAIL.

8"
2"

EQ EQ

1

A0-102

T.O. FOUNDATION
ELEV. 100'-0"

T.O. MASONRY
ELEV. 106'-8" U.N.O.

1/2" EXPANSION JOINT, TYP.

4" THICK CONCRETE SLAB 
OVER 4" COMPACTED 

GRAVEL. SEE STRUCTURAL 
DETAIL FOR REINFORCING. 

2X8 WOOD TREATED PLATE
W/ 1/2"X8" ANCHOR BOLTS 

@
32" O.C., RECESS HEADS

3/4" TREATED PLYWOOD W/
2X4 BEVELED WOOD STUD

COMPACTED ENGINEERED FILL

REINFORCED CONCRETE FOOTING 
W/ (4) #4 BARS CONTINUOUS. 

8" REINFORCED CONCRETE STEM 
WALL W/ #4 BARS @ 12" O.C. 
HORIZONTAL AND 16" O.C. VERTICAL

8" X 8" X 16" ATLAS BRICK TO MATCH 
BUILDING. WITH (2) #4 HORIZONTAL 
BARS AT 16" O.C. ALL REBAR SHALL 
BE IN SOLID GROUTED CELLS. 

24 GA. PRE-FINISHED METAL COPING 
W/
DOUBLE LOCK STANDING SEAMS TO
MATCH BUILDING3"4"

1'
-4

"

2' - 6"

0'
 - 

6"
18

" M
IN

.
1'

 - 
0"

ADJACENT PAVING. SEE CIVIL.

LAP STEM VERTICAL REINFORCING A 
MINIMUM OF 24" INTO CMU WALL.

J BARS @ 16" O.C. VERTICAL LAP 
REBAR MIN. 12" INTO STEM WALL. 

GRAVEL BASE

18" DIA. 
CONCRETE
FOOTING

GRAVEL BASE

ASPHALT OR CONCRETE 
PAVING
WHERE NOTED - REFER ALSO 
TO
CIVIL DRAWINGS

6" DIA. GALVANIZED STEEL PIPE
FILLED WITH CONCRETE.  GRIND
SMOOTH AND PAINT CONCRETE.

1'
 - 

0"
2'

 - 
6"

3'
 - 

8"

PLAN

ELEVATION SEE CIVIL FOR GRADING

LOCK AND HASP. TO BE 
SELF-LATCHING.

PRE-FINISHED METAL
COPING

WELD AND GRIND SMOOTH,
3" X 1 1/2" X 1/4" TUBE STEEL

GATE FRAME, PAINTED.

4" X 4" X 3/16" TUBE STEEL
GATE POST, W/ CAPPED

END, PAINTED

(3 PER LEAF) HINGE &
POST ATTACHMENT

BRACKET
MASONRY WALL AS NOTED 

DUMPSTER WALL DETAIL.

GATE JAMB SEE DETAIL.

REINFORCED CONCRETE
FOOTING AND FOUNDATION.

SEE "DUMPSTER 
ENCLOSURE WALL" DETAIL 

FOR REINFORCING. 

NOTES:
1. WELD AND GRIND SMOOTH ALL
CONNECTIONS.
2. CAP ALL EXPOSED OPEN TUBE
ENDS W/ STEEL PLATE

EXTEND CONCRETE
FOUNDATION FOR GATE

CONCRETE CURB AND
GUTTER ALIGNED

WITH MASONRY. SEE CIVIL.

MASONRY WALL SEE 
"DUMPSTER ENCLOSURE 

WALL" DETAIL.

PAVING PER CIVIL DWGS.

CONCRETE FOOTING BELOW 
SEE "DUMPSTER 

ENCLOSURE WALL" DETAIL.

6" Ø POST BOLLARD PER
"PIPE BOLLARD DETAIL", TYP.

DUMPSTER N.I.C.

SL
O

PE
1/

4"
 / 

12
"

T.O. SLAB
ELEV. 100'-0"

3 
1/

2"
4'

-0
"

2'
-0

"

6'
-0

"

6'
-8

"

1"

11' - 4"

3' - 4" 3' - 4"

10
' -

 0
"

0'
 - 

8"

2' - 6"

1" DEEP CORRUGATED METAL PANEL. 
WELDED AT ALL EDGES AND SCREWED 
TO BRACES IN FIELD. PAINTED.

2" X 1" X 1/8" TUBE
STEEL GATE BRACES,

WELDED TO FRAME

10' MIN CLEAR

9'
 M

IN
 C

LE
AR

A0-102
C5

3

A0-102

10' - 0"

8'
 - 

3"

NOTE: THIS ELEVATION IS THE SAME FOR BOTH 
SIDES OF THE ENCLOSURE (MIRRORED).

MASONRY WALL SEE 
"DUMPSTER ENCLOSURE 
WALL" DETAIL.

SIDE ELEVATIONS

4" X 4" X 3/16" TUBE STEEL
GATE POST, W/ CAPPED

END, PAINTED

(3 PER LEAF) HINGE &
POST ATTACHMENT

BRACKET

GATE JAMB SEE DETAIL.

PRE-FINISHED METAL
COPING

8'
 - 

3"

MASONRY WALL SEE 
"DUMPSTER ENCLOSURE 
WALL" DETAIL.

BACK ELEVATION

PRE-FINISHED METAL
COPING 11' - 4"

8'
 - 

3"

6" Ø POST BOLLARD PER
"PIPE BOLLARD DETAIL", TYP.

6" Ø POST BOLLARD PER
"PIPE BOLLARD DETAIL", TYP.

HINGE AT GATE

GATE RAIL, ABOVE

6"Ø X 24" CONCRETE FOOTING

GATE FRAME POST

GATE KEEPER - MOUNTAIN STATES FENCE PART #6715 OR
EQUAL - INSTALL AS DIRECTED BY MANUFACTURER SO 
CLASP
MECHANISM FUNCTIONS SMOOTHLY.

STEEL PIPE - COORDINATE REQUIRED DIAMETER WITH GATE
KEEPER HARDWARE.  VERIFY LOCATION IN FIELD SO GATE
KEEPER HOLDS OPEN GATE PARALLEL TO FENCE.

STEEL PIPE - CAP END,
WELD AND GRIND
SMOOTH,  PAINT

GATE KEEPER

6"Ø X 24" CONCRETE
FOOTING

FE
N

C
E

G
AT

E 
IN
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PE

N
 P

O
SI

TI
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N
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1" = 1'-0"
1 GATE POST SECTION DETAIL1

3" = 1'-0"
C5 GATE JAMB DETAIL (PLAN VIEW)

1/2" = 1'-0"
3 DUMPSTER ENCLOSURE WALL1

1/2" = 1'-0"
4 PIPE BOLLARD DETAIL1

1/4" = 1'-0"
5 DUMPSTER ENCLOSURE1

1 : 6
A GATE KEEPER11

1 7/30/19 SITE PLAN APP.



PLAN

FRONT ELEVATION SEE CIVIL FOR GRADING

PRE-FINISHED METAL
COPING

WELD AND GRIND SMOOTH,
3" X 1 1/2" X 1/4" TUBE STEEL

GATE FRAME, PAINTED.

4" X 4" X 3/16" TUBE STEEL
GATE POST, W/ CAPPED

END, PAINTED

(3 PER LEAF) HINGE &
POST ATTACHMENT

BRACKET
MASONRY WALL AS NOTED 

DUMPSTER WALL DETAIL.

GATE JAMB SEE DETAIL.

REINFORCED CONCRETE
FOOTING AND FOUNDATION.

SEE "DUMPSTER 
ENCLOSURE WALL" DETAIL 

FOR REINFORCING. 

NOTES:
1. WELD AND GRIND SMOOTH ALL CONNECTIONS.
2. CAP ALL EXPOSED OPEN TUBE ENDS W/ STEEL PLATE

EXTEND CONCRETE
FOUNDATION FOR GATE

CONCRETE CURB AND
GUTTER ALIGNED

WITH MASONRY. SEE CIVIL.

MASONRY WALL SEE 
"DUMPSTER ENCLOSURE 

WALL" DETAIL.

PAVING PER CIVIL DWGS.

CONCRETE FOOTING BELOW 
SEE "DUMPSTER 

ENCLOSURE WALL" DETAIL.

6" Ø POST BOLLARD PER
"PIPE BOLLARD DETAIL", TYP.

DUMPSTER N.I.C.

SL
O

PE
1/

4"
 / 

12
"

T.O. SLAB
ELEV. 100'-0"

3 
1/

2"
4'

-0
"

2'
-0

"

6'
-0

"

6'
-8

"

1"

19' - 6"

3' - 4" 3' - 4"

10
' -

 0
"

0'
 - 

8"

2' - 6"

1" DEEP CORRUGATED METAL PANEL. 
WELDED AT ALL EDGES AND SCREWED 
TO BRACES IN FIELD. PAINTED. 2" X 1" X 1/8" TUBE

STEEL GATE BRACES,
WELDED TO FRAME

9'
 M

IN
 C

LE
AR

DUMPSTER N.I.C.

3' - 4" 3' - 4"

A0-102
C5

3

A0-102

10' - 0"

8'
 - 

3"

NOTE: THIS ELEVATION IS THE SAME FOR BOTH 
SIDES OF THE ENCLOSURE (MIRRORED).

MASONRY WALL SEE 
"DUMPSTER ENCLOSURE 
WALL" DETAIL.

SIDE ELEVATIONS

4" X 4" X 3/16" TUBE STEEL
GATE POST, W/ CAPPED

END, PAINTED

(3 PER LEAF) HINGE &
POST ATTACHMENT

BRACKET

GATE JAMB SEE DETAIL.

PRE-FINISHED METAL
COPING

8'
 - 

3"

MASONRY WALL SEE 
"DUMPSTER ENCLOSURE 
WALL" DETAIL.

BACK ELEVATION

PRE-FINISHED METAL
COPING 19' - 6"

8'
 - 

3"

6" Ø POST BOLLARD PER
"PIPE BOLLARD DETAIL", TYP. 6" Ø POST BOLLARD PER

"PIPE BOLLARD DETAIL", TYP.

6" Ø POST BOLLARD PER
"PIPE BOLLARD DETAIL", 

TYP.

LOCK AND HASP. TO BE 
SELF-LATCHING.
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UP
OPEN TO ABOVE

STAIR A
110

STAIR C
113

VESTIBULE A
103

VESTIBULE B
104

LOBBY
100

WOMEN
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MEN
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FIRE RISER
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SERVICE
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STAIR B
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1

NORTHEAST ELEVATION - BUILDING 1

 1/8" = 1'-0"
C1

NORTHWEST ELEVATION - BUILDING 1

GFRC PANELS

BRICK

METAL PANELS

BRICK

METAL PANEL

GLAZINGSTUCCO WITH REVEALS

BLDG #1 NORTH ELEVATION -
MATERIAL PERCENTAGES:

STUCCO: 3,401 SF (49.7%)
BRICK: 1,748 SF (25.6%)
METAL PANEL: 718 SF (10.5%)
GFRC PANEL: 971 SF (14.2%)

TOTAL FACADE MATERIAL AREA 
(EXCLUDING GLASS + DOORS): 6,838 SF

3

1 7/30/19 SITE PLAN APP.
3 12/2/19 3RD ROUND

COMMENTS - SITE
PLAN APP.

4 12/20/19 4TH ROUND
COMMENTS - SITE
PLAN APP.

NOTES:
1.  ALL SIGNS SHALL CONFORM TO 
SARATOGA SPRINGS MUNICIPAL CODE 
TITLE 19 (LAND DEVELOPMENT CODE).

2.  ALL ROOF DRAINS, CONDUIT AND PIPING, 
MAINTENANCE STAIRS AND LADDERS, AND 
OTHER RELATED SERVICES SHALL BE 
LOCATED ON THE INTERIOR OF THE 
BUILDING.

3. MECHANICAL EQUIPMENT ON BUILDING 
TO BE INSTALLED AT MIN 10' FROM 5' 6" 
PARAPET AND SHALL NOT BE VISIBLE FROM 
ALL HORIZONTAL POINTS OF VIEW.  IF 
VISIBLE, MECHANICAL EQUIPMENT TO BE 
COMPLETELY SCREENED, AND SCREENING 
MATERIALS TO CONFORM TO THE COLOR 
SCHEME AND MATERIALS OF THE PRIMARY 
BUILDING.
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C1

WEST ELEVATION - BUILDING 1

 1/8" = 1'-0"
A1

EAST ELEVATION - BUILDING 1

METAL PANELS

GRFC PANELS

EMERGENCY EXIT ONLY (NOT ENTRANCE)

BLDG #1 WEST ELEVATION -
MATERIAL PERCENTAGES:

STUCCO: 3,173 SF (46.6%)
BRICK: 1841 SF (27.1%)
GFRC PANEL: 1,673 SF (24.6%)
METAL PANEL: 116 SF (1.7%)

TOTAL FACADE MATERIAL AREA 
(EXCLUDING GLASS + DOORS): 6,803 SF

METAL PANEL

AREA AS OUTLINED = 1,160 SF 
(10' X 116"= 1,160 SF)

BLDG #1 EAST ELEVATION -
MATERIAL PERCENTAGES:

STUCCO: 2,524 SF (36.3%)
BRICK: 2889 SF (41.6%)
GFRC PANEL: 1,016 SF (14.6%)
METAL PANEL: 516 SF (7.5%)

TOTAL FACADE MATERIAL AREA 
(EXCLUDING GLASS + DOORS): 6,945 SF

3

1 7/30/19 SITE PLAN APP.
3 12/2/19 3RD ROUND

COMMENTS - SITE
PLAN APP.

4 12/20/19 4TH ROUND
COMMENTS - SITE
PLAN APP.

LEVEL 1 CEILING

GFRC PANELS

BRICK

EMERGENCY EXIT ONLY (NOT ENTRANCE)

GAS/ELECTRICAL PANEL LOCATIONGAS/ELECTRICAL PANEL LOCATIONSTUCCO WITH REVEALS

BRICK

BRCIK

STUCCO WITH REVEALS

GFRC PANELS

METAL PANEL

NOTES:
1.  ALL SIGNS SHALL CONFORM TO 
SARATOGA SPRINGS MUNICIPAL CODE 
TITLE 19 (LAND DEVELOPMENT CODE).

2.  ALL ROOF DRAINS, CONDUIT AND PIPING, 
MAINTENANCE STAIRS AND LADDERS, AND 
OTHER RELATED SERVICES SHALL BE 
LOCATED ON THE INTERIOR OF THE 
BUILDING.

3. MECHANICAL EQUIPMENT ON BUILDING 
TO BE INSTALLED AT MIN 10' FROM 5' 6" 
PARAPET AND SHALL NOT BE VISIBLE FROM 
ALL HORIZONTAL POINTS OF VIEW.  IF 
VISIBLE, MECHANICAL EQUIPMENT TO BE 
COMPLETELY SCREENED, AND SCREENING 
MATERIALS TO CONFORM TO THE COLOR 
SCHEME AND MATERIALS OF THE PRIMARY 
BUILDING.
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 1/8" = 1'-0"
A1

SOUTHEAST ELEVATION - BUILDING 1

 1/8" = 1'-0"
C1

SOUTHWEST ELEVATION - BUILDING 1

BLDG #1 SOUTH ELEVATION -
SIGNAGE CALCULATIONS:

ZONE: BUSINESS PARK
SOUTH ELEVATION FACADE: 8831 SF

PRIMARY BUILDING SIGNAGE
8% OF 8,831 = 706 SF ALLOWABLE

CUMMULATIVE TOTAL ALL SIGNS PER ELEVATION = 
200 SF + 24 SF < 706 SF

3

3 12/2/19 3RD ROUND
COMMENTS - SITE
PLAN APP.

4 12/20/19 4TH ROUND
COMMENTS - SITE
PLAN APP.

BLDG #1 SOUTH ELEVATION -
MATERIAL PERCENTAGES:

STUCCO: 2,128 SF (28%)
BRICK: 2,014 SF(26.5%)
GFRC PANEL: 2,069 SF (27.2%)
METAL PANEL: 1,396 SF (18.3%)

TOTAL FACADE MATERIAL AREA (EXCLUDING 
GLASS + DOORS): 7,607 SF

NOTES:
1.  ALL SIGNS SHALL CONFORM TO 
SARATOGA SPRINGS MUNICIPAL CODE 
TITLE 19 (LAND DEVELOPMENT CODE).

2.  ALL ROOF DRAINS, CONDUIT AND PIPING, 
MAINTENANCE STAIRS AND LADDERS, AND 
OTHER RELATED SERVICES SHALL BE 
LOCATED ON THE INTERIOR OF THE 
BUILDING.

3. MECHANICAL EQUIPMENT ON BUILDING 
TO BE INSTALLED AT MIN 10' FROM 5' 6" 
PARAPET AND SHALL NOT BE VISIBLE FROM 
ALL HORIZONTAL POINTS OF VIEW.  IF 
VISIBLE, MECHANICAL EQUIPMENT TO BE 
COMPLETELY SCREENED, AND SCREENING 
MATERIALS TO CONFORM TO THE COLOR 
SCHEME AND MATERIALS OF THE PRIMARY 
BUILDING.
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A1 SOUTH ELEVATION - BUILDING 2

MECHANICAL EQUIPMENT 
HIDDEN BY PARAPET, 
SEE NOTES

METAL PANEL BLDG #2 SOUTH ELEVATION -
MATERIAL PERCENTAGES:

BRICK: 1,196 SF (29.4%)
METAL PANEL: 1,855 (45.6%)
STUCCO: 1,019 SF (25.0%)

TOTAL FACADE MATERIAL AREA 
(EXCLUDING GLASS + DOORS): 4,070 SF

1/8" = 1'-0"
C1 EAST ELEVATION - BUILDING 2

BLDG #2 EAST ELEVATION -
MATERIAL PERCENTAGES:

STUCCO: 2,045 SF (48.0%)
BRICK:  1,184 SF (28.8%)
METAL PANEL: 1,030 SF (24.2%)

TOTAL FACADE MATERIAL AREA 
(EXCLUDING GLASS + DOORS): 4,259 SF

BLDG #2 EAST ELEVATION -
1ST FLOOR FACADE CALCULATION:
(NOTE: NON-RETAIL + MEDICAL USE 
ON 1ST FLOOR)

AT 10' CEILING HEIGHT
AREA: 1,400 SF
GLAZING: 517 SF (36.9%)

EMERGENCY EXIT ONLY (NOT AN ENTRANCE)BRICKSTUCCO WITH REVEALSBRICKMETAL PANEL 1ST FLOOR FACADE AREA = 1,400 SF AS SHOWN 
BY DASH LINES (10' X 140' = 1,400 SF)

METAL PANEL METAL PANEL MECHANICAL EQUIPMENT 
HIDDEN BY PARAPET, 
SEE NOTES

1 7/30/19 SITE PLAN APP.
3 12/2/19 3RD ROUND

COMMENTS-SITE PLAN
APP.

4 12/20/19 4TH ROUND
COMMENTS-SITE PLAN
APP.

3

NOTES:
1.  ALL SIGNS SHALL CONFORM TO 
SARATOGA SPRINGS MUNICIPAL CODE 
TITLE 19 (LAND DEVELOPMENT CODE).

2.  ALL ROOF DRAINS, CONDUIT AND PIPING, 
MAINTENANCE STAIRS AND LADDERS, AND 
OTHER RELATED SERVICES SHALL BE 
LOCATED ON THE INTERIOR OF THE 
BUILDING.

3. MECHANICAL EQUIPMENT ON BUILDING 
TO BE INSTALLED AT MIN 10' FROM 5' 6" 
PARAPET AND SHALL NOT BE VISIBLE FROM 
ALL HORIZONTAL POINTS OF VIEW.  IF 
VISIBLE, MECHANICAL EQUIPMENT TO BE 
COMPLETELY SCREENED, AND SCREENING 
MATERIALS TO CONFORM TO THE COLOR 
SCHEME AND MATERIALS OF THE PRIMARY 
BUILDING.
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1/8" = 1'-0"
C1 WEST ELEVATION -  BUILDING 2

METAL PANEL BRICK STUCCO WITH REVEALS

METAL PANEL

MECHANICAL EQUIPMENT 
HIDDEN BY PARAPET, 
SEE NOTES

BLDG #2 WEST ELEVATION -
MATERIAL PERCENTAGES:

STUCCO: 2,411 SF (61.4%)
METAL PANEL: 1,261 SF (32.1%)
BRICK: 216 SF (5.5%)
CANOPY: 38 SF (1.0%)

TOTAL FACADE MATERIAL AREA 
(EXCLUDING GLASS + DOORS): 3,926 SF

1/8" = 1'-0"
A1 NORTH ELEVATION - BUILDING 2

BRICK MECHANICAL EQUIPMENT 
HIDDEN BY PARAPET, SEE NOTES

METAL PANEL

BLDG #2 NORTH ELEVATION -
MATERIAL PERCENTAGES:

STUCCO: 1,879 SF (46.7%)
METAL PANEL: 1,599 SF (39.7%)
BRICK: 549 SF (13.6%)

TOTAL FACADE MATERIAL AREA 
(EXCLUDING GLASS + DOORS): 4,027 SF

STUCCO WITH REVEALSMETAL PANELBRICK

1 7/30/19 SITE PLAN APP.
3 12/2/19 3RD ROUND

COMMENTS-SITE PLAN
APP.

4 12/20/19 4TH ROUND
COMMENTS-SITE PLAN
APP.

4'+ CANOPY

3

NOTES:
1.  ALL SIGNS SHALL CONFORM TO 
SARATOGA SPRINGS MUNICIPAL CODE 
TITLE 19 (LAND DEVELOPMENT CODE).

2.  ALL ROOF DRAINS, CONDUIT AND PIPING, 
MAINTENANCE STAIRS AND LADDERS, AND 
OTHER RELATED SERVICES SHALL BE 
LOCATED ON THE INTERIOR OF THE 
BUILDING.

3. MECHANICAL EQUIPMENT ON BUILDING 
TO BE INSTALLED AT MIN 10' FROM 5' 6" 
PARAPET AND SHALL NOT BE VISIBLE FROM 
ALL HORIZONTAL POINTS OF VIEW.  IF 
VISIBLE, MECHANICAL EQUIPMENT TO BE 
COMPLETELY SCREENED, AND SCREENING 
MATERIALS TO CONFORM TO THE COLOR 
SCHEME AND MATERIALS OF THE PRIMARY 
BUILDING.
  

4

METAL PANEL

4

4
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PLANNING COMMISSION MEETING MINUTES 
 
Call to Order - 6:00 p.m. by Chairman Kirk Wilkins 

Present: Commission Members: Kirk Wilkins, Bryan Chapman, Bryce Anderson, Christopher Carn, Troy 
Cunningham, Ken Kilgore, Sandra Steele. 5 
Staff: Dave Stroud, Planning Director; Nicolette Fike, Deputy Recorder; Rachel Day, Planner I. 
Others: Stan Steele, Tiffany Wilkins 

 
1. Pledge of Allegiance - led by Commissioner Wilkins 
 10 
2. Roll Call – A quorum was present  
 
3. Public Input  
 

Public Input Open by Chairman Kirk Wilkins, Receiving no public comments, the Public Input was Closed 15 
by Chairman Kirk Wilkins. 

 
4. Business Item: Approval of Planning Commission 2020 Annual Regular Meeting Schedule. 
 

Motion made by Commissioner Wilkins to approve the 2020 Planning Commission Annual Regular 20 
Meeting Schedule. Seconded by Commissioner Chapman. Aye: Bryce Anderson, Bryan Chapman, 
Christopher Carn, Troy Cunningham, Ken Kilgore, Sandra Steele, Kirk Wilkins. Motion passed 7 - 0. 

 
5. Approval of Minutes:  November 14, 2019 
 25 

Motion made by Commissioner Steele to approve the minutes of November 14, 2019. Seconded by 
Commissioner Anderson. Aye: Bryce Anderson, Bryan Chapman, Christopher Carn, Troy 
Cunningham, Ken Kilgore, Sandra Steele, Kirk Wilkins. Motion passed 7 - 0. 

 
6. Reports of Action. – No Reports were needed. 30 
 
7. Commission Comments. 

Commissioner Carn shared appreciation and thanked the other commissioners for the professional manner 
the meetings were run which was helpful as a new commissioner. 

 35 
Commissioner Wilkins thanked the other commissioners and shared his appreciation for the time he served on 
the board and with them.  
 
Commissioner Steele shared that it has been a pleasure and honor to serve on the commission with the others.  

 40 
8. Director’s Report. – Planning Director Dave Stroud advised of a new Planner II who will be joining staff. 

Planning Director Dave Stroud thanked the out-going commissioners and wished them well in their future 
endeavors.  
 

9. Possible motion to enter into closed session – No closed session was held. 45 
 
10. Meeting Adjourned Without Objection at 6:08 p.m. by Chairman Kirk Wilkins. 
 
 
 50 
____________________________      ________________________ 
Date of Approval          Planning Commission Chair   
               
 
___________________________ 55 
Deputy City Recorder 
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